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YOUR PARTNER
SINCE 2008

of our customers and partners 
recommend ISOLED® !

99 %
YOUR QUALITY REQUIREMENTS ARE OUR BENCHMARK!

ISOLED® AUSTRIA
FIAI Handels GmbH
Egerbach 48
A-6334 SCHWOICH
AUSTRIA

Tel: +43 5372 219 999

Email: office@isoled.at
www.isoled.at

ISOLED® SWITZERLAND 
Allegra Swiss GmbH
Einsiedlerstrasse 15a
CH-8834 SCHINDELLEGI
SWITZERLAND

Tel: +41 44 787 04 75

Email: info@isoled.ch
www.isoled.ch

ISOLED® GERMANY
FIAI Trading GmbH
Hollerweg 3
D-85649 BRUNNTHAL
GERMANY

Tel: +49 810 48 999 200

Email: office@isoled.at
www.isoled.de
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+23 % Turnover
+19 % New items

PLUS
We are growing 

sustainably!

ISOLED® Sales fi eld service

Sales partner

SUSTAINABILITY, CONTINUITY
AND GROWTH
WE GO THE EXTRA MILE
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OF OUR CUSTOMERS RECOMMEND US!

  # 1 SUCCESS FACTORS
PERSONAL SERVICE

COMPETENT  CUSTOMER SERVICE
TARGET GROUP & INDUSTRY SPECIFIC

PRODUCT RANGE AVAILABLE FROM STOCK

WITH our customers
FOR our customers

EXPANSION AND INTERNATIONALISATION

Important notice: Please note that any transformers and luminaires must never be directly covered (e.g. with thermal insulation material).

In the case of coloured products, we sometimes give the colour codes of the internationally used and standardised colour system (colour table) RAL. In  
such a case, the actual colour of the product is an approximation of the RAL colour code given. Slight colour deviations within small tolerance ranges  
cannot be excluded. 

Optional extension of warranty period All additional products and 
services  according to our general terms and conditions and warranty 
conditions.  Additional warranty period extensions available on request.

dimmable

maximum fl ex 
stripe width

walk-on Surface-mount  
Profi le

drive-on Linear LED  
pendant light

Recessed  
profi le

impact-
resistant up to 

6 Joules

swiveling Quick  
assembly

YEAR
GUARANTEE

YEAR
GUARANTEE3 YEAR

GUARANTEE4 YEAR
GUARANTEE

ÉV 
GARANCIA

5 

Various parameters such as e.g. EMC, fi re 
performance  etc. were tested by a TÜV insti-
tute.  The certifi cates are provided on request 
to the  market regulatory authorities.

Transformer with double or strengthened insulation. No  

protective conductor must be connected!

Lights with limited surface temperature for fi re-hazard 
environments.  Therefore approved for woodworking 
shops,  barns ...D

Transformer for use outside lights.

Temperature-protected transformer. Maximum tempera-
ture  in the event of a fault 110 °C

The assembly/installation as well as operation of this  
article in proximity to foodstuff s of any type is without  
concern. The quality of the food is neither affected nor 
impaired.

SAFE
FOOD

110

Here please note: Shipping costs on request!  Articles with this mar-
king require special freight costs due to their dimensions.

Security transformer

Isolating transformer short-circuit-proof | Short-cir-
cuit-proof/protective insulated | Not short-circuit-proof

Can be attached to “normally fl ammable”  
equipment items. Among others this inclu-
des  wooden surfaces.

F M

This products meets the currently applicable standards  
and regulations. We can provide you with the CE declarati 
on of conformity on request.

Device of protection class I with protective earthing
Do not reach temperatures that can lead to the ignition of 
materials of unknown fi re behaviour. Limited surface tem-
perature 90° in normal operation!

M M

The CE conformity was tested by an external institute. 

xx 
mm
width

LEGEND

For direct mounting on normally fl ammab-
le surfaces NOT suitable luminaire.

For installation in wood or false ceilings of 
normally fl ammable materials NOT suitab-
le luminaire.

Luminaire or control gear must NOT be  
covered with heat insulation materials. 
Applies to all articles.



Mag. Stefan Wurnig
CTO | Management Technology (founder)

Ing. Hacadur Otyan
CEO | Chairman of the board (founder)

„Attitude is a little thing that makes a big difference“

Winston Churchill (1874 - 1965)

Dear ladies and gentlemen,  dear customers and interested parties !

In the middle of the second Corona year 2021, our new catalog 
2022 is published with about 2,450 products, of which almost 450 
are new. 

Even if significant relief takes effect, we do not know whether the 
decline of the pandemic is a summer effect or not. The pandemic 
continues to dominate our lives and our work. It is not foreseeable 
when we will fully regain our accustomed lives and the freedoms 
that go with them.

We quickly learn to deal with and adjust to bumps in the road. In 
this way, we managed to master the challenges that we had in 
2020 and to date very well and to continue on our growth path.

The development of the global economy and the economic ups-
wing, which has occurred with a time lag and in different regions, 
has certainly led to considerable changes on the world market.

The countries in the Far East (especially China) have quickly over-
come the effects of the pandemic (still in 2020) through rigorous 
measures and massive restrictions (personal/economic) and were 
subsequently able to quickly return to their growth path. Economic 
growth in these regions, which was already significantly stronger 
than in Europe before the pandemic (approx. 4.5 - 6.5 %), has al-
ready accelerated in the second. half of 2020 and is now in full 
swing (unofficially expected to be approx. 8-10 % in 2021), which 
is significantly higher than before. 

This, combined with economic support measures or aid packages 
that are underway or have been launched in Europe, is now essen-
tially leading to considerable difficulties in the supply of raw mate-
rials and in international freight traffic. 

Raw material prices have risen by 30-60%, freight costs by up to 
400% (sea freight/ costs for containers) and certain components 
are currently not available or can only be procured at massively 
increased prices. The scarcity of resources not only affects compo-
nents, but also freight capacities from the Far East to Europe.

For the first time in years, we were unable to cushion the price in-
creases from our suppliers and our logistics partners through our 
growth (higher purchasing volume, longer-term purchase agree-
ments and disposition, pre-financing of components, etc.) and our 
intensive partnerships and we had to adjust our prices in mid-July 
2021.

In this way, we ensure:

» continued highest availability

» Top quality

» sustainable product range

» long-term and stable partnerships

The management of the pandemic as well as the additional 
growth of over 20% from 2019 to 2020 showed that we are a 
"fit" company with a powerful and adaptable organization and 
top motivated employees.

Moreover, we operate in an industry that is not one of the victims 
of this crisis.

We continue to observe the current development with caution 
and care in order to be able to continue to actively shape our ac-
tions. An ongoing observation of the current situation as well as 
a constant readiness to react accordingly to changes (Corona-re-
lated as well as market-related) are now constant companions in 
our ongoing work.

Many thanks to our employees!  Who have helped to shape ever-
ything, who have supported everything and who have given their 
best.

We cannot appreciate enough your dedication, trust and loyalty 
during this extraordinary time.

Many thanks to our customers and partners! Who, despite the 
uncertainty, have pushed and further expanded the cooperation 
and remain loyal to us.

Their confidence in our ability to deliver, competencies, products 
and services have sustained our business operations without 
interruption. 

Our plans for the future remain ambitious and growth-oriented. 
Based on our core values - sustainability - loyalty - trust - we will 
invest further steps in the intensive expansion of market cultiva-
tion in the DACH region, expand our sales throughout Europe and 
further develop our order-oriented production.

In addition, we will deepen our industry and target group ap-
proach!

We continue to grow!  In the first half of 2021, we were able to 
continue our growth course (again a + of 20%), which is why we 
are strengthening our existing team of over 140 employees in all 
areas - with a focus on sales and customer service - with additio-
nal competent employees.

Furthermore, we are intensifying our training and further educa-
tion measures in order to be able to advise our customers even 
better, more individually and in a more targeted manner. 

We wish you, your employees and families good health and a 
good business year.
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235 Surface-mounting/  Recessed profiles 
up to max. 9 mm flex strip width 

239 Surface-mounting/ profiles recessed 
10 mm flex stripes width

245 Surface-mounting/ profiles recessed 
11 mm flex stripes width

247 Surface-mounting/ profiles recessed 
12 mm flex stripes width

259 Surface-mounting/ profiles recessed 
13 bis 19 mm flex stripes width

263 Surface-mounting/ profiles recessed 
20 bis 21 mm flex stripes width

273 Surface-mounting/  profiles recessed 
from 22 mm Flex stripe width

283 Corner profiles
291 Dry wall profiles
305 Luminaire profiles
313 Tile profiles
321 Profiles for indirect lighting
331 Special and flexible profiles
343 Profile accessories
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163 LED controllers
165 Mini controllers
167 SYS-PRO series
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183 ZIGBEE controllers
185 LED sensors

189 LED TRANSFORMERS

191 Constant current transformers
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215 Transformer 24V IP65/IP67
221 Transformer 48V IP20 - IP67
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The new energy efficiency classes
The new energy label divides light sources into 7 
classes : from A for "very efficient" to G "less effi-
cient". The new scale makes it easier for consumers 
to compare products when the focus is on high lumi-
nous efficacy.

GOOD TO KNOW!
The new energy efficiency classes are now determined according 
to a modified calculation method. In particular, the luminous flux 
(lumen) obtained from the power (watt) is decisive for this. It is 
not possible to use the old energy efficiency classes

1:1 in the new classification system. The EU EcodesignDirective 
provides for the new labelling requirement for all light sources 
from September 2021. The new classes can therefore already be 
found in our catalog.

SUPPLIER’S NAME
MODEL IDENTIFIER

A
B
C
D
E
F
G

2019/2015

A
B
C
D
E
F
GkWh/1000h

WXYZ Insert here 
product 

QR code

Manufacturer name 
Model name

energy efficiency class
new: from A (best) to G (worst)

Number of EU Regulations 

QR code
for devices details in the EU databas

Power consumption
in kilowatt hours per 1,000 
hours of use
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Choose from over 
2450 items!

 » Innovative LED brand products
 » Over 120 product categories 
 » Sustainable, intelligent lighting solutions
 » Individual lighting concepts
 » Manufactured light elements
 » Special designs and OEM production

4 subject-specific 
catalogs 

 » 1008 pages full of highlights
 » 35.000 pieces Circulation
 » Available in: DE, EN, FR, IT & HU
 » Online flip catalog and high quality 

print version

ISOLED® 
2022 

MAIN CATALOGUE
ISOLED® 

2022
LED flex stripes & profiles

ISOLED® 
2022 

Ready to plug in

ISOLED® 
2022 

Infrared incl. light frameWe advise you personally 
and support you with the 
realisation of your projects!

THE NEW PRODUCT CATALOG
COLLECTION ISOLED® 2022
As a service-oriented company, it is important for us to offer a lot of comfort 
and accessibility for every customer and partner. But we also have to pay 
a lot of attention to the environment. Therefore, the new collection 
of ISOLED® 2022 product catalogs is divided into four individual 
issues. This enables a targeted approach and offers only infor-
mation about the product ranges that are really relevant for 
the customer. It also saves paper and guarantees sustai-
nability for the future. In this way, your project can be 
implemented in the most customer-oriented and 
efficient way possible.
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A world that is constantly evolving also needs constant evolving 
offers. Therefore, a new era of customer orientation begins with 
the new and improved ISOLED® webshop. Not only the increasing 
demand but also the steadily growing customer base require 
consistent attention.

State-of-the-art functions and a wider choice of languages are 
designed to satisfy the need for progress. An optimised „customer 
journey“ is to accommodate the ever-increasing desire for 
convenience and accessibility. With solution-oriented ideas, we 
want to ensure that the shop is constantly developed further and 
meets the requirements and trends of the market.

THE NEW WEBSHOP OF ISOLED®!

BEST OF

PROFESSIONAL FILTERING  
You will find your product in no time!

PROJECT/CUSTOMER RELATED ORDERS  
So that you can keep track of things!

TARGETED SEARCH  
Save time!

ORDER HISTORY  
So that nothing is forgotten!

WATCH LISTS/COMPARISON VIEWS 
 Make your decisions when you are sure!

INDUSTRY/APPLICATION MENUS  
The new structured menu is clearer and  
more intuitive than ever before!

FAR
MORE THAN

"JUST A 
WEBSHOP"

HIGHLIGHTS OF THE NEW ISOLED® SHOP!

THE FUTURE IS NOW! 
The modern webshop of ISOLED®  with many new functions - FOR YOU

   MODERN           SAFE         SUSTAINABLE         PROFESSIONAL
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ISOLED® SWITZERLAND 
www.isoled.ch

ISOLED® ITALIA 
www.isoled.it

ISOLED® HUNGARIA 
www.isoled.hu

ISOLED® FRANCE 
www.isoled.fr

ISOLED® Austria technology and logistics center
FIAI Handels GmbH | Egerbach 48 | A-6334 Schwoich | Tel: +43 5372 219999 | E-Mail: office@isoled.at

CUSTOMISED LIGHT SOLUTIONS

QUALITY IS NO 
COINCIDENCE

SINCE 2008

Our company consists of competent specialist, lateral thinkers 
and motivated doers, who continuously drive forwards the  
technical developments in LED technology and set new accents 
and trends with their innovative ideas and solutions. 

Since 2008 we have been offering our customers and partners
a standardised LED product range with more than 2,450 items,
intelligent LED project lighting solutions as well as customer-
specific manufacture of sustainable LED lighting solutions
according to specific requirements.

When creating our wide range of products and services, we base 
our actions both on

 » Requirements of our customers as well as on the

 » technical progress within LED technology  

Excellent quality, highly competent advice from our staff , as well 
as sustainable growth of our company make sure our partners 
can reliably cover their needs with the latest LED lighting compo-
nents and systems.

ISOLED®

EUROPEAN BRAND SINCE 2008

3.688.000 

140 

+ 35.000 
WEBSITE CALL/YEAR

13.500 
CUSTOMERS AND PARTNERS
ACROSS EUROPE

EMPLOYEES

Commercial wholesale customers
Architects and planners

Industrial customers 
Local authorities

Specialist and wholesale trade
trade and commerce

4
LOCATIONS

1008 
PAGES

SUBSCRIBE TO NEWSLETTER

35.000 
PIECE/EDITION

10
NATIONS

5 
DE HUITFREN

LANGUAGES

6334 Schwoich
85649 Brunnthal

8834 Schindellegi 
8997 Zalaháshágy

A
D

CH
HU

ISOLED® GERMANY 
www.isoled.de

ISOLED® AUSTRIA 
www.isoled.at8

https://www.isoled.ch/
https://www.isoled.it/
https://www.isoled.hu/
https://www.isoled.fr/
mailto:office@isoled.at
Tel: +43 5372 219999
https://www.isoled.de/
https://www.isoled.at/
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STANDARDISED 
PRODUCT RANGE

More than 2,450 products

High-end LED components

High product availability

INTELLIGENT PROJECT 
LIGHTING SOLUTIONS

Scalable LED control technology

Holistic LED lighting systems

Personal project support

CUSTOMER-SPECIFIC 
MANUFACTURE

Manufactured light elements

Precise custom production

Delivery ready for installation

CUSTOMISED LIGHT SOLUTIONS
SUSTAINABLE EFFICIENCY IMPROVEMENT WITH SMART 
LED LIGHTING CONCEPTS

3.688.000 

140 

+ 35.000 
WEBSITE CALL/YEAR

13.500 
CUSTOMERS AND PARTNERS
ACROSS EUROPE

EMPLOYEES

Commercial wholesale customers
Architects and planners

Industrial customers 
Local authorities

Specialist and wholesale trade
trade and commerce

4
LOCATIONS

1008 
PAGES

SUBSCRIBE TO NEWSLETTER

35.000 
PIECE/EDITION

10
NATIONS

5 
DE HUITFREN

LANGUAGES

6334 Schwoich
85649 Brunnthal

8834 Schindellegi 
8997 Zalaháshágy

A
D

CH
HU
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CUSTOMER SURVEY
VALID / REPRESENTATIV (PRESENTABLE) / AUTHENTIC

828   
CUSTOMERS  
RESPONDED

7.53%  
PARTICIPATION   
OF 11,000 CUSTOMERS

12  
NATIONS

40  
QUESTIONS

34.651 
ANSWERS

bewerten unsere Produktqualität mit 
sehr zufrieden bis zufrieden.

sind mit unserer Liefertermin-Treue 
sehr zufrieden bzw. zufrieden. 

bestätigen, dass Lieferungen immer voll-
ständig und korrekt ausgeführt werden.

benoten unsere Produktverfügbarkeit 
mit sehr gut bis gut.

PRODUKTQUALITÄT

LIEFERTERMIN-TREUE

PRODUKTVERFÜGBARKEIT 

LIEFERUNGEN

92%93%

98%89%

bewerten unsere Produktqualität mit 
sehr zufrieden bis zufrieden.

sind mit unserer Liefertermin-Treue 
sehr zufrieden bzw. zufrieden. 

bestätigen, dass Lieferungen immer voll-
ständig und korrekt ausgeführt werden.

benoten unsere Produktverfügbarkeit 
mit sehr gut bis gut.

PRODUKTQUALITÄT

LIEFERTERMIN-TREUE

PRODUKTVERFÜGBARKEIT 

LIEFERUNGEN

92%93%

98%89%

bewerten unsere Produktqualität mit 
sehr zufrieden bis zufrieden.

sind mit unserer Liefertermin-Treue 
sehr zufrieden bzw. zufrieden. 

bestätigen, dass Lieferungen immer voll-
ständig und korrekt ausgeführt werden.

benoten unsere Produktverfügbarkeit 
mit sehr gut bis gut.

PRODUKTQUALITÄT

LIEFERTERMIN-TREUE

PRODUKTVERFÜGBARKEIT 

LIEFERUNGEN

92%93%

98%89%

PRODUCT QUALITY
evaluate our product quality   
very satisfied to satisfied.

PRODUCT AVAILABILITY 
rate our product availability  
as good to very good.

ON-TIME DELIVERY
evaluate our product quality   
very satisfied to satisfied.

bewerten unsere Produktqualität mit 
sehr zufrieden bis zufrieden.

sind mit unserer Liefertermin-Treue 
sehr zufrieden bzw. zufrieden. 

bestätigen, dass Lieferungen immer voll-
ständig und korrekt ausgeführt werden.

benoten unsere Produktverfügbarkeit 
mit sehr gut bis gut.

PRODUKTQUALITÄT

LIEFERTERMIN-TREUE

PRODUKTVERFÜGBARKEIT 

LIEFERUNGEN

92%93%

98%89%
DELIVERIES
Confirm that deliveries always  
complete and are performed correctly.

Where would our customers position the ISOLED
®

 brand 
against competitors on the market?

ISOLED® 
COMPARED TO THE 

COMPETITION

QUALITY
ISOLED

®

 as market leader: 11 %
  

ISOLED
®

 in the TOP 2: 69 %

TOP

3

ABILITY TO DELIVER
ISOLED

®

 as market leader: 35%
  

ISOLED
®

 in the TOP 2: 87%

TOP

3

PRICE PERFORMANCE
ISOLED

®

 as market leader: 19%
  

ISOLED
®

 in the TOP 2: 79%

TOP

3

99  % ISOLED® als Marktführer: 11 %
ISOLED® unter den TOP 2: 69 % 98  %

99  % ISOLED® als Marktführer: 19 %
ISOLED® unter den TOP 2: 79 % 91  % ISOLED® als Marktführer: 44 %

ISOLED® unter den TOP 3: 99 %

ISOLED® als Marktführer: 35 %
ISOLED® unter den TOP 2: 87 %

QUALITÄT

PREIS-/LEISTUNG

LIEFERFÄHIGKEIT

SERVICE & BERATUNG TOP 299  % ISOLED® als Marktführer: 11 %
ISOLED® unter den TOP 2: 69 % 98  %

99  % ISOLED® als Marktführer: 19 %
ISOLED® unter den TOP 2: 79 % 91  % ISOLED® als Marktführer: 44 %

ISOLED® unter den TOP 3: 99 %

ISOLED® als Marktführer: 35 %
ISOLED® unter den TOP 2: 87 %

QUALITÄT

PREIS-/LEISTUNG

LIEFERFÄHIGKEIT

SERVICE & BERATUNG TOP 299  % ISOLED® als Marktführer: 11 %
ISOLED® unter den TOP 2: 69 % 98  %

99  % ISOLED® als Marktführer: 19 %
ISOLED® unter den TOP 2: 79 % 91  % ISOLED® als Marktführer: 44 %

ISOLED® unter den TOP 3: 99 %

ISOLED® als Marktführer: 35 %
ISOLED® unter den TOP 2: 87 %

QUALITÄT

PREIS-/LEISTUNG

LIEFERFÄHIGKEIT

SERVICE & BERATUNG TOP 2

SERVICE & ADVICE
ISOLED

®

 as market leader: 44%
  

ISOLED
®

 in the TOP 3: 99%

TOP

2

99  % ISOLED® als Marktführer: 11 %
ISOLED® unter den TOP 2: 69 % 98  %

99  % ISOLED® als Marktführer: 19 %
ISOLED® unter den TOP 2: 79 % 91  % ISOLED® als Marktführer: 44 %

ISOLED® unter den TOP 3: 99 %

ISOLED® als Marktführer: 35 %
ISOLED® unter den TOP 2: 87 %

QUALITÄT

PREIS-/LEISTUNG

LIEFERFÄHIGKEIT

SERVICE & BERATUNG TOP 2

NEXT
CUSTOMER 

SURVEY
2022
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OF OUR CUSTOMERS AND  
PARTNERS RECOMMEND ISOLED®!

Many thanks for your professional  
suggestions and your motivating praise!

  # 1 SUCCESS FACTORS
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OFFICE
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97% 91% 94% 92%
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SA
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D

SA
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SF
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D

BACK 
OFFICE

BACK OFFICE

EXTERNAL SALES

BACK OFFICE

EXTERNAL SALES

BACK OFFICE

EXTERNAL SALES

EXTERNAL
SALES

97% 91% 94% 92%

COMPETENT  
CUSTOMER ADVICE & 

SOLUTION OFFERS

PERSONAL  
SERVICE

TARGET GROUP &  
INDUSTRY SPECIFIC

PRODUCT RANGE  
AVAILABLE  

FROM STOCK

AVAILABILITY & 
RELIABILITY
Are you satisfied with the availability  
and reliability of our sales team?

TECHNICAL ADVICE
Are you satisfied with the technical  
advice provided by our sales team?
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On the pulse of progress
Driven by the innovative strength of our team of specialists as 
well as the increasing demands of our customers and the market, 
we develop and design significantly improved and completely 
new LED components, products and lighting systems, taking into 
account the latest technologies.

Unique through customised
Our product management works intensively with the production-
related research and development team to create trendsetting, 
solution-oriented and customised lighting concepts. This always 
takes into account the highest economic and ecological energy 
efficiency.

Our customers and partners benefit  
consistently from service, quality,  
functionality and efficiency.

ISOLED® TECHNOLOGY

CUSTOMISED LIGHT SOLUTIONS
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YOUR PARTNER
Since 2008

SIGNIFY = PHILIPS

Licensed partnerships

Visionary  innovation

Product development

Intelligent  product design

Compact design & easy to install

Precision  manufacturing processes

Latest  LED zechnology

Strict  quality criteria

Consistent performance values and  stable light quality

High energy-efficient light output

Exact binning

High-end LED chips,  PCBs & Components

Standardised electronics of excellent quality 

Reliable  thermal management

Tested materials

Modern ISOLED®  lighting laboratory

Multi-stage  quality assurance throughout the entire supply chain

Batch-managed  material flow

Quality management & warranty services

Internal & external  quality audits

Customer-oriented  return management

CE certification

CUSTOMISED LIGHT SOLUTIONS
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ISOLED® Data sheets
Real performance data measured under real 
conditions are published in a data sheet for each 
item. Every customer has direct online download 
access.

The satisfaction of our customers and partners is achieved through data transparency.
As part of a regimented multi-stage quality control programme, we test and measure all  

photometric parameters and in addition to numerous additional details, include these 
within our product datasheets.

Our specified performance data are NOT the result of physical or theoretical calculations, 
but they correspond to the photometric values of the final overall product actually mea-

sured in our in-house light laboratory. (I.e. including reflectors, optics, housing - 
measured under real ambient conditions, etc.). 

On request, we can of course also provide specific reports from 
our photometric test laboratory.

Trust through data transparency  

REAL PERFORMANCE DATA

SUSTAINABLE QUALITY
TROUBLE-FREE OPERATION

Your quality requirements are our 
touchstone
We are committed to providing our customers and partners with luminaires, 
lighting components and systems, illuminants, control technology and all ser-
vices based on the latest LED technology. 

We make this possible

 » in the best and guaranteed quality throughout the entire supply chain

 » with the greatest possible ecological efficiency as well as

 » economic stability of value

Sustainable    
quality and   

operational safety 
The complete LED ISOLED

®

 product range 
is CE-marked and therefore complies with the 

requirements for product conformity according to 
the latest EU guidelines. 

A tested and certified CE product coordinator from ISOLED
®

 
takes on the implementation of all ongoing internal standards 

and cross-checks of the EU regulations. Supplier audits ensure 
compliance with the CE requirements by the manufacturer.

The heart of our light laboratory are the two 
Ulbricht spheres (diameter 0.5 m and 1.7 m), 

which are used to measure photometric data.
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LED chips and components of  
the highest quality classes

LED branded products from ISOLED
®

 consist exclusively of high-quality  
components, which are manufactured in selected materials in modern and  
innovative production processes.

Only tested LED chips and standardised components (excellent quality) are 
used. Our LED products must meet the prescribed performance values in  
accordance with the strictest quality and test criteria without any complaints 
in order to be finally released for sale.

phosphate coa�ng

Semiconductor, crystal

Printed circuit board (heat sink)

Chip-PadBonding wire

PCB pad

Thermal conduc�ve adhesive

ULBRICHT SPHERE
TEST REPORT 3-PH TRACK LIGHT

CIE Colorimetric Parameters
CHROMATICITY COORDINATES:     x=0.3811    y=0.3849    u(u‘)=0.2223    v=0.3368    v‘=0.5052

CCT: Tc=4042K (duv=0.00358) COLOR RATIO: R=0.192    G=0.767    B=0.041 PEAK WAVELENGTH: 452.6nm   
HALF BANDWIDTH: 21.8nm  DOMINANT WAVELENGTH: 577.1nm  COLOR PURITY: 0.299

CRI: Ra: Ra= 91.9, avgR(1~14)= 88.0, avgR(1~15)= 88.1
R1=92  R2=94  R3=95  R4=91  R5=90  R6=91  R7=95  R8=87  R9=66  R10=85  R11=91  R12=67  R13=92  R14=97  R15=89

Color Quality Scale: Qa= 91.7, Qf= 91.7, Qp= 91.2, Qg= 96.2
Q1=91    Q2=98  Q3=87  Q4=85  Q5=89  Q6=90  Q7=93  Q8=96    Q9=98  Q10=95  Q11=94  Q12=95  Q13=95  Q14=91  Q15=91

Photometric Parameters
LUMINOUS FLUX: 2766.27 lm  EFFICIENCY: 108.69 lm/W   
RADIANT POWER: 9.325 W PUPIL FLUX: 4336.41 Plm  
PUPIL FACTOR (KP): 1.568 PUPIL LUMENS/WATT: 170.39 Plm/W

Electric Parameters
VOLTAGE: 230.70V CURRENT: 0.1190A

 
Test Infomation
SCAN RANGE: 380~800:1nm  

PHOTOMETRIC METHOD:   
sphere-spectroradiometer 

STABILIZATION TIME: 3 Min  

PHOTOMETRIC CONDITION:   
Sphere diameter: 1.70m, 4PI   

MAX OF SIGNAL: 45570 (2698)  

CCD INTEGRATION TIME:   
808.97 ms



QM SYSTEMS
ACCORDING TO 

ISO 9001
FOR ALL 

COMPANIES

Mandatory testing procedures in the 
QC test laboratory at ISOLED® are 
applied for

 » the regular measurement, verification and   
validation of all photometric data;

 » the ongoing, mandatory batch sampling;

 » the function / fault analysis and rectification in  
the event of complaints and returns;

 » the testing of prototypes from research and development;

 » the sustainable assurance of all quality standards   
by ISOLED

®

, the EU directive as well as other national and 
international standards and guidelines.

Central QM assessment system 
 
Our quality planning defines all quality characteristics and  
mandatory test procedures, which are utilised in the areas of 
product development/design, purchasing, material management, 
production, sales, logistics and process management to ensure 
consistently high quality standards.

Cross-departmental internal and external audits verify and  
record the implementation quality of control measures. 

The results of the test records flow into a central assessment  
system, and form both the basis for the assessment as well 
as a means for medium/long-term strategic and short-term  
operational measures.

QUALITY
IS NO COINCIDENCE
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PRODUCT TESTS
IN SHORT-TERM AND LONG-TERM OPERATION

LONG-TERM TEST PRODUCT IMAGE INCOMING GOODS &
QUALITY CONTROL

W/var Powerfactor

Lumen Luminous flux

Kelvin Color temperature

CRI Color rendering

EEI Energy efficiency

° Beam angle

IK Impact resistance

mm Dimensions

Flicker values SVM/Pst

Identification

Residual current

Color spectrum

Inrush current (max.)

EMC test

Harmonic/distortion factor

Component screening

Risk assessment

Switching and dimming cycles

Vibration resistance

Overvoltage resistance up to 
280 V AC

Voltage peak resistance  
(1-3 KV)

Overhead continuous  
operation in closed housing

Heat resistance during  
operation at an ambient  
temperature of 90°

Corrosion resistance  
(chlorine/salt/UV)

The complete LED ISOLED® product range is CE-marked and therefore complies 
with the requirements for product conformity according to the latest EU guide-
lines.  A tested and certified CE product coordinator from ISOLED® takes on the 
implementation of all ongoing internal standards and cross-checks of the EU 
regulations. Supplier audits ensure compliance with the CE requirements by the 
manufacturer.

CUSTOMISED LIGHT SOLUTIONS

QUALITY IS NO 
COINCIDENCE

SINCE 2008

Sustainable quality and operational safety

17
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Improving consultancy skills
We combine many years of experience in technical application 
areas with LED know-how and pass both on to our employees.

With a deep understanding of the economic and environmental 
efficiency of LED light solutions, as well as enthusiasm for this 
sustainable and environmentally friendly type of lighting, they 
support our customers and partners through each LED project.

ISOLED® Academy Use our services
We offer you On- and off-site training measures at.  
Whether in-house, by phone or webinar - you and your em-
ployees will receive all information and documents from us.

 » LED know-how
 � LED technology basics

 � ISOLED
®

 product training

 � ISOLED
®

 workshops for LED application technology

 � ISOLED
®

 Workshop “Lighting design with DIALux”

 � Customer-specific LED workshops

 » ISOLED
®

 sales support for customers, partners and their 
staff

 � LED starter support for trade and crafts

 � Target group definition/market approach - in this way 
you will reach your target customers (ISOLED

®

 sector 
focus)!

 � 100% LED - targeted argumentation with facts. With 
knowledge you score points with customers!

 � 100 % ISOLED
®

 - this is how you and your customers 
benefit from the ISOLED

®

 product range of services!

 � Customer-specific ISOLED
®

 workshops

We would be happy to create your personal training program tailored to your team!
Please contact us and book your individual workshop!

Specific customer training
We have a major interest, in training you and your employees in 
the topics of

 » ISOLED
®

 product knowledge,

 » ISOLED
®

 application technology,

 » LED basic knowledge and 

 » LED sales

for basic training and further development.

„Confidence comes with knowledge,
this is why we share our expertise!"

ISOLED® Team

ADVANTAGE THROUGH KNOW-HOW
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» Product documentation

» Instructions

» Product specifications in digital form

» Light calculation files

» CE declarations of conformity

» Print version of our product catalog

» ISOLED® product knowledge

» ISOLED® application technology

» LED basic knowledge

» LED initial assistance for sales

ISOLED® Download area

KNOWLEDGE
ADVANTAGE THROUGH 

KNOW-HOW. WE SHARE 
OUR KNOWLEDGE!

Bundled knowledge on important  
topics from LED technology as well 
as application-specific assistance  

and instructions.

INDUSTRY FOCUS
YOUR ASSISTANT FOR 

ACHIEVING JUST THE RIGHT 
APPEAL FOR YOUR BUSINESS!

We support you in your target group- 
oriented market approach with our  

ISOLED® sector focus.

PRODUCT WORLD
LET THERE BE THE RIGHT 

LIGHT. IMPLEMENTED 
WITH ISOLED® WITHOUT 

COMPROMISE!
Over 2450 high-quality LED branded 
items and numerous new products.

PRODUCT BOOK-
LET AVAILABLE AS 

DOWNLOAD OR 
PRINT VERSION
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 » Surface-mounting  
profiles

 » Profiles recessed
 » Round profiles
 » Corner profiles
 » Covers

 » Dry wall profiles
 » Luminaire profiles
 » Tile profiles

We are happy to provide our partners 
with professional sales tools to support 
their sales.

We offer you ISOLED
®

 sample cases, 
stands and wall modules, which can 
be individually equipped and connec-
ted with our LED products according to 
your wishes. This way your customers 
can personally convince themselves of 
the power, appearance and feel of our 
brand products.

TOUCH, TRY OUT AND TEST

A0 Overviewsposter | Box cross-section

ISOLED® - 2020 sample box

Individual design possible75% 
DISCOUNT

114119
5 cm Samples

ISOLED
®

 Sample cases and wall modules

 » LED illuminants

 » LED aluminium profiles and / or LED flex stripes

 » Spotlight recessed (also with illuminant)

 » ISOLED
®

 Dimmer and RGB controls

 » Stands with pre-assembled products

Samples at a special price
Each original item from the brand assortment of ISOLED

®

 
can be ordered for extensive product testing.

 » Sampling discount of 75% on the list price

 » once per year on each item
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Manufacture of  LED profiles, flex stripes & lighting elements / lights

Special manufacture as standard 

On request and above a certain minimum order quantity, 
we produce our LED standard alu profiles as well as plastic  
covers to custom dimensions with a total length of up to  
5.5 m. All profile series can be powder-coated in an unlimited 
selection of RAL colors.

Engineering and custom OEM manufacture

Our profiles are manufactured in high-quality raw mate-
rials and according to the strictest quality requirements on  
modern fully-automated precision systems. Benefit from our 
experience, our know-how as well as our technical possibili-
ties. Contact us directly with your design requirements.

CUTTING WIRINGCONNECT INSULATE

Manufactured light elements
Precise manufacturing

Delivery ready for installation
Precise - Fast - Reliable

OEM 
WE ARE YOUR PARTNER

CUSTOMER-SPECIFIC MANUFACTURING
DELIVERY READY TO CONNECT

We develop your individual solution 
together with you.

We check the technical and commercial 
feasibility.

We calculate the minimum order quantity.

We realise your project!

Our experienced manufacturing staff carry out the following  
services quickly and professionally at ESD-protected (ESD =  
electrostatic discharge) workplaces (all customer-specific and 
tailored to requirements):

» Custom cutting LED flex stripes

» Custom cutting LED cooling stripes

» Soldering and connecting the LED flex stripes
with connectors

» Custom cutting profiles for LED flex stripes

» Bonding of LED flex stripes in profiles

» Attachment of infeeds, closure caps and cabling

Final function checks of the LED are of course standard at ISOLED®!



CUSTOMISED LIGHT SOLUTIONS

PRODUCT OVERVIEW
ECONOMICALLY VALUABLE | ECOLOGICALLY SENSIBLE

LED controllersLED flex stripes

LED transformers LED profiles

Installation materials



CUSTOMISED LIGHT SOLUTIONS

LED Installation materials

LED profiles

LED transformers

LED controllers

LED flex stripes

PAGE 351 

PAGE 225

PAGE 189

PAGE 143

PAGE 25



“Best partner for LED stripes, alu profiles and various lights!”
Feedback from customer survey 2019

Indirect Linear lighting
Indirect stair lighting

Modern effect lighting

24

homogenouslighting solutions with powerful

Highend-LED-Technology
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LED FLEX STRIPES 

PAGE 65
Constant Current series

PAGE 111
MICRO series 

PAGE 41
AQUA series 

PAGE 81
HEQ series 

PAGE 127
SIL IP20 series 

PAGE 25
Digitally controllable flex 

stripes

PAGE 69
CRI90 series 

PAGE 105
LINEAR 48V series 

PAGE 119
SIL IP66 series

PAGE 49
NEON series 

PAGE 55
NEON Professional

Custom Series 

PAGE 91
LINEAR series

PAGE 135
Flex strips accessories

CUSTOMISED LIGHT SOLUTIONS
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LED flex stripes 

CONTROLLED DIGITALLY FLEX STRIPES 
PAGE 37 

FROM - TO

8
 W/M

 RGB 

FROM - TO

5
 M / RLL

10-12 mm
width

IP20 | IP68
Protection class

Flowing color effects

Waterproof with IP67   
Suitable for outdoor use  
IP68

Each light point can be 
controlled

360° polyethylene 
silicone full casting

Hidden Tax IC

PE-sheathing: chlorine-/
saltwater-/UV-resistant

Minimum Chip spacing

Opal silicone cover for
applications without profile cover

AQUA SERIES
PAGE 41  

FROM - TO

0 – 1.400
 LM/M

FROM - TO

4,7 – 20
 W/M

2.500 – 6.500 K 
 RGB | RGB+W

FROM - TO

0 – 118
 LM/W

FROM - TO

5 – 15
 M / RLL

10 – 15 mm
 width

IP67 - IP68
Protection class
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LED flex stripes 

NEON SERIES 
PAGE 49 

Bendable light line

Bendable light line

Excellent light 
homogeneity

Ambient temperature 
from -25°C to 60°C

Innovative design 
element

Tailored to your 
needs

PE-sheathing: chlorine-/
salt water / UV / oil / detergent 
resistant

Incl. installation brackets end 
caps, sealing compound

NEON PROFESSIONAL CUSTOM SERIES
PAGE 55  

FROM - TO

0 – 600
 LM/M

FROM - TO

270 – 1854
 LM/M

FROM - TO

9,6 – 14,4
 W/M

FROM - TO

6 – 19
 W/M

3.000 – 4.000 K 
WD | RGB

2.700 – 6.000 K 
WD | RGB

FROM - TO

0 – 60
 LM/W

FROM - TO

18 – 103
 LM/W

FROM - TO

2,8 – 5 
 M / RLL

FROM - TO

5 – 30
 M / RLL

4 – 13 mm
 width

6 – 30 mm
 width

IP66
Protection class

IP67 - IP68
 Protection class

NEW
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LED flex stripes 

2.700 – 6.500 K 
WD | RGB

CONSTANT CURRENT SERIES
PAGE 65

An infeed for up to 
15 m length

Outstanding  color 
display

24 V DC constant voltage with 
CC -Technology

Authentic color   
perception

Uniform brightness on the 
entire flex stripes-length

Full spectrum flex stripes 
in the product range

Full spectrum flex stripes  
in the product range

Double row LED  flex stripes 
in the product range

CRI90 SERIES
PAGE 69 

FROM - TO

1.100 – 3.000 
 LM/M

FROM - TO

12 – 30
 W/M

1.800 – 11.600 K 
 WD | RGB

FROM - TO

59 – 132
 LM/W

FROM - TO

5 – 20
 M / RLL

9 – 20 mm
width

IP20 - IP68
 Protection class

FROM - TO

1.100 – 3.200
 LM/M

FROM - TO

12 – 20
 W/M

FROM - TO

92 – 160
 LM/W

FROM - TO

5 – 15
 M / RLL

10 mm
 width

IP20
 Protection class

3
YEARS 

GUARANTEE
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LED flex stripes 

HEQ SERIES
PAGE 81 

High efficiency quality

From 120 up to 300 LEDs/m -  
very high SMD density

Outstanding lumen 
output/watt

Homogeneous 
light line

Sustainable color fidelity

Excellent  power values

LINEAR SERIES
PAGE 91

FROM - TO

0 – 2.100
 LM/M

FROM - TO

6 – 22
 W/M

2.700 – 6.500 K 
 RGB

FROM - TO

0 – 123
 LM/W

FROM - TO

5 – 20 
 M / RLL

8  – 11 mm
 width

IP20 - IP54
 Protection class

FROM - TO

0 – 4.700
 LM/M

FROM - TO

5,8 – 31
 W/M

2.500 – 6.000 K 
 RGB 

FROM - TO

0 – 216
 LM/W

FROM - TO

5 
 M / RLL

10 – 12 mm
 width

IP20 
 Protection class

5
YEARS 

GUARANTEE
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LED flex stripes 

LINEAR 48V SERIES
PAGE 105  

Outstanding  color display

Ultraslim LED flex stripes  
 (4 - 8 mm width)

Authentic color perception

High LED chip density

Full spectrum flex stripes  in 
the product range

Excellent light homogeneity

MICRO SERIES
PAGE 111

FROM - TO

0 – 1.100 
 LM/M

FROM - TO

7,5 – 12,9
 W/M

FROM - TO

0 – 88
 LM/W

FROM - TO

5 – 30
 M / RLL

10 – 12 mm
 width

IP20 - IP68
 Protection class

3.000 – 4.000 K 
  RED | GREEN | BLUE | PINK

FROM - TO

400 – 1.400
 LM/M

FROM - TO

4,8 – 15
 W/M

2.700 – 4.200 K  
RGB

FROM - TO

68 – 103
 LM/W

FROM - TO

5 
 M / RLL

4 – 8 mm
 width

IP20
 Protection class
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LED flex stripes 

SIL IP66 SERIES
PAGE 119 

Large product range with excellent  price 
/ power ratio

Large sortiment with excellent  price / 
power ratio

RGB and RGB+W LED  flex 
stripes in the product range

RGB, RGB+W and dynamic white LED 
flex stripes in the product range

silicone encapsulation  
protection class IP66

Protection class  IP20

SIL IP20 FLEX STRIPES
PAGE 127 

FROM - TO

0 – 1.300 
 LM/M

FROM - TO

4,4 – 14,4
 W/M

FROM - TO

0 – 114
 LM/W

FROM - TO

5
 M / RLL

8 – 10 mm
 width

IP66
 Protection class

3.000 – 4.500 K 
 RGB | RGB + W

FROM - TO

0 – 1.450
 LM/M

FROM - TO

2,5 – 20
 W/M

2.500 – 6.500 K 
WD | RGB | RGB + W

FROM - TO

0 – 120
 LM/W

FROM - TO

5 – 10
 M / RLL

10  – 12 mm
 width

IP20
 Protection class
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LED flex stripes 
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CUTTING WIRINGCONNECT INSULATE

You save valuable working time!
You can immediately start with 
the installation!
You have the certainty that your 
LED lighting will work reliably!

We support you.

Manufactured light elements
Precise manufacturing
Delivery ready for installation
PRECISE - FAST - RELIABLE

CUSTOMISED ASSEMBLY

Focus your efforts on your 
core competences.
WE TAKE OVER THE PROFESSIONAL 
MANUFACTURING 
We are a customer-oriented company and in addition to our 
comprehensive product range, we offer services with sustainable 
added value. This includes the professional manufacture of lighting 
elements with LED flex stripes, LED alu profiles and their additional 
components, which we are pleased to carry out for you.

Competent and reliable according to 
custom requirements!



34

CUSTOMISED LIGHT SOLUTIONS
LED flex stripes 

Diameter 25 W 30 W 60 W 100 W 150 W 240 W Diameter

0,25 mm² 7 m 6 m 3 m 1,5 m 1 m 0,5 m 0,25 mm²

0,34 mm² 9 m 8 m 4 m 2,5 m 1,5 m 1 m 0,34 mm²

0,50 mm² 13 m 12 m 6 m 3,5 m 2,5 m 1,5 m 0,50 mm²

0,75 mm² 20 m 18 m 9 m 5 m 3,5 m 2 m 0,75 mm²

1,00 mm² 26 m 23 m 12 m 7 m 4,5 m 3 m 1,00 mm²

1,50 mm² 40 m 35 m 17 m 10 m 7 m 4,5 m 1,50 mm²

OPERATION/ INSTALLATION 
MANUAL 
LED FLEX STRIPES 
GENERAL INFORMATION 

We recommend using only components from our product range 
(ballast unit, cooling profiles, controllers etc.) to avoid damage. 
The maximum permissible length of the flexstrips per power feed, 
which is specified in the documentation of the selected flexstrips, 
must not be exceeded! If necessary, a feed from both sides must be 
provided. (exclusively from a single voltage source).

    DO   DON'T

Carry out installation with two persons: One  per-
son sticks in, the other person rolls out.

Before sticking in do not roll out fully! 

Above a power of >5W/metres a thermally  
dissipating base (alu profiles) must be provided  
(AQUA series excluded)

Do not activate the flex stripes while it is still on  
the roll!

Before sticking in clean the circuit board profiles 
with degreaser (do not use alcohol or cleaning 
products as they contain oil/grease.)

During the installation do not expose the flex  
stripes to pressure loading and tension or  
torsion!

Flex stripe bonding over the entire surface. Do 
not use additional or other adhesive tape for this  
(thermal transfer resistance!)

Do not bend flex stripes! Do not “lay a loop  
round the corner” with the circuit board.

Pay attention to the IP protection class, correct  
poles and maximum length of the connecting    
cable!

Do not clean LED circuit board!

Maximum length of the connection cable from transformer to flex stripes at 24 V DC (with 12 V DC half, for 48 V DC double length)
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LED flex stripes 

All ISOLED® flex stripes have a common anode (+). The color 
channels (red/green/blue - series and color of the braids can vary) 
or the white channel are connected by us to the minus poles of 
the transformer or controller.

In order to determine how many power feeds are necessary  for 
your ISOLED® Flex stripes, take the connected load in Watts, 
and divided by the nominal voltage of 12, 24 or 48 V in order 
to get the current flow in Amperes. A guideline value is 3A per 
power infeed! With higher loads please feed in from both sides or 
multiple, since excessive current flow leads to excessive heating 
there by causing lower service life of the circuit board. As well as 
the additional disadvantage of the voltage  drop and associated 

loss of brightness at the end of the lighting track!

An exception is our 24V DC constant voltage flex stripes with 
constant-current-technology: Here up to max. 7A with single-
sided power supply possible with constant brightness from  
beginning to end of the flex stripes!

If you have any questions or uncertainties our sales team will be 
happy to support you.

MECHANICAL
 » The flex stripes must never be operated without a cooling 

surface when rolled up and only for a maximum of 30 seconds 
within 5 minutes when unrolled.

 » 90% of all faults with flex stripes in operation can be 
attributed to incorrect installation, excessive module lengths 
with only one power infeed as well as excessive temperature 
generation!

 » The thermal expansion of our flex stripes, profiles and  covers 
varies depending on the combination, design, and  type of 
installation. With flex stripes and aluminium profiles we 
observe an average expansion in operation of 1  mm/m 
and for covers an expansion of 2 mm/m. Depending on the 
installation, these values may vary however and should be 
checked. Corresponding expansion joints must be provided!  

 » Flex stripes with an active power of >5 W/m require a cooling 
profiles with a mass of min. 70 g/m. In operation with cover 
(i.e. without the possibility of convection)  min. 140 g/m. Flex 
stripes with an active power >20 W/m  require a cooling 
profiles with a mass of min. 140 g/m. In operation with cover 
min. 280 g/m.

 » Please note, that certain materials such as e.g. stainless 
steel dissipate heat very bad and that aluminium sheets for 
example may heat up very significantly in the  sun, so that the 
flex stripes becomes damaged through overheating or cause 
the double-sided adhesive tape on  the back to peel off!

 » Direct sunlight/reflection on the LED chip must be avoided 
with IP20!

Connectors are available for some flex stripes. 
See from  PAGE 135
For linear, homogeneous with a close pitch  (LED chip centre-
centre) there are no clip connectors! 
For this we offer our manufacturing service!
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EXHIBITION & 
SALES AREAS

BAR AND 
GASTRONOMY

BILLBOARDS SIGNALING TO MACHINESTV
(AMBIENT LIGHT)

Signaling at production facilities

Escalator light
ing

Showroom

TYPICAL     
APPLICATIONS
• SHOP WINDOW

• EXHIBITION & SALES AREAS

• SHOWROOM

• BAR AND GASTRONOMY

• ADVERTISEMENT / BILLBOARDS

• TV (AMBIENT LIGHT)

• COLOR SIGNALING ON MACHINES & 
PRODUCTION FACILITIES

Applications

Digitally controllable chips are needed to achieve dynamic lighting 
effects such as running lights or smooth color transitions over an entire 
light line. The latest generation of type WS2815 can be placed directly 
below the diode. This creates space on the circuit board of the flex stri-
pe and allows addressing of each individual light point and therefore 
also stepless lighting effects.

A large number of control systems already support this NEW SPI IC
of type WS2815. We offer a powerful controller including remote
control with already stored, ready-made effect programs, which
can be adjusted in its speed and intensity can be regulated
individually.
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HIGH COMPATIBILITY
with a large selection of 
corresponding SPI controllers

IP20 / IP68 DESIGN
360° fully cast double-sided 
3m/3m VHB adhesive tape

FLOWING, HOMOGENEOUS EFFECTS
Due to a small LED chip distance and a
separation section of only 16.7 mm

EACH CHIP CAN BE CONTROLLED
invisible WS2815 control chip
below each RGB SMD

Digitally controllable 
flex stripes

LED FLEX STRIPES

TYPICAL     
APPLICATIONS
• SHOP WINDOW

• EXHIBITION & SALES AREAS

• SHOWROOM

• BAR AND GASTRONOMY

• ADVERTISEMENT / BILLBOARDS

• TV (AMBIENT LIGHT)

• COLOR SIGNALING ON MACHINES & 
PRODUCTION FACILITIES
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2 
mm

10 mm

2,5 mm

16,66 mm

16,66 mm

114662 

LED digital SPI flex stripes
RGB | CRI80
Active power: 8 Watt/meter

12V LED DIGITAL SPI-FLEX STRIPES
8 WATT | IP20

Separation point  16 mm
Length: 5 m
Width: 10 mm
Height: 2 mm
Pitch: 16 mm
Hours: 25.000 h L70 | B10

10  
mm
width

1:1
DIMENSION

12 V DC
Voltage

IP20
Protection class

8 W/m
Power

60 LED/ METER
max. 5 m / feed-in

The new fully integrated WS2815 control chip on  
the LED DIGITAL SPI-Flex stripes

Consistent color intensity over the entire 
flex stripe length

Each diode can be dimmed in 256 levels, re-
sulting in Dynamic product range from 256 
x 256 x 256 = 16,777,216 spot colors

Control circuit and LED share a source 
of electricity LED Digital-Flex stripes for the first time  

with 12 V DC power supply, thus reduction 
of the operating current and voltage drop

The WS2815 control chip contains a signal 
amplifying driver with constant current control

The update frequency is 2 KHz whereby 
even in HD video cameras no flicker   
is visible

Control chip and the RGB diodes are  
integrated in a 5050 SMD

http://www.isoled.shop/en/114662.html
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12V LED DIGITAL SPI-FLEX STRIPES
8 WATTS | IP68

Separation point  16,66 mm
Length: 5 m
Width: 12 mm
Height: 5 mm
Pitch: 16,66 mm
Hours: 25.000 h L70 | B10 

12  
mm
width

Casting: Transparent silicone tube,  360° full jacket, UV-stable

12 mm

5 mm

2 
mm

16,66 mm

16,66 mm
12 V DC
Voltage

IP68
Protection class

8 W/m
Power

60 LED/ METER
max. 5 m / feed-in

114663 
LED digital SPI flex stripes
RGB
Active power: 8 Watt/meter

NOMINAL VOLTAGE:  24 V DC
PIXEL:   8-1024 Pix

12-24V LED RADIO SPI CONTROLLER
8 A | INCL. REMOTE CONTROL

1:1
DIMENSION

SPECIAL FEATURES

2.4 GHz radio remote control with a 
product range of up to 30 meters

Control of each individual pixel for flowing 
color effects

32 dynamic lighting effects are preprogrammed 
to  control from 1 to 1024 pixels

With the power of this controller it is possible to  
realisea continuous effect line of 10 meters (600  
pixels) of Digital-flex stripes Item no. 114662 or  
114663 with power supply on both sides

Memory function for two additional individually 
programmable light scenes

Length: 97 m
Width: 33 mm
Height: 18 mm

Length: 107 m
Width: 58,5 mm
Height: 9 mm

CONTROLLER REMOTE CONTROL

114661 

LED radio SPI-controller
for 8-1024 Pixel incl. remote control

A compatible SPI (Serial Peripheral Interface) controller is used to control the 
LED DIGITAL SPI-Flex stripes.

http://www.isoled.shop/en/114661.html
http://www.isoled.shop/en/114663.html
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CUSTOMISED LIGHT SOLUTIONS

SWIMMING / INDOOR 
POOLS

SPA/WELLNESS AQUARISTICS PARK, GREEN SPACES & 
ACCESSES

MARINE AND BOAT 
EQUIPMENT

Sauna, in lower area

Swimming pond above
 waterline

School bus exterior lighting

TYPICAL  
APPLICATIONS
• SWIMMING / INDOOR POOLS

• SPA/ WELLNESS

• AQUARISTICS

• MARINE AND BOAT EQUIPMENT

• PARK, GREEN SPACES & ACCESSES

Applications

Fully sheathed flexible circuit boards for outdoor applications,  
wet rooms and floor profiles. The flex stripes in this series 
combine excellent resistance to sub-zero temperatures.
They can be exposed to condensation moisture for periods  
(IP67) or also permanently installed under water (IP68).
The versions with polyethylene casting can resist bleach clea-
ners and salt water for years. The designs in opal silicone tube 
make it possible to create an almost homogeneous light line in 
outdoor areas even without a profile and  cover.
A cooling profile can be beneficial for installation but is not 
essential. The lower area of the circuit board only dissipates 
the operating heat to a limited extent.
All rolls are supplied with installation bars. For the items  with 
silicone casting/sheath, a strong additional double-sided  
adhesive tape (type 3M VHB) is applied to the rear side.
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CUSTOMISED LIGHT SOLUTIONS

Aqua series
LED FLEX STRIPES

STABILITY
chlorine/saltwater and uv-resistant pre-casting

CASTING
in opal/milky silicone sheath

360° INSULATED
using polyethylene/silicone casting or tube

SUITABLE FOR OUTDOOR USE
IP67 to IP68 for constant 
immersion
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CUSTOMISED LIGHT SOLUTIONS
Aqua series

113560 
LED AQUA930 flex stripe
Warm white | 3000 K | CRI90
800 lumen/meter
Active power: 10 watts/meter

113559 
LED AQUA927 flex stripe
Warm white | 2700 K | CRI90
800 lumen/meter
Active power: 10 watts/meter

113561 
LED AQUA940 flex stripe
Neutral white | 4000 K | CRI90 
800 lumen/meter
Active power: 10 watts/meter

24V LED AQUA-FLEX STRIPES
10 WATT | IP67

Separation point  25 mm
Length: 5 m
Width: 13 mm
Height: 6 mm
Pitch: 4,16 mm
Hours: 50.000 h L70 | B10

113562 
LED AQUA960 flex stripe
Cold white | 6000 K | CRI90
800 lumen/meter
Active power: 10 watts/meter

13  
mm
width

1:1
DIMENSION

5,5 mm

13 mm

4,16 mm

6 mm

25 mm

Casting: Transparent silicone tube,  360° full jacket, UV-stable

24 V DC
Voltage

IP67
Protection class

10 W/m
Power

240 LED/ METER
max. 5 m / feed-in

http://www.isoled.shop/en/113559.html
http://www.isoled.shop/en/113560.html
http://www.isoled.shop/en/113561.html
http://www.isoled.shop/en/113562.html
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CUSTOMISED LIGHT SOLUTIONS
Aqua series

113600 
LED AQUA flex stripe RGB
RGB 
Active power: 12 W/meter 

24V LED AQUA-FLEX STRIPES
12 WATT | IP67

Separation point:  50 mm
Length: 5 m
Width: 13 mm
Height: 6 mm
Pitch: 8,33 mm
Hours: 25.000 h L70 | B10

13  
mm
width

1:1
DIMENSION

Casting: Transparent silicone tube,  360° full jacket, UV-stable

2,5 mm

8,33 mm
50 mm

13 mm

6 mm

Separation point:  50 mm
Length: 5 /10 m
Width: 12 mm
Height: 6 mm
Pitch: 8,33 mm
Hours: 25.000 h L70 | B10

12  
mm
width

Casting: Transparent silicone tube,  360° full jacket, UV-stable

24V LED AQUA RGB FLEX STRIPES
12 WATT | IP67

2,5 mm

8,33 mm
50 mm

12 mm

6 mm

113601 5 METERS   | 113602 10 METERS
LED AQUA Linear flex stripes
RGB 
Active power: 12 Watt/meter

10mm
PITCH 8,33

24 V DC
Voltage

12 W/m
Power

120 LED/ METER
max. 5 m / feed-in

1:1
DIMENSION

SAFE
FOOD

IP67
Protection class

24 V DC
Voltage

12 W/m
Power

120 LED/ METER
max. 5 m / feed-in

IP67
Protection class

http://www.isoled.shop/en/113601.html
http://www.isoled.shop/en/113602.html
http://www.isoled.shop/en/113600.html
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CUSTOMISED LIGHT SOLUTIONS
Aqua series

111780 

LED AQUA827 flex stripe
Warm white | 2700 K | CRI85
350 lumen / meter
Active power: 4.7 Watt/meter

24V LED AQUA-FLEX STRIPES
4,8 WATT | IP68

Separation point  100 mm
Length: 5 m
Width: 10 mm
Height: 5 mm
Pitch: 16,66 mm
Hours: 40.000 h L70 | B10

10  
mm
width

Casting: Polyethylene transp., 360° fully cast,  Chlorine cleaner 
and saltwater resistant, UV stable

5 
mm

10 mm
5 mm

16,66 mm

100 mm

24 V DC
Voltage

4,7 W/m
Power

60 LED/ METER
max. 10 m / feed

1:1
DIMENSION

SAFE
FOOD

113901 

LED AQUA RGB+WW flex stripe
RGB + 2700 K | CRI86
930 lumen / meter
Active power: 18 Watt/meter

24V LED AQUA RGB+WW-FLEX 
STRIPES
19 WATT | IP67

Separation point:  100 mm
Length: 5 m
Width: 12 mm
Height: 3 mm
Pitch: 16,66 mm
Hours: 25.000 h L70 | B10

12  
mm
width

1:1
DIMENSION

Casting: Transparent silicone tube,  360° full jacket, UV-stable

4
mm 2,6

mm

11,5 mm

3 mm

16,66mm
100 mm

24 V DC
Voltage

18 W/m
Power

60 LED/ METER
max. 5 m / feed-in

4in1
CHIP

IP67
Protection class

IP68
Protection class

http://www.isoled.shop/en/113901.html
http://www.isoled.shop/en/111780.html
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CUSTOMISED LIGHT SOLUTIONS
Aqua series

111797 

LED AQUA flex stripe RGB
RGB 
Active power: 7.2 Watt/meter

24V LED AQUA RGB FLEX STRIPES
7,2 WATT | IP68

Separation point:  166,66 mm
Length: 5 m
Width: 12 mm
Height: 5 mm
Pitch: 33,33 mm
Hours: 40.000 h L70 | B10

12 
mm
width

1:1
DIMENSION

Casting: Polyethylene transp., 360° fully cast,  Chlorine cleaner 
and saltwater resistant, UV stable

Casting: Polyethylene transp., 360° fully cast,  Chlorine cleaner 
and saltwater resistant, UV stable

2,5 m
m

2,5 
mm

12 mm

5 mm

33,33 mm

166,66 mm

24 V DC
Voltage

7,2 W/m
Power

30 LED/ METER
max. 10 m / feed

111783 
LED AQUA860 flex stripe
Cold white | 6000 K | CRI85
750 lumen / meter
Active power: 9 Watt/meter

111782 
LED AQUA827 flex stripe
Warm white | 2700 K | CRI85
700 lumen / meter
Active power: 9 Watt/meter

24V LED AQUA-FLEX STRIPES
10 WATT | IP68

Separation point:  50 mm
Length: 5 m
Width: 10 mm
Height: 5 mm
Pitch: 8,33  mm
Hours: 40.000 h L70 | B10

10  
mm
width

1:1
DIMENSION10 mm

5,5 
mm

10 mm

5 mm

8,33 mm

50 mm

24 V DC
Voltage

9 W/m
Power

120 LED/ METER
max. 5 m / feed-in

111782111783

SAFE
FOOD

SAFE
FOOD

SAFE
FOOD

IP68
Protection class

IP68
Protection class

http://www.isoled.shop/en/111782.html
http://www.isoled.shop/en/111783.html
http://www.isoled.shop/en/111797.html
http://www.isoled.shop/en/111782.html
http://www.isoled.shop/en/111783.html
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CUSTOMISED LIGHT SOLUTIONS
Aqua series

113852 

LED AQUA RGB+WW flex stripe
RGB + 3000 K | CRI86
940 lumen / meter
Active power: 18 Watt/meter

24V LED AQUA RGB+WW-FLEX STRIPES
19 WATT | IP68

Separation point:  100 mm
Length: 5 m
Width: 13 mm
Height: 4,5 mm
Pitch: 16,66 mm
Hours: 25.000 h L70 | B10

13  
mm
width

Casting: Transparent silicone tube,  360° full jacket, UV-stable

2
mm

1,7
mm

12,5 mm

4,5 mm

16,66mm

100 mm

24 V DC
Voltage

18 W/m
Power

60 LED/ METER
max. 5 m / feed-in

Separation point: 50 mm
Length: 15 m
Width: 12 mm
Height: 6 mm
Pitch: 8,33 mm
Hours: 50.000 h L70 | B10

12  
mm
width

Casting: silicone transp., 360° fully cast, UV-stable

15
METER

113104 
LED AQUA830 CC flex stripe
Warm white | 3000 K | CRI83 
1.200 lumen / meter
Active power: 11.0 Watt/meter

113105 

LED AQUA840 CC flex stripe
Neutral white | 4000 K | CRI83
1.250 lumen / meter
Active power: 11.0 Watt/meter

113166 

LED AQUA860 CC flex stripe
Cold white | 6000 K | CRI80
1.300 lumen / meter
Active power: 11.0 Watt/meter

24V LED AQUA-CC-FLEX STRIPES
12 WATT | IP68

12 mm

5 mm

12 mm

8,33 mm

6 mm

50 mm

24 V DC
Voltage

11 W/m
Power

120 LED/ METER
max. 15 m / feed

1:1
DIMENSION

1:1
DIMENSION 4in1

CHIP

IP68
Protection class

IP68
Protection class

http://www.isoled.shop/en/113104.html
http://www.isoled.shop/en/113105.html
http://www.isoled.shop/en/113166.html
http://www.isoled.shop/en/113852.html
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CUSTOMISED LIGHT SOLUTIONS
Aqua series

114685 

LED AQUA RGB+W+WW-Flex stripes
RGB + 6500 K + 2500 K | CRI83
1400 lumen / meter
Active power: 20 Watt/meter

24V LED AQUA RGB+W+WW-FLEX STRIPES
19 WATT | IP68

Separation point: 100 mm
Length: 5 m
Width: 15 mm
Height: 6 mm
Pitch: 16 mm
Hours: 25.000 h L70 | B10

15  
mm
width

Casting: silicone transp., 360° fully cast, UV-stable

114685

1,7
mm

14,5 mm

6 mm

16,6 mm

 100 mm

24 V DC
Voltage

19 W/m
Power

60 LED/ METER
max. 5 m / feed-in

1:1
DIMENSION

Individual channels in StandAlone mode:  

KW:  6500 K - 4.6 W/m - 530 lm/m 
WW:  2500 K - 4.7 W/m - 500 lm/m 
CW+WW:  4000 K - 9.1 W/m - 1000 lm/m 
R+G+B:  12,2 W/m - 510 lm/m 
R+G+B+CW+WW:  6000 K - 20,8 W/m - 1430 lm/m

5in1
CHIP

114987 

LED AQUA CRI923/950-Flex stripes
Dynamic white | 2300-5000 K | CRI90
1650 lumen / meter
Active power: 19 Watt/meter

24V LED AQUA CRI923/950-FLEX STRIPES
20 WATT| IP68

Separation point:  50 mm
Length: 5 m
Width: 12 mm
Height: 6 mm
Pitch: 8 mm
Hours: 50.000 h L70 | B10

12  
mm
width

1:1
DIMENSION

2,8
mm

12 mm

6 mm

8,33 mm
50 mm

24 V DC
Voltage

19 W/m
Power

240 LED/ METER
max. 10 m / feed*

Note: For operation with a dynamic white controller power consumption 
*8 W/m, 825 lm/m

IP68
Protection class

IP68
Protection class

http://www.isoled.shop/en/114987.html
http://www.isoled.shop/en/114685.html
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CUSTOMISED LIGHT SOLUTIONS

SHOP AND TRADE 
FAIR CONSTRUCTION

ADVERTISING  
LIGHTING

SHOP & RETAIL LIGHT / SUN PROTECTION & 
SHADE

HOME DECOR

Decorative window lighting

homogenousshelf lighting

Illuminated typefac
e

TYPICAL   
APPLICATIONS
• SHOP AND TRADE FAIR  

CONSTRUCTION

• ADVERTISING LIGHTING

• SHOP & RETAIL

• HOME DECOR

• LIGHT / SUN PROTECTION &  
SHADE

Applications

Absolutely homogeneous, decorative and bendable light 
lines for inside and exterior use. The included fixing kit with 
assembly clamps, end caps and sealing compound as well 
as the cutting  points visible on the side allow custom cutting, 
adjustment  and the creation of highly effective lighting tracks.
Our neon flex stripes are the highest light intensity units in  the 
class so far.



49

CUSTOMISED LIGHT SOLUTIONS

NEON series
LED FLEX STRIPES

LUMINOSITY
highest power in lumen/meter in this 
categorie

360° INSULATED
in polyethylene/silicone sheath with 
8-12 mm height

LINEARITY
absolutely homogeneous light lines 
90 ° beam angle

FLEXIBILITY
≥ 1 cm bending radius
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CUSTOMISED LIGHT SOLUTIONS
NEON series

114258 

LED NEON930 flex stripe
Warm white | 3000 K | CRI93
240 lumen / meter
Active power: 9.6 Watt/meter

114259 

LED NEON940 flex stripe
Neutral white | 4000 K | CRI90
240 lumen / meter
Active power: 9.6 Watt/meter

24V LED NEON FLEX STRIPES
10 WATT | IP66

Separation point:  50 mm
Length: 5 m
Width: 4 mm
Height: 8 mm
Pitch: 7,14 mm
Hours: 20.000 h L70 | B10

4 mm
WIDTH

4  mm
width

1:1
DIMENSION

Casting: silicone/PE-360° full sheathing, UV-stable including  
fixing kit with sealing compound and end caps

4 mm

8 mm

2,5
mm

7,14 mm
50 mm

24 V DC
Voltage

IP66
Protection class

10 W/m
Power

140 LED/ METER
max. 5 m / feed-in

http://www.isoled.shop/en/114258.html
http://www.isoled.shop/en/114259.html
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CUSTOMISED LIGHT SOLUTIONS
NEON series

114696 

LED NEON940 flex stripe
Neutral white | 4000 K | CRI90
600 lumen / meter
Active power: 10 watts/meter

114695 

LED NEON930 flex stripe
Warm white | 3000 K | CRI90
550 lumen / meter
Active power: 10 watts/meter

24V LED NEON-FLEX STRIPES FOR TILE PROFILES
10 WATT | IP66

Separation point:  25 mm
Length: 2,75 m
Width: 13 mm
Height: 10 mm
Pitch: 4 mm
Hours: 20.000 h L70 | B10

13  
mm
width

1:1
DIMENSION

24 V DC
Voltage

10 W/m
Power

240 LED / METER  
max. 3 m / feed-in

NEON flex stripes for the 
following tile profiles

13,7 mm
WIDTH

12,2 mm

8,0 mm

3 
mm

10,5 
mm

10,2 mm

13,7 mm

INTERNAL CORNER
PAGE 316

EXTERNAL CORNER
PAGE 317

FINISH
PAGE 314

T-PROFILE
PAGE 315

IP66
Protection class

http://www.isoled.shop/en/114696.html
http://www.isoled.shop/en/114695.html
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CUSTOMISED LIGHT SOLUTIONS
NEON series

114257 

LED NEON940 flex stripe
Neutral white | 4000 K | CRI90
360 lumen / meter
Active power: 14.4 Watt/meter

114256 

LED NEON930 flex stripe
Warm white | 3000 K | CRI90
360 lumen / meter
Active power: 14.4 Watt/meter

24V LED NEON FLEX STRIPES
14,4 WATT | IP66

Separation point:  50 mm
Length: 5 m
Width: 7 mm
Height: 12 mm
Pitch: 7,14 mm
Hours: 20.000 h L70 | B10

7 mm
WIDTH

7 mm
width

Casting: silicone/PE-360° full sheathing, UV-stable, including   
fixing kit with sealing compound and end caps

7 mm

12 mm

3,5
mm

7,14 mm
50 mm

2,5
mm

24 V DC
Voltage

14,4 W/m
Power

120 LED/ METER
max. 5 m / feed-in

1:1
DIMENSION

IP66
Protection class

http://www.isoled.shop/en/114256.html
http://www.isoled.shop/en/114257.html
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CUSTOMISED LIGHT SOLUTIONS
NEON series

114260 

LED NEON RGB flex stripe
RGB
Active power: 14.4 Watt/meter

24V LED RGB NEON FLEX STRIPES
14,4 WATT | IP66

Separation point:  62,5 mm
Length: 5 m
Width: 7 mm
Height: 12 mm
Pitch: 2,97 mm
Hours: 20.000 h L70 | B10

7 mm
WIDTH

7 mm
width

Casting: silicone/PE-360° full sheathing, UV-stable including fixing kit 
with sealing compound and end caps

7 mm

12 mm

2 
mm

2,97 mm

62,5 mm

24 V DC
Voltage

14,4 W/m
Power

336 LED/ METER
max. 5 m / feed-in

1:1
DIMENSION

IP66
Protection class

http://www.isoled.shop/en/114260.html
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CUSTOMISED LIGHT SOLUTIONS

Architectural lighting

Decorative yacht lighting

Customization as requ
ired

TYPICAL   
APPLICATIONS
• ARCHITECTURAL AND FACADE 

LIGHTING

• ADVERTISING LIGHTING

• SHOWROOM

• SHOPPING CENTRE

• GARDEN AND LANDSCAPE-
LIGHTING

Applications

The flex stripes of the NEON Professional Custom series are 
ideal for implementing your ideas with high quality for indoor 
and outdoor use. A selection of different profiles, mounting 
brackets, end caps and cable entries are available for this 
purpose. This allows you to adapt and create effective light 
paths.

PARKS, GREEN SPACES 
AND ACCESS ROADS

MARINE AND BOAT 
EQUIPMENT

ARCHITECTURAL AND 
FACADE LIGHTING

ADVERTISING LIGHTING SHOP & RETAIL
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CUSTOMISED LIGHT SOLUTIONS

NEW
IN THE RANGE

NEON Professional 
Custom Series

LED FLEX STRIPESLED FLEX STRIPES

RESISTANT
UV, chlorine and salt water & detergent 
and oil resistant
Polyurethane casting

ASSEMBLY
Tailored to your needs

TEMPERATURE RESISTANT
Ambient temperature from -25°C to 60°C

FLEXIBILITY
Bending radius between 50 and 300 mm



56

CUSTOMISED LIGHT SOLUTIONS

END CAPS MOUNTING  
ACCESSORIES

CABLE PROFILES

WE ADVISE YOU!

ACCESSORIES NEON PROFESSIONAL
Different cables, profiles, mounting brackets and end caps can be selected for each item. Your professionals from 
ISOLED® will support you reliably and competently with your projects and advise you gladly with the correct 
selection!

CUSTOMISED PROJECT 
LIGHTING SOLUTION
The flex stripes of the NEON Professional Custom series are ideal for implementing your ideas 
with high quality. As these are project items, the flex stripes can be individually adapted to your 
requirements. While the items are shown in the standard design, a length can be chosen, with 
consideration of the separation points, which completely meets your requirements. Likewise, 
the cable entry can be placed on the front, side or bottom of most flex stripes. Mounting is car-
ried out using mounting brackets and profiles available on request.

Since all items are produced individually, please plan a corresponding delivery time.
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CUSTOMISED LIGHT SOLUTIONS
NEON Professional Custom Series

Ambient temp.: -25° - 60° | Hours: 50,000h L70|B10

max. L**: 5 m | B: 16 mm | H: 15 mm

FOCUS LENS
5 METER | 18 WATT | 24V DC | IP67 | CRI 95

Beam angle 
30 °

UV + Chemicals
RESISTANT

UV + Chemicals
RESISTANT

18.5mm

20.8mm

5000mm200mm46.5mm 200mm 48mm

9.5mm

YEAR
GUARANTEE

YEAR
GUARANTEE3 

YEAR
GUARANTEE

YEAR
GUARANTEE3 

TWIST + BEND 1615
5 METER | 10 WATT | 24V DC | IP67 | CRI 93

Ambient temp.: -25° - 60° | Hours: 50,000h L70|B10

max. L**: 5 m | B: 18.5 mm | H: 9.5 mm *MEL= maximum infeed length of the flex stripe
**maximum producible length of the flex stripe

*MEL= maximum infeed length of the flex stripe
**maximum producible length of the flex stripe

5m

15mm

16mm

300m

Bending
Diameter
200mm

Bending
Diameter
200mm

16mm

15
m

m

IP67

IP67

item number Color temperature Lm/m LED/m pitch
separation 

point
W/m MEL*

115284 2700K 1544

48 20,83 mm 125 mm 18 6 m
115285 3000K 1671

115286 3500K 1711

115287 4000K 1854

Item number Color temperature Lm/m LED/m pitch
separation 

point
W/m MEL*

115288 2700K 692

120 8,33 mm 50 mm 10 5 m

115289 3000K 703

115290 3500K 711

115291 4000K 720

115292 5000K 736

CABLE CONNECTION AT THE 
REAR

CABLE CONNECTION AT THE 
FRONT

CABLE CONNECTION ON 
SIDE

http://www.isoled.shop/en/115284.html
http://www.isoled.shop/en/115285.html
http://www.isoled.shop/en/115286.html
http://www.isoled.shop/en/115287.html
http://www.isoled.shop/en/115288.html
http://www.isoled.shop/en/115289.html
http://www.isoled.shop/en/115290.html
http://www.isoled.shop/en/115291.html
http://www.isoled.shop/en/115292.html
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CUSTOMISED LIGHT SOLUTIONS
NEON Professional Custom Series

IP67 0606
5 METER | 6 WATT | 24V DC | IP67 | CRI 93
 Ambient temp.: -25° - 60° | Hours: 50,000h L70|B10

5m

6mm

6mm

300mm

6mm

6m
m

Ambient temp.: -25° - 60° | Hours: 50,000h L70|B10

IP67 3020 
5 METER | 19 WATT | 24V DC | IP67 | CRI 93

5m300mm

20mm

30mm

20
m

m

30mm

Item number Color temperature Lm/m LED/m pitch
separation 

point
W/m MEL*

115323 2700K 340

240 4,16 mm 25 mm 6 5 m

115324 3000K 332

115325 3500K 382

115326 4000K 372

115327 5000K 361

Item number
Color tempe-

rature
Lm/m LED/m pitch

separation 

point
W/m MEL*

115328 2700K 1005

240 8,33 mm 50 mm 19 16 m

115329 3000K 1073

115330 3500K 1089

115331 4000K 1053

115332 5500K 1053

UV + Chemicals
RESISTANT

UV + Chemicals
RESISTANT

max. L**: 20 m | B: 6 mm | H: 6 mm

max. L**: 12 m | B: 30 mm | H: 20 mm

Bending
Diameter
50mm

Bending
Diameter
300mm

CABLE CONNECTION AT THE 
FRONT

IP67

IP67

CABLE CONNECTION AT THE 
REAR

CABLE CONNECTION AT THE 
FRONT

CABLE CONNECTION ON 
SIDE

YEAR
GUARANTEE

YEAR
GUARANTEE3 

3 YEARS
GUARANTEE

*MEL= maximum infeed length of the flex stripe
**maximum producible length of the flex stripe

*MEL= maximum infeed length of the flex stripe
**maximum producible length of the flex stripe

http://www.isoled.shop/en/115323.html
http://www.isoled.shop/en/115324.html
http://www.isoled.shop/en/115325.html
http://www.isoled.shop/en/115326.html
http://www.isoled.shop/en/115327.html
http://www.isoled.shop/en/115328.html
http://www.isoled.shop/en/115329.html
http://www.isoled.shop/en/115330.html
http://www.isoled.shop/en/115331.html
http://www.isoled.shop/en/115332.html
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CUSTOMISED LIGHT SOLUTIONS
NEON Professional Custom Series

IP67 1615
5 METER | 15 WATT | 24V DC | IP67 | CRI 93
Ambient temp.: -25° - 60° | Hours: 50,000h L70|B10

5m300mm 300mm

15mm

16mm

16mm

15
m

m

UV + Chemicals
RESISTANT

Bending
Diameter
240mm

max. L**: 30 m | B: 16 mm | H: 15 mm

Item number Color temperature Lm/m LED/m pitch separation 
point W/m MEL*

115333 2700K 718

120 8,33 mm 50 mm 15 14 m

115334 3000K 762

115335 3500K 782

115336 4000K 752

115337 5300K 767

115338

CCT

2700K 514

240 4,16 mm 50 mm 15 5 m5300K 511

2700 + 5300K 1024

115339 RGB 320
96 10,42 mm 125mm

11 13 m

115340 RGB+4000K 531 15 10 m

IP67

CABLE CONNECTION AT THE 
REAR

CABLE CONNECTION AT THE 
FRONT

CABLE CONNECTION ON 
SIDE

YEAR
GUARANTEE

YEAR
GUARANTEE3 

*MEL= maximum infeed length of the flex stripe
**maximum producible length of the flex stripe

http://www.isoled.shop/en/115333.html
http://www.isoled.shop/en/115334.html
http://www.isoled.shop/en/115335.html
http://www.isoled.shop/en/115336.html
http://www.isoled.shop/en/115337.html
http://www.isoled.shop/en/115338.html
http://www.isoled.shop/en/115339.html
http://www.isoled.shop/en/115340.html
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CUSTOMISED LIGHT SOLUTIONS
NEON Professional Custom Series

IP67 1220
5 METER | 15 WATT | 24V DC | IP67 | CRI 93
Ambient temp.: -25° - 60°  |Hours: 50,000h L70 | B10

12mm

20
m

m

Item number Color temperature Lm/m LED/m pitch
separation 

point
W/m MEL*

115341 2700K 436

120 8,33mm 50mm 15 14 m

115342 3000K 492

115343 3500K 500

115344 4000K 475

115345 5300K 490

115346

CCT

2700K 270

240 4,16mm 50mm 15 5 m5300K 270

2700 + 5300K 523

115347 RGB 240
96 10,42mm 125mm

11 13 m

115348 RGB+4000K 313 15 10 m

UV + Chemicals
RESISTANT

5m300mm 300mm

20mm

12mm

max. L**: 30 m | B: 12 mm | H: 20 mm

Bending
Diameter
240mm

IP67

CABLE CONNECTION AT THE 
REAR

CABLE CONNECTION AT THE 
FRONT

CABLE CONNECTION ON 
SIDE

YEAR
GUARANTEE

YEAR
GUARANTEE3 

*MEL= maximum infeed length of the flex stripe
**maximum producible length of the flex stripe

http://www.isoled.shop/en/115341.html
http://www.isoled.shop/en/115342.html
http://www.isoled.shop/en/115343.html
http://www.isoled.shop/en/115344.html
http://www.isoled.shop/en/115345.html
http://www.isoled.shop/en/115346.html
http://www.isoled.shop/en/115347.html
http://www.isoled.shop/en/115348.html
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CUSTOMISED LIGHT SOLUTIONS
NEON Professional Custom Series

IP67 1212
5 METER | 10 WATT | 24V DC | IP67 | CRI 93
Ambient temp.: -25° - 60° | Hours: 50,000h L70|B10

5m300mm 300mm

12mm

12mm12
m

m

12mm

Item number Color temperature Lm/m LED/m pitch
separation 

point
W/m MEL*

115349 2700K 630

120 8,33mm 50mm 10 13 m

115350 3000K 646

115351 3500K 677

115352 4000K 627

115353 5500K 644

115354

CCT

2700K 356

240 4,16mm 50mm 10 5 m5500K 356

2700+5500K 708

115355 RGB 242 96 10,42mm 62,5mm 10 5 m

UV + Chemicals
RESISTANT

Bending
Diameter
240mm

max. L**: 30 m | B: 12 mm | H: 12 mm

IP67

CABLE CONNECTION AT THE 
REAR

CABLE CONNECTION AT THE 
FRONT

CABLE CONNECTION ON 
SIDE

YEAR
GUARANTEE

YEAR
GUARANTEE3 

*MEL= maximum infeed length of the flex stripe
**maximum producible length of the flex stripe

http://www.isoled.shop/en/115349.html
http://www.isoled.shop/en/115350.html
http://www.isoled.shop/en/115351.html
http://www.isoled.shop/en/115352.html
http://www.isoled.shop/en/115353.html
http://www.isoled.shop/en/115354.html
http://www.isoled.shop/en/115355.html
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CUSTOMISED LIGHT SOLUTIONS
NEON Professional Custom Series

UV + Chemicals
RESISTANT

UV + Chemicals
RESISTANT

10mm

10
m

m

270° IP68 1010
5 METER | 10 WATT | 24V DC | IP68 | CRI 92

5m
30

0m
m

30
0m

m

10
m

m

10
m

m

Bending
Diameter
150mm

Bending
Diameter
300mm

IP68

IP68

Ambient temp.: -25° - 60°  | Hours: 50,000k L70 | B10

IP68 1615 
5 METER | 15 WATT | 24V DC | IP68 | CRI 93

16mm

15
m

m

Ambient temp.: -25° - 60° | Hours: 50,000h L70|B10

5m
30

0m
m

30
0m

m
53

m
m

53
m

m

15
m

m

16
m

m

Item number Color temperature Lm/m LED/m pitch
separation 

point
W/m MEL*

115300 2700K 663

144 6,95 mm 41,6mm 15 14 m

115301 3000K 762

115302 3500K 702

115303 4000K 768

115304 6000K 700

115305

CCT

2700K 406

240 4,16 mm 50 mm 10 11 m6000K 422

2700+6000K 821

115306 RGB 304
84 11,9 mm 71,4 mm

10 5 m

115307 RGB+3000K 429 15 5 m

Item number Color temperature Lm/m LED/m pitch
separation 

point
W/m MEL*

115293 2700K 715

144 6,95 mm 41,6 mm 10 12 m

115294 3000K 788

115295 3500K 784

115296 4000K 789

115297 6000K 749

115298

CCT

2700K 432

240 4,16 mm
50 10 5 m

6000K 462

2700+6000K 886

115299 RGB 390 240 8,33 mm

max. L**: 5 m | B: 16 mm | H: 15 mm

max. L**: 5 m | B: 10 mm | H: 10 mm

CABLE CONNECTION AT THE 
REAR

CABLE CONNECTION AT THE 
FRONT

CABLE CONNECTION ON 
SIDE

YEAR
GUARANTEE

YEAR
GUARANTEE3 

YEAR
GUARANTEE

YEAR
GUARANTEE3 

*MEL= maximum infeed length of the flex stripe
**maximum producible length of the flex stripe

*MEL= maximum infeed length of the flex stripe
**maximum producible length of the flex stripe

http://www.isoled.shop/en/115293.html
http://www.isoled.shop/en/115294.html
http://www.isoled.shop/en/115295.html
http://www.isoled.shop/en/115296.html
http://www.isoled.shop/en/115297.html
http://www.isoled.shop/en/115298.html
http://www.isoled.shop/en/115299.html
http://www.isoled.shop/en/115300.html
http://www.isoled.shop/en/115301.html
http://www.isoled.shop/en/115302.html
http://www.isoled.shop/en/115303.html
http://www.isoled.shop/en/115304.html
http://www.isoled.shop/en/115305.html
http://www.isoled.shop/en/115306.html
http://www.isoled.shop/en/115307.html
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CUSTOMISED LIGHT SOLUTIONS
NEON Professional Custom Series

UV + Chemicals
RESISTANT

UV + Chemicals
RESISTANT

5m
30

0m
m

30
0m

m
53

m
m

53
m

m

20
m

m

12
m

m

IP68

IP68

IP68 1220
5 METER | 15 WATT | 24V DC | IP68 | CRI 95

IP68 0612
5 METER | 8 WATT | 24V DC | IP68 | CRI 92
Ambient temp.: -25° - 60° | Hours: 50,000h L70 | B10

Ambient temp.: -25° - 60° | Hours: 50,000h L70|B10

5m
30

0m
m

30
0m

m

12
m

m

6,
5m

m

Bending
Diameter
300mm

Bending
Diameter
60mm

12mm

20
m

m

6,5mm

12
m

m

Item number Color temperature Lm/m LED/m pitch separation 
point W/m MEL*

115308 2700K 663

144 6,95 mm 41,6 mm 15 12 m

115309 3000K 762

115310 3500K 702

115311 4000K 768

115312 6000K 700

115313

CCT

2700K 406

240 4,16 mm 50mm 15 5 m6000K 422

2700+6000K 821

115314 RGB 241
84 11,9 mm 71,4 mm

10 5 m

115315 RGB+4000K 429 15 5 m

Item number Color temperature Lm/m LED/m pitch
separation 

point
W/m MEL*

115316 2700K 448

120 8,33 mm 50 mm 8

5 m

115317 3000K 462

115318 3500K 460

115319 4000K 477

115320 5700K 451

115321

CCT

2700K 162

240 4,16 mm 50 mm 85700K 163

2700 + 5700K 323

115322 RGB 142 120 8,33 mm 50 mm 8

max. L**: 5 m | B: 12 mm | H: 20 mm

max. L**: 5 m | B: 6,5 mm | H: 12 mm

CABLE CONNECTION AT THE 
REAR

CABLE CONNECTION AT THE 
FRONT

CABLE CONNECTION ON 
SIDE

YEAR
GUARANTEE

YEAR
GUARANTEE3 

YEAR
GUARANTEE

YEAR
GUARANTEE3 

*MEL= maximum infeed length of the flex stripe
**maximum producible length of the flex stripe

*MEL= maximum infeed length of the flex stripe
**maximum producible length of the flex stripe

http://www.isoled.shop/en/115308.html
http://www.isoled.shop/en/115309.html
http://www.isoled.shop/en/115310.html
http://www.isoled.shop/en/115311.html
http://www.isoled.shop/en/115312.html
http://www.isoled.shop/en/115313.html
http://www.isoled.shop/en/115314.html
http://www.isoled.shop/en/115315.html
http://www.isoled.shop/en/115316.html
http://www.isoled.shop/en/115317.html
http://www.isoled.shop/en/115318.html
http://www.isoled.shop/en/115319.html
http://www.isoled.shop/en/115320.html
http://www.isoled.shop/en/115321.html
http://www.isoled.shop/en/115322.html
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CUSTOMISED LIGHT SOLUTIONS

ESCALATORS FOYERS &  
CORRIDORS

RECEPTION AREAS AND 
MEETING ZONES

HOTEL & CATERINGCEILING VAULT-/ 
MOULDING LIGHTING

TYPICAL  
APPLICATIONS
• ESCALATORS

• FOYERS & CORRIDORS

• RECEPTION AREAS AND MEETING 
ZONES

• CEILING VAULT-/ MOULDING  
LIGHTING

• HOTELS & GASTRONOMY

Hotel foyers

In the handrail of an escalator system

Long periphera
l ceiling vault l

ighting

Applications

With the flex stripes in this series, they have circuit boards  
which need to be operated with 24V at a constant direct  
current.
Additional ICs on every joint section make sure that each 
individual LED chip on the complete length (up to 15 metres 
with one feed), even with up to 10% lower forward voltage  
(depending on the voltage loss over the board length) is still  
supplied with a constant current.
This ensures uniform brightness of all LED chips across the 
complete length.
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CUSTOMISED LIGHT SOLUTIONS

3
YEARS 

GUARANTEE

Constant Current series
LED FLEX STRIPES

EXTENDED OPTIONS
Låong light lines with just one infeed

EFFICIENT
up to 150 lumens/Watt

PROFITABILITY
Higher service life through constant chip  
supply

INNOVATIVE
Constant-current-technology
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CUSTOMISED LIGHT SOLUTIONS
Constant Current series

113099 

LED CRI930 CC flex stripe
Warm white | 3000 K | CRI90
1150 lumen/meter
Active power: 12 Watt/meter

113098 

LED CRI927 CC flex stripe
Warm white | 2700 K | CRI90
1100 lumen / meter
Active power: 12 Watt/meter

113100 

LED CRI940 CC flex stripe
Neutral white | 4000 K | CRI90 
1250 lumen / meter
Active power: 12 Watt/meter

24V LED CC FLEX STRIPES 15 METERS
12 WATT | IP20

Separation point:  50 mm
Length: 15 m
Width: 10 mm
Height: 2 mm
Pitch: 8,33 mm
Hours: 50.000 h L70 | B10

113145 

LED CRI965 CC flex stripe
Cold white | 6500 K | CRI94
1300 lumen / meter
Active power: 12 Watt/meter

10  
mm
width

1:1
DIMENSION

Note: CC technology with additional ICs per joint at micro solder joints. 
Mount carefully!

5,9
mm

10 mm

2 mm

8,33 mm

50 mm

24 V DC
Voltage

12 W/m
Power

120 LED/ METER
max. 15 m / feed

15
METER

IP20
Protection class

http://www.isoled.shop/en/113098.html
http://www.isoled.shop/en/113099.html
http://www.isoled.shop/en/113100.html
http://www.isoled.shop/en/112145.html
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CUSTOMISED LIGHT SOLUTIONS
Constant Current series

113558 

LED CRI840 CC flex stripe
Neutral white | 4000 K | CRI80
3000 lumen / meter
Active power: 20 Watt/meter

113557 

LED CRI830 CC flex stripe
Warm white | 3000 K | CRI80
3000 lumen / meter
Active power: 20 Watt/meter

24V LED CC FLEX STRIPES 5 METERS
21 WATT | IP20

Separation point:  55,55 mm
Length: 5 m
Width: 10 mm
Height: 1,5 mm 
Pitch: 7,14 mm
Hours: 50.000 h L70 | B10

10  
mm
width

1:1
DIMENSION

Note: CC technology with additional ICs per joint at micro solder joints. 
Mount carefully! Requires a cooling profiles  with a mass of at least 
140gr/m.

7
mm

10 mm
1,5 
mm

6,94 mm

55,55 mm

24 V DC
Voltage

20 W/m
Power

144 LED/ METER
max. 7.5 m / feed-in

IP20
Protection class

http://www.isoled.shop/en/113558.html
http://www.isoled.shop/en/113557.html
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CUSTOMISED LIGHT SOLUTIONS

SHOP & RETAIL JEWELERS MUSEUMS COSMETICS & 
HAIRDRESSERS

KITCHEN 
MANUFACTURING

TYPICAL   
APPLICATIONS
• SHOP LIGHTING, DISPLAY   

WINDOWS

• JEWELERS

• MUSEUMS

• KITCHEN MANUFACTURING

• COSMETICS, HAIRDRESSERS

Shelf lighting in a perfume store

Linear lighting
 in museums

Natural presentation of jewellery

Applications

The flex stripes in this series has an especially high, 
natural color reproduction. The versions with full-spectrum 
correspond to 99% with natural sunlight and with their high 
R9 value, provide vivid and real red color tones (ideally visible 
with human skin). These stripes are used for the presentation 
of products where a high degree of authenticity is required. 
Unique and NEW now also in a SUNSET-Dimming or 
dimm-to-warm version!
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CUSTOMISED LIGHT SOLUTIONS

TRUE TO NATURE
An artificial light source, which is as close 
as possible to sunlight

UNIQUE
Full spectrum chips with CRI Ra-99 and 
CRI R9-99!

VARIOUS DESIGNS
in form (curve), installation (angle), width (two 
rows) and function (CC)

TRUE TO NATURE COLOR  
REPRODUCTION
CRI Ra 90 to 99

CRI90 series
LED FLEX STRIPES



70

CUSTOMISED LIGHT SOLUTIONS
CRI90 series

NEW

111900 

LED CRI942 flex stripe
Neutral white | 4200 K | CRI90
1500 lumen / meter
Active power: 15 Watt/meter

111901 

LED CRI930 flex stripe
Warm white | 3000 K | CRI90
1300 lumen / meter
Active power: 15 Watt/meter

24V LED CRI90+ FLEX STRIPES
15 WATT | IP20

Separation point  50 mm
Length: 5 m
Width: 10 mm
Height: 1,3 mm
Pitch: 8,33 mm
Hours: 50.000 h L70 | B10

10  
mm
width

1:1
DIMENSION

7
mm

10 mm

1 mm

8,33 mm

50 mm

24 V DC
Voltage

15 W/m
Power

120 LED/ METER
max. 5 m / feed-in

114988 

LED RGB Linear flex stripe
RGB | CRI90
605 lumen / meter
Active power: 11 Watt/meter

24V LED CRI90+ FLEX STRIPES
15 WATT | IP20

Separation point:  33,33 mm
Length: 5 m
Width: 10 mm
Height: 1,4 mm
Pitch: 5,55 mm
Hours: 50.000 h L70 | B10

10  
mm
width

24 V DC
Voltage

12 W/m
Power

180 LED/ METER
max. 5 m / feed-in

1:1
DIMENSION

6

10 mm
1,4 mm

5,55 mm

33,33mm

2 
mm

IP20
Protection class

IP20
Protection class

http://www.isoled.shop/en/111901.html
http://www.isoled.shop/en/111900.html
http://www.isoled.shop/en/114988.html
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CUSTOMISED LIGHT SOLUTIONS
CRI90 series

113854 

LED CRI930 flex stripe Curve
Warm white | 3000 K | CRI90
1200 lumen / meter
Active power: 12 Watt/meter

113853 

LED CRI927 flex stripe Curve
Warm white | 2700 K | CRI90
1200 lumen / meter
Active power: 12 Watt/meter

113855 

LED CRI940 flex stripe Curve
Neutral white | 4000 K | CRI90 
1200 lumen / meter
Active power: 12 Watt/meter

24V LED CRI90+ FLEX STRIPES CURVE
12 WATT | IP20

Separation point:  100 mm
Length: 5 m
Width: 9 mm
Height: 1,7 mm
Pitch: 16,66 mm
Hours: 50.000 h L70 | B10

9
mm
width

1:1
DIMENSION

16,66 mm
100 mm

3,03
mm

4
mm

8,5 mm
1,7 
mm

24 V DC
Voltage

12 W/m
Power

60 LED/ METER
max. 5 m / feed-in

IP20
Protection class

http://www.isoled.shop/en/113855.html
http://www.isoled.shop/en/113854.html
http://www.isoled.shop/en/113853.html
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CRI: Ra= 99.3, avgR(1~14)= 98.4, avgR(1~15)= 98.3    TM30: Rf= 96, Rg= 100
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IES TM-30-18 Color Rendition Report
PPrroodduucctt  IInnffoommaattiioonn

Product Category: Flexband Product Spec: ID 37488
Product Number: 113556
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Condition: Tx:23.0'C, Ti:22.6'C, R.H.:60% Test Device: Lisun LMS-9000A(Plus)
Test Time: 2019-06-12 07:58:51Test Lab: FIAI - Egerbach 48

Operator: LEDWIT Inspector: 
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Condition: Tx:23.0'C, Ti:22.6'C, R.H.:60%   Test Device: Lisun LMS-9000A(Plus)
Test Lab: FIAI - Egerbach 48     Test Time: 2019-06-12 07:58:51
Operator: LEDWIT      Inspector:

ANSI/IES TM-30-18

Color fidelity = 96

CRI RA = 99.3

CRI R9 = 99 

especially vivid skin tones

NIST COLOR QUALITY SCALE 

Color quality 97.7
Color fidelity 97.6
Color preference 98.0
Color space scale 99.6

ISOLED FULL SPECTRUM FLEX STRIPES
Excellent color reproduction - Corresponds 99% to natural sunlight!

CIE COLORIMETRIC PARAMETERS
CHROMATICITY COORDINATES:     x = 0.3786 y = 0.3806 u (u ') = 0.2224 v = 0.3353 v' = 0.5030

CCT: Tc= Tc = 4077K (duv = 0.00232)

COLOR RATIO: R = 0.198 G = 0.751 B = 0.050

PEAK WAVELENGTH: 446.5nm

HALF BANDWIDTH: 18.9nm

DOMINANT WAVELENGTH: 577.5nm

COLOR PURITY: 0.279
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CRI: Ra= 99.3, avgR(1~14)= 98.4, avgR(1~15)= 98.3    TM30: Rf= 96, Rg= 100
R1 =99                       R2 =99                       R3 =99                       R4 =99                        R5 =99                       R6 =99                       R7 =100                       R8 =100
R9 =99                       R10=98                      R11=96                      R12=92                      R13=99                      R14=99                      R15=98
Color Quality Scale: Qa= 97.7, Qf= 97.6, Qp= 98.0, Qg= 99.6
Q1 =98                       Q2 =99                       Q3 =99                       Q4 =99                       Q5 =98                       Q6 =98                       Q7 =99                       Q8 =98
Q9 =96                       Q10=96                       Q11=97                      Q12=98                    Q13=99                      Q14=100                  Q15=991.2
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CUSTOMISED LIGHT SOLUTIONS
CRI90 series

http://www.isoled.at/
tel:+43 5372 219999
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CUSTOMISED LIGHT SOLUTIONS
CRI90 series

113556 

LED CRI940 Full spectrum flex stripe 
Neutral white | 4000 K | CRI99
1750 lumen / meter
Active power: 13.5 Watt/meter

113555 

LED CRI930 Full spectrum flex stripe
Warm white | 3000 K | CRI99
1700 lumen / meter
Active power: 13.5 Watt/meter

24V LED FLEX STRIPES 5 METER
FULL SPECTRUM |14 Watt | IP20

Separation point:  50 mm
Length: 5 m
Width: 10 mm
Height: 1,5 mm
Pitch: 6,25 mm
Hours: 50.000 h L70 | B10

CRI99

10  
mm
width

1:1
DIMENSION

7
mm

10 mm

1 mm

6,25 mm

50 mm

24 V DC
Voltage

13,5 W/m
Power

160 LED/ METER
max. 7.5 m / feed-in

FULL SPECTRUM
Excellent color rendering - 99% equivalent to 
natural sunlight!

3
YEARS 

GUARANTEE

IP20
Protection class

http://www.isoled.shop/en/113555.html
http://www.isoled.shop/en/113556.html
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CUSTOMISED LIGHT SOLUTIONS
CRI90 series

NEW

NEW

NEW

NEW

115067 

LED CRI food flex stripe fish
'CRI75 | Dominant wavelength: 475 nm
1900 lumen / meter
Active power: 14.4 Watt/meter

115068 

LED CRI food flex stripe vegetable
CRI85 | Dominant wavelength: 560 nm
1900 lumen / meter
Active power: 14.4 Watt/meter

115070 

LED CRI food flex stripe bread
'CRI97 | Dominant wavelength: 583 nm
1400 lumen / meter
Active power: 14.4 Watt/meter

115069 

LED CRI food flex stripe meat
CRI80 | Dominant wavelength: 460 nm
1500 lumen / meter
Active power: 14.4 Watt/meter

LED CRI FOOD FLEX STRIPE
14 WATT | IP54 | NANOCOATED

Seperation point: 50 mm
Length: 5 m
Width: 10 mm
Height: 1,7 mm
Pitch: 7,14 mm
Hours: 50.000 h L70 | B10

10  
mm
width

1:1
DIMENSION

24 V DC
Voltage

14 W/m
Power

140 LED/ METER
max. 5 m / feed-in

5,5
mm

10 mm
1,4 mm

7,14 mm

50 mm

IP54
Protection class

http://www.isoled.shop/en/115070.html
http://www.isoled.shop/en/115067.html
http://www.isoled.shop/en/115069.html
http://www.isoled.shop/en/115068.html
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CUSTOMISED LIGHT SOLUTIONS
CRI90 series

NEW

3-POLE DYNAMIC WHITE FLEX STRIPES*

113553 

LED CRI923/950 flex stripe
Dynamic white | 2300-5000 K | CRI90
1650 lumen / meter
Active power: 19 Watt/meter

114895

LED CRI918 /940 flex stripes
Dynamic white | 1800-4000 K | CRI94
1600 lumen / meter
Active power: 19 Watt/meter

24V LED CRI FLEX STRIPE
20 WATT| IP20

Separation point:  50 mm
Length: 5 m
Width: 10 mm
Height: 3 mm
Pitch: 8 mm
Hours: 50.000 h L70 | B10

10  
mm
width

1:1
DIMENSION

2,8
mm

10 mm

3 mm

8,33 mm
50 mm

24 V DC
Voltage

19 W/m
Power

240 LED/ METER
max. 10 m / feed*

Note: For operation with a dynamic white controller power consumption 
*8 W/m, 825 lm/m

With 3-pole dynamic white flex stripes*, the dynamic white PWM 
CCT controller placed between the transformer and the light 
source dynamically regulates the color temperature and output 
between the cool white and warm white channels at a constant 
brightness level. When a mixing ratio is set to neutral white, for 
example, the controller regulates the warm white channel to 50% 
and the cool white channel also to 50%. 

So when operation with a dynamic white PWM controller the full 
active power consumption and lumen output can not be achieved. 
We can get only a maxium of 50% here.

Tip 1: By using two single color controllers, which operate the 
common anode (24V+) of the dynamic white light source together 
and control the two cathodes (24V-) each as a separate zone, it is 
possible to exploit the full power potential. However, this worka-
round should not be used to permanently operate both channels 
at 100% - the heat generation is considerable and accelerates the 
aging process of the LED chips noticeably.

Tip 2: If there is enough space to lay a somewhat wider cooling 
profile, a powerful cold white flex stripe and a powerful warm whi-
te flex stripe can alternatively be laid parallel next to each other on 
a one PWM CCT controller connected upstream: The respective 
anode (24V+) of the two flex bands is connected together with the 
24V+ output of the controller. The anode (24V-) of the cold white 
band is connected to the cold white and the anode (24v-) of the 
warm white band is connected to the warm white channel output 
of the controller.

The controller controls each flex stripe up to a maximum of 50% of 
its output. In this way, a particularly bright, dynamic white light line 
is created in this mixing ratio.

Your contact persons at ISOLED will be pleased to advise you  
regarding control and will provide you with the connection  
diagram for your individual installation on request.  

*3-pole: common anode (24V DC plus) and one cathode (24V DC minus) each for the 
cool white and warm white channel

IP20
Protection class

http://www.isoled.shop/en/114895.html
http://www.isoled.shop/en/113553.html
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CUSTOMISED LIGHT SOLUTIONS
CRI90 series

112710 

LED CRI930/960 flex stripe
Dynamic white | 3000-6000 K | CRI90
1700 lumen / meter
Active power: 19 Watt/meter

24V LED CRI930/960 FLEX STRIPE
20 WATT | IP20

Separation point  50 mm
Length: 5 m
Width: 10 mm
Height: 1 mm
Pitch: 8,33 mm
Hours: 50.000 h L70 | B10

10  
mm
width

1:1

DIMENSION

3
mm

10 mm

1 mm

8,33 mm

50 mm

24 V DC
Voltage

19 W/m
Power

240 LED/ METER
max. 10 m / feed*

Note: When operated on a dynamic white controller power con-
sumption *8 W/m, 850 lm/m

HCLHCL
DIMMING

HOSPITAL / RETIREMENT HOME
Health

HOTEL / WELLNESS
Sleep and relaxation

EDUCATIONAL INSTITUTIONS
Learn

THERAPY
Recovery

MEANS OF TRANSPORT
Comfort and relaxation

SPORTS
High performance and concentration

IP20
Protection class

http://www.isoled.shop/en/112710.html
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CUSTOMISED LIGHT SOLUTIONS
CRI90 series

NEW

114253 

LED CRI90 Dimm-to-warm flex stripe
1800-2700 K | CRI95
1100 lumen / meter
Active power: 18.5 Watt/meter

24V LED CRI90 FLEX STRIPES
DIMM-TO-WARM / SUNSET | 20 WATT | IP20

Separation point:  71,4 mm
Length: 5 m
Width: 10 mm
Height: 1,8 mm
Pitch: 4,46 mm
Hours: 30.000 h L70 | B10

Sunset
DIMMING

10  
mm
width

1:1
DIMENSION

Note:  Dimming only possible by voltage reduction (e.g. by operation on a 
dimmable transformer) and NOT by PWM/ PFM (operation on secondary 
controller)

Dimming via PWM single color Controller or dimmable transformer with 
24V DC PWM output

5,5
mm

10 mm
1,8 mm

4,46 mm

71,4 mm

24 V DC
Voltage

18,5 W/m
Power

224 LED/ METER
max. 3 m / feed-in

115259 

LED CRI90 Dimm-to-warm PWM flex stripe
1800-3000 K | CRI96
1160 lumen / meter
Active power: 14 Watt/meter

24V LED CRI90 PWM FLEX STRIPE
DIMM-TO-WARM / SUNSET 14 WATT | IP20

Separation point:  71 mm
Length: 5 m
Width: 10 mm
Height: 1 mm
Pitch: 4 mm
Hours: 30.000 h L70 | B10

10  
mm
width

1:1
DIMENSION

24 V DC
Voltage

14 W/m
Power

120 LED/ METER
max. 5 m / feed-in

10 mm
1,4 mm

16,66 mm
100 mm

5,5
mm

IP20
Protection class

IP20
Protection class

http://www.isoled.shop/en/114253.html
http://www.isoled.shop/en/115259.html
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CUSTOMISED LIGHT SOLUTIONS
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113558 

LED CRI840 CC flex stripe
Neutral white | 4000 K | CRI80
3200 lumen / meter
Active power: 20 Watt/meter

113557 

LED CRI830 CC flex stripe
Warm white | 3000 K | CRI80
3000 lumen / meter
Active power: 20 Watt/meter

24V LED CC FLEX STRIPES 5 METERS
HIGH-LUMEN | 21 WATT | IP20

Separation point:  55,55 mm
Length: 5 m
Width: 10 mm
Height: 1,5 mm
Pitch: 6,94 mm
Hours: 50.000 h L70 | B10

10  
mm
width

1:1
DIMENSION

7
mm

10 mm
1,5 
mm

6,94 mm

55,55 mm

24 V DC
Voltage

20 W/m
Power

144 LED/ METER
max. 5 m / feed-in

3000
LUMEN/M

Note: Requires a cooling profiles with a mass of at least 140 gr/m

IP20
Protection class

http://www.isoled.shop/en/113557.html
http://www.isoled.shop/en/113558.html
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CUSTOMISED LIGHT SOLUTIONS
LED flex stripes 

112311 

LED CRI940 flex stripe double row
Neutral white | 4000 K | CRI95
3000 lumen / meter
Active power: 30 Watt/meter

112310 

LED CRI930 flex stripe double row
Warm white | 3000 K | CRI95
2900 lumen / meter
Active power: 30 Watt/meter

24V LED CRI90+ FLEX STRIPE  
DOUBLE ROW | 30 WATT | IP20

Separation point:  50 mm
Length: 5 m
Width: 20 mm
Height: 3 mm | 2,5 mm
Pitch: 4,16 mm
Hours: 50.000 h L70 | B10

20  
mm
width

1:1
DIMENSION

13,5
mm

8,25 mm
50 mm

20 mm
1,3 mm

24 V DC
Voltage

30 W/m
Power

240 LED/ METER
max. 5 m / feed-in

Note: Requires a cooling profiles with a mass of at least 280g/m

112709 5 METERS   | 112939 20 METRES

LED CRI942 Linear10 flex stripe
Neutral white | 4200 K | CRI91
2050 lumen / meter
Active power: 20 Watt/meter

112708 5 METERS   | 112938 20 METRES

LED CRI930 Linear10 flex stripes
Warm white | 3000 K | CRI95
1900 lumen / meter
Active power: 22 Watt/meter

24V LED CRI90+ LINEAR FLEX STRIPES
22 WATT | IP20

Separation point:  20 mm
Length: 5/20 m
Width: 10 mm
Height: 3 mm
Pitch: 3,33 mm
Hours: 50.000 h L70 | B10

10  
mm
width

1:1
DIMENSION

5,3 
mm

10 mm

1 mm

20 mm
3,33 mm

24 V DC
Voltage

20 W/m
Power

300 LED/ METER
max. 3 | 5 m / feed-in

Note: Requires a cooling profiles with a mass of at least 140g/m

5|20
METER ROLL

IP20
Protection class

IP20
Protection class

http://www.isoled.shop/en/112709.html
http://www.isoled.shop/en/112939.html
http://www.isoled.shop/en/112708.html
http://www.isoled.shop/en/112938.html
http://www.isoled.shop/en/112310.html
http://www.isoled.shop/en/112311.html
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CUSTOMISED LIGHT SOLUTIONS

TYPICAL    
APPLICATIONS
• OFFICE AND CONFERENCE ROOMS

• FURNITURE AND KITCHEN  
MANUFACTURING

• RECEPTION AREA

• SURGERIES

• EQUIPMENT ROOMS

Canteens kitchens

Reception area in surgery

Decorative lighti
ng in Whisky-Club

OFFICE AND  
CONFERENCE 

ROOMS

FURNITURE AND 
KITCHEN  

MANUFACTURING

RECEPTION AREA EQUIPMENT ROOMSSURGERIES

Applications

The name stands for “High Efficiency Quality”.
Today for all new stripes in this series with up to 159 lumen/watt 
as well as for the designs we designate as “HEQ  Classic”.
Therefore these high lighting are ideally suited for luminaire 
profiles, pendant lights and many other technical applications 
where the greatest possible light output is the main objective.
A suitably dimensioned cooling profile must be considered  for 
optimum operational heat dissipation.
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CUSTOMISED LIGHT SOLUTIONS

HIGH EFFICIENCY
Up to 4,650 lumens / meter and 200 
lumens / watt

EXTREME POWER
up to 32W / M - ideal for lighting  
construction

PROVEN QUALITY
HEQ Classic bands in use for >5 years

TECHNOLOGICAL PROGRESS
with LED chips of the latest generation

HEQ series
LED FLEX STRIPES



82

CUSTOMISED LIGHT SOLUTIONS
HEQ series

NEW

NEW

NEW

NEW

115258

LED HEQ840 flex stripe
Neutral white | 4000 K | CRI84
1250 lumen / meter
Active power: 5.8 Watt/meter

115256

LED HEQ840 flex stripe
Neutral white | 4000 K | CRI80
1850 lumen / meter
Active power: 8.6 Watt/meter

115257 

LED HEQ830 flex stripe 
Warm white | 3000 K | CRI84
1230 lumen / meter
Active power: 5.8 Watt/meter

115255

LED HEQ830 flex stripe 
Warm white | 3000 K | CRI80
1800 lumen / meter
Active power: 8.6 Watt/meter

24V LED HEQ FLEX STRIPES   
6 WATT | IP20

24V LED HEQ FLEX STRIPES   
9 WATT | IP20

Separation point:  50 mm
Length: 5 m
Width: 10 mm
Height: 1,7 mm
Pitch: 5,55 mm
Hours: 30.000 h L70 | B10

Separation point  50 mm
Length: 5 m
Width: 10 mm
Height: 1,7 mm
Pitch: 5,55 mm
Hours: 50.000 h L70 | B10

10  
mm
width

10  
mm
width

1:1
DIMENSION

1:1
DIMENSION

10 mm
1,4 mm

5,55 mm

50 mm

7
mm

10 mm
1,4 mm

5,55 mm

50 mm

7
mm

24 V DC
Voltage

24 V DC
Voltage

6 W/m
Power

9 W/m
Power

180 LED/ METER
max. 10 m / feed

180 LED/ METER
max. 7.5 m / feed-in

200
LUMEN/W

200
LUMEN/W

IP20
Protection class

IP20
Protection class

http://www.isoled.shop/en/115257.html
http://www.isoled.shop/en/115258.html
http://www.isoled.shop/en/115255.html
http://www.isoled.shop/en/115256.html
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CUSTOMISED LIGHT SOLUTIONS
HEQ series

NEW

NEW

NEW114251 

LED HEQ940 flex stripe High Bright
Neutral white | 4000 K | CRI93
1650 lumen / meter
Active power: 11 Watt/meter

114252 

LED HEQ930 flex stripe High Bright
Warm white | 3000 K | CRI93
1600 lumen / meter
Active power: 11 Watt/meter

114914 

LED HEQ927 flex stripe High Bright
Warm white | 2700 K | CRI93
1500 lumen / meter
Active power: 11 Watt/meter

24V LED HEQ FLEX STRIPES   
12 WATT | IP20

Separation point:  50 mm
Length: 5 m
Width: 10 mm
Height: 1 | 1,4 mm
Pitch: 6 | 6,25 mm
Hours: 30.000 h L70 | B10

10  
mm
width

1:1
DIMENSION

7
mm

10 mm

1,4 mm

6,25 mm

50 mm
24 V DC
Voltage

12 W/m
Power

160 LED/ METER
max. 5 m / feed-in

1.650
LUMEN/M

IP20
Protection class

http://www.isoled.shop/en/114251.html
http://www.isoled.shop/en/114252.html
http://www.isoled.shop/en/114914.html
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CUSTOMISED LIGHT SOLUTIONS
HEQ series

NEW

NEW

7
mm

10 mm

1,4 mm

6,25 mm

50 mm

114249 

LED HEQ940 flex stripe High Bright
neutral white | 4000 K | CRI93
2550 lumen / meter
Active power: 16 Watt/meter

114917

LED HEQ960 flex stripe High Bright
Cold white | 6000 K | CRI93
2600 lumen / meter
Active power: 16 Watt/meter

114250 

LED HEQ930 flex stripe High Bright
warm white | 3000 K | CRI93
2350 lumen / meter
Active power: 15.9 Watt/meter

114915 

LED HEQ927 flex stripe High Bright
warm white | 2700 K | CRI93
2250 lumen / meter
Active power: 16 Watt/meter

24V LED HEQ FLEX STRIPES    
17 WATT | IP20

Separation point: 50 mm
Length: 5 m
Width: 10 mm
Height: 1,4 | 1 mm
Pitch: 6,25 | 6 mm
Hours: 30.000 h L70 | B10

10  
mm
width

1:1
DIMENSION

24 V DC
Voltage

16 W/m
Power

160 LED/ METER
max. 5 m / feed-in

2.550
LUMEN/M

IP20
Protection class

http://www.isoled.shop/en/114915.html
http://www.isoled.shop/en/114250.html
http://www.isoled.shop/en/114249.html
http://www.isoled.shop/en/114917.html
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CUSTOMISED LIGHT SOLUTIONS
HEQ series

114659

LED HEQ840 flex stripe lens 160°
Neutral white | 4000 K | CRI82
1700 lumen / meter
Active power: 16.5 Watt/meter

114658

LED HEQ830 flex stripe lens 160°
Warm white | 3000 K | CRI82
1600 lumen / meter
Active power: 16.5 Watt/meter

24V LED HEQ-FLEX STRIPS LENS 160° 
17 WATT | IP20

Seperation Point: 71 mm
Length: 5 m
Width: 10 mm
Height: 3 mm
Pitch: 71 mm
Hours: 20000 h L70 | B10

10  
mm
width

5,5
mm

10 mm

3,2 mm

71,4 mm

35,7 mm24 V DC
Voltage

17 W/m
Power

14 LED/ METER
max. 5 m / feed-in

1:1
DIMENSION

114660

LED HEQ860 flex stripe lens 160°
Cold white | 6000 K | CRI81
1700 lumen / meter
Active power: 16.5 Watt/meter

1.700
LUMEN/M

IP20
Protection class

http://www.isoled.shop/en/114659.html
http://www.isoled.shop/en/114658.html
http://www.isoled.shop/en/114660.html
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CUSTOMISED LIGHT SOLUTIONS
HEQ series

114247 

LED HEQ940 flex stripe High Bright
Neutral white | 4000 K | CRI93
3150 lumen / meter
Active power: 21 Watt/meter

114918 

LED HEQ960 flex stripe High Bright
Cold white | 6000 K | CRI93
3200 lumen / meter
Active power: 21 Watt/meter

114248 

LED HEQ930 flex stripe High Bright
Warm white | 3000 K | CRI93
3050 lumen / meter
Active power: 21 Watt/meter

114916

LED HEQ927 flex stripe High Bright
Warm white | 2700 K | CRI93
2850 lumen / meter
Active power: 21 Watt/meter

24V LED HEQ FLEX STRIPES    
22 WATT | IP20

Separation point: 33,33 mm
Length: 5 m
Width: 10 mm
Height: 1,6 | 1 mm
Pitch: 4,16 | 4 mm
Hours: 30.000 h L70 | B10

10  
mm
width

1:1
DIMENSION

7
mm

4,17 mm
33,33 mm

10 mm
1,6 mm

24 V DC
Voltage

21 W/m
Power

240 LED/ METER
max. 5 m / feed-in

Note: Requires a cooling profiles with a mass of at least  140gr/m

3.150
LUMEN/M

NEW

NEW

IP20
Protection class

http://www.isoled.shop/en/114916.html
http://www.isoled.shop/en/114248.html
http://www.isoled.shop/en/114247.html
http://www.isoled.shop/en/114918.html
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CUSTOMISED LIGHT SOLUTIONS
HEQ series

7
mm

4,17 mm
33,33 mm

10 mm
1,6 mm

114245 

LED HEQ940 flex stripe High Bright
Neutral white | 4000 K | CRI94
4650 lumen / meter
Active power: 31 Watt/meter

114919

LED HEQ960 flex stripe High Bright
Cold white | 6000 K | CRI94
4700 lumen / meter
Active power: 31 Watt/meter

114246 

LED HEQ930 flex stripe High Bright
Warm white | 3000 K | CRI94
4500 lumen / meter
Active power: 30.5 Watt/meter

24V LED HEQ FLEX STRIPES  32 
WATT | IP20

Separation point: 33,3 | 33 mm
Length: 5 m
Width: 10 mm
Height: 1,4 | 1 mm
Pitch: 4,16 mm | 4 mm
Hours: 30.000 h L70 | B10

10  
mm
width

Note: Requires a cooling profiles with a mass of at least 280g/m

24 V DC
Voltage

31 W/m
Power

240 LED/ METER
max. 2.5 m feed-in

1:1
DIMENSION4.650

LUMEN/M

NEW

IP20
Protection class

http://www.isoled.shop/en/114246.html
http://www.isoled.shop/en/114245.html
http://www.isoled.shop/en/114919.html
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CUSTOMISED LIGHT SOLUTIONS
HEQ series

112751 

LED HEQ HighPower RGB flex stripe
RGB
Active power: 24 Watt/meter

24V LED HEQ HIGHPOWER RGB 
28,8 WATT | IP20

Separation point:  50 mm
Length: 5 m
Width: 12 mm
Height: 3,4 mm
Pitch: 8,33 mm
Hours: 30.000 h L70 | B10

RGB
PITCH 8,33

12
mm
width

1:1
DIMENSION

2,5
mm

12 mm

3,35 mm

8,33 mm

50 mm

24 V DC
Voltage

24 W/m
Power

120 LED/ METER
max. 5 m / feed-in

Note: Requires a cooling profiles with a mass of at least  140gr/m

IP20
Protection class

http://www.isoled.shop/en/112751.html
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CUSTOMISED LIGHT SOLUTIONS
HEQ series

112246 

LED HEQ830 flex stripe Classic
Warm white | 3000 K | CRI82
1650 lumen / meter
Active power: 15 Watt/meter

111917 

LED HEQ825 flex stripe Classic
Warm white | 2500 K | CRI82
1400 lumen / meter
Active power: 15 Watt/meter

111918 

LED HEQ840 flex stripe Classic
Neutral white | 4000 K | CRI85 
1750 lumen / meter
Active power: 15 Watt/meter

24V LED HEQ-FLEX STRIPES CLASSIC
16 WATT | IP20

Separation point:  50 mm
Length: 5 m
Width: 12 mm
Height: 1,4 mm
Pitch: 8,33 mm
Hours: 25.000 h L70 | B10

12  
mm
width

1:1
DIMENSION

7,8
mm

12 mm
2,5 mm

8,33 mm

50 mm

24 V DC
Voltage

16 W/m
Power

120 LED/ METER
max. 5 m / feed-in

Note: Requires a cooling profiles with a mass of at least 75g/m

IP20
Protection class

http://www.isoled.shop/en/111917.html
http://www.isoled.shop/en/112246.html
http://www.isoled.shop/en/111918.html
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CUSTOMISED LIGHT SOLUTIONS

TYPICAL    
APPLICATIONS
• HOTELS & GASTRONOMY

• EVENT FACILITIES

• FOYERS & CORRIDORS

• LIGHT / SUN PROTECTION & SHADE

• LOW LED COOLING PROFILES

Hotel corridor

Roof space of a
 finca

Corridor lighting

HOTEL & CATERING EVENT FACILITIES FOYERS & CORRIDORS LOW LED COOLING         
PROFILES

LIGHT / SUN                    
PROTECTION & SHADE

Applications

Homogenouslight tracks without visible light spots are custo-
mer request number 1.
This is achieved with bands in this series through a high chip 
density (pitch spacing); e.g. for Single Color stripes with up to 
280 LEDs/metress and RGB stripes with 120 LEDs/meter.
Rolls in available lengths of 5 and 20 metres with the  smal-
lest joint of 20 mm ensure the lowest possible cutting waste 
during custom cutting.
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CUSTOMISED LIGHT SOLUTIONS

OPTIMUM COLOR  
REPRODUCTION
CRI> 90 for natural object illumination

HOMOGENOUSLIGHT TRACKS
minimum pitch (LED chip center - center)

20 METER ROLLS
low cutting waste during custom  
manufacture

HIGH QUALITY CIRCUIT BOARDS
Optimal thermal management

LINEAR series
LED FLEX STRIPES

5
YEARS 

GUARANTEE
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CUSTOMISED LIGHT SOLUTIONS
LINEAR series

113147 5 METER   |  113965 20 METER

LED CRI930 Linear10 flex stripes
Warm white | 3000 K | CRI93
600 lumen / meter
Active power: 6 Watt/meter

113146 5 METER   |  113964 20 METER

LED CRI927 Linear10 flex stripe
Warm white | 2700 K | CRI93
600 lumen / meter
Active power: 6 Watt/meter

113148 5 METER   |  113966 20 METER

LED CRI940 Linear10 flex stripe
Neutral white | 4000 K | CRI94 
650 lumen / meter
Active power: 6 Watt/meter

24V LED CRI90+ LINEAR FLEX STRIPES
6 WATT | IP20

Separation point:  33,33 mm
Length: 5/20 m
Width: 10 mm
Height: 2/1 mm
Pitch: 5,55 mm
Hours: 50.000 h L70 | B10

113149 5 METER

LED CRI965 Linear10 flex stripe
Cold white | 6500 K | CRI92
700 lumen / meter
Active power: 6 Watt/meter

10  
mm
width

1:1
DIMENSION

5,4 
mm

10 mm

2 mm

33,33 mm
5,55 mm24 V DC

Voltage
6 W/m
Power

180 LED/ METER
max. 10 m / feed

5|20
METER ROLL

IP20
Protection class

http://www.isoled.shop/en/113146.html
http://www.isoled.shop/en/113964.html
http://www.isoled.shop/en/113147.html
http://www.isoled.shop/en/113965.html
http://www.isoled.shop/en/113148.html
http://www.isoled.shop/en/113966.html
http://www.isoled.shop/en/113149.html
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CUSTOMISED LIGHT SOLUTIONS
LINEAR series

114717

LED CRI930 Linear8 flex stripe
Warm white | 3000 K | CRI92
830 lumen / meter
Active power: 8 Watt/meter

114716 

LED CRI927 Linear8 flex stripe
Warm white | 2700 K | CRI92
800 lumen/meter
Active power: 8 Watt/meter

24V LED CRI90+ LINEAR FLEX STRIPES  
8 WATT | IP20

Separation point:  33 mm
Length: 5 m
Width: 8 mm
Height: 2 mm
Pitch: 4 mm
Hours: 50.000 h L70 | B10

8 mm
width

1:1
DIMENSION

5,8
mm

4 mm
33,33 mm

8 mm
2 mm

24 V DC
Voltage

8 W/m
Power

210 LED/ METER
max. 10 m / feed

114718 

LED CRI940 Linear8 flex stripe
Neutral white | 4000 K | CRI92
850 lumen / meter
Active power: 8 Watt/meter

5 YEARS
GUARANTEE

IP20
Protection class

http://www.isoled.shop/en/114718.html
http://www.isoled.shop/en/114717.html
http://www.isoled.shop/en/114716.html
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CUSTOMISED LIGHT SOLUTIONS
LINEAR series

1:1
DIMENSION

113076 5 METER   |  113227 20 METER

LED CRI930 Linear10 flex stripes
Warm white | 3000 K | CRI93
900 lumen / meter
Active power: 9 Watt/meter

113077 5 METER   |  113228 20 METER

LED CRI927 Linear10 flex stripe
Warm white | 2700 K | CRI93
850 lumen / meter
Active power: 9 Watt/meter

113078 5 METER   |  113229 20 METER

LED CRI940 Linear10 flex stripe
Neutral white | 4000 K | CRI93 
1000 lumen / meter
Active power: 9 Watt/meter

24V LED CRI90+ LINEAR FLEX STRIPES
10 WATT | IP20

Separation point:  25 mm
Length: 5/20 m
Width: 10 mm
Height: 2/1 mm
Pitch: 4,16 mm
Hours: 50.000 h L70 | B10

113144 5 METER

LED CRI965 Linear10 flex stripe
Cold white | 6500 K | CRI92
1100 lumen / meter
Active power: 9 Watt/meter

10  
mm
width

5,4 
mm

10 mm

2 mm

25 mm
4,16 mm

24 V DC
Voltage

9 W/m
Power

240 LED/ METER
max. 7.5 | 10 m / feed-in

5|20
METER ROLL

Corner connector luminous
 
2700 K (113077 | 113228)115187  
3000 K (113076 | 113227) 115188 
4000 K (113078 | 113229) 115189  
6500 K (113144) 115190

IP20
Protection class

http://www.isoled.shop/en/113077.html
http://www.isoled.shop/en/113228.html
http://www.isoled.shop/en/113076.html
http://www.isoled.shop/en/113227.html
http://www.isoled.shop/en/113229.html
http://www.isoled.shop/en/113078.html
http://www.isoled.shop/en/113144.html
http://www.isoled.shop/en/115187.html
http://www.isoled.shop/en/115188.html
http://www.isoled.shop/en/115189.html
http://www.isoled.shop/en/115190.html
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CUSTOMISED LIGHT SOLUTIONS
LINEAR series

113597 5 METER   |  113598 10 METER

LED RGB Linear10 flex stripes
RGB
Active power: 12 Watt/meter

LED RGB LINEAR FLEX STRIPE
12 WATT | IP20

Separation point: 50 mm
Length: 5/10 m
Width: 10 mm
Height: 2,2 mm
Pitch: 8,33 mm
Hours: 25.000 h L70 | B10

10  
mm
width

1:1
DIMENSION

2,5 
mm

10 mm

2,2 mm

8,33 mm
50 mm

24 V DC
Voltage

12 W/m
Power

120 LED/ METER
max. 5 | 10 m / feed-in

RGB
PITCH 8,33

IP20
Protection class

http://www.isoled.shop/en/113597.html
http://www.isoled.shop/en/113598.html
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CUSTOMISED LIGHT SOLUTIONS
LINEAR series

113073 5 METER   |  113204 20 METER

LED CRI930 Linear10 flex stripes
Warm white | 3000 K | CRI92
1600 lumen / meter
Active power: 15 Watt/meter

113074 5 METER   |  113205 20 METER

LED CRI927 Linear10 flex stripe
Warm white | 2700 K | CRI92
1550 lumen / meter
Active power: 15 Watt/meter

113075 5 METER   |  113206 20 METER

LED CRI940 Linear10 flex stripe
Neutral white | 4000 K | CRI95 
1650 lumen / meter
Active power: 15 Watt/meter

24V LED CRI90+ LINEAR FLEX STRIPES
15 WATT | IP20

Separation point: 25 mm
Length: 5/20 m
Width: 10 mm
Height: 2 | 1 mm
Pitch: 3,57 mm
Hours: 50.000 h L70 | B10

113143 

LED CRI965 Linear10 flex stripe
Cold white | 6500 K | CRI92
1850 lumen / meter
Active power: 15 Watt/meter

10  
mm
width

1:1
DIMENSION

5,4 
mm

10 mm

2 mm

25 mm
3,57 mm

24 V DC
Voltage

15 W/m
Power

280 LED/ METER
max. 5 m / feed-in

5|20
METER ROLL

Corner connector luminous 
2700 K (113074 | 113205) 115191  
3000 K (113073 | 113204) 115192 
4000 K (113075 | 113206) 115193  
6500 K (113143) 115194

IP20
Protection class

http://www.isoled.shop/en/113074.html
http://www.isoled.shop/en/113205.html
http://www.isoled.shop/en/113073.html
http://www.isoled.shop/en/113204.html
http://www.isoled.shop/en/113075.html
http://www.isoled.shop/en/113206.html
http://www.isoled.shop/en/113143.html
http://www.isoled.shop/en/115191.html
http://www.isoled.shop/en/115192.html
http://www.isoled.shop/en/115193.html
http://www.isoled.shop/en/115194.html


97

CUSTOMISED LIGHT SOLUTIONS
LINEAR series

114719 

LED CRI925 Linear8 flex stripe
Warm white | 2500 K | CRI92
1300 lumen / meter
Active power: 15 Watt/meter

114727 

LED CRI920 Linear8 flex stripe
Ultrawarm white | 2000 K | CRI92
1000 lumen / meter
Active power: 13 Watt/meter

24V LED CRI90 + LINEAR 8 FLEX STRIPES 
15 WATT | IP20

Separation point:  25 mm
Length: 5 m
Width: 8 mm
Height: 2 mm
Pitch: 3 mm 
Hours: 50.000 h L70 | B10

3mm
PITCH

8 mm
width

1:1
DIMENSION

5,8 
mm

8 mm

2 mm

25 mm
3 mm

24 V DC
Voltage

15 W/m
Power

280 LED/ METER
max. 5 m / feed-in

114720 

LED CRI927 Linear8 flex stripe
Warm white | 2700 K | CRI92
1350 lumen / meter
Active power: 15 Watt/meter

114721 

LED CRI930 Linear8 flex stripe
Warm white | 3000 K | CRI92
1400 lumen / meter
Active power: 15 Watt/meter

114722 

LED CRI940 Linear8 flex stripe
Neutral white | 4000 K | CRI92
1500 lumen/meter | Width: 10 mm
Active power: 15 Watt/meter

114723 

LED CRI960 Linear8 flex stripe
Cold white | 6000 K | CRI92
1500 lumen / meter
Active power: 15 Watt/meter

YEAR
GUARANTEE

ÉV 
GARANCIA

5 

IP20
Protection class

http://www.isoled.shop/en/114723.html
http://www.isoled.shop/en/114722.html
http://www.isoled.shop/en/114721.html
http://www.isoled.shop/en/114720.html
http://www.isoled.shop/en/114719.html
http://www.isoled.shop/en/114727.html
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CUSTOMISED LIGHT SOLUTIONS
LINEAR series

3mm
PITCH

114050 

LED CRI9G Linear10 flex stripe
Green
Active power: 15 Watt/meter

114049 

LED CRI9R Linear10 flex stripe
Red
Active power: 10 watts/meter

24V LED CRI90+ LINEAR 10 FLEX STRIPE 
COLOR | 15 WATT | IP20

Separation point:  25 mm
Length: 5 m
Width: 10 mm
Height: 2 mm
Pitch: 3 mm
Hours: 50.000 h L70 | B10

10 
mm
width

1:1
DIMENSION

5,8 
mm

10 mm

2 mm

25 mm
3 mm

24 V DC
Voltage

15 W/m
Power

280 LED/ METER
max. 5 m / feed-in

114051 

LED CRI9B Linear10 flex stripe
Blue
Active power: 15 Watt/meter

114052 

LED CRI9P Linear10 flex stripe
Pink
Active power: 15 Watt/meter

YEAR
GUARANTEE

ÉV 
GARANCIA

5 

114988 

LED RGB Linear flex stripe
RGB | CRI90
605 lumen / meter
Active power: 11 Watt/meter

24V LED CRI90+ FLEX STRIPES
15 WATT | IP20

Separation point:  33,33 mm
Length: 5 m
Width: 10 mm
Height: 1,4 mm
Pitch: 5,55 mm
Hours: 50.000 h L70 | B10

10  
mm
width

24 V DC
Voltage

12 W/m
Power

180 LED/ METER
max. 5 m / feed-in

1:1
DIMENSION

6

10 mm
1,4 mm

5,55 mm

33,33mm

2 
mm

IP20
Protection class

IP20
Protection class

http://www.isoled.shop/en/114049.html
http://www.isoled.shop/en/114050.html
http://www.isoled.shop/en/114051.html
http://www.isoled.shop/en/114052.html
http://www.isoled.shop/en/114988.html
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CUSTOMISED LIGHT SOLUTIONS
LINEAR series

112709 5 METERS   | 112939 20 METRES

LED CRI942 Linear10 flex stripe
Neutral white | 4200 K | CRI91
2050 lumen / meter
Active power: 22 Watt/meter

112708 5 METERS   | 112938 20 METRES

LED CRI930 Linear10 flex stripes
Warm white | 3000 K | CRI95
1900 lumen / meter
Active power: 20 Watt/meter

24V LED CRI90+ LINEAR FLEX STRIPES
22 WATT | IP20

Separation point  20 mm
Length: 5/20 m
Width: 10 mm
Height: 3 mm
Pitch: 3,33 mm
Hours: 50.000 h L70 | B10

10  
mm
width

1:1
DIMENSION

5,3 
mm

10 mm

1 mm

20 mm
3,33 mm

24 V DC
Voltage

20 W/m
Power

300 LED/ METER
max. 5 m / feed-in

Note: Requires a cooling profiles with a mass of at least 140g/m

5|20
METER ROLL

IP20
Protection class

http://www.isoled.shop/en/112709.html
http://www.isoled.shop/en/112939.html
http://www.isoled.shop/en/112938.html
http://www.isoled.shop/en/112708.html
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CUSTOMISED LIGHT SOLUTIONS
LINEAR series

114725 

LED CRI930 Linear8 flex stripe
Warm white | 3000 K | CRI92
1900 lumen / meter
Active power: 22 Watt/meter

114724 

LED CRI927 Linear8 flex stripe
Warm white | 2700 K | CRI92
1830 lumen / meter
Active power: 22 Watt/meter

24V LED CRI90 + LINEAR 8 FLEX STRIPE  
22 WATT | IP20

Separation point: 20 mm
Length: 5 m
Width: 8 mm
Height: 2 mm
Pitch: 2 mm
Hours: 50.000 h L70 | B10

8 mm
width

1:1
DIMENSION

5,8 
mm

8 mm

2 mm

20 mm
2 mm

24 V DC
Voltage

22 W/m
Power

350 LED/ METER
max. 3 m / feed-in

114726 

LED CRI940 Linear8 flex stripe
Neutral white | 4000 K | CRI92
2100 lumen / meter
Active power: 22 Watt/meter

Note: Requires a cooling profiles with a mass of at least 140r/m

2mm
PITCH

IP20
Protection class

YEAR
GUARANTEE

ÉV 
GARANCIA

5 

http://www.isoled.shop/en/114725.html
http://www.isoled.shop/en/114724.html
http://www.isoled.shop/en/114726.html
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CUSTOMISED LIGHT SOLUTIONS
LINEAR series

113151 

LED CRI930 Linear11 flex stripes
Warm white | 3000 K | CRI93
600 lumen / meter
Active power: 6 Watt/meter

113150 

LED CRI927 Linear11 flex stripe
Warm white | 2700 K | CRI93
600 lumen / meter
Active power: 6 Watt/meter

113152 

LED CRI940 Linear11 flex stripe
Neutral white | 4000 K | CRI94 
650 lumen / meter
Active power: 6 Watt/meter

24V LED CRI90+ LINEAR FLEX STRIPES
6 WATT | IP54

Separation point:  33,33 mm
Length: 5 m
Width: 11 mm
Height: 5 mm
Pitch: 5,55 mm
Hours: 50.000 h L70 | B10

113153 

LED CRI965 Linear11 flex stripe
Cold white | 6500 K | CRI92
700 lumen / meter
Active power: 6 Watt/meter

11  
mm
width

1:1
DIMENSION

Casting: silicone cover transp., pressed on one side, UV-stable

5,4 
mm

5,55 mm
33,33 mm

11 mm

5 mm

24 V DC
Voltage

6 W/m
Power

180 LED/ METER
max. 10 m / feed

IP54
Protection class

http://www.isoled.shop/en/113150.html
http://www.isoled.shop/en/113151.html
http://www.isoled.shop/en/113152.html
http://www.isoled.shop/en/113153.html
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CUSTOMISED LIGHT SOLUTIONS
LINEAR series

113155 

LED CRI930 Linear11 flex stripes
Warm white | 3000 K | CRI93
900 lumen / meter
Active power: 9.5 Watt/meter

113154 

LED CRI927 Linear11 flex stripe
Warm white | 2700 K | CRI93
900 lumen / meter
Active power: 9.5 Watt/meter

113156 

LED CRI940 Linear11 flex stripe
Neutral white | 4000 K | CRI94 
1000 lumen / meter
Active power: 9.5 Watt/meter

24V LED CRI90+ LINEAR FLEX STRIPES
10 WATT | IP54

Separation point:  25 mm
Length: 5 m
Width: 11 mm
Height: 5 mm
Pitch: 4,16 mm
Hours: 50.000 h L70 | B10

113157 

LED CRI965 Linear11 flex stripe
Cold white | 6500 K | CRI92
1050 lumen / meter
Active power: 9.5 Watt/meter

240
LED/ METER

11  
mm
width

1:1
DIMENSION

Casting: Silicone cover transp., pressed on one side, UV-stable
4,16 mm

25 mm

5,4 
mm

11 mm

5 mm

24 V DC
Voltage

9,5 W/m
Power

240 LED/ METER
max. 5 m / feed-in

IP54
Protection class

http://www.isoled.shop/en/113154.html
http://www.isoled.shop/en/113155.html
http://www.isoled.shop/en/113156.html
http://www.isoled.shop/en/113157.html
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CUSTOMISED LIGHT SOLUTIONS
LINEAR series

280
LED/ METER

113159 

LED CRI930 Linear11 flex stripes
Warm white | 3000 K | CRI92
1600 lumen / meter
Active power: 15 Watt/meter

113158 

LED CRI927 Linear11 flex stripe
Warm white | 2700 K | CRI93
1550 lumen / meter
Active power: 15 Watt/meter

113160 

LED CRI940 Linear11 flex stripe
Neutral white | 4000 K | CRI93 
1650 lumen / meter
Active power: 15 Watt/meter

24V LED CRI90+ LINEAR FLEX STRIPES
15 WATT | IP54

Separation point:  25 mm
Length: 5 m
Width: 11 mm
Height: 5 mm
Pitch: 3,57 mm
Hours: 50.000 h L70 | B10

113161 

LED CRI965 Linear11 flex stripe
Cold white | 6500 K | CRI92
1800 lumen / meter
Active power: 15 Watt/meter

11  
mm
width

1:1
DIMENSION

Potting: Transparent silicone cover, pressed on on one side, UV-stable

3,57 mm
25 mm

5,4 
mm

11 mm

5 mm

24 V DC
Voltage

15 W/m
Power

280 LED/ METER
max. 5 m / feed-in

IP54
Protection class

http://www.isoled.shop/en/113158.html
http://www.isoled.shop/en/113159.html
http://www.isoled.shop/en/113160.html
http://www.isoled.shop/en/113161.html
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CUSTOMISED LIGHT SOLUTIONS

TYPICAL    
APPLICATIONS
• ROOF STRUCTURES, FACADES, 

BALCONIES

• CEILING VAULT-/ MOULDING 
LIGHTING

• ESCALATORS

• FOYERS & CORRIDORS

• EVENT FACILITIES

Concert room

Bath lighting

ROOF STRUCTU-
RES, FACADES,             

BALCONIES

CEILING VAULT-/ 
MOULDING LIGHTING

ESCALATORS EVENT FACILITIESFOYERS & CORRIDORS

Exhibition Hall Applications

Special requirements need new innovations.
Therefore for the first time we are also producing flex stripes 
which are supplied with constant 48V direct current. This 
allows longer supply cables and almost twice as large light 
lines  due to lower voltage loss with lower current flow.
We also carry the corresponding ballast units in our product 
range.



LINEAR 48V series
LED FLEX STRIPES

3
YEARS 

GUARANTEE
IP20

105

CUSTOMISED LIGHT SOLUTIONS

DIVERSE
3.000 K, 4,000 Kelvin, Red, Green, Blue, 
Pink

Half voltage loss
Longer supply cable

Longer light lines

HOMOGENEOUS
12 chips per 50 mm joint section 

IP20 AND IP68
for indoor and outdoor applications 

NEW DIMENSIONS
5, 20 and 30 meters per roll



106

CUSTOMISED LIGHT SOLUTIONS
LINEAR 48V series

114342 5 METER   |  114234 30 METER

LED CRI940 Linear 48V flex stripe
Neutral white | 4000 K | CRI95
700 lumen / meter
Active power: 7.5 Watt/meter

114341 5 METER   | 114233 30 METER 

LED CRI930 Linear 48V flex stripe
Warm white | 3000 K | CRI95
700 lumen / meter
Active power: 7.5 Watt/meter

48V LED CRI90+ LINEAR FLEX STRIPES  
8 WATT | IP20

Separation point:  50 mm
Length: 5/30 m
Width: 10 mm
Height: 2 mm
Pitch: 4,16 mm
Hours: 50.000 h L70 | B10

10 
mm
width

6,5
mm

10 mm

2 mm

4,16 mm

50 mm

6,5
mm

10 mm

2 mm

4,16 mm

50 mm

48 V DC
Voltage

7,5 W/m
Power

240 LED/ METER
max. 15 | 30 m / feed

114346 5 METER   |  114242 20 METER

LED CRI940 Linear 48V flex stripe
Neutral white | 4000 K | CRI95
1100 lumen / meter
Active power: 12,9 Watt/meter

114344 5 METER   |  114241 20 METER

LED CRI930 Linear 48V flex stripe
Warm white | 3000 K | CRI95
1100 lumen / meter
Active power: 12,9 Watt/meter

48V LED CRI90+ LINEAR FLEX STRIPES  
13 WATT | IP20

Separation point:  50 mm
Length: 5/20 m
Width: 10 mm
Height: 2 mm
Pitch: 4,16 mm
Hours: 50.000 h L70 | B10

10 
mm
width

48 V DC
Voltage

12,9 W/m
Power

240 LED/ METER
max. 20 m / feed-in

30 m
PER INFEED

UP TO

20 m
PER INFEED

UP TO1:1
DIMENSION

1:1
DIMENSION

IP20
Protection class

IP20
Protection class

3
YEARS 

GUARANTEE

3
YEARS 

GUARANTEE

http://www.isoled.shop/en/114233.html
http://www.isoled.shop/en/114341.html
http://www.isoled.shop/en/114342.html
http://www.isoled.shop/en/114234.html
http://www.isoled.shop/en/114344.html
http://www.isoled.shop/en/114241.html
http://www.isoled.shop/en/114346.html
http://www.isoled.shop/en/114242.html
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CUSTOMISED LIGHT SOLUTIONS
LINEAR 48V series

114345 5 METER   |  114236 30 METER

LED CRI940 Linear 48V flex stripe
Neutral white | 4000 K | CRI95
700 lumen / meter
Active power: 7.5 Watt/meter

114570 5 METER   |  114238 30 METER

LED CRI9R Linear 48V flex stripe
Red
Active power: 7,5 Watt/meter | Joint: 62,5

114619 5 METER   |  114240 30 METER

LED CRI9P Linear 48V flex stripe
Pink
Active power: 7.5 Watt/meter

114343 5 METER   |  114235 30 METER

LED CRI930 Linear 48V flex stripe
Warm white | 3000 K | CRI95
700 lumen / meter
Active power: 7.5 Watt/meter

114601 5 METER   |  114237 30 METER

LED CRI9B Linear 48V flex stripe
Blue
Active power: 7.5 Watt/meter

114618 5 METER   |  114239 30 METER

LED CRI9G Linear 48V flex stripe
Green
Active power: 7.5 Watt/meter

48V LED CRI90+ LINEAR FLEX STRIPES  
8 WATT | IP68

Separation point:  50 mm
Length: 5/30 m
Width: 12 mm
Height: 6 mm
Pitch: 4,16 mm
Hours: 50.000 h L70 | B10

12 
mm
width

Casting: silicone transparent, 360° Fully cast, UV-stable

6,5
mm

12 mm
6 mm

4,16 mm

50 mm

48 V DC
Voltage

7,5 W/m
Power

240 LED/ METER
max. 15 | 30 m / feed

1:1
DIMENSION

30 m
PER INFEED

UP TO

IP68
Protection class

http://www.isoled.shop/en/114619.html
http://www.isoled.shop/en/114240.html
http://www.isoled.shop/en/114618.html
http://www.isoled.shop/en/114239.html
http://www.isoled.shop/en/114570.html
http://www.isoled.shop/en/114238.html
http://www.isoled.shop/en/114601.html
http://www.isoled.shop/en/114237.html
http://www.isoled.shop/en/114345.html
http://www.isoled.shop/en/114236.html
http://www.isoled.shop/en/114343.html
http://www.isoled.shop/en/114235.html
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CUSTOMISED LIGHT SOLUTIONS
LINEAR 48V series

114348 5 METER   |  114244 20 METER

LED CRI940 Linear 48V flex stripe
Neutral white | 4000 K | CRI95
1100 lumen / meter
Active power: 12,9 Watt/meter

114347 5 METER   |  114243 20 METER

LED CRI930 Linear 48V flex stripe
Warm white | 3000 K | CRI95
1100 lumen / meter
Active power: 12,9 Watt/meter

48V LED CRI90+ LINEAR FLEX STRIPES  
13 WATT | IP68

Separation point:  50 mm
Length: 5/20 m
Width: 12 mm
Height: 6 mm
Pitch: 4,16 mm
Hours: 50.000 h L70 | B10

12 
mm
width

Casting: Silicone transparent, 360° Fully cast, UV-stable

48 V DC
Voltage

12,9 W/m
Power

240 LED/ METER
max. 10 | 20 m / feed-in

6,5
mm

12 mm
6 mm

4,16 mm

50 mm

1:1
DIMENSION 20 m

PER INFEED

UP TO

IP68
Protection class

http://www.isoled.shop/en/114243.html
http://www.isoled.shop/en/114347.html
http://www.isoled.shop/en/114348.html
http://www.isoled.shop/en/114244.html
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CUSTOMISED LIGHT SOLUTIONS

TYPICAL   
APPLICATIONS
• DISPLAY WINDOW & EXHIBITION 

AREAS

• HOME DECOR

• FURNITURE AND KITCHEN        
MANUFACTURING

• ADVERTISING LIGHTING

• HOTELS & GASTRONOMY

Furniture lighting (kitchen)

Advertising boar
d

Reception in wellness hotel

DISPLAY WINDOW &  
EXHIBITION AREAS

HOME DECOR FURNITURE 
AND KITCHEN 

MANUFACTURING

  HOTELS & 
CATERING

ADVERTISING LIGHTING

Applications

Ultra-narrow light tracks for special applications and stylish  
lighting design.
We selected reinforced circuit boards, to avoid needing to 
sacrifice light intensity and voltage loss.
In particular our Micro-RGB strip with 8 chips per 50 mm  joint 
section and a width of just 8 mm is peerless.
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CUSTOMISED LIGHT SOLUTIONS

SMALLEST POSSIBLE DIMENSION
4 to 8 mm width

SOLID CONDUCTOR TRACKS
double, reinforced PCB layers

INNOVATIVE
clever chip arrangement

CREATIVE SOLUTIONS
New application options with narrow 
cooling profiles

MICRO series
LED FLEX STRIPES
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CUSTOMISED LIGHT SOLUTIONS
MICRO series

113763 

LED CRI930 MICRO Linear flex stripe
Warm white | 3000 K | CRI93
600 lumen / meter
Active power: 5 Watt/meter

113762 

LED CRI927 MICRO Linear flex stripe
Warm white | 2700 K | CRI93
600 lumen / meter
Active power: 5 Watt/meter

24V LED CRI90+ MICRO LINEAR FLEX STRIPES  
6 WATT | IP20

Separation point:  25 mm
Length: 5 m
Width: 4 mm
Height: 3 mm
Pitch: 4,16 mm
Hours: 50.000 h L70 | B10

4 mm
width

1:1
DIMENSION

2
mm

4 mm

3 mm

4,16 mm
25 mm

2,6
mm

24 V DC
Voltage

5 W/m
Power

240 LED/ METER
max. 5 m / feed-in

113764 

LED CRI940 MICRO Linear flex stripe
Neutral white | 4000 K | CRI93
620 lumen / meter
Active power: 5 Watt/meter

4mm
WIDTH

IP20
Protection class

http://www.isoled.shop/en/113762.html
http://www.isoled.shop/en/113763.html
http://www.isoled.shop/en/113764.html
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CUSTOMISED LIGHT SOLUTIONS
MICRO series

24V LED CRI90+ MICRO LINEAR FLEX STRIPES  
6 WATT | IP20

112752 

LED CRI942 MICRO flex stripe
Neutral white | 4200 K | CRI94
700 lumen / meter
Active power: 9.6 Watt/meter

112753 

LED CRI930 MICRO flex stripe
Warm white | 3000 K | CRI93
650 lumen / meter
Active power: 9.6 Watt/meter

24V LED CRI90+ MICRO FLEX STRIPES  
9,6 WATT | IP20

Separation point:  50 mm
Length: 5 m
Width: 5 mm
Height: 2/3 mm
Pitch: 8,33 mm
Hours: 30.000 h L70 | B10

5 mm
width

1:1
DIMENSION

2,2 
mm

5 mm

2 mm

8 mm
50 mm

24 V DC
Voltage

8 W/m
Power

120 LED/ METER
max. 5 m / feed-in

IP20
Protection class

http://www.isoled.shop/en/112752.html
http://www.isoled.shop/en/112753.html
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CUSTOMISED LIGHT SOLUTIONS
MICRO series

113458 

LED CRI930 MICRO Linear flex stripe
Warm white | 3000 K | CRI93
910 lumen / meter
Active power: 9 Watt/meter

113457 

LED CRI927 MICRO Linear flex stripe
Warm white | 2700 K | CRI93
900 lumen / meter
Active power: 9 Watt/meter

24V LED CRI90+ MICRO LINEAR FLEX STRIPES 
10 WATT | IP20

Separation point:  25 mm
Length: 5 m
Width: 4 mm
Height: 1,2 mm
Pitch: 4,16 mm
Hours: 50.000 h L70 | B10

4 mm
width

1:1
DIMENSION

2 
mm

4 mm

1,2 mm

4,16 mm

25 mm

24 V DC
Voltage

9 W/m
Power

240 LED/ METER
max. 5 m / feed-in

113459 

LED CRI940 MICRO Linear flex stripe
Neutral white | 4000 K | CRI93
920 lumen / meter
Active power: 9 Watt/meter

113599 

LED RGB MICRO flex stripe
RGB
Active power: 12 Watt/meter

24V LED RGB MICRO FLEX STRIPE 
10 WATT | IP20

Separation point:  50 mm
Length: 5 m
Width: 8 mm
Height: 2,2 mm
Pitch: 8,33 mm
Hours: 25.000 h L70 | B10

8 mm
width

1:1
DIMENSION

1,7 
mm

8 mm

2,2 mm

8,33 mm
50 mm

24 V DC
Voltage

12 W/m
Power

120 LED/ METER
max. 5 m / feed-in

4mm
WIDTH

8mm
WIDTH

IP20
Protection class

IP20
Protection class

http://www.isoled.shop/en/113457.html
http://www.isoled.shop/en/113458.html
http://www.isoled.shop/en/113459.html
http://www.isoled.shop/en/113599.html
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CUSTOMISED LIGHT SOLUTIONS
MICRO series

113461 

LED CRI930 MICRO Linear flex stripe
Warm white | 3000 K | CRI93
1300 lumen / meter
Active power: 15 Watt/meter

113460 

LED CRI927 MICRO Linear flex stripe
Warm white | 2700 K | CRI93
1250 lumen / meter
Active power: 15 Watt/meter

24V LED CRI90+ MICRO LINEAR FLEX STRIPES 
15 WATT | IP20

Separation point: 50 mm
Length: 5 m
Width: 6 mm
Height: 1,4 mm
Pitch: 8,33/4,16 mm
Hours: 50.000 h L70 | B10

6 mm
width

1:1
DIMENSION

3,2 
mm

6 mm

1,4 mm

8,33 mm
50 mm

24 V DC
Voltage

15 W/m
Power

120 LED/ METER
max. 5 m / feed-in

113462 

LED CRI940 MICRO Linear flex stripe
Neutral white | 4000 K | CRI93
1400 lumen / meter
Active power: 15 Watt/meter

IP20
Protection class

http://www.isoled.shop/en/113462.html
http://www.isoled.shop/en/113461.html
http://www.isoled.shop/en/113460.html


116

CUSTOMISED LIGHT SOLUTIONS
MICRO series

111678 

LED HEQ840 MICRO flex stripe
Neutral white | 4000 K | CRI83
400 lumen / meter
Active power: 4.8 Watt/meter

12V LED HEQ MICRO FLEX STRIPES 
4,8 WATT | IP20

Separation point: 50 mm
Length: 5 m
Width: 5 mm
Height: 1,4 mm
Pitch: 16,66 mm
Hours: 50.000 h L70 | B10

5 mm
width

1:1
DIMENSION

3
mm

5 mm

1 mm

16,66 mm

50 mm

12 V DC
Voltage

4,8 W/m
Power

60 LED/ METER
max. 5 m / feed-in

5mm
WIDTH

IP20
Protection class

http://www.isoled.shop/en/111678.html
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CUSTOMISED LIGHT SOLUTIONS

TYPICAL    
APPLICATIONS
• HOME DECOR

• STAIRS AND RAILINGS

• LIGHT / SUN PROTECTION &   
SHADE

• EQUIPMENT ROOMS

• MARINE AND BOAT EQUIPMENT

River shipping

Step lighting

Use in power stations

HOME DECOR STAIRS AND  
RAILINGS

LIGHT / SUN                
PROTECTION & SHADE

MARINE AND BOAT        
EQUIPMENT

EQUIPMENT ROOMS

Applications

The SIL IP66 category stands for flex stripes circuit boards  
with excellent price/performance ratio where a silicone layer 
has been applied across the surface.
This coating protects the LED chips during installation and  
assures the IP66 protection class with a downward shining 
fixing in indoor and outdoor operation.



SIL IP66 series
LED FLEX STRIPES
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CUSTOMISED LIGHT SOLUTIONS

SIMPLE APPLICATION
Pre manufactured connection cable  
at beginning and end

EXCELLENT ADHESION
Professional adhesive tape from 3m  
on the rear

LARGE PRODUCT RANGE
3.000 - 4,500 K, RGB | RGB+W

ECONOMIC
Excellent price / performance ratio
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CUSTOMISED LIGHT SOLUTIONS
SIL IP66 series

111907 

LED SIL845 flex stripe
Neutral white | 4500 K | CRI89
450 lumen / meter
Active power: 4,4 Watt/meter

111906 

LED SIL830 flex stripe
Warm white | 3000 K | CRI85
450 lumen / meter
Active power: 4,4 Watt/meter

24V LED SIL FLEX STRIPES 
4,8 WATT | IP66

Separation point:  100 mm
Length: 5 m
Width: 10 mm
Height: 3 mm
Pitch: 16,66 mm
Hours: 25.000 h L70 | B10

10 
mm
width

1:1
DIMENSION

Casting: Silicones transparent, surface poured out,  slight color drift 
possible, UV-stable

7
mm

16,66 mm
100 mm

10 mm

3 mm

24 V DC
Voltage

4,4 W/m
Power

60 LED/ METER
max. 10 m / feed

111919 

SIL830 sideled flex stripe
Warm white | 3000 K | CRI83
500 lumen / meter
Active power: 4,4 Watt/meter

24V LED SIL SIDELED FLEX STRIPES 
4,8 WATT | IP66

Separation point:  100 mm
Length: 5 m
Width: 11 mm
Height: 6,3 mm
Pitch: 16,66 mm
Hours: 25.000 h L70 | B10

11 
mm
width

1:1
DIMENSION

5,3
mm

16,66 mm

100 mm

11 mm

6,3 mm

24 V DC
Voltage

4,4 W/m
Power

60 LED/ METER
max. 10 m / feed

Casting: Silicones transparent, surface poured out,  slight color 
drift possible, UV-stable

IP66
Protection class

IP20
Protection class

http://www.isoled.shop/en/111906.html
http://www.isoled.shop/en/111907.html
http://www.isoled.shop/en/111919.html
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CUSTOMISED LIGHT SOLUTIONS
SIL IP66 series

111913 

LED SIL RGB flex stripe
RGB
Active power: 6.5 Watt/meter

24V LED SIL RGB FLEX STRIPES 
7,2 WATT | IP66

Separation point:  167 mm
Length: 5 m
Width: 10 mm
Height: 3 mm
Pitch: 33,33 mm
Hours: 25.000 h L70 | B10

10 
mm
width

1:1
DIMENSION

2,6 
mm

33,33 mm

167 mm

10 mm

3 mm

24 V DC
Voltage

6,5 W/m
Power

30 LED/ METER
max. 10 m / feed

111911 

LED SIL845 flex stripe
Neutral white | 4500 K | CRI85
650 lumen / meter
Active power: 8.5 Watt/meter

111910 

LED SIL830 flex stripe
Warm white | 3000 K | CRI85
750 lumen / meter
Active power: 8.5 Watt/meter

24V LED SIL FLEX STRIPES 
9,6 WATT| IP66

Separation point:  50 mm
Length: 5 m
Width: 10 mm
Height: 3 mm
Pitch: 8,33 mm
Hours: 25.000 h L70 | B10

10 
mm
width

1:1
DIMENSION

5,3
mm

8,33 mm

50 mm

10 mm

3 mm

24 V DC
Voltage

9,6 W/m
Power

120 LED/ METER
max. 8 m / feed-in

Casting: Silicones transparent, surface poured out,  slight color drift possi-
ble, UV-stable

Casting: Silicones transparent, surface poured out,  slight color drift possi-
ble, UV-stable

IP66
Protection class

IP20
Protection class

http://www.isoled.shop/en/111911.html
http://www.isoled.shop/en/111910.html
http://www.isoled.shop/en/111913.html
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CUSTOMISED LIGHT SOLUTIONS
SIL IP66 series

111916 

LED SIL842 flex stripe
Neutral white | 4200 K | CRI85
1300 lumen / meter
Active power: 13.8 Watt/meter

111915 

LED SIL830 flex stripe
Warm white | 3000 K | CRI82
1250 lumen / meter
Active power: 13.8 Watt/meter

24V LED SIL FLEX STRIPES 
14,4 WATT | IP66

Separation point:  100 mm
Length: 5 m
Width: 10 mm
Height: 3 mm
Pitch: 16,66 mm
Hours: 25.000 h L70 | B10

10 
mm
width

1:1
DIMENSION

5,3 
mm

16,66 mm

100 mm

10 mm

3 mm

2,6 
mm

111914

111915 | 111916
24 V DC
Voltage

13,8 W/m
Power

60 LED/ METER
max. 5 m / feed-in

111914 

LED SIL RGB flex stripe
RGB
Active power: 14.4 Watt/meter

Casting: Silicones transparent, surface poured out,  slight color 
drift possible, UV-stable

IP66
Protection class

http://www.isoled.shop/en/111915.html
http://www.isoled.shop/en/111914.html
http://www.isoled.shop/en/111916.html
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CUSTOMISED LIGHT SOLUTIONS
SIL IP66 series

111905 

LED SIL845 flex stripe
Neutral white | 4500 K | CRI89
450 lumen / meter
Active power: 4,4 Watt/meter

111904 

LED SIL830 flex stripe
Warm white | 3000 K | CRI85
450 lumen / meter
Active power: 4,4 Watt/meter

12V LED SIL FLEX STRIPES 
4,8 WATT | IP66

Separation point:  50 mm
Length: 5 m
Width: 10 mm
Height: 3 mm
Pitch: 16,66 mm
Hours: 25.000 h L70 | B10

10 
mm
width

1:1
DIMENSION

5,3
mm

10 mm

3 mm

16,66 mm
50 mm

12 V DC
Voltage

4,4 W/m
Power

60 LED/ METER
max. 7.5 m / feed-in

111912 

LED SIL RGB flex stripe
RGB
Active power: 6.5 Watt/meter

12V LED SIL RGB FLEX STRIPES 
7,2 WATT | IP66

Separation point: 100 mm
Length: 5 m
Width: 10 mm
Height: 3 mm
Pitch: 33,33 mm
Hours: 25.000 h L70 | B10

10 
mm
width

1:1
DIMENSION

2,6 
mm

33,33 mm

100 mm

10 mm

3 mm

12 V DC
Voltage

6,5 W/m
Power

30 LED/ METER
max. 10 m / feed

Casting: Silicones transparent, surface poured out,  slight color 
drift possible, UV-stable

Casting: Silicones transparent, surface poured, UV-stable

IP66
Protection class

IP66
Protection class

http://www.isoled.shop/en/111904.html
http://www.isoled.shop/en/111905.html
http://www.isoled.shop/en/111905.html
http://www.isoled.shop/en/111912.html
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CUSTOMISED LIGHT SOLUTIONS
SIL IP66 series

111909 

LED SIL845 flex stripe
Neutral white | 4500 K | CRI89
775 lumen / meter
Active power: 9.6 Watt/meter

111908 

LED SIL830 flex stripe
Warm white | 3000 K | CRI85
750 lumen / meter
Active power: 9.6 Watt/meter

12V LED SIL FLEX STRIPES 
9,6 WATT| IP66

Separation point:  25 mm
Length: 5 m
Width: 10 mm
Height: 3 mm
Pitch: 8,33 mm
Hours: 25.000 h L70 | B10

10 
mm
width

1:1
DIMENSION

5
mm

8,33 mm

25 mm

10 mm

3 mm

12 V DC
Voltage

8 W/m
Power

120 LED/ METER
max. 5 m / feed-in

Casting: Silicones transparent, surface poured out,  slight color drift possi-
ble, UV-stable

IP66
Protection class

http://www.isoled.shop/en/111908.html
http://www.isoled.shop/en/111909.html
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CUSTOMISED LIGHT SOLUTIONS

TYPICAL            
APPLICATIONS
• HOME DECOR

• DISPLAY WINDOW & EXHIBITION 
AREAS

• FURNITURE AND KITCHEN  
MANUFACTURING

• CEILING VAULT-/ MOULDING 
LIGHTING

• ADVERTISING LIGHTING

Backlighting

Display kitchen

Shelf lighting

HOME DECOR DISPLAY WINDOW & 
EXHIBITION AREAS

FURNITURE 
AND KITCHEN                        

MANUFACTURING

ADVERTISING LIGHTINGCEILING VAULT-/ 
MOULDING LIGHTING

Applications

The SIL IP20 flex stripes are the same circuit boards with 
excellent price/performance ratio like the SIL IP66 series -  just 
without silicone coating.
This allows even better convection and operational heat  
dissipation to the surroundings.



SIL IP20 series
LED FLEX STRIPES
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CUSTOMISED LIGHT SOLUTIONS

EXCELLENT COLOR ACCURACY
Through strict binning within a  
production batch

HOMOGENOUSLIGHT PATTERN
Without casting - therefore no color shift 

LARGE PRODUCT RANGE
2,500 - 6,200 K, RGB | RGB + W | CCT

ECONOMIC
Excellent price / performance ratio
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CUSTOMISED LIGHT SOLUTIONS
SIL IP20 series

113420 

LED SIL830 flex stripe
Warm white | 3000 K | CRI82
250 lumen / meter
Active power: 2.5 Watt/meter

113418 

LED SIL825 flex stripe
Warm white | 2500 K | CRI80
250 lumen / meter
Active power: 2.5 Watt/meter

24V LED SIL FLEX STRIPES 
2,4 WATT | IP20

Separation point:  100 mm
Length: 10 m
Width: 10 mm
Height: 2,5/2,3 mm
Pitch: 16,66 mm
Hours: 25.000 h L70 | B10

2,4
WATT/METER

10 
mm
width

1:1
DIMENSION

7
mm

16,66 mm

100 mm

10 mm
2,5 
mm

24 V DC
Voltage

2,5 W/m
Power

30 LED/METER
60 LED/ METER

max. 10 m / feed

113419 

LED SIL842 flex stripe
Neutral white | 4200 K | CRI82
300 lumen / meter
Active power: 2.5 Watt/meter

IP20
Protection class

http://www.isoled.shop/en/113418.html
http://www.isoled.shop/en/113420.html
http://www.isoled.shop/en/113419.html
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CUSTOMISED LIGHT SOLUTIONS
SIL IP20 series

4,4
WATT/METER

112248 

LED SIL830 flex stripe
Warm white | 3000 K | CRI82
500 lumen / meter
Active power: 4,4 Watt/meter

112066 

LED SIL825 flex stripe
Warm white | 2500 K | CRI80
500 lumen / meter
Active power: 4,4 Watt/meter

24V LED SIL FLEX STRIPES 
4,8 WATT | IP20

Separation point:  100 mm
Length: 5 m
Width: 10 mm
Height: 2,5/2,3 mm
Pitch: 16,66 mm
Hours: 25.000 h L70 | B10

10 
mm
width

1:1
DIMENSION

7
mm

16,66 mm

100 mm

10 mm
2,5 
mm

24 V DC
Voltage

4,4 W/m
Power

60 LED/ METER
max. 10 m / feed

112067 

LED SIL840 flex stripe
Neutral white | 4000 K | CRI82
500 lumen / meter
Active power: 4,4 Watt/meter

112068 

LED SIL RGB flex stripe
RGB
Active power: 7.2 Watt/meter

24V LED SIL FLEX STRIPES  
7,2 WATT | IP20

Separation point:  167 mm
Length: 5 m
Width: 10 mm
Height: 2,3 mm
Pitch: 33,33 mm
Hours: 25.000 h L70 | B10

10 
mm
width

1:1
DIMENSION

112068

2,6
mm

33,33 mm

167 mm

10 mm
2,3 
mm

24 V DC
Voltage

7,0 W/m
Power

30 LED/ METER
max. 10 m / feed

IP20
Protection class

IP20
Protection class

http://www.isoled.shop/en/112068.html
http://www.isoled.shop/en/112067.html
http://www.isoled.shop/en/112248.html
http://www.isoled.shop/en/112066.html
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112249 

LED SIL830 flex stripe
Warm white | 3000 K | CRI83
900 lumen / meter
Active power: 8.5 Watt/meter

112059 

LED SIL825 flex stripe
Warm white | 2500 K | CRI80
800 lumen / meter
Active power: 8.5 Watt/meter

24V LED SIL FLEX STRIPES 
9,6 WATT| IP20

Separation point:  50 mm
Length: 5 m
Width: 10 mm
Height: 2,5 mm
Pitch: 8,33 mm 
Hours: 25.000 h L70 | B10

10 
mm
width

1:1
DIMENSION

5,3 
mm

10 mm
2,5 mm

8,33 mm

50 mm

24 V DC
Voltage

8,5 W/m
Power

120 LED/ METER
max. 8 m / feed-in

112060 

LED SIL840 flex stripe
Neutral white | 4000 K | CRI82
950 lumen / meter
Active power: 8.5 Watt/meter

112590 

LED SIL830/860 flex stripe
Dynamic white | 3000-6000 K | CRI85
950 lumen / meter
Active power: 10.5 Watt/meter

24V LED SIL CCT FLEX STRIPES 
9,6 WATT | IP20

Separation point:  100 mm
Length: 5 m
Width: 10 mm
Height: 2,5 mm
Pitch: 16,66 mm
Hours: 25.000 h L70 | B10

10 
mm
width

1:1
DIMENSION

Casting: When operated on a dynamic white controller power 
consumption *5.25 W/m, 475 lm/m

112590

2,6
mm

16,5 mm

100 mm

10 mm
2,5 
mm

24 V DC
Voltage

10,5 W/m
Power

60 LED/ METER
max. 10 m / feed*

IP20
Protection class

IP20
Protection class

http://www.isoled.shop/en/112059.html
http://www.isoled.shop/en/112249.html
http://www.isoled.shop/en/112060.html
http://www.isoled.shop/en/112590.html
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112247 

LED SIL830 flex stripe
Warm white | 3000 K | CRI82
1400 lumen / meter
Active power: 14.4 Watt/meter

112058 

LED SIL825 flex stripe
Warm white | 2500 K | CRI83
1350 lumen / meter
Active power: 14.4 Watt/meter

24V LED SIL FLEX STRIPES 
14,4 WATT | IP20

Separation point:  100 mm
Length: 5 m
Width: 10 mm
Height: 2,2 mm
Pitch: 16,66 mm
Hours: 25.000 h L70 | B10

10 
mm
width

1:1
DIMENSION

5,3
mm

16,66 mm

100 mm

10 mm
2,2 
mm

24 V DC
Voltage

13 W/m
Power

60 LED/ METER
max. 5 m / feed-in

111947 

LED SIL840 flex stripe
Neutral white | 4000 K | CRI82
1450 lumen / meter
Active power: 14.4 Watt/meter

111957 

LED SIL RGB flex stripe
RGB
Active power: 14.4 Watt/meter

IP20
Protection class

http://www.isoled.shop/en/111957.html
http://www.isoled.shop/en/111947.html
http://www.isoled.shop/en/112247.html
http://www.isoled.shop/en/112058.html
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112734 
LED SIL RGB+KW flex stripe
RGB + KW | RGB + 6200 K | CRI86
1050 lumen / meter
Active power: 18 Watt/meter

112714 

LED SIL RGB+WW flex stripe
RGB + WW | RGB + 2700 K | CRI86
950 lumen / meter
Active power: 18 Watt/meter

24V LED SIL FLEX STRIPES RGB+W 
19 WATT | IP20

Separation point:  100 mm
Length: 5 m
Width: 10 mm
Height: 3 mm
Pitch: 16,66 mm
Hours: 25.000 h L70 | B10

10 
mm
width

1:1
DIMENSION

112714  112734

2,6
mm

16,66 mm

100 mm

10 mm

3 mm

24 V DC
Voltage

18 W/m
Power

60 LED/ METER
max. 5 m / feed-in

114684 

LED SIL flex stripes RGB+W+WW
RGB + 6500 K + 2500 K | CRI83
1400 lumen / meter
Active power: 20 Watt/meter

24V LED SIL FLEX STRIPES RGB+W+WW 
19 WATT | IP20 

Separation point: 100 mm
Length: 5 m
Width: 12 mm
Height: 3 mm
Pitch: 16 mm
Hours: 25.000 h L70 | B10

12 
mm
width

114684

1,7
mm

12 mm

3 mm

16,6 mm
 100 mm

24 V DC
Voltage

20 W/m
Power

60 LED/ METER
max. 5 m / feed-in

1:1
DIMENSION

Individual channels in StandAlone mode:  
KW:    6500 K - 4.6 W/m - 530 lm/m 
WW:    2500 K - 4.7 W/m - 500 lm/m 
KW + WW:    4000 K - 9.1 W/m - 1000 lm/m 
R+G+B:    12,2 W/m - 510 lm/m
R + G + B + KW + WW:  6000 K - 20,8 W/m - 1430 lm/m

4in1
CHIP

5in1
CHIP

IP20
Protection class

IP20
Protection class

http://www.isoled.shop/en/112714.html
http://www.isoled.shop/en/112734.html
http://www.isoled.shop/en/114684.html
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112244 

LED SIL830 flex stripe
Warm white | 3000 K | CRI81
500 lumen / meter
Active power: 4,4 Watt/meter

112062 

LED SIL825 flex stripe
Warm white | 2500 K | CRI82
450 lumen / meter
Active power: 4,4 Watt/meter

12V LED SIL FLEX STRIPES 
4,8 WATT | IP20

Separation point:  50 mm
Length: 5 m
Width: 10 mm
Height: 2,5 mm
Pitch: 16,66 mm
Hours: 25.000 h L70 | B10

10 
mm
width

1:1
DIMENSION

5,3 
mm

10 mm
2,5 mm

16,66 mm

50 mm

12 V DC
Voltage

4,4 W/m
Power

60 LED/ METER
max. 7.5 m / feed-in

112061 

LED SIL840 flex stripe
Neutral white | 4000 K | CRI82
500 lumen / meter
Active power: 4,4 Watt/meter

IP20
Protection class

http://www.isoled.shop/en/112061.html
http://www.isoled.shop/en/112244.html
http://www.isoled.shop/en/112062.html
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112245 

LED SIL830 flex stripe
Warm white | 3000 K | CRI83
700 lumen / meter
Active power: 8.5 Watt/meter

112065 

LED SIL825 flex stripe
Warm white | 2500 K | CRI80
800 lumen / meter
Active power: 8.5 Watt/meter

12V LED SIL FLEX STRIPES 
9,6 WATT| IP20

Separation point:  25 mm
Length: 5 m
Width: 10 mm
Height: 2,5 mm
Pitch: 8,33 mm
Hours: 25.000 h L70 | B10

10 
mm
width

1:1
DIMENSION

5,3 
mm

10 mm
2,5 mm

8,33 mm
25 mm

12 V DC
Voltage

8,5 W/m
Power

120 LED/ METER
max. 5 m / feed-in

112064 

LED SIL840 flex stripe
Neutral white | 4000 K | CRI82
950 lumen / meter
Active power: 8.5 Watt/meter

IP20
Protection class

LED FLEX STRIPES 

Flex strips accessories

http://www.isoled.shop/en/112065.html
http://www.isoled.shop/en/112245.html
http://www.isoled.shop/en/112064.html


135

CUSTOMISED LIGHT SOLUTIONS

LED FLEX STRIPES 

Flex strips accessories
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Width 8 mm | IP20

Width 6 mm | IP20

111620
Clip connector 2-pole 
IP20 | 8 mm
Pitch spacing >12 mm

114866
Clip connector with cable universal 
2-pole IP20 | 8 mm
max. 5A

111963
Clip corner connector 2-pole 
IP20 | 8 mm
Pitch spacing >12 mm

114862
Clip cable connection Universal | 2-pole 
IP20 | 6 mm
max. 5A

111626
Clip cable connection 2-pole 
IP20 | 8 mm
Pitch spacing >12 mm

114861
Clip connector universal 2-pole 
IP20 | 6 mm
max. 5A

114863
Clip connector with cable universal
IP20 | 6 mm
max. 5A

111629
Clip corner connector 2-pole 
IP20 | 8 mm
Pitch spacing >12 mm

114865
Clip cable connection Universal | 2-pole 
IP20 | 8 mm
max. 5 A

111629
Clip connector with cable universal | 2-pole 
IP20 | 6 mm
max. 5A

111967
Clip T connector 2-pole 
IP20 | 8 mm
Pitch spacing >12 mm

114864
Clip connector universal 2-pole 
IP20 | 8 mm
max. 5A

111623
Clip connector with Cable 2-pole 
IP20 | 8 mm
Pitch spacing >12 mm

114867
Clip corner connector universal 2-pole 
IP20 | 8 mm
max. 5A

ACCESSORIES 2-POLE

http://www.isoled.shop/en/114862.html
http://www.isoled.shop/en/111629.html
http://www.isoled.shop/en/114861.html
http://www.isoled.shop/en/114863.html
http://www.isoled.shop/en/111963.html
http://www.isoled.shop/en/111629.html
http://www.isoled.shop/en/111620.html
http://www.isoled.shop/en/114865.html
http://www.isoled.shop/en/114866.html
http://www.isoled.shop/en/114867.html
http://www.isoled.shop/en/114864.html
http://www.isoled.shop/en/111623.html
http://www.isoled.shop/en/111967.html
http://www.isoled.shop/en/111626.html
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Width 10 mm | IP20

114374
Clip cable connection 2-pole 
IP20 | 10 mm
Pitch spacing >7 mm

113106
Clip connector 2-pole 
IP20 | 10 mm
Pitch spacing >8 mm

111627
Clip cable connection 2-pole 
IP20 | 10 mm
Pitch spacing >12 mm

111968
Clip T connector 2-pole 
IP20 | 10 mm
Pitch spacing >12 mm

114869
Clip cable connection universal 2-pole 
IP20 | 10 mm
max. 5A

114375
Clip connector 2-pole 
IP20 | 10 mm
Pitch spacing >7 mm

113109
Clip cable connection 2-pole 
IP20 | 10 mm
Pitch spacing >8 mm

111964
Clip corner connector 2-pole 
IP20 | 10 mm
Pitch spacing >12 mm

112474
Clip corner connector 2-pole 
IP20 | 10 mm
Pitch spacing >12 mm

114868
Clip connector universal 2-pole 
IP20 | 10 mm
max. 5A

111621
Clip connector 2-pole 
IP20 | 10 mm
Pitch spacing >12 mm

114870
Clip corner connector universal 2-pole 
IP20 | 10 mm
max. 5A

111624
Clip connector with Cable 2-pole 
IP20 | 10 mm
Pitch spacing >12 mm

114871
Clip connector with cable universal 
2-pole | IP20 | 10 mm
max. 5A

114376
Clip connector with Cable 2-pole 
IP20 | 10 mm
Pitch spacing >7 mm

http://www.isoled.shop/en/114871.html
http://www.isoled.shop/en/114376.html
http://www.isoled.shop/en/114869.html
http://www.isoled.shop/en/111624.html
http://www.isoled.shop/en/111968.html
http://www.isoled.shop/en/111627.html
http://www.isoled.shop/en/113106.html
http://www.isoled.shop/en/114374.html
http://www.isoled.shop/en/114375.html
http://www.isoled.shop/en/113109.html
http://www.isoled.shop/en/111964.html
http://www.isoled.shop/en/112474.html
http://www.isoled.shop/en/111621.html
http://www.isoled.shop/en/114868.html
http://www.isoled.shop/en/114870.html
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Width 12 mm | IP68

Width 12 mm | IP20

114371
Clip cable connection 2-pole 
IP68 | 12 mm
Pitch spacing >8 mm

114370
Clip connector with Cable 2-pole 
IP68 | 12 mm
Pitch spacing >8 mm

111965
Clip corner connector 2-pole 
IP20 | 12 mm
Pitch spacing >12 mm

111960
Clip connector 2-pole 
IP20 | 12 mm
Pitch spacing >12 mm

111961
Clip cable connector 2-pole 
IP20 | 12 mm
Pitch spacing >12 mm

111962
Clip connector with Cable 2-pole 
IP20 | 12 mm
Pitch spacing >12 mm

114369
Clip connector 2-pole 
IP68 | 12 mm
Pitch spacing >8 mm

http://www.isoled.shop/en/111965.html
http://www.isoled.shop/en/111962.html
http://www.isoled.shop/en/111061.html
http://www.isoled.shop/en/111960.html
http://www.isoled.shop/en/114370.html
http://www.isoled.shop/en/114371.html
http://www.isoled.shop/en/114369.html
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ACCESSORIES | NEW

111971
2 way round plug distributor   
(max. 5A), 1x IN, 2x OUT, white

113115
LED flex stripe cable, linear 
connector SLIM, 2-pole

113117
LED flex stripe cable-quick-clamp  
terminal T 2-pole

113116
LED flex stripe cable-quick-clamp  
terminal-linear 2-pole

111398 black  |  111401 white
Connection cable with 
Round plug male
L: 1,5 m

111630
Round plug adapter male
2-pole to terminal

111631
Round plug adapter MALE  2-pole
to terminal

111399 black  | 111402 white
Connection cable with 
plug female
L: 1,5 m

111634 black  | 111633 white
LED rotary controller
2A, max. 48 Watt , round plug   
connector

Width 10 mm | IP20

113110
Clip cable connection 3-pole 
IP20 | 10 mm
Pitch spacing >8 mm

112562
Clip corner connector 3-pole 
IP20 | 10 mm
Pitch spacing >12 mm

112564
Clip connector 3-pole 
IP20 | 10 mm
Pitch spacing >12 mm

113107
Clip connector 3-pole 
IP20 | 10 mm
Pitch spacing >8 mm

112563
Clip cable connection 3-pole 
IP20 | 10 mm
Pitch spacing >12 mm

ACCESSORIES 3-POLE

http://www.isoled.shop/en/113115.html
http://www.isoled.shop/en/113117.html
http://www.isoled.shop/en/113116.html
http://www.isoled.shop/en/111971.html
http://www.isoled.shop/en/111398.html
http://www.isoled.shop/en/111401.html
http://www.isoled.shop/en/111630.html
http://www.isoled.shop/en/111631.html
http://www.isoled.shop/en/111399.html
http://www.isoled.shop/en/114347.html
http://www.isoled.shop/en/111634.html
http://www.isoled.shop/en/114347.html
http://www.isoled.shop/en/113110.html
http://www.isoled.shop/en/113107.html
http://www.isoled.shop/en/112563.html
http://www.isoled.shop/en/112562.html
http://www.isoled.shop/en/112564.html
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Width 10 mm | IP20

Width 12 mm | IP68

113111
Clip cable connection 4-pole 
IP20 | 10 mm
Pitch spacing >8 mm

111966
Clip corner connector 4-pole 
IP20 | 10 mm
Pitch spacing >12 mm

111970
Clip T connector 4-pole 
IP20 | 10 mm
Pitch spacing >12 mm

114373
Clip cable connection 4-pole 
IP68 | 12 mm
Pitch spacing >8 mm

114547
Clip connector 4-pole 
IP68 | 12 mm
Pitch spacing >8 mm

111625
Clip connector 4-pole 
IP20 | 10 mm
Pitch spacing >12 mm

113108
Clip connector 4-pole 
IP20 | 10 mm
Pitch spacing >8 mm

111628 
Clip cable connection 4-pole 
IP20 | 12mm
Pitch spacing >10 mm

111622
Clip connector 4-pole 
IP20 | 10 mm
Pitch spacing >12 mm

114372
Clip connector with cable 4-pole 
IP68 | 12 mm
Pitch spacing >8 mm

ACCESSORIES 4-POLE

http://www.isoled.shop/en/113111.html
http://www.isoled.shop/en/111966.html
http://www.isoled.shop/en/113108.html
http://www.isoled.shop/en/111628.html
http://www.isoled.shop/en/111622.html
http://www.isoled.shop/en/111970.html
http://www.isoled.shop/en/111625.html
http://www.isoled.shop/en/114347.html
http://www.isoled.shop/en/114347.html
http://www.isoled.shop/en/114347.html
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Width 12 mm | IP20

114699
Clip connector 5-pole 
IP20 | 12 mm
Pitch spacing >12 mm

114700
Clip connector with cable 5-pole 
IP20 | 12 mm
Pitch spacing >12 mm

 114698 
Clip cable connection 5-pole 
IP20 | 12mm
Pitch spacing >12 mm

ACCESSORIES 5-POLE

http://www.isoled.shop/en/114698.html
http://www.isoled.shop/en/114699.html
http://www.isoled.shop/en/114700.html


Hotel lobby/bar
Zone-controlled surface mounted lights   

and recessed luminaires

Hotel lounge with dimmable lights

142

“Large product range, competent, pleasant and fast advice from the sales department,   
comprehensive product selection with high quality, rapid deliveries.”

Feedback from customer survey 2019

Intelligent technology for sustainable efficiency 
improvement with smart 

LED lighting concepts
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LED CONTROLLER

PAGE 157
LED dimmers

PAGE 151
DALI controls and controllers

PAGE 147
Signal converters

PAGE 165
Mini controllers

PAGE 163
LED controllers

PAGE 185
LED sensors

PAGE 183
ZIGBEE controllers

PAGE 167
SYS-PRO series

PAGE 177
SYS-ONE series

CUSTOMISED LIGHT SOLUTIONS
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COMMUNICATION STANDARD 
FOR BUILDING AUTOMATION

KNX
KNX is the successor standard of EIB (European Installation Bus).

Operational lighting devices, sensors, roller shutter doors, door  
openers, heating controls, buttons and so on with the correspon-
ding interface have their parameters set and are coupled together 
with the aid of an ETS (engineering tool soft ware) by  the electri-
cal installation technician carrying out the work.

The bidirectional communication and signal transmission is  
generally done via a separate, four-pole shielded KNX sheat-
hed  cable which is laid in a delta or tree circuit. The operating  
conditions of the individual devices (max. 256 address in a line) 
are now often presented in a visualisation on a touchscreen,  with 
the option for simple interaction.

DALI
A DALI signal is very frequently used for simple and uncomplicated 
control of lighting and lighting scenes in building controls.

Devices with a DALI interface (mainly limited to light operating 
devices, sensors and buttons for lighting applications), are 
assigned unique DALI short addresses (up to 64 per line), which  
are used by the DALI control unit to query the status of the lights 
and operating devices (bidirectional communication)  and set the  
desired operating condition.

For signal transmission of the DALI standard, two poles can 
be used within a 5-pole sheathed cable. The insulated but 

unshielded signal line can be laid parallel to a live line without 
the communication is disturbed by unavoidable induced voltages.

The DALI control signal itself comes from a corresponding  
gateway (this is usually a KNX to DALI coupler/signal converter)  
or a standalone push button or control device. The dimming  
behaviour (linear or algorithmic) as well as the PowerOn 
behaviour  and soon of an operating device, if required can have its  
parameters set directly to those on a DALI interface with the aid  
of a so-called DALI USB mouse and corresponding soft ware.



If the option and selection is available, for lighting control we always recommend a light operating device 
with one of the control signal interfaces mentioned above, in preference to a dimmer unit placed  upstream 
(primary side) or after the transformer (secondary side). This already allows possible undesirable accom-
panying effects to be eliminated upfront, such as flickering or transformer buzzing due  to incompatibilities 
of the devices used.
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COMMUNICATION STANDARD 
FOR BUILDING AUTOMATION

0 / 1-10V CONTROL SIGNAL
KNX and DALI have a digital voltage signal, with 0/1-10V an 
analogue or pulse-modulated unidirectional control voltage via a 
two-pole cable installed in a delta, tree or ring-shaped configura-
tion (max. 60 metres)

Operating devices with a 1-10V control signal inputare gene-
rally significantly more cost-effective than those with a KNX  or 
DALI input. Professionals often take advantage of this as  follows: 
Multiple operating devices with 1-10V control signal input on a 
lighting circuit are combined and a DALI provided  upstream on 
a 1-10V signal converter. In this way, this group  is controlled via 
a common DALI address and controlled/ dimmed; it is generally 
very unusual to need to control individual lights.

A 0-10 V control signal can be provided by a motion sensor with 
a corresponding signal output, with the lighting controlled e.g. 
only being activated in the presence of persons,  and additionally 
being dynamically adjusted to the ambience light level (daylight 
control).

It must be mentioned that the disadvantage of a 0/1-10V control 
signal is that if the signal cable is laid parallel to cables carrying 
voltages and with the use of an unshielded control  cable, induced 
voltages and therefore changes in signal condition could arise. 
Also with this signal it is also not essential to switch off each in-
dividual light or a lighting unit, but instead  often just “dimming”. 
In this case the light must be switched on  and off via a separate 
230V relay. Despite all of this the lighting control method with this 
signal provides the best ratio of costs to benefit.

PUSH INPUT
In addition to a radio, DALI or 1-10V control signal, many dimming 
actuators and transformers in our range can also be operated via 
a push-input or an additional connection contact. This is always a 
closing contact of a returning pushbutt on switch.
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LED CONTROLLER

Signal converter

NEW IN CATALOG

ZIGBEE to DALI DT6/DT8

Integration into  
smarthome networks 
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115063 | ZIGBEE to DALI DT6/DT8 or 0/1-10V signal converter + 5A switching relay, 110-240V AC

95mm
37mm
20mm

nominal power protection class
ambient temp.

100-240V AC IP20
-20° - 50°

114464 | Sys-Pro 1xpush/4x1-10V input PWMdimmer, 4 channel, 12-36V DC 4x5A

175mm
45mm
27mm

nominal power protection class
ambient temp.

12-36V DC IP20
-30° - 55°

112623 | DMX512 RDM 8/16 bit decoder, 1-5 channel, 12-36V 5x5A, 48V 5x1.5A

170mm
59mm
29mm

nominal power protection class
ambient temp.

12-48V DC IP20
-20° - 40°

113551 | DALI to 0-10V/1-10V signal converter

39,7mm
28mm
14,2mm

protection class
ambient temp.

IP20
-20° - 50°

114430 | Sys-Pro 1 zone Built-in rotary knob Radio dimmer 230V, 360VA, phase angle/ section selectable

80mm
80mm

52mm
36mm

nominal power protection class
ambient temp.

100-240V AC IP20
-30° - 55°

114428 | Sys-Pro 1 Zone Touch Radio dimmer 230V white, 360VA, trailing/leading edge cut-off selectable

85mm
85mm

62mm
35mm

nominal power protection class
ambient temp.

100-240V AC IP20
-30° - 55°

114429 | Sys-Pro 1 zone wireless touch dimmer 230V black, 360VA, trailing/leading edge cut-off selectable

85mm
85mm

62mm
35mm

nominal power protection class
ambient temp.

100-240V AC IP20
-30° - 55°

114431 | Phase angle (40-230V)/Push input signal to PWM controller, 1 channel, 12-48V DC 15A

175mm
45mm
27mm

nominal power protection class
ambient temp.

100-240V AC IP20
-30° - 55°

115063 | ZIGBEE to DALI DT6/DT8 or 0/1-10V signal converter + 5A switching relay, 110-240V AC

95mm
37mm
20mm

nominal power protection class
ambient temp.

100-240V AC IP20
-20° - 50°

114464 | Sys-Pro 1xpush/4x1-10V input PWMdimmer, 4 channel, 12-36V DC 4x5A

175mm
45mm
27mm

nominal power protection class
ambient temp.

12-36V DC IP20
-30° - 55°

112623 | DMX512 RDM 8/16 bit decoder, 1-5 channel, 12-36V 5x5A, 48V 5x1.5A

170mm
59mm
29mm

nominal power protection class
ambient temp.

12-48V DC IP20
-20° - 40°

113551 | DALI to 0-10V/1-10V signal converter

39,7mm
28mm
14,2mm

protection class
ambient temp.

IP20
-20° - 50°

Signal converter

http://www.isoled.shop/en/115063
http://www.isoled.shop/en/114431
http://www.isoled.shop/en/114464
http://www.isoled.shop/en/112623
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115063 | ZIGBEE to DALI DT6/DT8 or 0/1-10V signal converter + 5A switching relay, 110-240V AC

95mm
37mm
20mm

nominal power protection class
ambient temp.

100-240V AC IP20
-20° - 50°

114464 | Sys-Pro 1xpush/4x1-10V input PWMdimmer, 4 channel, 12-36V DC 4x5A

175mm
45mm
27mm

nominal power protection class
ambient temp.

12-36V DC IP20
-30° - 55°

112623 | DMX512 RDM 8/16 bit decoder, 1-5 channel, 12-36V 5x5A, 48V 5x1.5A

170mm
59mm
29mm

nominal power protection class
ambient temp.

12-48V DC IP20
-20° - 40°

113551 | DALI to 0-10V/1-10V signal converter

39,7mm
28mm
14,2mm

protection class
ambient temp.

IP20
-20° - 50°

114463 | 0/1-10V Input PWM controller, 1 channel, 5-36V DC 8A, 48V DC 4A

97mm
33mm
18mm

nominal power protection class
ambient temp.

5-48V DC IP20
-30° - 55°

114546 | Sys-Pro 1 zone built-in rotary knob radio dimmer with 0/1-10V output, 350W switching relay, 85-265V

86mm
86mm

35mm
nominal power protection class

ambient temp.
85-265V AC IP20

-30° - 55°

111632 | Mini RGB (PWM) amplifier, 3 channel, 12-24V DC, 3x4A

98mm
45mm
18mm

nominal power protection class
ambient temp.

12-24V DC IP20
-20° - 40°

Signal converter

http://www.isoled.shop/en/114463
http://www.isoled.shop/en/113551
http://www.isoled.shop/en/114546
http://www.isoled.shop/en/111632
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LED CONTROLLER

DALI controller

NEW
IN THE RANGE
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115062 | DALI 1 group built-in rotary master dimmer, white, 100-240V AC / DALI bus voltage

80mm
80mm

52mm
31,2mm

nominal power protection class
ambient temp.

100-240V AC IP20
-20° - 50°

115060 | DALI 4 addresses built-in touch master dimmer, black, supply via DALI bus voltage

85mm
85mm

52mm
19,4mm

protection class
ambient temp.

IP20
-20° - 50°

115058 | DALI DT8 CCT 1 group built-in rotary master controller, white, 100-240V AC or DALI bus voltage

80mm
80mm

52mm
19,4mm

nominal power protection class
ambient temp.

100-240V AC IP20
-20° - 50°

115057 | DALI DT8 CCT 1 group built-in touch master controller, white, 100-240V AC or DALI bus voltage

41mm
41mm

52mm
32mm

nominal power protection class
ambient temp.

100-240V AC IP20
-20° - 50°

DALI controller

http://www.isoled.shop/en/115062
http://www.isoled.shop/en/115060
http://www.isoled.shop/en/115058
http://www.isoled.shop/en/115057
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115059 | DALI DT8 RGB+W 1 group built-in touch master controller, black, 100-240V AC or DALI bus voltage

52mm
32mm

nominal power protection class
ambient temp.

100-240V AC IP20
-20° - 50°

115061 | DALI 4 groups / 4 scenes built-in touch master dimmer, white, 100-240V AC / DALI bus voltage

85mm
85mm

52mm
32mm

nominal power protection class
ambient temp.

100-240V AC IP20
-20° - 50°

115065 | DALI master control for 4 addresses, control via 4 push (close) button inputs

52mm
52mm

22,9mm
nominal power protection class

ambient temp.
100-240V AC IP20

-20° - 50°

115064 | DALI-2 DT6 / Push phase-cut dimmer for dimmable 230V lamps/transformers, 400VA

45,5mm
45,5mm

20,3mm
nominal power protection class

ambient temp.
100-240V AC IP20

-20° - 50°

DALI controller

http://www.isoled.shop/en/115061
http://www.isoled.shop/en/115059
http://www.isoled.shop/en/115065
http://www.isoled.shop/en/115064
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113091 | DALI universal dimmer for dimmable 230V LED lamps/transformers, 10-300VA

120,2mm
30mm
21,6mm

nominal power
active power

protection class
ambient temp.

230V AC
300 W

IP20
-20° - 50°

112646 | DALI switch, 230V, 1,000W switching power

170mm
59mm
29mm

nominal power protection class
ambient temp.

100-240V AC IP20
-20° - 50°

113203 | DALI PWM controller 12-36V, 1 channel, 12-36V 8A, 48V 4A

100mm
37mm
20mm

nominal power protection class
ambient temp.

12-48V DC IP20
-20° - 50°

114465 | DALI DT6 PWM controller, 4 channel, 12-24V DC 4x5A

175mm
45mm
27mm

nominal power protection class
ambient temp.

12-24V DC IP20
-30° - 55°

DALI controller

http://www.isoled.shop/en/113091
http://www.isoled.shop/en/112646
http://www.isoled.shop/en/113203
http://www.isoled.shop/en/114465
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113202 | DALI DT6 PWM controller, 1 or 4 channel, 12-36V 4x8A, 48V 4x4A

170mm
59mm
29mm

nominal power protection class
ambient temp.

12-48V DC IP20
-20° - 50°

114873 | DALI DT8 universal Push-Dim PWM controller, 4 channel, 12-36V 4x5A, 48V 4x3A

170mm
53,4mm
28mm

nominal power protection class
ambient temp.

12-48V DC IP20
-20° - 50°

115066 | DALI DT8 1 address RGB+W PWM dimmer IP67, 4 channel, 12-36V 4x5A, 48V 4x3A

170mm
53,4mm
28mm

nominal power protection class
ambient temp.

100-240V AC IP20
-20° - 50°

113551 | DALI to 0-10V/1-10V signal converter

39,7mm
28mm
14,2mm

protection class
ambient temp.

IP20
-20° - 50°

DALI controller

http://www.isoled.shop/en/114873
http://www.isoled.shop/en/113202
http://www.isoled.shop/en/115066
http://www.isoled.shop/en/113551
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LED CONTROLLER

LED Dimmer

230 V built-in dimmerMini 230 V dimmer Stair effect lighting

Radio / push / 
1-10 V input

for standard  
installation boxes

Dynamic light 
activation via motion 
detector
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114430 | Sys-Pro 1 zone Built-in rotary knob Radio dimmer 230V, 360VA, phase angle/ section selectable

80mm
80mm

52mm
36mm

nominal power protection class
ambient temp.

100-240V AC IP20
-30° - 55°

114428 | Sys-Pro 1 Zone Touch Radio dimmer 230V white, 360VA, trailing/leading edge cut-off selectable

85mm
85mm

62mm
35mm

nominal power protection class
ambient temp.

100-240V AC IP20
-30° - 55°

114429 | Sys-Pro 1 zone wireless touch dimmer 230V black, 360VA, trailing/leading edge cut-off selectable

85mm
85mm

62mm
35mm

nominal power protection class
ambient temp.

100-240V AC IP20
-30° - 55°

114431 | Phase angle (40-230V)/Push input signal to PWM controller, 1 channel, 12-48V DC 15A

175mm
45mm
27mm

nominal power protection class
ambient temp.

100-240V AC IP20
-30° - 55°

114891 | Sys-Pro radio/push/1-10V input triac dimmer, 230V, 300VA, phase-on/phase-off selectable

175mm
45mm
27mm

nominal power protection class
ambient temp.

100-240V AC IP20
-30° - 55°

114936 | Universal push mini dimmer for dimmable 230V luminaires/transformers, 250VA

35mm
35mm
12mm

12mm
nominal power protection class

ambient temp.
220-240V AC IP20

-20° - 40°

114425 | Sys-Pro universal Push/Radio mesh dimmer 230V, 360VA, trailing/leading edge cut-off selectable

52mm
52mm

26mm
nominal power protection class

ambient temp.
100-240V AC IP20

-30° - 55°

111881 | Universal-Push-Dimming actuator Eltako for dimmable 230V light / transformers, 400VA

45mm
55mm
18mm

nominal power protection class
ambient temp.

230V AC IP20
-20° - 50°

LED Dimmer

http://www.isoled.shop/en/114428
http://www.isoled.shop/en/114430
http://www.isoled.shop/en/114429
http://www.isoled.shop/en/114891
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114891 | Sys-Pro radio/push/1-10V input triac dimmer, 230V, 300VA, phase-on/phase-off selectable

175mm
45mm
27mm

nominal power protection class
ambient temp.

100-240V AC IP20
-30° - 55°

114936 | Universal push mini dimmer for dimmable 230V luminaires/transformers, 250VA

35mm
35mm
12mm

12mm
nominal power protection class

ambient temp.
220-240V AC IP20

-20° - 40°

114425 | Sys-Pro universal Push/Radio mesh dimmer 230V, 360VA, trailing/leading edge cut-off selectable

52mm
52mm

26mm
nominal power protection class

ambient temp.
100-240V AC IP20

-30° - 55°

111881 | Universal-Push-Dimming actuator Eltako for dimmable 230V light / transformers, 400VA

45mm
55mm
18mm

nominal power protection class
ambient temp.

230V AC IP20
-20° - 50°

42,5mm
46mm
13mm

112449 | Universal Push
dimmer for dimmable 230V
lamps/transformers, 300VA

114910 | Stair effect PWM dimmer 5-24V DC, 32x1A + SPI output, 2 PIR sensor + 2 push button inputs

186mm
86mm
25,5mm

nominal power protection class
ambient temp.

5-24V DC IP20
-30° - 55°

112451 | Universal-Push-Controller actuator for LED spots / stripes, 12-24V 8A, 36-48V 6A

46mm
46mm
21mm

nominal power protection class
ambient temp.

12-48V DC IP20
-20° - 50°

LED Dimmer

NET PRICE ITEM
No further discount possible

NET PRICE ITEM
No further discount possible

http://www.isoled.shop/en/114425
http://www.isoled.shop/en/114936
http://www.isoled.shop/en/111881
http://www.isoled.shop/en/112449
http://www.isoled.shop/en/112450
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42,5mm
46mm
13mm

95mm
18mm
64mm

112449 | Universal Push
dimmer for dimmable 230V
lamps/transformers, 300VA

112450 | Universal top hat
rail push dimmer for
dimmable 230V LED

114910 | Stair effect PWM dimmer 5-24V DC, 32x1A + SPI output, 2 PIR sensor + 2 push button inputs

186mm
86mm
25,5mm

nominal power protection class
ambient temp.

5-24V DC IP20
-30° - 55°

112451 | Universal-Push-Controller actuator for LED spots / stripes, 12-24V 8A, 36-48V 6A

46mm
46mm
21mm

nominal power protection class
ambient temp.

12-48V DC IP20
-20° - 50°

LED Dimmer

NET PRICE ITEM
No further discount possible

Stair effect lighting
Dynamic light activation  
via motion detector
Item no. 114910

http://www.isoled.shop/en/114910
http://www.isoled.shop/en/112451
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107mm
33mm
18mm

114435 | Sys-Pro push/radio
Mesh Multi-PWMdimmer, 1
Channel, 12-24V DC 6A,

113566 | Sys-Pro push/radio
Mesh PWMdimmer, 1
channel, 5-36V DC 8A

114454 | Sys-Pro push/radio
Mesh PWMdimmer, 1-4
channel, 12-24V DC 4x3A

114434 | Sys-Pro
Rotary/radio Mesh
Multi-PWMdimmer, 1

72mm
65mm
47mm

83mm
79mm
33mm

111094 | LED controller, 1
channel, 12-24V DC 8A

112323 | Wireless touch LED
controller, 1 channel, 12-24V
DC 9A

97mm
54mm
34mm

97mm
54mm
34mm

113309 | LED strip radio
PWMcontroller, 1 channel,
12-24V DC 8A, follow-up

111091 | LED Radio PWM
controller, 1 channel, 12-24V
DC 8A

LED Dimmer

http://www.isoled.shop/en/111094
http://www.isoled.shop/en/113309
http://www.isoled.shop/en/113566
http://www.isoled.shop/en/114435
http://www.isoled.shop/en/112323
http://www.isoled.shop/en/111091
http://www.isoled.shop/en/114434
http://www.isoled.shop/en/114454


162



163

CUSTOMISED LIGHT SOLUTIONS

LED CONTROLLER

LED controller
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114056 | RGB+W PWM controller with local and remote control, 2 scene memory, 4 channel, 12-36V, 4x5A

170mm
53,4mm
28mm

nominal power protection class
ambient temp.

12-36V DC IP20
-20° - 50°

113310 | Wireless Touch RGB PWM controller with wireless remote control Round, 12-24V DC 3x4A

85mm
45mm
23mm

nominal power protection class
ambient temp.

12-24V DC IP20
-20° - 40°

111802 | Wireless Touch RGB PWM controller with wireless remote control 2.4GHz, 12-24V DC 3x4A

83mm
44mm
22,5mm

nominal power protection class
ambient temp.

12-24V DC IP20
-20° - 40°

83mm
82,5mm
33mm

83,5mm
69mm
33mm

112322 | Wireless Touch
RGB PWM controller with
Radio remote control Flat,

112529 | Wireless Touch
dynamic white Radio
controller with Radio remote

LED controller

http://www.isoled.shop/en/113310
http://www.isoled.shop/en/114056
http://www.isoled.shop/en/111802
http://www.isoled.shop/en/112322
http://www.isoled.shop/en/112529
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LED CONTROLLER

Mini controller
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50mm
8mm
10mm

48mm
11mm
10mm

113723 | LEDMini PWM
controller for installation
under profile cover, 1

113724 | LED mini PWM
controller white dynamic for
installation under profile

50mm
11,5mm
8mm

40mm
10mm
6mm

113725 | LEDMini PWM
controller with wipe sensor
for profiles, 1 channel, 12-24V

113726 | LED Mini-Switch
PIR motion sensor with
StandBy-Level, 12-24V DC 5A

40mm
12mm
5mm

40mm
12mm
5mm

113308 | LED Strip mini
cable PWMcontroller, 1
channel, 12-24V DC 3A

113306 | LED Strip mini
radio PWMcontroller, 1
channel, 12-24V DC 3A

40mm
12mm
5mm

113307 | LED Strip Mini RGB
radio controller, 3 channel,
12-24V DC 3x2A

LED controller

LED CONTROLLER

SYS-PRO serie

http://www.isoled.shop/en/113723
http://www.isoled.shop/en/113725
http://www.isoled.shop/en/113308
http://www.isoled.shop/en/113724
http://www.isoled.shop/en/113726
http://www.isoled.shop/en/113306
http://www.isoled.shop/en/112307
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PRODUCT  
BOOKLET AS 

 DOWNLOAD OR 
PRINT VERSION  

AVAILABLE

LED CONTROLLER

SYS-PRO serie
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OVERVIEW OF ALL 
SYS-PRO ITEM  
AVALIABLE AS 

POSTER
ITEM NO. 100039

Integrated LED lighting and control system

SYS-PRO

COMPREHENSIVE   CONTROLLER + TRIAC / PWM-DIMMER SYSTEM

RADIO RANGE UP  
TO 30 METER 

30 M

 EVERY RECEIVER = 
REPEATER (MESH!) 

FREE ISOLED®  
SMARTPHONE APP

WITH MEMORY +  
SCENE FUNCTIONS

SINGLE COLOR / RGB  
/ RGB + W / RGB + CCT

YEARS
GUARANTEE

5

The 2.4GHz radio wave of the SYS-PRO components reaches 
up to 30 meters under optimal conditions. However, to ensure  
optimal reception of control commands, the following points 
should be observed:

 » Do not place radio receivers in corners or angles! The more 
open and free the environment the better the reception

 » Do not place the radio receiver in the immediate vicinity of 
transformers or other live lines, as their electromagnetic  
radiation during operation can considerably interfere with  
reception.

 » If radio transmitters or wall remote controls are placed in  
recessed boxes, neither the recessed box nor the push-but-
ton of the switch range should be made of metal and - in the 
case of cavity walls - the installation location should not be 
directly or in the immediate vicinity of a metallic bracing of 
drywall profiles.

 » In the event of errors in connection with battery-operated re-
mote controls, please check the charge status of the button 
cell and replace it in good time.

 » A functioning mesh network, i.e. the transmission of the  
incoming radio control signal from one receiver to the next 
can in principle only be guaranteed between one and the 
same receivers.

All SYS-PRO PWM dimmers operate at a flicker-free frequency 
of 500Hz. If the upstream transformer begins to "hum" when  
dimming (the reason for this is the coils and chokes instal-
led in the transformer), we recommend the selection of a multi 
-PWM  dimmer (art.nos. 114433, 114434) where the operating  
frequency is set to a level which does not cause any interference  
(250Hz, 500Hz, 2kHz or 8kHz).

GOOD TO KNOW
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DE FREN IT HU

Available in the following languages:

ISO SYS-PRO APP

5-24 V

Radio
Radio

OUT

IN

114583 
Sys-Pro Wifi-Bridge Controller incl. Android/

iOS app, 5-24V DC/5V Micro-USB

With the exception of the zones or room photos, all settings,  
scenes and timers in the ISO SYS PRO app are transferred to any 
other smartphone connected to the bridge. The access to the 
bridge can be protected by a password.

up to 10 different remote  
controls or 10 zones

2.4 GHz

 MAX. 30 METERS

Details
RADIO FREQUENCY 2.4 GHZ

Wifi networks are not disturbed, since only extremely short radio 
pulses are transmitted.

All radio receivers act as so-called mesh transceivers, i.e. they  
transmit the incoming signal again within a radius of up to  
30 meters.

One remote control can control any number of receivers as  long 
as they are within the transmission range of the remote  control or 
the receivers receive the forwarded signal of the  remote control 
via intermediate mesh transceivers.

Standard PWM frequency 500 Hz (adjustable at Multi -PWM  
dimmers to 8kHz, 2kHz, 500Hz, 250Hz).

http://www.isoled.shop/en/114583
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MINI
12-24 V

PWM
PUSH RADIO

OUT

IN

12-24 V

PWM
RADIO ROTATE

OUT

IN

12-24 V

PWM
RADIO

OUT

IN

114434 
Sys-Pro Rotary/radio Mesh 
Multi-PWM dimmer, 1 chan-
nel, 12-24V DC 10-20A

114436 
Sys-Pro radio Mesh PWM 
dimmer mini, 1 channel, 12-
24V DC 3A

114433 
Sys-Pro push/radio Mesh 
Multi PWM dimmer, 1  
channel, 12-24V DC 10-15A

SC Single Color

113569 
Sys-Pro single color 4 zones 
remote control with 4 scene 
memory

114440 
Sys-Pro single color 4 zones 
remote control, black

114437 
Sys-Pro Single Color 1 Zone 
Remote Control Slide

114432 
Sys-Pro single color 1 zone 
remote control mini

114530 
Sys-Pro Single Color 
1 zone table remote 
control, black

MINI

4Z 4Z 1Z

1Z 1Z

BATTERY   
RADIOOUT

BATTERY
RADIOOUT

BATTERY
RADIOOUT

BATTERY
RADIOOUT

BATTERY
RADIOOUT

114439 
Sys-Pro single color 1 
zone remote control 
round, black

114438 
Sys-Pro single color 1 
zone remote control 
round, white

114578 
Sys-Pro single color 1 
zone Surface-mounted 
touch remote control with 
battery

114443 
Sys-Pro SingleColor  3 
zones built-in Touch 
Fernbedienung + DMX  
Output, black, 230V

114579 
Sys-Pro single color 2 
Zones Surface-mounted 
touch remote control with 
battery 

114442 
Sys-Pro SingleColor  3 
zones built-in Touch 
Fernbedienung + DMX  
Output, white, 230V

114441 
Sys-Pro single color 1 zone 
recessed controller remote 
control with battery

1Z

1Z 3Z

1Z

3Z

BATTERY
RADIOOUT

BATTERY
RADIOOUT

BATTERY
RADIOOUT

230 V
RADIO DMXOUT

230 V
RADIO DMXOUT

2Z 1Z

BATTERY
RADIOOUT

BATTERY
RADIOOUT

12-24 V

PWM
PUSH RADIO

OUT

IN

12-24 V

PWM
RADIO

OUT

IN

12-36 V

PWM
RADIO

OUT

IN

12-24 V

PWM
RADIO

OUT

IN
12-24 V

PWM
PUSH RADIO

OUT

IN

5-36 V

PWM
PUSH RADIO

OUT

IN

114435 
Sys-Pro push/radio Mesh 
Multi-PWM dimmer, 1 chan-
nel, 12-24V DC 6A, 36-48V 
DC 3A

113567 
Sys-Pro Wireless PWM mesh 
dimmer, 1-4 channel, 12-24V 
DC 4x3A

113566 
Sys-Pro push/radio Mesh 
PWM dimmer, 1 channel, 
5-36V DC 8A

114459 
Sys-Pro radio Mesh PWM 
dimmer IP67, 1-4 channel, 
12-36V DC 4x5A

114455 
Sys-Pro radio Mesh PWM 
controller, 1-4 channel, 
12-24V DC 4x8A, 36-48V 
DC 4x5A

114454 
Sys-Pro push/radio Mesh 
PWM dimmer, 1-4 channel, 
12-24V DC 4x3A

http://www.isoled.shop/en/113569
http://www.isoled.shop/en/114440
http://www.isoled.shop/en/114437
http://www.isoled.shop/en/114432
http://www.isoled.shop/en/114454
http://www.isoled.shop/en/114530
http://www.isoled.shop/en/113567
http://www.isoled.shop/en/114439
http://www.isoled.shop/en/114459
http://www.isoled.shop/en/114438
http://www.isoled.shop/en/114455
http://www.isoled.shop/en/114443
http://www.isoled.shop/en/114435
http://www.isoled.shop/en/114442
http://www.isoled.shop/en/113566
http://www.isoled.shop/en/114578
http://www.isoled.shop/en/114433
http://www.isoled.shop/en/114579
http://www.isoled.shop/en/114434
http://www.isoled.shop/en/114441
http://www.isoled.shop/en/114436
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MINI

CCTdynamic white

12-24 V

PWM
PUSH RADIO

OUT

IN

12-24 V

PWM
RADIO

OUT

IN

12-36 V

PWM
RADIO

OUT

IN

12-24 V

PWM
RADIO

OUT

IN

MINI

4Z 4Z 1Z

1Z 1Z

4Z

1Z

4Z1Z

BATTERY
RADIOOUT

BATTERY
RADIOOUT

BATTERY
RADIOOUT

BATTERY
RADIOOUT

BATTERY
RADIOOUT

BATTERY
RADIOOUT

BATTERY
RADIOOUT

230 V
RADIO DMXOUT

230 V
RADIO DMXOUT

12-24 V

PWM
RADIO

OUT

IN

114445 
Sys-Pro dynamic white radio 
Mesh PWM controller mini, 2 
channel, 12-24V DC 2x1.5A

113567 
Sys-Pro radio Mesh PWM 
dimmer, 1-4 channel, 12-24V 
DC 4x3A

114450 
Sys-Pro dynamic white  4 
zones built-in touch  remote 
control + DMX  output, black, 
230V

114531 
Sys-Pro dynamic white 1 
zone table remote control, 
black

114446 
Sys-Pro dynamic white 4 
zones remote control with 3 
scene memories

114459 
Sys-Pro radio Mesh PWM 
dimmer IP67, 1-4 channel, 
12-36V DC 4x5A

114449 
Sys-Pro dynamic white  4 
zones built-in touch  remote 
control + DMX  output, white, 
230V

114580 
Sys-Pro dynamic white 1 
zone surface-mounted touch 
remote control with battery

114447 
Sys-Pro dynamic white 1 
zone remote control Slide

114455 
Sys-Pro radio Mesh PWM 
controller, 1-4 channel, 
12-24V DC 4x8A, 36-48V 
DC 4x5A

114454 
Sys-Pro push/radio Mesh 
PWM dimmer, 1-4 channel, 
12-24V DC 4x3A

114448 
Sys-Pro dynamic white 1 
zones recessed controller 
remote control with battery

114444 
Sys-Pro dynamic white 1 
zone remote control mini

113570 
Sys-Pro dynamic white 4 
zones remote control with 4 
scene memories

http://www.isoled.shop/en/113570
http://www.isoled.shop/en/114446
http://www.isoled.shop/en/114447
http://www.isoled.shop/en/114444
http://www.isoled.shop/en/114455
http://www.isoled.shop/en/114531
http://www.isoled.shop/en/114445
http://www.isoled.shop/en/114580
http://www.isoled.shop/en/114448
http://www.isoled.shop/en/114450
http://www.isoled.shop/en/114449
http://www.isoled.shop/en/114454
http://www.isoled.shop/en/113567
http://www.isoled.shop/en/114459
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RGB RGB

114545 
Sys-Pro RGB 1 zone remo-
te control Slide

114532 
Sys-Pro RGB 1 zone table 
remote, black1Z 1Z

BATTERY BATTERY
RADIO RADIOOUT OUT

MINI

12-24 V

PWM
PUSH RADIO

OUT

IN

12-24 V

PWM
RADIO

OUT

IN

12-36 V

PWM
RADIO

OUT

IN

12-24 V

PWM
RADIO

OUT

IN

12-24 V

PWM
RADIO

OUT

IN

114451 
Sys-Pro RGB radio Mesh 
PWM dimmer mini, 3 channel, 
12-24V DC 3x1A

113567 
Sys-Pro radio Mesh PWM 
dimmer, 1-4 channel, 12-24V 
DC 4x3A

114459 
Sys-Pro radio Mesh PWM 
dimmer IP67, 1-4 channel, 
12-36V DC 4x5A

114455 
Sys-Pro radio Mesh PWM 
controller, 1-4 channel, 
12-24V DC 4x8A, 36-48V 
DC 4x5A

114454 
Sys-Pro push/radio Mesh 
PWM dimmer, 1-4 channel, 
12-24V DC 4x3A

http://www.isoled.shop/en/114545
http://www.isoled.shop/en/114454
http://www.isoled.shop/en/114532
http://www.isoled.shop/en/113567
http://www.isoled.shop/en/114459
http://www.isoled.shop/en/114455
http://www.isoled.shop/en/114451
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114453 
Sys-Pro RGB+W 1 zone 
remote control mini

113568 
Sys-Pro RGB+W 4 zones 
remote control with 2 scene 
memory

114581 
Sys-Pro RGB/RGB+W 1 zone 
Surface-touch remote control 
with battery

MINI

1Z4Z 1Z

BATTERY BATTERY BATTERY
RADIO RADIO RADIOOUT OUT OUT

RGB
WRGB + White

114458 
Sys-Pro RGB+W 4 zones 
built-in remote touch con-
trol + DMX output, black, 
230V

114595 
Sys-Pro RGB+W 4 zones 
built-in touch remote control + 
DMX output, white, 230V

4Z 4Z

230 V
RADIO DMXOUT

230 V
RADIO DMXOUT

MINI

12-24 V

PWM
PUSH RADIO

OUT

IN

12-24 V

PWM
RADIO

OUT

IN

12-36 V

PWM
RADIO

OUT

IN

12-24 V

PWM
RADIO

OUT

IN

12-24 V

PWM
RADIO

OUT

IN

114456 
Sys-Pro RGB+W radio Mesh 
PWM dimmer mini, 4 channel, 
12-24V DC 4x1A

113567 
Sys-Pro radio Mesh PWM 
dimmer, 1-4 channel, 12-24V 
DC 4x3A

114459 
Sys-Pro radio Mesh PWM 
dimmer IP67, 1-4 channel, 
12-36V DC 4x5A

114455 
Sys-Pro radio Mesh PWM 
controller, 1-4 channel, 
12-24V DC 4x8A, 36-48V 
DC 4x5A

114454 
Sys-Pro push/radio Mesh 
PWM dimmer, 1-4 channel, 
12-24V DC 4x3A

http://www.isoled.shop/en/113568
http://www.isoled.shop/en/114454
http://www.isoled.shop/en/114453
http://www.isoled.shop/en/113567
http://www.isoled.shop/en/114581
http://www.isoled.shop/en/114459
http://www.isoled.shop/en/114458
http://www.isoled.shop/en/114455
http://www.isoled.shop/en/114595
http://www.isoled.shop/en/114456
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RGB+dynamic white
RGB
CCT

114452 
Sys-Pro RGB+ dynamic white 4 
zones remote control with  
2 scene memories

4Z

BATTERY
RADIOOUT

12-24 V 12-24 V

PWM PWM
PUSH RADIO RADIO

OUT OUT

IN IN

114588 
Sys-Pro RGB+CCT push/
radio Mesh PWM  
dimmer, 1-5 channel,  
12-24V DC 5x5A

114590 
Sys-Pro RGB + CCT radio  
Mesh PWM dimmer, 1-5 channel,  
12-24V DC 5x3A

Inverted  
function

HF

SIGNAL REPEATER

HF-Motion detector

114665 
Sys-Pro wireless RF motion 
detector MiniAMP, 9-24V

114666 
Sys-Pro wireless RF motion 
detector MiniAMP with inverted  
function, 9-24V

9-24 V

9-24 V

RADIO

RADIO

MOTION

MOTION

OUT

OUT

IN

IN

114892 
Sys-Pro Mesh signal repeater, max. 
30m, 12-24V DC / 100-240V AC

12-24 V 230 V

RADIOOUT

IN RADIO

NEW

http://www.isoled.shop/en/114452
http://www.isoled.shop/en/114666
http://www.isoled.shop/en/114588
http://www.isoled.shop/en/114665
http://www.isoled.shop/en/114892
http://www.isoled.shop/en/114590
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114582 
Sys-Pro 2-Push Input, 
radio output for Switch/
Dimming/CCT/ RGB/
RGB+W Receiver,  
100-240V

FOR EXISTING  
SWITCH RANGES

(button)

230 V

BATTERY

RADIO

RADIO

PUSH

PUSH

PUSH
OUT

OUT

IN

IN

DIP switch function 
selection

114582

114664

BATTERY  
OPERATED

114664 
Sys-Pro Push input, 
radio output for switch /  
dimmer receiver, battery 
operated

http://www.isoled.shop/en/114664
http://www.isoled.shop/en/114582
http://www.isoled.shop/en/114582
http://www.isoled.shop/en/114664
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RADIO

114430 
Sys-Pro 1 zone recessed 
controller radio dimmer 
230V, 360VA, phase  
control/ section selectable

114428 
Sys-Pro 1 zone touch radio dim-
mer 230V white, 360VA, trailing/
leading edge cut-off selectable

114429 
Sys-Pro 1 zone radio touch 
dimmer 230V black, 360VA, 
trailing/leading edge cut-off 
selectable

114425 
Sys-Pro universal Push/Radio 
mesh dimmer 230V, 360VA,  
trailing/leading edge cut-off  
selectable

114891 
Sys-Pro radio/push/1-10V input 
triac dimmer, 230V, 300VA,  
trailing/leading edge cut-off  
selectable

1Z 1Z 1Z

230 V

TRIAC
RADIO

OUT

IN
230 V

TRIAC
RADIO

OUT

IN
230 V

TRIAC
RADIO

OUT

IN

230 V

TRIAC
RADIO

OUT

IN PUSH
230 V

TRIAC
0-10 V

OUT

IN

230 V
Dimmer

0/1-10 V

230V

Triac

Control signal

Switch

114426 
Sys-Pro Push/Radio Mesh 
Switch On/Off 100-240V, 
360W

114427 
Sys-Pro Radio Mesh Socket 
On/Off 100-240V, 720W

230 V 230 V

SWITCH

SWITCH

SWITCH
RADIO RADIOPUSH PUSH

OUT OUT

IN IN

114546 
Sys-Pro 1 zone recessed 
controller radio dimmer with 
0-10V output, 350W  
switching relay, 85-265V

114461 
Sys-Pro 4 Zones built-in 
Touch-Radio Operation  
4x0-10V Output,White, 
85-265V

114462 
Sys-Pro 1 zone built-in 
Touch-Radio operation  
1x0-10V output, black, 
85-265V

114460 
Sys-Pro Push/Radio Mesh dimmer 
with 0/1-10V output and switch  
85-265V 1.5A selectable

114464 
Sys-Pro 1xpush/4x1-10V input 
PWM dimmer, 4 channel,  
12-36V DC 4x5A

4Z1Z 1Z

230 V 230 V 230 V

230 V 230 V

0-10 V 0-10 V 0-10 V

0-10 V 0-10 V

SWITCH

SWITCH SWITCH

RADIO RADIO RADIO
OUT OUT OUT

OUT OUT

IN IN IN

IN INPUSH PUSHRADIO

PUSHNEW

http://www.isoled.shop/en/114430
http://www.isoled.shop/en/114546
http://www.isoled.shop/en/114426
http://www.isoled.shop/en/114429
http://www.isoled.shop/en/114462
http://www.isoled.shop/en/114427
http://www.isoled.shop/en/114891
http://www.isoled.shop/en/114428
http://www.isoled.shop/en/114461
http://www.isoled.shop/en/114425
http://www.isoled.shop/en/114460
http://www.isoled.shop/en/114464
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230V

SC

ON
OFF

230 V

0/1 - 10 V - control signal

On-Off

230 V

TRIAC
PUSH RADIO

OUT

IN
230 V

TRIAC
RADIO

OUT

IN

230 V

230 V

230 V

TRIAC

SWITCH

0-10 V

RADIO

RADIO

RADIO PUSH

OUT

OUT

OUT

IN

IN

IN

112998 
Sys-One radio dimmer 
for dimmable 230V LED 
illuminants/transfor-
mers, 100VA

112699 
Sys-One radio dimmer 
for dimmable 230V LED 
illuminants/transfor-
mers, 2x288VA

112711 
Sys-One radio/push dimmer 0-10V 
output, 2.000W switching relay, 
230V

113000 
Sys-One radio/push 
dimmer for dimmable 
230V LED illuminants/
transformers, 400VA

112999 
Sys-One Radio Switch 
On/Off 230V, 100VA

SYS-ONE
Integrated LED lighting and control system

UNRESTRICTED COMPATIBILITY   
OF THE SYS-ONE COMPONENTS

EASY LEARNING FUNCTION - ONE 
TOUCH CONNECTION FAST AND 

AUTOMATED CONNECTION

ASYNCHRONOUS AND  
SYNCHRONOUS CONTROL  OF THE  

SEQUENCERS, MASTER  
SLAVE MODES

http://www.isoled.shop/en/112699
http://www.isoled.shop/en/112999
http://www.isoled.shop/en/112711
http://www.isoled.shop/en/113000
http://www.isoled.shop/en/112998
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SCSingle Color

112622 
Sys-One single color 1 
zone push button  
remote control  
with battery

112493 
Sys-One single color 1 
zone recessed controller 
remote control  
frameless with battery

112492 
Sys-One single color 
2 zone surface mount 
push button remote 
control with battery

114261 
Sys-One single color 
4 zone remote control 
with 2 scene memories

112491 
Sys-One single color 1 
zone surface mount push 
button remote control 
with battery

113001 
Sys-One single color 
4 zone built-in touch 
wireless remote control, 
230V AC

112490 
Sys-One single color 5 
zone remote control

112494 
Sys-One single color 1 
zone recessed rotary 
knob remote control  
with battery

112495 
Sys-One single color 
1 zone tabletop rotary 
knob remote control  
with battery

1Z

1Z

2Z

4Z

1Z

4Z

5Z

1Z

1Z

BATTERY
RADIOOUT

BATTERY
RADIOOUT

BATTERY
RADIOOUT

BATTERY
RADIOOUT

BATTERY
RADIOOUT

230 V
RADIOOUT

BATTERY
RADIOOUT

BATTERY
RADIOOUT

BATTERY
RADIOOUT

12-48 V

PWM
PUSH RADIO

OUT

IN

12-48 V

PWM
PUSH RADIO

OUT

IN

12-48 V

PWM
RADIO

OUT

IN

24 V

PWM
RADIO PUSH

OUT

IN

12-48 V

PWM
RADIO

OUT

IN

112477 
Sys-One radio PWM 
controller, 4 channel,  
12-36V 4x5A, 48V 
4x2.5A

113521 
LED Sys-One PWM 
transformer 24V / DC, 
0-75W, IP20, 2 chan-
nels / dynamic white, 
Push / Sys-One-RC 
dimmable

112487 
Sys-One wireless PWM 
controller IP66, 4 chan-
nel, 12-36V 4x5A, 48V 
4x2A

112488 
Sys-One radio/push 
PWM controller, 1 chan-
nel, 12-36V 8A, 48V 4A

112482 
Sys-One DIN rail radio 
PWM controller, 4 chan-
nel, 12-36V 4x5A, 48V 
4x2.5A

http://www.isoled.shop/en/112622
http://www.isoled.shop/en/112493
http://www.isoled.shop/en/112488
http://www.isoled.shop/en/112492
http://www.isoled.shop/en/112482
http://www.isoled.shop/en/114261
http://www.isoled.shop/en/112491
http://www.isoled.shop/en/112477
http://www.isoled.shop/en/113001
http://www.isoled.shop/en/113521
http://www.isoled.shop/en/112490
http://www.isoled.shop/en/112494
http://www.isoled.shop/en/112487
http://www.isoled.shop/en/112495
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CCT

RGB

dynamic white

RGB

112496 
Sys-One dynamic white 
4 zone Remote control 
multi-function

112499 
Sys-One RGB 1 Zone 
Remote Control  
Multifunction

112501 
Sys-One RGB 1 zone  
recessed controller  
remote control  
with battery

112497 
Sys-One dynamic white 
1 Zone Recessed  
controller + battery

112502 
Sys-One RGB 1 Zone 
Surface Mount Push 
Button Remote Control 
with Battery

112504 
Sys-One RGB 1 Zone 
Desktop Remote Control 
with Battery

112498 
Sys-One dynamic 
white 1 Zone table 
controller + battery

112503 
Sys-One RGB 1 zone 
recessed controller 
remote control  
frameless with battery

4Z

1Z

1Z

1Z

1Z

1Z

1Z

BATTERY
RADIOOUT

BATTERY
RADIOOUT

BATTERY
RADIOOUT

BATTERY
RADIOOUT

BATTERY
RADIOOUT

BATTERY
RADIOOUT

BATTERY
RADIOOUT

BATTERY
RADIOOUT

112477 
Sys-One radio PWM 
controller, 4 channel, 
12-36V 4x5A, 48V 
4x2.5A

112477 
Sys-One radio PWM 
controller, 4 channel, 
12-36V 4x5A, 48V 
4x2.5A

112487 
Sys-One wireless 
PWM controller IP66, 
4 channel, 12-36V 
4x5A, 48V 4x2A

112487 
Sys-One wireless 
PWM controller IP66, 
4 channel, 12-36V 
4x5A, 48V 4x2A

112482 
Sys-One DIN rail radio 
PWM controller, 4 chan-
nel, 12-36V 4x5A, 48V 
4x2.5A

112482 
Sys-One DIN rail radio 
PWM controller, 4 chan-
nel, 12-36V 4x5A, 48V 
4x2.5A

12-48 V

PWM
RADIO

OUT

IN

12-48 V

PWM
PUSH RADIO

OUT

IN

12-48 V

PWM
RADIO

OUT

IN

12-48 V

PWM
RADIO

OUT

IN

12-48 V

12-48 V

PWM

PWM

RADIO

RADIO

OUT

OUT

IN

IN

1Z

http://www.isoled.shop/en/112496
http://www.isoled.shop/en/112499
http://www.isoled.shop/en/112477
http://www.isoled.shop/en/112477
http://www.isoled.shop/en/112501
http://www.isoled.shop/en/112497
http://www.isoled.shop/en/112502
http://www.isoled.shop/en/112487
http://www.isoled.shop/en/112487
http://www.isoled.shop/en/112504
http://www.isoled.shop/en/112482
http://www.isoled.shop/en/112498
http://www.isoled.shop/en/112503
http://www.isoled.shop/en/112482
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112500 
Sys-One RGB+W 4 Zone 
Remote Control  
Multifunction

113589 
Sys-One RGB+W 8 
Zone Remote Control 
black

112505
Sys-One RGB+W 4 
zones built-in touch 
remote control,  
230V AC

8Z

BATTERY
RADIOOUT

BATTERY
RADIOOUT

230 V
RADIOOUT

112477 
Sys-One radio PWM 
controller, 4 channel, 
12-36V 4x5A, 48V 
4x2.5A

112487 
Sys-One wireless 
PWM controller IP66, 
4 channel, 12-36V 
4x5A, 48V 4x2A

112482 
Sys-One DIN rail radio 
PWM controller, 4 chan-
nel, 12-36V 4x5A, 48V 
4x2.5A

12-48 V

PWM
RADIO

OUT

IN

12-48 V

PWM
RADIO

OUT

IN

12-48 V

PWM
RADIO

OUT

IN

4Z

RGB
WRGB + White

4Z

http://www.isoled.shop/en/112500
http://www.isoled.shop/en/112477
http://www.isoled.shop/en/113589
http://www.isoled.shop/en/113487
http://www.isoled.shop/en/112482
http://www.isoled.shop/en/112505
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Intelligent lighting control   
without a system bus

 » Future-proof, sustainable remote control system

 » Hundreds of manufacturers in the ZIGBEE network

 » Maximum flexibility in installing the network

 » Use-triggered (motion sensors, time switch) and  
daylight-triggered lighting can be set for high  
efficiency and cost effectiveness

 » Lighting solutions designed for industry and  
commercial complexes can be easily implemented 
with ZIGBEE

 » Cost-effective conversion to intelligent (smart)  
lighting control

 » Requires minimal cabling and generally no changes  
to the building

 » Low energy consumption for ZIGBEE control system 
(low operating costs)

 » Simple and intuitive operation with mobile end  
devices (smartphones and tablets) or virtual  
assistants (e.g. Alexa)

ZIGBEE is a manufacturer-independent  
wireless communications standard for 
SMART-(LIGHT)-  SOLUTIONS (building  
automation, sensor networks etc). It elimi-
nates other technologies and  is leading the 
way in the market, making it a future-proof 
choice.

ZIGBEE facilitates exceptionally simple and 
intelligent control using a suitable wireless 
controller, mobile end device (such as a 
smartphone) or virtual assistant. 

Existing installations can 
be made sustainably 
SMART with minimal  
cabling!

ZIGBEE
Smart lighting control - simple and 
future-proof
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ZIGBEE controller

NEW IN CATALOG

ZIGBEE to DALI DT6/DT8

Integration into  
smarthome networks 



The new Zigbee 3.0 standard replaces the old ZigBee ZLL  
standard. ZigBee 3.0 is now better compatible with several  
"bridges" from different manufacturers. Devices with this tech-
nology also communicate in a mesh network. Mesh means that 
the transmitted control signals from the dimmers or controllers 
are not only received, but also transmitted to all additional similar  
devices in the environment and  transmission range. This  
increases the transmission distance enormously and helps to 
avoid dead spots.

115063 | ZIGBEE to DALI DT6/DT8 or 0/1-10V signal converter + 5A switching relay, 110-240V AC

95mm
37mm
20mm

nominal power protection class
ambient temp.

100-240V AC IP20
-20° - 50°

114464 | Sys-Pro 1xpush/4x1-10V input PWMdimmer, 4 channel, 12-36V DC 4x5A

175mm
45mm
27mm

nominal power protection class
ambient temp.

12-36V DC IP20
-30° - 55°

112623 | DMX512 RDM 8/16 bit decoder, 1-5 channel, 12-36V 5x5A, 48V 5x1.5A

170mm
59mm
29mm

nominal power protection class
ambient temp.

12-48V DC IP20
-20° - 40°

113551 | DALI to 0-10V/1-10V signal converter

39,7mm
28mm
14,2mm

protection class
ambient temp.

IP20
-20° - 50°

184
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114728 | ZigBee 3.0/Push Universal Triac Dimmer 230V, 200VA

45mm
45mm
20,6mm

nominal power protection class
ambient temp.

100-240V AC IP20
-20° - 50°

114729 | ZigBee 3.0 PWM controller for LED flex ribbons/spots, 5 channel, 12-24V DC 5x4A

145mm
46,5mm
16mm

nominal power protection class
ambient temp.

12-24V DC IP20
-20° - 50°

ZIGBEE controller

http://www.isoled.shop/en/114728
http://www.isoled.shop/en/114729
http://www.isoled.shop/en/115063
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113790 | HF built-in motion detector 230V, daylight control, 800VA Push-switch+dim, 1-10V output

65mm 85mm
65mm

56mm

nominal power protection class
ambient temp.
service life

220-240V AC IP20
-20° - 60°
30000 h L70|B10

113799 | HF+PIR recessed/ surface-mounted motion detector 230V, daylight control, 800VA Push-switch+dim,

58,7mm 109mm
56mm

29mm

nominal power protection class
ambient temp.
service life

220-240V AC IP20
-20° - 55°
50000 h L70|B10

113800 | IR remote control for HF motion sensor item no. 113790 / 113799
protection class
ambient temp.

IP20
-20° - 60°

114667 | PIR surface-mounted motion detector with inverted function for UV-C applications, 230V AC, 400VA
nominal power protection class

ambient temp.
service life

220-240V AC IP40
-10° - 45°
30000 h L70|B10

LED sensor

Inverted  
function

NET PRICE ITEM
No further discount possible

http://www.isoled.shop/en/113790
http://www.isoled.shop/en/113800
http://www.isoled.shop/en/113799
http://www.isoled.shop/en/114667
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112587 | PIR motion sensor with sensor head, detection max. 3m, 230V, 500VA

95mm
37mm
20mm

nominal power protection class
ambient temp.
service life

100-240V AC IP20
-20° - 50°
30000 h L70|B10

112585 | Wipe-Switch with sensor head silver, wipe distance 6cm, 230V, 500VA

95mm
37mm
20mm

17x17mm
nominal power protection class

ambient temp.
service life

100-240V AC IP20
-20° - 50°
30000 h L70|B10

113252 | HF-motion sensor with LUX-Sensor, 230V, 300VA

65,5mm
41mm
28,5mm

nominal power protection class
ambient temp.
service life

230V AC IP20
-20° - 40°
25000 h L70|B10

112619 | Daylight sensor passive for parallel connection into active 1-10V control signal wires

69,3mm 22mm
17mm

47mm

nominal power protection class
ambient temp.

1-10V DC IP20
-20° - 45°

LED sensor

http://www.isoled.shop/en/112587
http://www.isoled.shop/en/113252
http://www.isoled.shop/en/112585
http://www.isoled.shop/en/112619


“We have been customers for a few years  
and very satisfied regarding the warranty support.”

Feedback from customer survey 2019

Carpark entrance/exit
Linear lighting lines in th

e bus

Clinic waiting area

188

Sustainable quality with
 long service life for high demands
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LED TRANSFORMERS

PAGE 191
Constant current transformers

PAGE 211
Transformer 12V IP65/IP67

PAGE 215
Transformer 24V IP65/IP67

PAGE 221
Transformer 48V IP20 - IP67

PAGE 195
Transformer 12V IP20

PAGE 201
Transformer 24V IP20

CUSTOMISED LIGHT SOLUTIONS
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The following should be noted:
 » Never operate all transformers up to their power limits, i.e. ideally always calculate with a power reserve 

of approx. 20 %! The same applies to dimming actuators, flex stripe controllers etc.

 » Operate all transformers and control gear only within their parameters regarding ambient temperature 
and protection class!

 » Never cover transformers with thermal insulation materials and place them at enough distance from 
each other!

 » Do not energize each transformer until all components are connected. Do not carry out any  
manipulations (setting the exit current, ColorSwitch etc.) during operation, but always disconnect the 
supply voltage beforehand.! 

SPECIAL FEATURES OF LED 
TRANSFORMERS EXPLAINED SIMPLY

Constant current transformers
(CC - Constant Current) with a constant current exit (partially  
adjustable) and a variable voltage exit as a component included 
in the delivery or as alternative or replacement of existing exter-

nal transformers (drivers/ballasts) for the operation of LED chips 
in downlights, panels, installation spots etc.

AC transformers
(AC - Alternating Current) with constant 12 V voltage at the exit  
and a variable exit current for operating 12 V illuminants/spots  
with at least one integrated resistance for current limitation and 
an integrated rectifier circuit which converts the AC voltage  from 
the transformer into a DC voltage suitable for operating  the LED.

It should be noted that the operation of LEDs (because they 
are capacitive loads) in conjunction with AC voltage produces a  
reactive power. This means that not only the active power rating 
in watts of the connected illuminants must be used for the power 
design of the transformer, but also the total apparent power in VA!

The special feature of our two AC transformers (Item no.  111213, 
112669) is their dimmability and that no minimum load is  
required - a single 2W G4 lamp already works on them.

Caution: If a TRIAC dimming actuator is connected in front of  one 
of these two transformers, the effect can occur that the  reactive 
power is additionally increased when dimming (depending on the 
dimming actuator, the lamp and the degree of dimming). In extre-
me cases, the actual apparent power can be 3 times higher! If this 
fact is taken to heart, there is nothing to  stop you from using our 
two blue AC transformers with their fantastic price/power ratio. 

DC voltage transformers
(DC - Direct Current) with a constant voltage exit (partly  
adjustable) of 12, 24, or 48 V and variable exit current for the  
operation of 12 V illuminants/spots and flex stripes, which have  
besides the LEDs only at least one resistance for current limitation  

(or IC for current adjustment in case of our LED flex stripes of the  
CC-series) on board and thus on their PCB/board.
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114692 | LED constant current transformer 100/180/270/350/440mA, 10W, Push/0-10V/DALI dimmable

120mm
46mm
23,8mm

nominal power
active power

protection class
ambient temp.

198-264V AC
10 W

IP20
-20° - 45°

114694 | LED constant current transformer 700/800/900/950/ 1050/1200mA, 40W, Push/0-10V/DALI

202mm
58mm
30mm

nominal power
active power

protection class
ambient temp.

198-264V AC
40 W

IP20
-20° - 45°

114874 | LED constant current transformer 300-900mA (9-58V), 30W, Push/0-10V/DALI dimmable, SELV

103mm
67mm
22mm

nominal power
active power

protection class
ambient temp.

198-264V AC
30 W

IP20
-20° - 45°

114189 | LED constant current transformer MW LCM-40KN 350/500/600/700/900/1050mA, KNX dimmable,

123,5mm
81,5mm
23mm

nominal power
active power

protection class
ambient temp.

180-295V AC
40 W

IP20
-30° - 60°

Constant current  transformers

110

110

110

http://www.isoled.shop/en/114692
http://www.isoled.shop/en/114874
http://www.isoled.shop/en/114694
http://www.isoled.shop/en/114189
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111989 | LEDMULTI Transformer12V/24V/350mA/500mA/700mA, Push + 1-10V dimmable, SELV

112mm
69mm
23mm

nominal power
active power

protection class
ambient temp.

220-240V AC
25 W

IP20
-20° - 50°

37mm
27mm
21,5mm

127mm
52mm
12mm

112158 | LED constant
current transformer 350mA,
1-4W, SELV

112024 | LED constant
current transformer 350mA,
0-12W, SELV

Constant current  transformers

110

M M M M110 110

http://www.isoled.shop/en/111989
http://www.isoled.shop/en/112158
http://www.isoled.shop/en/112024
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111213 | LED transformer 12V/AC, 0-70VA, dimmable, SELV

113mm
44mm
28mm

nominal power protection class
ambient temp.

230V AC IP20
-20° - 50°

112669 | LED transformer 12V/AC, 0-105VA, dimmable, SELV

113mm
44mm
28mm

nominal power protection class
ambient temp.

230V AC IP20
-20° - 50°

111736 | LED transformer 12V/DC, 0-8W, round design, SELV

22mm 53mm
nominal power
active power

protection class
ambient temp.

220-240V AC
8 W

IP20
-20° - 50°

113421 | LED transformer 12V/DC, 0-10W, SELV

42mm
40mm
20,5mm

nominal power
active power

protection class
ambient temp.
service life

100-240V AC
10 W

IP20
-20° - 40°
35000 h L70|B10

Transformer 12V IP20

110

110

110

http://www.isoled.shop/en/111213
http://www.isoled.shop/en/111736
http://www.isoled.shop/en/112669
http://www.isoled.shop/en/113421
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113049 | LED transformer 12V/DC, 0-15W, ultra flat, SELV

103mm
35,5mm
16mm

nominal power
active power

protection class
ambient temp.

180-264V AC
15 W

IP20
-20° - 40°

111116 | LED transformer 12V/DC, 0-20W, SELV

113mm
44mm
28mm

nominal power
active power

protection class
ambient temp.

220-240V AC
20 W

IP20
-20° - 40°

113918 | LED transformer 12V/DC, 0-30W, compact, SELV

91mm
41mm
19mm

nominal power
active power

protection class
ambient temp.

100-240V AC
30 W

IP20
-20° - 40°

112016 | LED transformer 12V/DC, 0-30W, ultra flat, SELV

156mm
50mm
17mm

nominal power
active power

protection class
ambient temp.

180-264V AC
30 W

IP20
-20° - 40°

Transformer 12V IP20

110

110

110

http://www.isoled.shop/en/113049
http://www.isoled.shop/en/113918
http://www.isoled.shop/en/111116
http://www.isoled.shop/en/112016
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113926 | LED Flexband transformer 12V/DC, 0-30W, dimmable (voltage sink), SELV

157mm
46mm
18,5mm

nominal power
active power

protection class
ambient temp.

220-240V AC
30 W

IP20
-20° - 45°

113286 | LED transformer 12V/DC, 0-30W, slim, SELV

251mm
30mm
17,2mm

nominal power
active power

protection class
ambient temp.

220-240V AC
30 W

IP20
-20° - 50°

112018 | LED transformer 12V/DC, 0-30W, ultraslim, SELV

251mm
33mm
16mm

nominal power
active power

protection class
ambient temp.

180-264V AC
30 W

IP20
-20° - 40°

112020 | LED transformer 12V/DC, 0-50W, ultra flat, SELV

160mm
58mm
18,5mm

nominal power
active power

protection class
ambient temp.

180-264V AC
50 W

IP20
-20° - 40°

Transformer 12V IP20

110

110

110

110

http://www.isoled.shop/en/113926
http://www.isoled.shop/en/112018
http://www.isoled.shop/en/113286
http://www.isoled.shop/en/112020
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113928 | LED Flexband transformer 12V/DC, 0-50W, dimmable (voltage sink), SELV

177mm
57mm
22,5mm

nominal power
active power

protection class
ambient temp.

220-240V AC
50 W

IP20
-20° - 45°

113341 | LED transformer 12V/DC, 0-60W, slim, SELV

305mm
30mm
17mm

nominal power
active power

protection class
ambient temp.

220-240V AC
60 W

IP20
-20° - 50°

113139 | LED transformer 12V/DC, 0-60W,Mesh Slim

182mm
47mm
30,5mm

nominal power
active power

protection class
ambient temp.

220-240V AC
60 W

IP20
0° - 50°

111065 | Transformer 12V/DC, 0-60W, with round plug and flat plug

120mm
53mm
32mm

nominal power
active power

protection class
ambient temp.

100-240V AC
60 W

IP20
-20° - 40°

Transformer 12V IP20

110

http://www.isoled.shop/en/113928
http://www.isoled.shop/en/113139
http://www.isoled.shop/en/113341
http://www.isoled.shop/en/111065
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112022 | LED transformer 12V/DC, 0-70W, SELV

170mm
45mm
29mm

nominal power
active power

protection class
ambient temp.

180-264V AC
70 W

IP20
-20° - 40°

114351 | LED Top Hat Rail-transformer MW HDR-100-12, 12~13.8V DC, 0-100W

70mm
54,5mm
90mm

nominal power
active power

protection class
ambient temp.

85-264V AC
100 W

IP20
-30° - 45°

113053 | LED transformer 12V/DC, 0-100W, SELV

184mm
61mm
32mm

nominal power
active power

protection class
ambient temp.

180-264V AC
100 W

IP20
-20° - 50°

113142 | LED transformer 12V/DC, 0-200W,Mesh Slim

240mm
47mm
30,5mm

nominal power
active power

protection class
ambient temp.

220-240V AC
200 W

IP20
0° - 50°

Transformer 12V IP20

110

110

http://www.isoled.shop/en/112022
http://www.isoled.shop/en/113053
http://www.isoled.shop/en/114351
http://www.isoled.shop/en/113142
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113050 | LED transformer 24V/DC, 0-15W, ultra flat, SELV

103mm
35,5mm
16mm

nominal power
active power

protection class
ambient temp.

180-264V AC
15 W

IP20
-20° - 40°

111066 | Transformer 24V/DC, 0-24W, with round plug and flat plug

96mm
44mm
29mm

nominal power
active power

protection class
ambient temp.

100-240V AC
24 W

IP20
-20° - 40°

113919 | LED transformer 24V/DC, 0-30W, compact, SELV

91mm
41mm
19mm

nominal power
active power

protection class
ambient temp.

100-240V AC
30 W

IP20
-20° - 40°

113927 | LED transformer 24V/DC, 0-30W, dimmable (voltage sink), SELV

157mm
46mm
18,5mm

nominal power
active power

protection class
ambient temp.

220-240V AC
30 W

IP20
-20° - 45°

Transformer 24V IP20

110

110

http://www.isoled.shop/en/113050
http://www.isoled.shop/en/113919
http://www.isoled.shop/en/111066
http://www.isoled.shop/en/113927
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112017 | LED transformer 24V/DC, 0-30W, ultra flat, SELV

160mm
50mm
18mm

nominal power
active power

protection class
ambient temp.

180-264V AC
30 W

IP20
-20° - 40°

112019 | LED transformer 24V/DC, 0-30W, ultraslim, SELV

251mm
33mm
16mm

nominal power
active power

protection class
ambient temp.

180-264V AC
30 W

IP20
-20° - 40°

113285 | LED transformer 24V/DC, 0-30W, slim, SELV

251mm
30mm
16mm

nominal power
active power

protection class
ambient temp.

220-240V AC
30 W

IP20
-20° - 50°

111182 | LED transformer 24V/DC, 0-35W,Mesh

110mm
78mm
35mm

nominal power
active power

protection class
ambient temp.

220-240V AC
35 W

IP20
0° - 50°

Transformer 24V IP20

110

110

110

http://www.isoled.shop/en/112017
http://www.isoled.shop/en/113285
http://www.isoled.shop/en/112019
http://www.isoled.shop/en/111182
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113929 | LED transformer 24V/DC, 0-50W, dimmable (voltage sink), SELV

177mm
57mm
22,5mm

nominal power
active power

protection class
ambient temp.

220-240V AC
50 W

IP20
-20° - 45°

112021 | LED transformer 24V/DC, 0-50W, ultra flat, SELV

160mm
58mm
18,5mm

nominal power
active power

protection class
ambient temp.

180-264V AC
50 W

IP20
-20° - 40°

113340 | LED transformer 24V/DC, 0-60W, slim, SELV

305mm
30mm
17mm

nominal power
active power

protection class
ambient temp.

220-240V AC
60 W

IP20
-20° - 50°

113138 | LED transformer 24V/DC, 0-60W,Mesh Slim

182mm
47mm
30,5mm

nominal power
active power

protection class
ambient temp.

220-240V AC
60 W

IP20
0° - 50°

Transformer 24V IP20

110

110

http://www.isoled.shop/en/113929
http://www.isoled.shop/en/113340
http://www.isoled.shop/en/112021
http://www.isoled.shop/en/113138
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111067 | Transformer 24V/DC, 0-60W, with round plug and flat plug

96mm
44mm
29mm

nominal power
active power

protection class
ambient temp.

100-240V AC
60 W

IP20
-20° - 40°

112023 | LED transformer 24V/DC, 0-75W, SELV

170mm
45mm
29mm

nominal power
active power

protection class
ambient temp.

180-264V AC
75 W

IP20
-20° - 40°

113520 | LED transformer 24V/DC, 0-75W, IP20, Push/DALI dimmable

485mm
31mm
22mm

nominal power
active power

protection class
ambient temp.

100-240V AC
75 W

IP20
-20° - 45°

113521 | LED Sys-One transformer 24V/DC, 0-75W, IP20, white dyn., Push/Sys-One-RC dimmable

485mm
31mm
22mm

nominal power
active power

protection class
ambient temp.

100-240V AC
75 W

IP20
-20° - 45°

Transformer 24V IP20

110

110

http://www.isoled.shop/en/111067
http://www.isoled.shop/en/113520
http://www.isoled.shop/en/112023
http://www.isoled.shop/en/113521
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113054 | LED transformer 24V/DC, 0-100W, SELV

184mm
61mm
32mm

nominal power
active power

protection class
ambient temp.

100-240V AC
100 W

IP20
-20° - 50°

114226 | LED transformer 24V/DC, 0-100W, slim, Dali dimmable

360mm
30,5mm
21mm

nominal power
active power

protection class
ambient temp.

220-240V AC
100 W

IP20
-20° - 45°

114224 | LED transformer 24V/DC, 0-100W, slim, SELV

360mm
30,5mm
21mm

nominal power
active power

protection class
ambient temp.

220-240V AC
100 W

IP20
-20° - 45°

114225 | LED PWM transformer 24V/DC, 0-100W, slim, 1-10V dimmable, SELV

360mm
30,5mm
21mm

nominal power
active power

protection class
ambient temp.

220-240V AC
100 W

IP20
-20° - 45°

Transformer 24V IP20

110

http://www.isoled.shop/en/113054
http://www.isoled.shop/en/114224
http://www.isoled.shop/en/114226
http://www.isoled.shop/en/114225
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113140 | LED transformer 24V/DC, 0-100W,Mesh Slim

218mm
47mm
30,5mm

nominal power
active power

protection class
ambient temp.

220-240V AC
100 W

IP20
0° - 50°

114218 | LED transformer 24V/DC, 0-150W, slim

360mm
40mm
21mm

nominal power
active power

protection class
ambient temp.
service life

220-240V AC
150 W

IP20
-25° - 45°
50000 h L70|B10

114946 | LED PWM transformer 24V/DC, 0-150W, slim, Push/Dali-2 dimmable, SELV

360mm
40mm
21mm

nominal power
active power

protection class
ambient temp.

176-264V AC
150 W

IP20
-25 - 50°C

114352 | LED Top Hat Rail-transformer MW HDR-150-24, 21.6~29V DC, 0-150W

105mm
54,5mm
90mm

nominal power
active power

protection class
ambient temp.

85-264V AC
150 W

IP20
-30° - 45°

Transformer 24V IP20

110

http://www.isoled.shop/en/113140
http://www.isoled.shop/en/114946
http://www.isoled.shop/en/114218
http://www.isoled.shop/en/114352
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111070 | LED transformer 24V/DC, 0-150W,Mesh

160mm
100mm
41mm

nominal power
active power

protection class
ambient temp.

100-240V AC
150 W

IP20
0° - 50°

113518 | LED PWM transformer 24V/DC, 0-200W, IP20, 1-10V/Push/DALI dimmable

310mm
60mm
45mm

nominal power
active power

protection class
ambient temp.

220-240V AC
200 W

IP20
-20° - 50°

114947 | LED PWM transformer 24V/DC, 0-250W, slim, Push/Dali-2 dimmable, SELV

400mm
40mm
21mm

nominal power protection class
ambient temp.

176-264V AC IP20
-25 - 50°C

111183 | LED transformer 24V/DC, 0-250W,Mesh

160mm
98mm
42mm

nominal power
active power

protection class
ambient temp.

220-240V AC
250 W

IP20
0° - 50°

Transformer 24V IP20

M M

http://www.isoled.shop/en/111070
http://www.isoled.shop/en/114947
http://www.isoled.shop/en/111183
http://www.isoled.shop/en/113518
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113141 | LED transformer 24V/DC, 0-300W,Mesh Slim

284mm
60mm
30,5mm

nominal power
active power

protection class
ambient temp.

220-240V AC
300 W

IP20
0° - 50°

Transformer 24V IP20

http://www.isoled.shop/en/113141
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111185 | LED transformer 12V/DC, 0-30W, IP66

165mm
32mm
24mm

nominal power
active power

protection class
ambient temp.

170-250V AC
30 W

IP66
-20° - 50°

112325 | TransformerMW LPV 12V/DC, 0-60W, IP67

162,5mm
42,5mm
32mm

nominal power
active power

protection class
ambient temp.

90-264V AC
60 W

IP67
-30° - 70°

112425 | LED transformer 12V/DC, 15-60W, IP65, dimmable

237mm
64mm
40,5mm

nominal power
active power

protection class
ambient temp.

170-250V AC
60 W

IP65
-25° - 40°

112327 | TransformerMW LPV 12V/DC, 0-100W, IP67

190mm
52mm
37mm

nominal power
active power

protection class
ambient temp.

90-264V AC
100 W

IP67
-25° - 70°

Transformer  12V IP65/IP67

http://www.isoled.shop/en/111185
http://www.isoled.shop/en/112425
http://www.isoled.shop/en/112327
http://www.isoled.shop/en/112325


213

CUSTOMISED LIGHT SOLUTIONS

112480 | LED transformer 12V/DC, 20-100W, IP65, dimmable

237mm
64mm
40,5mm

nominal power
active power

protection class
ambient temp.

170-250V AC
100 W

IP65
-25° - 40°

113348 | LED transformer 12V/DC, 0-200W, IP67, dimmable, SELV

250mm
73mm
41mm

nominal power
active power

protection class
ambient temp.

220-240V AC
200 W

IP67
-20° - 50°

Transformer  12V IP65/IP67

110

http://www.isoled.shop/en/112480
http://www.isoled.shop/en/113348
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111189 | LED transformer 24V/DC, 0-30W, IP66

165mm
32mm
24mm

nominal power
active power

protection class
ambient temp.

170-250V AC
30 W

IP66
-20° - 50°

111190 | LED transformer 24V/DC, 0-60W, IP66

200mm
43mm
32mm

nominal power
active power

protection class
ambient temp.

170-250V AC
60 W

IP66
-20° - 50°

113710 | LED transformer 24V/DC, 0-60W, IP66, SELV

297mm
30mm
17mm

nominal power
active power

protection class
ambient temp.

200-240V AC
60 W

IP66
-20° - 40°

114942 | LED PWM transformer 24V/DC, 0-60W, slim, Push/Dali-2 dimmable, IP67, SELV

290mm
30mm
21mm

nominal power protection class
ambient temp.

176-264V AC IP67
-25 - 50°C

Transformer 24V IP65/IP67

110

http://www.isoled.shop/en/111189
http://www.isoled.shop/en/113710
http://www.isoled.shop/en/114942
http://www.isoled.shop/en/111190
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112426 | LED transformer 24V/DC, 15-60W dimmable, IP65

237mm
64mm
41mm

nominal power
active power

protection class
ambient temp.

170-250V AC
60 W

IP65
-25° - 40°

114082 | LED transformer 24V/DC, 0-60W, IP67

166mm
42mm
34mm

nominal power
active power

protection class
ambient temp.

100-250V AC
60 W

IP67
-20° - 40°

111191 | LED transformer 24V/DC, 0-100W, IP66

294mm
43mm
32mm

nominal power
active power

protection class
ambient temp.

170-250V AC
100 W

IP66
-20° - 50°

114083 | LED transformer 24V/DC, 0-100W, IP67

190mm
52mm
37mm

nominal power
active power

protection class
ambient temp.

100-250V AC
100 W

IP67
-20° - 40°

Transformer 24V IP65/IP67

http://www.isoled.shop/en/112426
http://www.isoled.shop/en/111191
http://www.isoled.shop/en/114082
http://www.isoled.shop/en/114083
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114943 | LED PWM transformer 24V/DC, 0-100W, slim, Push/Dali-2 dimmable, IP67, SELV

320mm
30mm
21mm

nominal power protection class
ambient temp.

176-264V AC IP67
-25 - 50°C

112481 | LED transformer 24V/DC, 20-100W dimmable, IP65

237mm
64mm
40,5mm

nominal power
active power

protection class
ambient temp.

170-250V AC
100 W

IP65
-25° - 40°

114221 | LED transformer 24V/DC, 0-150W, IP65, slim

322,6mm
30mm
21,5mm

nominal power
active power

protection class
ambient temp.
service life

200-240V AC
150 W

IP65
-20° - 45°
30000 h L70|B10

111192 | LED transformer 24V/DC, 0-150W, IP66

314mm
43mm
32mm

nominal power
active power

protection class
ambient temp.

170-250V AC
150 W

IP66
-20° - 50°

Transformer 24V IP65/IP67

110

http://www.isoled.shop/en/114943
http://www.isoled.shop/en/114221
http://www.isoled.shop/en/111192
http://www.isoled.shop/en/112481
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112713 | LED transformer MW ELG-150-24B 24V/DC, 0-150W, 1-10V (60-150W) dimmable, IP67, SELV

219mm
63mm
36mm

nominal power
active power

protection class
ambient temp.

180-295V AC
150 W

IP67
-25° - 55°

113349 | LED PWM transformer 24V/DC, 10-200W dimmable, IP67, SELV

250mm
73mm
41mm

nominal power
active power

protection class
ambient temp.

220-240V AC
200 W

IP67
-20° - 50°

112712 | LED TransformerMW HLG240H-24B 24V/DC, 0-240W, 1-10V (100-240W) dimmable, IP67, SELV

245mm
68mm
39mm

nominal power
active power

protection class
ambient temp.

100-240V AC
240 W

IP67
-25° - 70°

113711 | LED transformer 24V/DC, 0-240W, 1-10V dimmable, IP67

251mm
68mm
38,5mm

nominal power
active power

protection class
ambient temp.

100-277V AC
240 W

IP67
-20° - 40°

Transformer 24V IP65/IP67

110

110

110

http://www.isoled.shop/en/112713
http://www.isoled.shop/en/112712
http://www.isoled.shop/en/113349
http://www.isoled.shop/en/113711
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CUSTOMISED LIGHT SOLUTIONS

114944 | LED PWM transformer 24V/DC, 0-240W, slim, Push/Dali-2 dimmable, IP67, SELV

395mm
30mm
21mm

nominal power protection class
ambient temp.

176-264V AC IP67
-25 - 50°C

113708 | LED transformer 24V/DC, 10-300W, IP66, SELV

369mm
72mm
38mm

nominal power
active power

protection class
ambient temp.

170-240V AC
300 W

IP66
-20° - 40°

113709 | LED transformer 24V/DC, 0-320W, IP67, SELV

226mm
74mm
38mm

nominal power
active power

protection class
ambient temp.

200-240V AC
320 W

IP67
-20° - 40°

114081 | LED PWM transformer 24V/DC, 0-400W, 1-10V dimmable, IP67, SELV

251mm
90mm
41,5mm

nominal power
active power

protection class
ambient temp.

100-240V AC
400 W

IP67
-20° - 40°

Transformer 24V IP65/IP67

110

110

http://www.isoled.shop/en/114944
http://www.isoled.shop/en/113709
http://www.isoled.shop/en/114081
http://www.isoled.shop/en/113708


NEW IN CATALOG

LED PWM transformer

DALI 2 standard

221

CUSTOMISED LIGHT SOLUTIONS

LED TRANSFORMERS

Transformer  
48V IP20 - IP67
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CUSTOMISED LIGHT SOLUTIONS

114945 | LED PWM transformer 48V/DC, 0-240W, slim, Push/Dali-2 dimmable, IP67, SELV

395mm
30mm
21mm

nominal power protection class
ambient temp.

176-264V AC IP67
-25 - 50°C

114353 | LED Top Hat Rail-transformer MW HDR-150-48, 43.2~55.2V DC, 0-150W, IP20

105mm
54,5mm
90mm

nominal power
active power

protection class
ambient temp.

85-264V AC
150 W

IP20
-30° - 45°

114222 | LED transformer 48V/DC, 0-250W, 1-10V dimmable, IP67

251mm
68mm
38,5mm

nominal power
active power

protection class
ambient temp.
service life

180-528V AC
250 W

IP67
-20° - 40°
100000 hL70|B10

114223 | LED transformer 48V/DC, 0-400W, 1-10V dimmable, IP67

251mm
90mm
41,5mm

nominal power
active power

protection class
ambient temp.
service life

180-528V AC
400 W

IP67
-20° - 40°
100000 hL70|B10

Transformer  48V IP20 - IP67

110

110

http://www.isoled.shop/en/114945
http://www.isoled.shop/en/114222
http://www.isoled.shop/en/114223
http://www.isoled.shop/en/114353
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“Innovative ideas, no standard sortiment  practical items, good quality.”
Feedback from customer survey 2019

Linear light lines with alu profiles   

installed in wood panels

Restaurant

Modern floor lighting

Homogenous lighting solutions with 
powerful Highend-LED-Technology



CUSTOMISED LIGHT SOLUTIONS
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LED PROFILES

Intelligent product design for 
In- and Outdoor

Premium PUR-Casting for absolute 
tightness (IP68) - possible for all 

profiles systems

Guaranteed quality with 
high-grade aluminium

Covers made of flame retardant 
polycarbonate

Customer-specific 
manufacturing

OEM production of individually  
designed aluminium profiles

WHITE/MATT  CLEAR FROSTED OPAL SATINED BLACK/MATT

CUSTOMISED LIGHT SOLUTIONS

76
LED ALUMINIUM PROFILES
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CUSTOMISED LIGHT SOLUTIONS
LED profiles

PAGE 235

UP to max. 9 mm
FLEX STRIP WIDTH

13-19 mm
FLEX STRIP WIDTH

PAGE 239

10 mm
FLEX STRIP WIDTH

20-21 mm
FLEX STRIP WIDTH

PAGE 259 PAGE 263 PAGE 273

PAGE 245

11 mm
FLEX STRIP WIDTH

FROM 22 mm
FLEX STRIP WIDTH

PAGE 247

12 mm
FLEX STRIP WIDTH

SURFACE-MOUNTING/  
RECESSED
PROFILES
PAGE 235  

CORNER 
PROFILES
PAGE 283

DRY WALL 
PROFILES
PAGE 291

LUMINAIRE 
PROFILES
PAGE 305
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CUSTOMISED LIGHT SOLUTIONS
LED profiles

PAGE 332
ACCESSIBLE AND  
DRIVABLE PROFILES

PAGE 340
FURNITURE PROFILES

PAGE 338
STAIR PROFILES

PAGE 337
FLEXIBLE PROFILES

SURFACE-MOUNTING/ 
RECESSED
PROFILES
PAGE 235  

SPECIAL 
PROFILES
PAGE 331 

TILE
PROFILES
PAGE 313

PROFILE
ACCESSORIES
PAGE 343

PROFILES FOR   
INDIRECT LIGHTING
PAGE 321
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CUSTOMISED LIGHT SOLUTIONS
LED profiles

The profiles for LED flex stripes are made from high quality anodised 
aluminium (corrosion-free) and are available in a  standard production 
range with a length of 2m. Special lengths up to 6m upon request.

The associated profile covers are made from break-proof and   
flame-retardant polycarbonate and conform to flammability classifi 
cati on UL94 V-2. They are available in: 

 » Opal/satin finished | milky – translucency 65% 

 » Frosted – translucency 75 %

 » White matt - translucency 75 %

 » Clear – translucency 85% 

 » Black matt - translucency 25% 

Profiles can be mounted on wooden stripes/panels, plasterboard, 
masonry, concrete, tiles, stone/granite/marble surfaces and of course 
metal surfaces. Suitable installation clips, profiles and springs, and 
cable suspensions (depending on the  profile system) are listed in 
the product details.

We recommend cleaning the profile surfaces thoroughly to ensure 
excellent adhesion of the self-adhesive LED flex stripes. Our 
professional products and select range of sealing materials and 
adhesives can be found in the accessories. 

IMPORTANT INFORMATION:
Lighting elements comprising LED flex stripes (with cables and  
technology), as well as aluminium profiles (with covers), can only 
be used and operated in environments with water and  moisture if 
they are sealed. 

Silicone, used to cover the connection junctions and seams, offers 
special protection. 

Pay attention to the Protection class of the LED-flex stripes – at 
least IP65!

Due to production and the regular replacement of tools, all 
profile dimensions and their cross-sections are subject to certain 
fluctuations. Please take the current valid dimensions from the 
information in our online shop or your oder confirmation.

LED ALU PROFILES
Heat-dissipating function
Mechanical protection
Maintaining the service life of LED flex stripes

From a minimum purchase quantity onwards, we produce  
aluminium profiles and plastic casings of the standard range  
with lengths of up to 6m and in the desired RAL color (powder 
coating).

Customer-specific assembly of aluminium profiles and  
production of lighting elements upon request. 

OEM PRODUCTION AND CUSTOMER-SPECIFIC 
ASSEMBLY
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CUSTOMISED LIGHT SOLUTIONS
LED profiles

SURFACE-MOUNTING PROFILES

6 mm 8 mm

SURF8
PAGE 237

SURF6
PAGE 236

10 mm 10 mm10 mm

SURF10
PAGE 244

MAXI AB-10
PAGE 240

MINI AB-10
PAGE 240

11 mm

SURF11
PAGE 246

12 mm 12 mm 12 mm 12 mm 12 mm

12 mm

12 mm

SURF12
PAGE 251

SURF12  
BORDERLESS 
FLAT
PAGE 252

PURE12 S
PAGE 253

SURF12 FLAT
PAGE 248

SURF12 RAIL
PAGE 250

SURF12 FLAT
BORDERLESS 
PAGE 249

SURF12 HIDDEN
PAGE 257

14 mm 16 mm

PURE14 S
PAGE 260

SURF16 
PAGE 262

20 mm 20 mm 20 mm

IL-ALU 20
PAGE 264

WING20
PAGE 267

WING20 MINI
PAGE 266

24 mm 24 mm

SURF24
PAGE 278

SURF24 FLAT
PAGE 274

Due to production and the regular replacement of tools, all profile dimensions and their cross-sections are subject to certain fluctuati-
ons. Please take the current valid dimensions from the information in our online shop or your oder confirmation.

OVERVIEW
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CUSTOMISED LIGHT SOLUTIONS
LED profiles

CORNER PROFILES

PROFILES RECESSED

10 mm 10 mm

MAXI EB-10
PAGE 241

MINI EB-10
PAGE 242

12 mm 12 mm 12 mm

DIVE12 FLAT
PAGE 254

DIVE12
PAGE 255

PURE12 D
PAGE 256

14 mm

PURE14 D
PAGE 261

14 mm

PURE14 D
PAGE 261

20 mm 20 mm

IL-ALU 20
PAGE 265

WING20 MINI 
FLANGE 
PAGE 268

20 mm

WING20 FLANGE
PAGE 269

24 mm 24 mm

DIVE24 FLAT
PAGE 276

DIVE24
PAGE 280

13 mm10 mm 11 mm10 mm 12 mm 12 mm

20 mm 20 mm

CORNER13
PAGE 289

CORNER12 
PAGE 288

CORNER12 
BORDERLESS
PAGE 287

CORNER20
PAGE 307

CORNER22
PAGE 290

CORNER11N 
PAGE 286

CORNER10 SLIM 
PAGE 285

CORNER10
PAGE 284

NEW

NEW

Due to production and the regular replacement of tools, all profile dimensions and their cross-sections are subject to certain fluctuati-
ons. Please take the current valid dimensions from the information in our online shop or your oder confirmation.
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CUSTOMISED LIGHT SOLUTIONS
LED profiles

LUMINAIRE PROFILES

PROFILES FOR INDIRECT LIGHTING

DRY WALL PROFILES

6 mm 14 mm11 mm

21 mm

14 mm

12 mm

14 mm

11 mm

20 mm

11 mm 12 mm

SHADOW GAP 8
PAGE 292

SHADOW GAP 
40 & 80
PAGE 293

FINISH
PAGE 294

T-PROFILE 14
PAGE 295

INTERNAL  
CORNER
PAGE 298

PLANAR
PAGE 302

T-PROFILE 20
PAGE 296

EXTERNAL  
CORNER
PAGE 299

DOUBLE  CURVE
PAGE 303

CEILING 21
PAGE 300

SINGLE  CURVE
PAGE 304

30 mm20 mm

CORNER20
PAGE 307

LAMP40
PAGE 310

LAMP35 EDGE
PAGE 309

LAMP30
PAGE 308

35 mm 40 mm

NEW NEW

NEW

Due to production and the regular replacement of tools, all profile dimensions and their cross-sections are subject to certain fluctuati-
ons. Please take the current valid dimensions from the information in our online shop or your oder confirmation.

16 mm 14-16 mm

12-14 mm16 mm

16 mm 16 mm12 mm 13 mm

HIDE ASYNC
PAGE 327

2SIDE
PAGE 322

HIDE  TRIANGLE
PAGE 326

HIDE ANGLE
PAGE 328

HIDE SINGLE
PAGE 324

BACKLIGHT3 
PAGE 323

HIDE BOTTOM
PAGE 329

HIDE DOUBLE 
PAGE 325
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CUSTOMISED LIGHT SOLUTIONS
LED profiles

10 mm 10 mm 13 mm 6 mm 6 mm

GROUND-IN10
PAGE 334

LED LIGHT STRIPES
OUTDOOR
PREMIUM PUR-FULLY CAST

PAGE 332

GROUND-OUT10
PAGE 335

FURNIT6 S
PAGE 340

FURNIT6 D
PAGE 341

STAIRS13
PAGE 338

COOLING  
STRIPES 14
PAGE 336

SURF15 FLEX
PAGE 337

TILE PROFILES

FLEXIBLE PROFILES

SPECIAL PROFILES

14 mm 15 mm

46,5 CM | 96,5 CM

dynamic white
IP67 | 24 V

46,5 CM | 96,5 CM

RGB
IP67 | 24 V

Due to production and the regular replacement of tools, all profile dimensions and their cross-sections are subject to certain fluctuati-
ons. Please take the current valid dimensions from the information in our online shop or your oder confirmation.

12 mm 12 mm 12 mm 8 mm12 mm 10 mm

INTERNAL  
CORNER
PAGE 316

UP8
PAGE 318

EXTERNAL  
CORNER
PAGE 317

UP10
PAGE 319

FINISH
PAGE 314

T-PROFILE
PAGE 315
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CUSTOMISED LIGHT SOLUTIONS
LED profiles

Excellent properties for  
sustainable added value!

 » Sealing: Protection class IP67

 » Salt/chlorine/fuel/solvents/UV-resistance

 » High temperature resistance

 » High stone chip and abrasion resistance

 » No yellowing

 » accessible and drivable

 » NO heat accumulation on the LED strip

Multilevel Full casting process
In order to be able to operate linear LED lighting concepts  
safely and trouble-free in wet cells, damp rooms, outdoor areas 
and especially under water, at least protection class IP67 must 
be guaranteed.

Absolutely waterproof
We achieve this absolute waterproofness with the fully cast  LED 
aluminium profiles with synthetic resin (PUR - polyurethane). In 
a unique process, liquid two-component PUR is fed with extre-
me precision in six layers directly into the profile (in the case of 
3-component PUR coloring - e.g. opal). The multi-step application 
of the heated resin prevents air bubbles, inclusions and cracks..

Protection for Chip and Electronics
The resin covers the LED Flex stripes, the connection cabling  
as well as the total inside space of the profile and is flush with 
the top and side edges. The linear LED light component is now 
sealed and absolutely waterproof. Further advantages are the  
protection of the LED chips and the electronics as well as the  
reduction of the mechanical voltage of the aluminium profile.

PREMIUM PUR-FULLY 
CAST
LED LIGHT STRIPES  
WITH IP67 PROTECTION

IP67

LED LIGHT STRIPES
OUTDOOR
PREMIUM PUR-FULLY CAST

PAGE 332

Fully cast for  
all LED Profilsystems
On request, we can assemble any aluminium profile  
with LED flex stripes and cabling and fully cast in a mul-
tistage process with PREMIUM PUR (up to profile length 
of max. 5.5 m). Depending on the thickness and the  
color (transparent or opal satined)  of the full potting, a 
different light transmission is achieved.

REQUEST NOW!
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CUSTOMISED LIGHT SOLUTIONS
LED profiles

CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/recessed profi les 12 mm fl ex stripes width

248

 SURF12 FLAT  
 LED surface mounted profi le

max. 
12 mm

Cooling mass: 79 g/m | The SURF12 FLAT has a particularly slim design, is designed for LED fl ex stripes 
with a maximum width of 12 mm and can be used in conjunction with the TUNNEL cable port as a 
stand-alone hanging light with cable suspension (alternatively with mounting clips/springs).

CUSTOMER-SPECIFIC MANUFACTURING & OEM 
PRODUCTION OF INDIVIDUALLY DESIGNED 
ALUMINIUM PROFILES
Up to 6 m | RAL colors

200 CM | 55O CM 

65 %

85 %

25 % 

LED PENDANT LIGHT 
LED LIGHT WITH CABLE 

PORT

COVER 1

COVER 2

COVER 32

CABLE LOCK

PROFILE

INSTALLATION

12,40 mm
16,80 mm

5,91 
mm

5,11 
mm

2 m 112805
5,5 m 113093
2 m 113079
2 m 113175

FIXING STRIP
2 m 113640
10 cm 113641

END CAPS
PVC

EC1 112806 | Cable EC2 112832
EC1W 113083 | Cable EC2W 113084
EC1B 113209 | cable EC2B 113208

CONNECTOR
90° 113433
180° 113432

END CAP EC3
Aluminum 112803

ACCESSORIES
Installation spring 112546
Joint gripper 112540
Cable suspension

112539
114384
114383

INSTALLATION CLIP
112535
115265
115264

PROFILE

COVERS & END CAPS

LED LIGHT | LED PENDANT LIGHT

COVER 1
65 % | opal/satined

2 m 112867
2,5 m 113095
6 m 113644

CABLE LOCK
2 m 112528
2 m 113180
2 m 113181

COVER 2
85% | clear

2 m 112866

COVER 32
25 % | black/matt

2 m 114362
6 m 114363

SILVER BLACK RAL 9005WHITE RAL 9010

Profile names

available colors

Product description

      ALU profile +  
 accessories

Cover + end caps

Cable port + accessories

Manufacturing & OEM

Product overview

Product with dimensions

Areas of application

Maximum usable  
width of the LED 
flex stripes

max. 
12 mm

The accessories referred to  
here can be used directly  
for the installation of this 

profile.

Covers are positioned  
horizontally with the  
matching end caps. 

The accessories referred 
to  here can only be used 

in conjunction 
with the cable port.

Orientation guide / edge marking

PVC Covers Overview

WHITE/MATT  
75 %

CLEAR
85 %

FROSTED
75 %

OPAL SATINED 
65 %

BLACK/MATT
25 % 
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CUSTOMISED LIGHT SOLUTIONS

6 mm 8 mm

SURF8
PAGE 237

SURF6
PAGE 236

LED PROFILES

Surface-mounting/  
Recessed profiles 

Up to max. 9 mm
FLEX STRIP WIDTH



CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/  Recessed profiles up to  max. 9 mm flex strip width 
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7,8 mm
6,2 mm

7 mm

5,8 mm

SURF6 
LED surface mounted profile

max. 
6 mm

Cooling mass: 45 g/m | Especially narrow and flat LED alu profile, which is ideal for integrating in tile designs 
due to its dimensions (7.8 x 7 mm - b x h). 

For installation in wet and outdoor areas: PC cover + cooling stripes + silicone end caps |  
IMPORTANT: in addition professionally seal with silicone!

Customer-specific manufacturing & OEM production 
of individually designed aluminium profiles
Up to 6 m | RAL colors

2 m 113634
2 m 114785

END CAPS
COVER 24 | silicone

EC64 113636 |  Cable EC65 113637

PROFILE

COVERS & END CAPS
COVER 24
65 % | opal/satined

2 m 113648
6 m 113649

SILVER

200 cm

65 %

COVER 24

PROFILE

max. 6 mm

BLACK RAL 9005

http://www.isoled.shop/en/113634.html
http://www.isoled.shop/en/114785.html
http://www.isoled.shop/en/113648.html
http://www.isoled.shop/en/113649.html
http://www.isoled.shop/en/113636.html


CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/  Recessed profiles up to  max. 9 mm flex strip width 
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200 CM

65 %

25 % 

COVER 23

COVER 34

PROFILE

2 m 113630 
2 m 114358

END CAP
COVER 24 | silicone

EC62 113631 |  Cable  EC63 113632

INSTALLATION CLIP 113633

PROFILE

COVERS & END CAPS
COVER 23
65 % | opal/satined

2 m 113653
6 m 113654

COVER 34
25 % | black/matt

2 m 114366
6 m 114367

10 mm
8 mm

9,2 
mm

8,2 
mm

SURF8 
LED surface mounted profile

max. 
8 mm

Cooling mass: 60 g/m | Due to the small dimensions (10 x 9.2 mm - w x h), this LED aluminium profile is 
particularly suitable for installation in furniture. It can be inserted in the pre-milled cutouts. The cover (opal 
/ 65% translucency) covers the edges of the profile -> you can see only the linear line of light.

Customer-specific manufacturing & OEM production of 
individually designed aluminium profiles
Up to 6 m | RAL colors

SILVER BLACK RAL 9005

http://www.isoled.shop/en/113630.html
http://www.isoled.shop/en/114358.html
http://www.isoled.shop/en/113653.html
http://www.isoled.shop/en/113654.html
http://www.isoled.shop/en/114366.html
http://www.isoled.shop/en/114367.html
http://www.isoled.shop/en/113631.html
http://www.isoled.shop/en/113633.html
http://www.isoled.shop/en/113632.html
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CUSTOMISED LIGHT SOLUTIONS

10 mm 10 mm

MAXI EB-10
PAGE 241

MINI EB-10
PAGE 242

10 mm 10 mm10 mm

SURF10
PAGE 244

MAXI AB-10
PAGE 240

MINI AB-10
PAGE 240

LED PROFILES

Surface-mounting/ 
profiles recessed 

10 mm
FLEX STRIP WIDTH



CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/ profiles recessed 10 mm flex strip width
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max. 
10 mm

Cooling mass: 81 g/m | The surface-mounting profile MINI-AB10 is very flat with only 6 mm external 
height and designed for LED flex stripes with max. 10 mm width. The low interior height allows the  
installation and use of the LED Touch Dimmer for controlling the LED flex stripes (on/off, continuous 
dimming). Clear cover with linear lens available.

MINI-AB10  
LED surface mounted profile

200 CM

85 %

75 %

65 %

85 %

COVER CLEAR

COVER MILKY SMOOTH

COVER WHITE

COVER LINEAR LENS

PROFILE

BETTER PRICE / PERFORMANCE RATIO:
SURF12 FLAT- PAGE 248

SILVER WHITE RAL 9010

2 m 111359
2 m 112509

INSTALLATION CLIP 111389

PROFILE

COVERS & END CAPS

LED PENDANT LIGHT
Cable suspension 111405
Joint gripper 112540

END CAPS 
PVC

111380 |  Cable 111381
Power supply 111391

COVER CLEAR
85 % 

2 m 111369

COVER WHITE
65 %

2 m 112349

COVER MILKY SMOOTH
75 % 

2 m 111368

COVER LINEAR LENS
85% | clear

2 m 111739

11,2 mm
15,2 mm

6 
mm

5,24
mm

http://www.isoled.shop/en/111369.html
http://www.isoled.shop/en/111359.html
http://www.isoled.shop/en/112509.html
http://www.isoled.shop/en/111389.html
http://www.isoled.shop/en/111380.html
http://www.isoled.shop/en/111381.html
http://www.isoled.shop/en/111391.html
http://www.isoled.shop/en/111368.html
http://www.isoled.shop/en/112349.html
http://www.isoled.shop/en/111739.html
http://www.isoled.shop/en/111405.html
http://www.isoled.shop/en/112540.html


CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/ profiles recessed 10 mm flex strip width
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200 CM

85 %

75 %

65 %

 85 %

COVER CLEAR

COVER MILKY SMOOTH

COVER WHITE

COVER LINEAR LENS

BETTER PRICE / PERFORMANCE RATIO:
SURF12 - PAGE 251

PROFILE

SILVER WHITE RAL 9010

2 m 111361
2 m 112510

INSTALLATION CLIP 111389

PROFILE

COVERS & END CAPS

LED PENDANT LIGHT
Cable suspension 111405
Joint gripper 112540

END CAPS
PVC

111374 |  Cable 111375
Power supply 111390

COVER CLEAR
85 % 

2 m 111369

COVER WHITE
65 % 

2 m 112349

COVER MILKY SMOOTH
75 % 

2 m 111368

COVER LINEAR LENS
85% | clear

2 m 111739

MAXI-AB10  
LED surface mounted profile

max. 
10 mm

Cooling mass: 142 g/m | The surface-mounting profile MAXI-AB10 can be used as a mounting and  
recessed profile for LED flex stripes with max. 10 mm width. The cover is available in four finishes:  clear, 
opal/satin smooth, white and with linear lens (clear). The covers are clicked into the profile and close flush.

11,2 mm
16 mm

12 mm

http://www.isoled.shop/en/112540.html
http://www.isoled.shop/en/111405.html
http://www.isoled.shop/en/111739.html
http://www.isoled.shop/en/112349.html
http://www.isoled.shop/en/111368.html
http://www.isoled.shop/en/111369.html
http://www.isoled.shop/en/112510.html
http://www.isoled.shop/en/111361.html
http://www.isoled.shop/en/111389.html
http://www.isoled.shop/en/111374.html
http://www.isoled.shop/en/111390.html
http://www.isoled.shop/en/111375.html


CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/ profiles recessed 10 mm flex strip width
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MINI-EB10  
LED profiles recessed

SILVER

max. 
10 mm

Cooling mass: 87 g/m | The MINI-EB10 is a recessed profile for LED flex stripes with max. 10 mm  width. 
It is very flat with 6 mm external height and can be equipped with an LED touch dimmer to control the LED 
flex stripes (on/off switching, continuously variable dimming). Covers available in four designs (also with 
linear lens).

BETTER PRICE / PERFORMANCE RATIO:
DIVE12 FLAT - PAGE 254

COVER CLEAR
85 % 

2 m 111369

COVER WHITE
65 %

2 m 112349

COVER MILKY SMOOTH
75 % 

2 m 111368

COVER LINEAR LENS
85% | clear

2 m 1117396 
mm 4,94 

mm
5,04 
mm

11,2 mm
15,26 mm

22 mm

200 CM

COVER CLEAR | 85 %

COVER MILKY SMOOTH 
75%

COVER WHITE | 65 %

COVER LINEAR LENS 
CLEAR | 85%

COVER

COVER

COVER

COVER

PROFILE

2 m 111360 INSTALLATION CLIP 111389

PROFILE

COVERS & END CAPS
END CAPS U1/U2/U3
PVC

111382 |  Cable 111383

http://www.isoled.shop/en/111360.html
http://www.isoled.shop/en/111389.html
http://www.isoled.shop/en/111369.html
http://www.isoled.shop/en/111382.html
http://www.isoled.shop/en/111383.html
http://www.isoled.shop/en/111368.html
http://www.isoled.shop/en/112349.html
http://www.isoled.shop/en/111739.html


CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/ profiles recessed 10 mm flex strip width
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SILVER

MAXI-EB10  
LED profiles recessed

max. 
10 mm

Cooling mass: 154 g/m | The recessed profile MAXI-EB10 has twice the height of the MINI-EB10 and  is 
the same in design. Basically, the MAXI-EB10 is a small and compact aluminium profile that can be used 
in interior design as well as in furniture and kitchen construction. Available with four different covers: clear, 
opal, white or with linear lens.

COVERS & END CAPS

BETTER PRICE / PERFORMANCE RATIO:
DIVE12 - PAGE 255

COVER CLEAR
85 % 

2 m 111369

COVER WHITE
65 % 

2 m 112349

COVER MILKY SMOOTH
75 % 

2 m 111368

COVER LINEAR LENS
85% | clear

2 m 111739

200 CM

85 %

75 %

65 %

85 %

COVER

PROFILE

COVER

COVER

COVER

11,2 mm
16 mm
22 mm

12,2 
mm

11,2 
mm

2 m 111362 INSTALLATION CLIP 111389

PROFILE

END CAPS
PVC

111376 |  Cable 111377

http://www.isoled.shop/en/111739.html
http://www.isoled.shop/en/112349.html
http://www.isoled.shop/en/111368.html
http://www.isoled.shop/en/111369.html
http://www.isoled.shop/en/111376.html
http://www.isoled.shop/en/111377.html
http://www.isoled.shop/en/111389.html
http://www.isoled.shop/en/111362.html


11,46 mm

13,4 mm
10 mm

34,32 mm

SURF10  
LED surface mounted profile

max. 
10 mm

Cooling mass: 95 g/m | The surface-mounting profile Surf10 can be used as a surface-mounting and 
recessed profile for LED flex stripes with max. 10 mm width. The cover is available in opal/ satined  
(65 % translucence) or black/matt (25 % translucence). The cover is level with the profile. Only the LED light 
strip is visible.

CUSTOMER-SPECIFIC MANUFACTURING & OEM PRODUC-
TION OF INDIVIDUALLY DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

2 m 114782
 2 m 115260
2 m 114783

END CAPS
COVER 43/44 | PVC

EC81 114765 |  Cable EC82 114767
EC81W 115266
EC81B 114766 |  Cable EC82B 114768

PROFILE

COVERS & END CAPS
COVER 43
65 % | opal/satined

2 m 114742

COVER 44
25 % | black/matt

2 m 114743

SILVER

200 CM

65 %

25 %

COVER 43

COVER 44

PROFILE

CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/ profiles recessed 10 mm flex strip width
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BLACK RAL 9005

INSTALLATION CLIP 114777

http://www.isoled.shop/en/114782.html
http://www.isoled.shop/en/115260.html
http://www.isoled.shop/en/114783.html
http://www.isoled.shop/en/114777.html
http://www.isoled.shop/en/114742.html
http://www.isoled.shop/en/114743.html
http://www.isoled.shop/en/114766.html
http://www.isoled.shop/en/115266.html
http://www.isoled.shop/en/114765.html
http://www.isoled.shop/en/114767.html
http://www.isoled.shop/en/114768.html
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CUSTOMISED LIGHT SOLUTIONS

11 mm

SURF11
PAGE 246

LED PROFILES

Surface-mounting/ 
profiles recessed 

11 mm
FLEX STRIP WIDTH



CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/ profiles recessed 11 mm flex stripes width
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25,90 mm

11,50 mm
15,80 mm

6,0
mm

5,06 
mm

17,51 mm

SURF11  
LED surface mounted profile

max. 
11 mm

Cooling mass: 117 g/m | The SURF11 has an ultra-flat design, is designed for LED flex stripes with a  
maximum width of 11 mm and is used universally in interiors. Due to the small dimensions and the  low 
weight, it is also for example ideal for residential and office rooms, retail as well as hotel/catering.

CUSTOMER-SPECIFIC MANUFACTURING & OEM PRODUCTION 
OF INDIVIDUALLY DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

2 m 112795

END CAPS
COVER 8/9 | PVC

EC39 112788 |  Cable EC40 112790

PROFILE

COVERS & END CAPS
COVER 8
65 % | opal/satined

2 m 112875
3 m 113097
6 m 114361

COVER 9
85% | clear

2 m 112874

SILVER

200 CM

65 %

85 %

COVER 8

COVER 9

PROFILE

http://www.isoled.shop/en/112795.html
http://www.isoled.shop/en/112875.html
http://www.isoled.shop/en/113097.html
http://www.isoled.shop/en/114361.html
http://www.isoled.shop/en/112788.html
http://www.isoled.shop/en/112790.html
http://www.isoled.shop/en/112874.html
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CUSTOMISED LIGHT SOLUTIONS

12 mm 12 mm 12 mm 12 mm

12 mm 12 mm

12 mm

SURF12
PAGE 251

SURF12   
BORDERLESS 
FLAT
PAGE 252

PURE12 S
PAGE 253

SURF12 FLAT
PAGE 248

SURF12 RAIL
PAGE 250

SURF12 FLAT
BORDERLESS 
PAGE 249

SURF12 HIDDEN
PAGE 257

12 mm 12 mm 12 mm

DIVE12 FLAT
PAGE 254

DIVE12
PAGE 255

PURE12 D
PAGE 256

LED PROFILES

Surface-mounting/
recessed profiles 

12 mm
FLEX STRIP WIDTH



CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/recessed profiles 12 mm flex stripes width
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SURF12 FLAT  
LED surface mounted profile

max. 
12 mm

Cooling mass: 79 g/m | The SURF12 FLAT has a particularly slim design, is designed for LED flex stripes 
with a maximum width of 12 mm and can be used in conjunction with the TUNNEL cable port as a 
stand-alone hanging light with cable suspension (alternatively with installation clips/springs).

CUSTOMER-SPECIFIC MANUFACTURING & OEM 
PRODUCTION OF INDIVIDUALLY DESIGNED  
ALUMINIUM PROFILES
Up to 6 m | RAL colors

200 CM | 55O CM 

65 %

85 %

25 % 

LED PENDANT LIGHT 
LED LIGHT WITH CABLE 

PORT

COVER 1

COVER 2

COVER 32

CABLE LOCK

PROFILE

INSTALLATION

12,40 mm
16,80 mm

5,91 
mm

5,11 
mm

2 m 112805
5,5 m 113093
2 m 113079
2 m 113175

MOUNTING BAR
2 m 113640
10 cm 113641

END CAPS
PVC

EC1 112806 | Cable EC2 112832
EC1W 113083 | Cable EC2W 113084
EC1B 113209 | Cable EC2B 113208

CONNECTOR
90° 113433
180° 113432

END CAP EC3
Aluminum 112803

ACCESSORIES
Installation spring 112546
Joint gripper 112540
Cable suspension

112539
114384
114383

INSTALLATION CLIP
112535
115265
115264

PROFILE

COVERS & END CAPS

LED LIGHT | LED PENDANT LIGHT

COVER 1
65 % | opal/satined

2 m 112867
2,5 m 113095
6 m 113644

CABLE LOCK
2 m 112528
2 m 113180
2 m 113181

COVER 2
85% | clear

2 m 112866

COVER 32
25 % | black/matt

2 m 114362
6 m 114363

SILVER BLACK RAL 9005WHITE RAL 9010

http://www.isoled.shop/en/115264.html
http://www.isoled.shop/en/112805.html
http://www.isoled.shop/en/113093.html
http://www.isoled.shop/en/113079.html
http://www.isoled.shop/en/113175.html
http://www.isoled.shop/en/115265.html
http://www.isoled.shop/en/112535.html
http://www.isoled.shop/en/113640.html
http://www.isoled.shop/en/113641.html
http://www.isoled.shop/en/112867.html
http://www.isoled.shop/en/113095.html
http://www.isoled.shop/en/113644.html
http://www.isoled.shop/en/112806.html
http://www.isoled.shop/en/113083.html
http://www.isoled.shop/en/113209.html
http://www.isoled.shop/en/113208.html
http://www.isoled.shop/en/112832.html
http://www.isoled.shop/en/113084.html
http://www.isoled.shop/en/112866.html
http://www.isoled.shop/en/114362.html
http://www.isoled.shop/en/114363.html
http://www.isoled.shop/en/113433.html
http://www.isoled.shop/en/112528.html
http://www.isoled.shop/en/113180.html
http://www.isoled.shop/en/113181.html
http://www.isoled.shop/en/113432.html
http://www.isoled.shop/en/112803.html
http://www.isoled.shop/en/112546.html
http://www.isoled.shop/en/112540.html
http://www.isoled.shop/en/112539.html
http://www.isoled.shop/en/114384.html
http://www.isoled.shop/en/114383.html


CUSTOMISED LIGHT SOLUTIONS
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SURF12 BORDERLESS FLAT
LED surface mounted profile

max. 
12 mm

Cooling mass: 65 g/m | The SURF12 BORDERLESS FLAT is compatible with three different plastic covers 
(PC): flat, high (both square) or round. All three covers enclose the aluminium profile so that the linear LED 
light line remains visible in the foreground after installation.

CUSTOMER-SPECIFIC MANUFACTURING & OEM PRODUCTION  
OF INDIVIDUALLY DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

200 CM

65 %

65 %

65 %

COVER 3

COVER 4

COVER 5

PROFILE

12,49 mm
16,80 mm

5,23 mm
4,26 mm 6,0

mm

INSTALLATION CLIP
112535
115265
115264

LED LIGHT | LED PENDANT LIGHT

2 m 112785

END CAPS
COVER 3 | PVC

EC35 112784 | Cable EC36 112794

END CAPS
COVER 4 | PVC

On request

END CAPS
COVER 5 | PVC

EC37 112786 | Cable EC38 112787

PROFILE

COVERS & END CAPS
COVER 3
65 % | opal/satined

2 m 112868
3 m 113096
6 m 113645

COVER 4
65 % | opal/satined

2 m 112869

COVER 5
65 % | opal/satined

2 m 112870

SILVER

http://www.isoled.shop/en/112870.html
http://www.isoled.shop/en/112869.html
http://www.isoled.shop/en/112868.html
http://www.isoled.shop/en/113096.html
http://www.isoled.shop/en/113645.html
http://www.isoled.shop/en/112784.html
http://www.isoled.shop/en/112794.html
http://www.isoled.shop/en/115264.html
http://www.isoled.shop/en/112785.html
http://www.isoled.shop/en/115265.html
http://www.isoled.shop/en/112535.html
http://www.isoled.shop/en/112786.html
http://www.isoled.shop/en/112787.html


CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/recessed profiles 12 mm flex stripes width
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16,80 mm
12,49 mm

7,09 
mm

4,21 
mm

SURF12 RAIL  
LED surface mounted profile

max. 
12 mm

Cooling mass: 100 g/m | The SURF12 RAIL is designed very flat, for LED flex stripes with max. 12 mm  and 
can be equipped with three different covers. In combination with the cable port TUNNEL (Item no. 112528) 
can be used also as independent LED hanging light with cable suspension (alternatively with installation 
clips/springs).

CUSTOMER-SPECIFIC MANUFACTURING & OEM  
PRODUCTION OF INDIVIDUALLY DESIGNED  
ALUMINIUM PROFILES
Up to 6 m | RAL colors

SILVER

200 CM

65 %

65 %

85 %

LED PENDANT LIGHT 
LED LIGHT WITH CABLE 

PORT

COVER 3

COVER 4

COVER 4

CABLE LOCK

PROFILE

INSTALLATION

END CAPS
COVER 3 | PVC

On request

END CAPS
COVER 4 | PVC

EC16 112531 | Cable EC17 112530

END CAPS
COVER 5 | PVC

EC19 112543 | Cable EC20 112544

COVERS & END CAPS
COVER 3
65 % | opal/satined

2 m 112868
3 m 113096
6 m 113645

COVER 4
65 % | opal/satined

2 m 112869

COVER 5
65 % | opal/satined

2 m 112870

2 m 112818
PROFILE

CONNECTOR
90° 113433
180° 113432

END CAP
C.3 EC
C.4 EC18 ALU 112532
C.5 EC21 ALU 112534

LED LIGHT | LED PENDANT LIGHT
CABLE LOCK

2 m 112528
ACCESSORIES
Installation spring 112546
Joint gripper 112540

Cable suspension
112539
114384
114383

MOUNTING BAR
2 m 113640    10 cm 113641
CONNECTOR
90° 113435     180° 113434

INSTALLATION CLIP
112535
115265
115264

http://www.isoled.shop/en/112818.html
http://www.isoled.shop/en/112535.html
http://www.isoled.shop/en/115265.html
http://www.isoled.shop/en/115264.html
http://www.isoled.shop/en/113435.html
http://www.isoled.shop/en/113434.html
http://www.isoled.shop/en/113641.html
http://www.isoled.shop/en/113640.html
http://www.isoled.shop/en/112868.html
http://www.isoled.shop/en/113096.html
http://www.isoled.shop/en/113645.html
http://www.isoled.shop/en/112869.html
http://www.isoled.shop/en/112531.html
http://www.isoled.shop/en/112530.html
http://www.isoled.shop/en/112870.html
http://www.isoled.shop/en/112543.html
http://www.isoled.shop/en/112544.html
http://www.isoled.shop/en/112528.html
http://www.isoled.shop/en/113433.html
http://www.isoled.shop/en/113432.html
http://www.isoled.shop/en/112546.html
http://www.isoled.shop/en/112540.html
http://www.isoled.shop/en/112539.html
http://www.isoled.shop/en/114384.html
http://www.isoled.shop/en/114383.html
http://www.isoled.shop/en/112532.html
http://www.isoled.shop/en/112534.html


CUSTOMISED LIGHT SOLUTIONS
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12,40 mm
16,80 mm

13,01 mm

SURF12  
LED surface mounted profile

max. 
12 mm

Cooling mass: 138 g/m | The SURF12 surface-mounting profile can be connected to the TUNNEL  cable 
portwith a click (can be installed with cable suspension or installation clips/springs). The cover is  available 
in opal/satin (65% translucency), clear (85% translucency) or black/matt (25% translucency).  The SURF12 is 
designed for LED flex stripes with a maximum of 12 mm.

CUSTOMER-SPECIFIC MANUFACTURING & OEM PRODUCTION OF 
INDIVIDUALLY DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

200 CM | 55O CM

65 %

85 %

25 %

LED PENDANT LIGHT 
LED LIGHT WITH CABLE 
PORT

COVER 1

INSTALLATION

COVER 2

COVER 32

CABLE LOCK

PROFILE
2 m 112809
5,5 m 113094

2 m 113080

2 m 113176

END CAPS
PVC

EC4 112835 | Cable EC5 112807
EC4W 113087 | Cable EC5W 113088
EC4B 113210 | Cable EC5B 113211

CONNECTOR
90° 113433
180° 113432

END CAP EC6
ALU 112833

PROFILE

COVERS & END CAPS

LED LIGHT | LED PENDANT LIGHT

COVER 1
65 % | opal/satined

2 m 112867
2,5 m 113095
6 m 113644

CABLE LOCK
2 m 112528
2 m 113180
2 m 113181

COVER 2
85% | clear

2 m 112866

SILVER BLACK RAL 9005WHITE RAL 9010

COVER 32
25 % | black/matt

2 m 114362
6 m 114363

ACCESSORIES
Installation spring 112546
Joint gripper 112540

Cable suspension
112539
114384
114383

ACCESSORIES
Installation spring 112546
Joint gripper 112540

Cable suspension
112539
114384
114383

MOUNTING BAR
2 m 113640
10 cm 113641

INSTALLATION CLIP
112535
115265
115264

http://www.isoled.shop/en/112528.html
http://www.isoled.shop/en/113180.html
http://www.isoled.shop/en/113181.html
http://www.isoled.shop/en/114363.html
http://www.isoled.shop/en/114362.html
http://www.isoled.shop/en/112866.html
http://www.isoled.shop/en/113644.html
http://www.isoled.shop/en/112867.html
http://www.isoled.shop/en/113176.html
http://www.isoled.shop/en/113080.html
http://www.isoled.shop/en/113094.html
http://www.isoled.shop/en/112809.html
http://www.isoled.shop/en/112535.html
http://www.isoled.shop/en/115265.html
http://www.isoled.shop/en/115264.html
http://www.isoled.shop/en/113641.html
http://www.isoled.shop/en/113640.html
http://www.isoled.shop/en/113095.html
http://www.isoled.shop/en/112835.html
http://www.isoled.shop/en/113087.html
http://www.isoled.shop/en/113210.html
http://www.isoled.shop/en/113211.html
http://www.isoled.shop/en/113088.html
http://www.isoled.shop/en/112807.html
http://www.isoled.shop/en/113433.html
http://www.isoled.shop/en/112546.html
http://www.isoled.shop/en/112540.html
http://www.isoled.shop/en/112539.html
http://www.isoled.shop/en/114384.html
http://www.isoled.shop/en/114383.html
http://www.isoled.shop/en/112833.html
http://www.isoled.shop/en/113432.html


CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/recessed profiles 12 mm flex stripes width
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16,80 mm
12,40 mm

12,41 mm

SURF12 BORDERLESS  
LED surface mounted profile

max. 
12 mm

Cooling mass: 125 g/m | The SURF12 BORDERLESS is compatible with three different plastic covers (PC): 
flat, high (both square) or round. All three covers enclose the aluminium profile so that the linear LED light 
line remains visible in the foreground after installation.

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

SILVER BLACK RAL 9005WHITE RAL 9010

200 CM

65 %

65 %

85 %

LED PENDANT LIGHT 
LED LIGHT WITH CABLE 

PORT

COVER 3

COVER 4

COVER 5

CABLE LOCK

PROFILE

INSTALLATION

END CAPS
COVER 3 | PVC

EC10 112542 | Cable EC11 112541
EC10W 113212 | Cable EC11W 113214
EC10B 113213 | Cable EC11B 113215

END CAPS
COVER 4 | PVC

On request

END CAPS
COVER 5 | PVC

EC13 112837 | Cable EC14 112816
EC13W 113216 | Cable EC14W 113218
EC13B 113217 | Cable EC14B 113219

COVERS & END CAPS
COVER 3
65 % | opal/satined

2 m 112868
3 m 113096
6 m 113645

COVER 4
65 % | opal/satined

2 m 112869

COVER 5
65 % | opal/satined

2 m 112870

PROFILE

CONNECTOR
90° 113433
180° 113432

END CAP
C.3 EC12 ALU 112533

C.4 EC On request

C.5 EC15 ALU 112815

LED LIGHT | LED PENDANT LIGHT
CABLE LOCK

2 m 112528
2 m 113180
2 m 113181

2 m 112802

2 m 113173

2 m 113174

ACCESSORIES
Installation spring 112546
Joint gripper 112540

Cable suspension
112539
114384
114383

MOUNTING BAR
2 m 113640
10 cm 113641

INSTALLATION CLIP
112535
115265
115264

http://www.isoled.shop/en/112802.html
http://www.isoled.shop/en/113173.html
http://www.isoled.shop/en/112535.html
http://www.isoled.shop/en/115265.html
http://www.isoled.shop/en/115264.html
http://www.isoled.shop/en/113641.html
http://www.isoled.shop/en/113640.html
http://www.isoled.shop/en/112868.html
http://www.isoled.shop/en/113096.html
http://www.isoled.shop/en/113645.html
http://www.isoled.shop/en/112542.html
http://www.isoled.shop/en/113212.html
http://www.isoled.shop/en/113213.html
http://www.isoled.shop/en/113215.html
http://www.isoled.shop/en/113214.html
http://www.isoled.shop/en/112869.html
http://www.isoled.shop/en/112541.html
http://www.isoled.shop/en/112837.html
http://www.isoled.shop/en/112870.html
http://www.isoled.shop/en/112816.html
http://www.isoled.shop/en/113218.html
http://www.isoled.shop/en/113217.html
http://www.isoled.shop/en/113219.html
http://www.isoled.shop/en/113216.html
http://www.isoled.shop/en/112528.html
http://www.isoled.shop/en/113180.html
http://www.isoled.shop/en/113181.html
http://www.isoled.shop/en/113433.html
http://www.isoled.shop/en/113432.html
http://www.isoled.shop/en/112533.html
http://www.isoled.shop/en/112815.html
http://www.isoled.shop/en/114383.html
http://www.isoled.shop/en/114384.html
http://www.isoled.shop/en/112539.html
http://www.isoled.shop/en/112540.html
http://www.isoled.shop/en/112546.html
http://www.isoled.shop/en/113174.html


CUSTOMISED LIGHT SOLUTIONS
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253

ACCESSORIES
Installation spring 112546
Joint gripper 112540

Cable suspension
112539
114384
114383

PURE12 S  
LED surface mounted profile

SILVER BLACK RAL 9005WHITE RAL 9010

max. 
12 mm

Cooling mass: 118 g/m | The surface-mounting profile PURE12 S is designed for LED flex stripes with 
a maximum width of 12 mm and is universally used for inside-mounting. The cover is available in opal/ 
satined (65 % translucence), clear (85 % translucence) or black/matt (25 % translucence). It completely 
conceals the aluminium profile on the upper side, so only the LED light strip is visible. 

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

SILVER WHITE RAL 9010

200 CM

65 %

85 %

25 %

COVER 40

COVER 41

COVER 48

PROFILE
2 m 114787

2 m 114789

2 m 114788

installation clip 114776

END CAPS
PVC

EC77 114757 | Cable EC78 114760
EC77W 114759 Cable EC78W 114762
EC77B 114758 | Cable EC78B 114761

PROFILE

COVERS & END CAPS

COVER 40
65 % | opal/satined

2 m 114738
2,5 m 114739

COVER 41
85% | clear

2 m 114740

COVER 48
25 % | black/matt

2 m 114747
14,4 mm

17,15 mm
12,6 mm

http://www.isoled.shop/en/114747.html
http://www.isoled.shop/en/114740.html
http://www.isoled.shop/en/114739.html
http://www.isoled.shop/en/114738.html
http://www.isoled.shop/en/114787.html
http://www.isoled.shop/en/114789.html
http://www.isoled.shop/en/114788.html
http://www.isoled.shop/en/114776.html
http://www.isoled.shop/en/114757.html
http://www.isoled.shop/en/114759.html
http://www.isoled.shop/en/114758.html
http://www.isoled.shop/en/114761.html
http://www.isoled.shop/en/114762.html
http://www.isoled.shop/en/114760.html


CUSTOMISED LIGHT SOLUTIONS
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23,07 mm

12,40 mm
16,80 mm

5,91 
mm

5,11 
mm4,8

mm

DIVE12 FLAT  
LED profiles recessed

max. 
12 mm

Cooling mass: 82 g/m | The DIVE12 FLAT is an aluminium built-in profile and, due to its flat dimensions and 
low weight, it is particularly suitable for installation in furniture. Connected to the TUNNEL cable connection, 
the DIVE12 FLAT can be attached to the ceiling as a stand-alone hanging light with cable suspension.

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

SILVER BLACK RAL 9005WHITE RAL 9010

200 CM | 55O CM

65 %

85 %

25 %

LED PENDANT LIGHT 
LED LIGHT  

WITH CABLE PORT

COVER 1

INSTALLATION

COVER 2

COVER 32

CABLE LOCK

PROFILE
2 m 112826

2 m 113178

2 m 113179

END CAPS
COVER 1 | PVC

EC25 112827 | Cable EC26 112824
EC25W 113220 | Cable EC26W 113222
EC25B 113221 | Cable EC26B 113223

CONNECTOR
90° 113433
180° 113432

END CAP EC27
ALU 112814

PROFILE

COVERS & END CAPS

LED LIGHT | LED PENDANT LIGHT

COVER 1
65 % | opal/satined

2 m 112867
2,5 m 113095
6 m 113644

CABLE LOCK
2 m 112528
2 m 113180
2 m 113181

COVER 2
85% | clear

2 m 112866

COVER 32
25 % | black/matt

2 m 114362
6 m 114363

ACCESSORIES
Installation spring 112546
Joint gripper 112540

Cable suspension
112539
114384
114383

MOUNTING BAR
2 m 113640
10 cm 113641

INSTALLATION CLIP
112535
115265
115264

http://www.isoled.shop/en/113179.html
http://www.isoled.shop/en/115264.html
http://www.isoled.shop/en/115265.html
http://www.isoled.shop/en/112535.html
http://www.isoled.shop/en/113640.html
http://www.isoled.shop/en/113641.html
http://www.isoled.shop/en/112867.html
http://www.isoled.shop/en/112827.html
http://www.isoled.shop/en/112824.html
http://www.isoled.shop/en/113222.html
http://www.isoled.shop/en/113223.html
http://www.isoled.shop/en/113644.html
http://www.isoled.shop/en/113095.html
http://www.isoled.shop/en/112866.html
http://www.isoled.shop/en/114362.html
http://www.isoled.shop/en/114363.html
http://www.isoled.shop/en/113220.html
http://www.isoled.shop/en/113221.html
http://www.isoled.shop/en/112528.html
http://www.isoled.shop/en/113180.html
http://www.isoled.shop/en/113433.html
http://www.isoled.shop/en/112546.html
http://www.isoled.shop/en/112540.html
http://www.isoled.shop/en/113432.html
http://www.isoled.shop/en/113181.html
http://www.isoled.shop/en/112814.html
http://www.isoled.shop/en/112539.html
http://www.isoled.shop/en/114384.html
http://www.isoled.shop/en/114383.html
http://www.isoled.shop/en/113178.html
http://www.isoled.shop/en/112826.html


CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/recessed profiles 12 mm flex stripes width

255

65 %

85 %

25 %

COVER 1

COVER 2

COVER 32

16,80 mm
23,07 mm

12,40 mm

13,03 
mm

11,9 
mm

DIVE12  
LED profiles recessed

max. 
12 mm

Cooling mass: 140 g/m | The DIVE12 recessed profile has a particularly narrow design and is designed for 
LED flex stripes with a maximum of 12 mm. It can be used universally indoors. Covers are  available in opal/
satin (65% translucence), clear (85% translucence) or black/matt (25% translucence).  With the cable trap 
TUNNEL (Item no. 112528) it becomes an independent LED luminaire.

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

SILVER

200 CM

LED PENDANT LIGHT 
LED LIGHT WITH  
CABLE PORT

CABLE LOCK

PROFILE

INSTALLATION

2 m 112812

2 m 114781

2 m 114420

PROFILE

END CAPS
PVC

EC7 112836 | Cable EC8 112810

EC7W 114850 | Cable EC8W 114852

EC7B 114849 | Cable EC8B 114851

COVERS & END CAPS

COVER 1
65 % | opal/satined

2 m 112867
2,5 m 113095
6 m 113644

COVER 2
85% | clear

2 m 112866

LED LIGHT | LED PENDANT LIGHT
CABLE LOCK

2 m 112528

COVER 32
25 % | black/matt

2 m 114362
6 m 114363

CONNECTOR
90° 113433
180° 113432

END CAP EC9
ALU 112834

ACCESSORIES
Installation spring 112546
Joint gripper 112540

Cable suspension
112539
114384
114383

BLACK RAL 9005WHITE RAL 9010

MOUNTING BAR
2 m 113640
10 cm 113641

INSTALLATION CLIP
112535
115265
115264

http://www.isoled.shop/en/112528.html
http://www.isoled.shop/en/114362.html
http://www.isoled.shop/en/114363.html
http://www.isoled.shop/en/112866.html
http://www.isoled.shop/en/113644.html
http://www.isoled.shop/en/112867.html
http://www.isoled.shop/en/113095.html
http://www.isoled.shop/en/112836.html
http://www.isoled.shop/en/112810.html
http://www.isoled.shop/en/114852.html
http://www.isoled.shop/en/114851.html
http://www.isoled.shop/en/114850.html
http://www.isoled.shop/en/114849.html
http://www.isoled.shop/en/112535.html
http://www.isoled.shop/en/115265.html
http://www.isoled.shop/en/115264.html
http://www.isoled.shop/en/114420.html
http://www.isoled.shop/en/114781.html
http://www.isoled.shop/en/112812.html
http://www.isoled.shop/en/112528.html
http://www.isoled.shop/en/113640.html
http://www.isoled.shop/en/113641.html
http://www.isoled.shop/en/113433.html
http://www.isoled.shop/en/113432.html
http://www.isoled.shop/en/112834.html
http://www.isoled.shop/en/112539.html
http://www.isoled.shop/en/114384.html
http://www.isoled.shop/en/114383.html
http://www.isoled.shop/en/112540.html
http://www.isoled.shop/en/112546.html


CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/recessed profiles 12 mm flex stripes width
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PURE 12 D 
LED profiles recessed

SILVER

max. 
12 mm

Cooling mass: 132 g/m | The recessed profile PURE12 D is designed for LED flex stripes 
with a maximum width of 12 mm and is universally used in the inside-area. The cover is 
available in opal/satined  (65 % translucence), clear (85 % translucence) or black/matt (25 
% translucence). 

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

2 m 114790 installation clip 114776
PROFILE

200 CM

65 %

85 %

25 %

COVER 40

COVER 41

COVER 48

PROFILE

15
mm

13,82
mm

17,15 mm
23,5 mm

12,6 mm

END CAPS
PVC

EC85 114771 | Cable EC86 114772

COVERS & END CAPS

COVER 40
65 % | opal/satined

2 m 114738
2,5 m 114739

COVER 41
85% | clear

2 m 114740

COVER 48
25 % | black/matt

2 m 114747

http://www.isoled.shop/en/114772.html
http://www.isoled.shop/en/114790.html
http://www.isoled.shop/en/114776.html
http://www.isoled.shop/en/114738.html
http://www.isoled.shop/en/114739.html
http://www.isoled.shop/en/114740.html
http://www.isoled.shop/en/114747.html
http://www.isoled.shop/en/114771.html


CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/recessed profiles 12 mm flex stripes width
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16,3 mm
14,64 mm

7,4 
mm

5,4 mm

2 mm

SURF 12 HIDDEN
LED profiles recessed

max. 
12 mm

Cooling mass: 77 g/m | The cover (opal / 65% translucency) is attached to the cooling 
strip Item no.  112433. The cover is snapped onto the outer sides of the aluminium strip -> 
you can see only the homogeneous light line! | IMPORTANT: Stick the LED flex stripes on 
the wider side of the cooling strip! 

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

SILVER

200 CM

65 %

COVER 26

PROFILE

2 m 112433

PROFILE

END CAPS
COVER 26 | silicone

EC73 113628 | Cable EC70 113629

COVERS & END CAPS

COVER 26
65 % | opal/satined

2 m 113652

http://www.isoled.shop/en/113652.html
http://www.isoled.shop/en/113628.html
http://www.isoled.shop/en/113629.html
http://www.isoled.shop/en/112433.html
http://www.isoled.shop/en/112433.html
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CUSTOMISED LIGHT SOLUTIONS

14 mm 16 mm

PURE14 S
PAGE 260

SURF16 
PAGE 262

14 mm

PURE14 D
PAGE 261

LED PROFILES

Surface-mounting/ 
profiles recessed 

13-19 mm
FLEX STRIP WIDTH



CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/ profiles recessed 13 - 19 mm flex stripes width
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BLACK RAL 9005WHITE RAL 9010WHITE RAL 9010

2 m 114791
2,5 m 114794

2 m 114793

2 m 114792

installation clip 114776

END CAPS
PVC

EC75 114751 | Cable EC76 114754
EC75W 114753 | Cable EC76W 114756
EC75B 114752 | Cable EC76B 114755

PROFILE

COVERS & END CAPS

COVER 40
65 % | opal/satined

2 m 114738
2,5 m 114739

COVER 41
85% | clear

2 m 114740

COVER 48
25 % | black/matt

2 m 114747

PURE14 S  
LED surface mounted profile

SILVER

max. 
14 mm

Cooling mass: 68 g/m | The surface-mounting profile PURE14 S is designed for LED flex stripes with a ma-
ximum width of 14 mm and is universally used for inside-mounting. The cover is available in opal/  satined 
(65 % translucence), clear (85 % translucence) or black/matt (25 % translucence). It completely conceals 
the aluminium profile on the upper side, so only the LED light strip is visible. 

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

200 CM | 25O CM

65 %

85 %

25 %

COVER 40

COVER 41

COVER 48

PROFILE

7,4 mm
6,5 mm

17,15 mm
14,74 mm

http://www.isoled.shop/en/114791.html
http://www.isoled.shop/en/114776.html
http://www.isoled.shop/en/114794.html
http://www.isoled.shop/en/114793.html
http://www.isoled.shop/en/114792.html
http://www.isoled.shop/en/114738.html
http://www.isoled.shop/en/114739.html
http://www.isoled.shop/en/114751.html
http://www.isoled.shop/en/114753.html
http://www.isoled.shop/en/114752.html
http://www.isoled.shop/en/114755.html
http://www.isoled.shop/en/114756.html
http://www.isoled.shop/en/114754.html
http://www.isoled.shop/en/114740.html
http://www.isoled.shop/en/114747.html


CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/ profiles recessed 13 - 19 mm flex stripes width
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PURE14 D  
LED profiles recessed

SILVER

max. 
14 mm

Cooling mass: 79 g/m | The recessed profile PURE14 D is designed for LED flex stripes with a maximum 
width of 14 mm and is universally used in the inside-area. The cover is available in opal/satined  (65 % 
translucence), clear (85 % translucence) or black/matt (25 % translucence). 

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

SILVER

200 CM

65 %

85 %

25 %

COVER 40

COVER 41

COVER 48

PROFILE

2 m 114795 installation clip 114776

END CAPS
PVC

EC79 114763 Cable EC80 114764

PROFILE

COVERS & END CAPS

COVER 40
65 % | opal/satined

2 m 114738
2,5 m 114739

COVER 41
85% | clear

2 m 114740

COVER 48
25 % | black/matt

2 m 114747

23,50 mm

14,74 mm

17,15 mm

5,9 mm
8 mm

6,8 mm

http://www.isoled.shop/en/114747.html
http://www.isoled.shop/en/114740.html
http://www.isoled.shop/en/114739.html
http://www.isoled.shop/en/114738.html
http://www.isoled.shop/en/114763.html
http://www.isoled.shop/en/114764.html
http://www.isoled.shop/en/114776.html
http://www.isoled.shop/en/114795.html


CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/ profiles recessed 13 - 19 mm flex stripes width
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SURF16  
LED surface mounted profile

max. 
16 mm

max. 13 mm

max. 16 mm

max. 16 mm

Cooling mass: 188 g/m This aluminium profile is compatible with the mounting bar item no.  113641 
and the cable port. Wall/ceiling installation & with cable suspension as hanging light. For instal-
lation in wet and outdoor areas, we offer this solution: PC cover + cooling stripes + silicone end  caps   
IMPORTANT: seal with silicone!

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

SILVER BLACK RAL 9005WHITE RAL 9010

16,2 mm
19,2 mm

18,1 
mm

14 
mm

6,1 mm

65 %

25 %

85 %
ONLY WITH COOLING 

STRIPS

COVER 20

COVER 42

COVER 21

200 CM

LED PENDANT LIGHT 
LED LIGHT WITH CABLE 

PORT

CABLE LOCK

PROFILE

INSTALLATION

PROFILE

END CAPS
COVER 20 | PVC

EC58 113621 | Cable EC59 113622
EC58W 113617|Cable EC59W 113618
EC58B 113613 | Cable EC59B 113623

END CAPS
COVER 21 | silicone

EC56 113619 | Cable EC57 113620

COVERS & END CAPS
COVER 20
65 % | opal/satined

2 m 113655
6 m 113656

COVER 42
25 % | black/matt

2 m 114741

COVER 21
65 % | opal/satined

2 m 113657
2,6 m 113658

COOLING STRIP
2 m 112433

CONNECTOR
90° 113433
180° 113432

LED LIGHT | LED PENDANT LIGHT

MOUNTING BAR
2 m 113640     10 cm 113641

CONNECTOR
90° 113433     180° 113432

INSTALLATION CLIP 114778

2 m 113614

2 m 113615

2 m 113616

CABLE LOCK
2 m 112528
2 m 113180
2 m 113181

ACCESSORIES
Installation spring 112546
Joint gripper 112540

Cable suspension
112539
114384
114383

19,2 mm
14,5 mm

15 mm
11 mm

2 mm

4,4 mm

13,5 mm

http://www.isoled.shop/en/113641.html
http://www.isoled.shop/en/113614.html
http://www.isoled.shop/en/113615.html
http://www.isoled.shop/en/113616.html
http://www.isoled.shop/en/113640.html
http://www.isoled.shop/en/113641.html
http://www.isoled.shop/en/113433.html
http://www.isoled.shop/en/113432.html
http://www.isoled.shop/en/114778.html
http://www.isoled.shop/en/113655.html
http://www.isoled.shop/en/113656.html
http://www.isoled.shop/en/113621.html
http://www.isoled.shop/en/113622.html
http://www.isoled.shop/en/113617.html
http://www.isoled.shop/en/113613.html
http://www.isoled.shop/en/113623.html
http://www.isoled.shop/en/113618.html
http://www.isoled.shop/en/114741.html
http://www.isoled.shop/en/113657.html
http://www.isoled.shop/en/113620.html
http://www.isoled.shop/en/113619.html
http://www.isoled.shop/en/112433.html
http://www.isoled.shop/en/113658.html
http://www.isoled.shop/en/112528.html
http://www.isoled.shop/en/113180.html
http://www.isoled.shop/en/113181.html
http://www.isoled.shop/en/113433.html
http://www.isoled.shop/en/113432.html
http://www.isoled.shop/en/112546.html
http://www.isoled.shop/en/112540.html
http://www.isoled.shop/en/112539.html
http://www.isoled.shop/en/114383.html
http://www.isoled.shop/en/114384.html
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CUSTOMISED LIGHT SOLUTIONS

20 mm 20 mm 20 mm

IL-ALU 20
PAGE 264

WING20
PAGE 267

WING20 MINI
PAGE 266

20 mm

20 mm 20 mm

IL-ALU 20
PAGE 265

WING20 FLANGE
PAGE 269

WING20 MINI 
FLANGE 
PAGE 268

LED PROFILES

Surface-mounting/ 
profiles recessed 

20-21 mm
FLEX STRIP WIDTH



CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/ profiles recessed 20 bis 21 mm flex stripes width

264

20 mm
23 mm

13
mm

8,6
mm

max. 
20 mm

Cooling mass: 210 g/m | The IL-ALU20 surface-mounted professional has a very low internal height of 
8.6 mm and can therefore be equipped with the LED touch dimmer (see accessories) to control the LED 
flex strip (switch on/off, infinitely variable dimming). The cover is available in opal/satin finish (65 % trans-
lucency).

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

65 %

COVER 26

IL-ALU20  
LED surface mounted profile

SILVER

200 CM

LED PENDANT LIGHT 
LED LIGHT  

WITH CABLE PORT

CABLE LOCK

PROFILE

INSTALLATION

2 m 113805

PROFILE
INSTALLATION CLIP 113811

CONNECTOR
90° 113435     180° 113434

MOUNTING BAR 2 m 113640 
10 cm 113641

END CAPS
COVER 26 | ALU

EC71 113807

COVERS & END CAPS
COVER 26
65 % | opal/satined

2 m 114879
6 m 114880

CONNECTOR
90° 113433
180° 113432

LED LIGHT | LED PENDANT LIGHT
CABLE LOCK

2 m 112528
ACCESSORIES
Installation spring 112546
Joint gripper 112540

Cable suspension
112539
114384
114383

http://www.isoled.shop/en/113805.html
http://www.isoled.shop/en/113811.html
http://www.isoled.shop/en/113434.html
http://www.isoled.shop/en/113641.html
http://www.isoled.shop/en/113435.html
http://www.isoled.shop/en/113640.html
http://www.isoled.shop/en/114879.html
http://www.isoled.shop/en/114880.html
http://www.isoled.shop/en/113807.html
http://www.isoled.shop/en/112528.html
http://www.isoled.shop/en/113433.html
http://www.isoled.shop/en/113432.html
http://www.isoled.shop/en/112539.html
http://www.isoled.shop/en/114384.html
http://www.isoled.shop/en/114383.html
http://www.isoled.shop/en/112540.html
http://www.isoled.shop/en/112546.html


CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/ profiles recessed 20 bis 21 mm flex stripes width

265

20 mm
23 mm
30 mm

19,5 
mm 18 

mm

max. 
20 mm

Cooling mass: 300 g/m | The recessed profile IL-ALU20 is designed for LED flex stripes with a width  of max. 
20 mm. The internal height of 15.1 mm allows the use of stronger LEDs. The opal/satin finish gives a homoge-
neous light bar (translucency 65%). The end caps made of aluminium are bolted on, on side.

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

IL-ALU20  
LED profiles recessed

SILVER

2 m 113806

PROFILE
INSTALLATION CLIP 113811

CONNECTOR
90° 113435     180° 113434

MOUNTING BAR 2 m 113640      
10 cm 113641

END CAPS
COVER 26 | ALU

EC71 113808

COVERS & END CAPS
COVER 26
65 % | opal/satined

2 m 114879
6 m 114880

CONNECTOR
90° 113433
180° 113432

ACCESSORIES
Installation spring 112546

LED LIGHT | LED PENDANT LIGHT
CABLE LOCK

2 m 112528

200 CM 

65 %

LED LIGHT WITH  
CABLE PORT

COVER 26

INSTALLATION

CABLE LOCK

PROFILE

http://www.isoled.shop/en/113806.html
http://www.isoled.shop/en/114879.html
http://www.isoled.shop/en/113811.html
http://www.isoled.shop/en/113435.html
http://www.isoled.shop/en/113434.html
http://www.isoled.shop/en/113640.html
http://www.isoled.shop/en/113641.html
http://www.isoled.shop/en/114880.html
http://www.isoled.shop/en/113808.html
http://www.isoled.shop/en/112528.html
http://www.isoled.shop/en/113433.html
http://www.isoled.shop/en/112546.html
http://www.isoled.shop/en/113432.html


CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/ profiles recessed 20 bis 21 mm flex stripes width

266

FOR 12,5 MM RIGID 
PLASTERBOARD

FOR 15 MM RIGID  
PLASTERBOARD

INSTALLATION 
CHANNEL 12.5 MM

INSTALLATION 
CHANNEL 15 MM

max. 
20 mm

Cooling mass: 172 g/m | The WING20 MINI with its internal height of only 4 mm is the lowest aluminium 
profile in the range (external height 10 mm). It can be combined with extremely flat covers  (clear and opal/
satin) or with high covers (round or square in opal/satin). The LED touch dimmer (see accessories) can be 
installed.

WING20 SMALL  
LED surface mounted profile

SILVER

65 %

65 %

65 %

85 %

COVER ANGULAR

COVER ROUND

COVER FLAT

COVER FLAT

200 CM

PROFILE

2 m 112266

PROFILE
CONNECTOR
90 ° horizontal 112549
90 ° vertical 112552
180° 112551
135 ° horizontal 112550
135° vertical 112553

END CAPS
COVER Square | PVC

111861

END CAPS
COVER round | PVC

111860

END CAPS
COVER flat | PVC

112273

END CAPS
COVER flat | PVC

112273

COVERS & END CAPS
COVER SQUARE
65 % | opal/satined

2 m 111742

COVER ROUND
65 % | opal/satined

2 m 111741

COVER FLAT
65 % | opal/satined

2 m 112268

COVER FLAT
85% | clear

2 m 112267

24 mm
26 mm

10 
mm

4 
mm

Installation spring 
112270

ACCESSORIES
Installationclip 112335

INSTALLATION CHANNEL
INSTALLATION CHANNEL

2 m | 12, 5 mm 112334
2 m | 15 mm 112589

http://www.isoled.shop/en/112266.html
http://www.isoled.shop/en/112270.html
http://www.isoled.shop/en/112549.html
http://www.isoled.shop/en/112552.html
http://www.isoled.shop/en/112551.html
http://www.isoled.shop/en/112550.html
http://www.isoled.shop/en/112553.html
http://www.isoled.shop/en/111742.html
http://www.isoled.shop/en/111861.html
http://www.isoled.shop/en/111741.html
http://www.isoled.shop/en/111860.html
http://www.isoled.shop/en/112268.html
http://www.isoled.shop/en/112273.html
http://www.isoled.shop/en/112273.html
http://www.isoled.shop/en/112267.html
http://www.isoled.shop/en/112334.html
http://www.isoled.shop/en/112589.html
http://www.isoled.shop/en/112335.html


CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/ profiles recessed 20 bis 21 mm flex stripes width

267

FOR 12,5 MM RIGID 
PLASTERBOARD

FOR 15 MM RIGID 
PLASTERBOARD

INSTALLATION 
CHANNEL 12.5 MM

INSTALLATION 
CHANNEL 15 MM

200 CM 

65 %

65 %

65 %

COVER ANGULAR

COVER ROUND

COVER FLAT

PROFILE

max. 
20 mm

Cooling mass: 260 g/m | The surface-mounting profile WING20 can be combined with strong LED  flex 
stripes up to a max. width of 20 mm are fitted. The significantly larger design dissipates resulting heat of 
the LEDs very well. Especially when using the opal/satin covers, a homogeneous light quality  is maintained.

WING20  
LED surface mounted profile

SILVER

2 m 112265

PROFILE
CONNECTOR
90 ° horizontal 112549
90 ° vertical 112552
180° 112551
135 ° horizontal 112550
135° vertical 112553

END CAPS
COVER flat | PVC

112272

END CAPS
COVER flat | PVC

112272

COVERS & END CAPS
COVER SQUARE
65 % | opal/satined

2 m 111742

COVER ROUND
65 % | opal/satined

2 m 111741

COVER FLAT
65 % | opal/satined

2 m 112268

COVER FLAT
85% | clear

2 m 112267

85 %

COVER FLAT

24 mm
26 mm

24,5 
mm

19 
mm

Installation spring 
112270

ACCESSORIES
Installationclip 112335

INSTALLATION CHANNEL
INSTALLATION CHANNEL

2 m | 12, 5 mm 112334
2 m | 15 mm 112589

http://www.isoled.shop/en/112335.html
http://www.isoled.shop/en/112589.html
http://www.isoled.shop/en/112334.html
http://www.isoled.shop/en/112267.html
http://www.isoled.shop/en/112272.html
http://www.isoled.shop/en/112272.html
http://www.isoled.shop/en/112268.html
http://www.isoled.shop/en/111741.html
http://www.isoled.shop/en/111742.html
http://www.isoled.shop/en/112270.html
http://www.isoled.shop/en/112265.html
http://www.isoled.shop/en/112549.html
http://www.isoled.shop/en/112552.html
http://www.isoled.shop/en/112551.html
http://www.isoled.shop/en/112550.html
http://www.isoled.shop/en/112553.html


CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/ profiles recessed 20 bis 21 mm flex stripes width

268

max. 
20 mm

Cooling mass: 522 g/m | This high-quality aluminium profile is designed for recessed in suspended cei-
lings/  walls and for LED flex stripes with a width of max. 20 mm. The side tabs (flange) enable a clean 
transition between light strip and plasterboard. Compatible installation channels are available for 12.5 mm 
and 15 mm rigid plasterboard panels.

WING20 MINI FLANGE STRAIGHT  
LED surface mounted profile

SILVER

65 %

65 %

65 %

85 %

FOR 12,5 MM RIGID 
PLASTERBOARD

FOR 15 MM RIGID  
PLASTERBOARD

COVER ANGULAR

COVER ROUND

COVER FLAT

COVER FLAT

INSTALLATION CHANNEL 
12.5 MM

INSTALLATION 
CHANNEL 15 MM

200 CM

PROFILE
2 m 112336

PROFILE
CONNECTOR
90 ° horizontal 112549
90 ° vertical 112552
180° 112551
135 ° horizontal 112550
135° vertical 112553

Installation spring 
112270

COVERS
COVER ANGULAR 
65 % | opal/satined

2 m 111742

COVER ROUND
65 % | opal/satined

2 m 111741

COVER FLAT
65 % | opal/satined

2 m 112268

COVER FLAT
85% | clear

2 m 112267

24 mm
26 mm
30 mm

25 
mm

24 
mm

19 
mmACCESSORIES

Installationclip 112335

INSTALLATION CHANNEL
INSTALLATION CHANNEL

2 m | 12, 5 mm 112334
2 m | 15 mm 112589

http://www.isoled.shop/en/112336.html
http://www.isoled.shop/en/112270.html
http://www.isoled.shop/en/112549.html
http://www.isoled.shop/en/112552.html
http://www.isoled.shop/en/112551.html
http://www.isoled.shop/en/112550.html
http://www.isoled.shop/en/112553.html
http://www.isoled.shop/en/111742.html
http://www.isoled.shop/en/111741.html
http://www.isoled.shop/en/112268.html
http://www.isoled.shop/en/112267.html
http://www.isoled.shop/en/112334.html
http://www.isoled.shop/en/112589.html
http://www.isoled.shop/en/112335.html


CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/ profiles recessed 20 bis 21 mm flex stripes width

269

200 CM 

65 %

65 %

65 %

COVER ANGULAR

COVER ROUND

COVER FLAT

PROFILE

85 %

COVER FLAT

max. 
20 mm

Cooling mass: 307 g/m | The WING20 with straight flange on side can be installed in combination with 
installation channel for plasterboard plates with 12.5 mm and 15 mm. High-quality connectors allow  
professional installation of complex lighting solutions with LED light stripes. Flat and high covers available; 
excellent heat dissipation!

WING20 FLANGE STRAIGHT  
LED profiles recessed

SILVER

FOR 12,5 MM RIGID 
PLASTERBOARD

FOR 15 MM RIGID  
PLASTERBOARD

INSTALLATION 
CHANNEL 12.5 MM

INSTALLATION 
CHANNEL 15 MM

2 m 112264

PROFILE

Installation spring 
112270

CONNECTOR
90 ° horizontal 112549
90 ° vertical 112552
180° 112551
135 ° horizontal 112550
135° vertical 112553

COVERS
COVER SQUARE
65 % | opal/satined

2 m 111742

COVER ROUND
65 % | opal/satined

2 m 111741

ACCESSORIES
Installationclip 112335

INSTALLATION CHANNEL
INSTALLATION CHANNEL

2 m | 12, 5 mm 112334
2 m | 15 mm 112589

END CAPS
COVER flat | PVC

112271

END CAPS
COVER flat | PVC

112271

COVER FLAT
65 % | opal/satined

2 m 112268

COVER FLAT
85% | clear

2 m 112267

25 mm

24
mm

19 
mm

24 mm

19 mm

26 mm
46 mm

http://www.isoled.shop/en/112264.html
http://www.isoled.shop/en/112270.html
http://www.isoled.shop/en/112549.html
http://www.isoled.shop/en/112552.html
http://www.isoled.shop/en/112551.html
http://www.isoled.shop/en/112550.html
http://www.isoled.shop/en/112553.html
http://www.isoled.shop/en/111742.html
http://www.isoled.shop/en/111741.html
http://www.isoled.shop/en/112268.html
http://www.isoled.shop/en/112271.html
http://www.isoled.shop/en/112267.html
http://www.isoled.shop/en/112271.html
http://www.isoled.shop/en/112334.html
http://www.isoled.shop/en/112589.html
http://www.isoled.shop/en/112335.html


2

click

REF. B5555

REF. B6638

TEKNIK,  LOKOM

zaślepka / end cap TEKNIK
REF. 24002

akcesoria podstawowe / basic accessories

zaślepka / end cap TEKNIK
REF. 24002

akcesoria podstawowe / basic accessories

TEKNIK

LOKOM

*TEKUS

24
 m

m
(0

.9
4”

)

30 mm
(1.18”)

26 mm
(1.02”)

25
 m

m
(0

.9
8”

)24 mm
(0.94”)

19
 m

m
(0

.7
5”

)

HS22 mleczna / frosted
REF. 17011 

HS22 przezr. / transparent
REF. 17022  

zatrzask / clip TEKNIK
REF. 24003

G-K mleczna / frosted
REF. 17007 

G-K transparentna mat /
transparent matt.

REF. 00415 

G-L transparentna /
transparent

REF. 17006
G-L mleczna / frosted
REF. 00413

kompensa K
REF. 24020 

kompensa L
REF. 24015 

zaślepka / end cap LOKOM
REF. 24005

akcesoria podstawowe / basic accessories akcesoria opcjonalne / optional accessories

zobacz stronę 11  /  see page 11

30 mm
(1.18”)

66 mm
(2.6”)

28 mm
(1.1”)

24
 m

m
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4”

)

28
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 m
m

(1
.1

2”
)

30 mm
(1.18”)

66 mm
(2.6”)

28 mm
(1.1”)

13
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m

(0
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1”
)

28
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 m
m

(1
.1

2”
)

12
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 m
m

(0
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9”
)
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m
(0
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4”

)

17
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 m
m

(0
.6

9”
)

15
,9

 m
m

(0
.6

2”
)
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112336

112335

112334

112268

Flush, frameless installation option for drywall and 
plasterboard elements with a thickness of max. 12.5 
mm or 15 mm.  The recessed profile (Item No. 112336) is 
attached on the installation channel (Item No. 112334) 
with a clip mechanism.

30 mm

66 mm

28 mm

24
mm

24
mm

28,5 
mm

30 mm

66 mm

28 mm

13 
mm

28,5 
mm12,5

mm

17,5
mm15,9 mm

30 mm

66 mm

28 mm

24
mm

24
mm

28,5 
mm

30 mm

66 mm

28 mm

13 
mm

28,5 
mm12,5

mm

17,5
mm15,9 mm

WING20 
Assembly instruction for installation channel

INSTALLATION CHANNEL
 12, 5 mm 112334 15 mm 112589

http://www.isoled.shop/en/112335.html
http://www.isoled.shop/en/112336.html
http://www.isoled.shop/en/112268.html
http://www.isoled.shop/en/112334.html
http://www.isoled.shop/en/112336.html
http://www.isoled.shop/en/112334.html
http://www.isoled.shop/en/112589.html
http://www.isoled.shop/en/112334.html


CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/ profiles recessed 20 bis 21 mm flex stripes width

271

15 mm 112589

Precise lighting lines with ISOLED® profiles

3

montaż profi lu jednocześnie z konstrukcją 
nośną sufi tu
mounting the profi le with the support 
structure of the ceiling

12VDC / 24VDC

CLIP
112335

3

montaż profi lu jednocześnie z konstrukcją 
nośną sufi tu
mounting the profi le with the support 
structure of the ceiling

12VDC / 24VDC

CLIP
112335

3

montaż profi lu jednocześnie z konstrukcją 
nośną sufi tu
mounting the profi le with the support 
structure of the ceiling

12VDC / 24VDC

CLIP
112335

3

montaż profi lu jednocześnie z konstrukcją 
nośną sufi tu
mounting the profi le with the support 
structure of the ceiling

12VDC / 24VDC

CLIP
112335

Step 1: The installation channel is screwed at the side tabs to  
the sub-construction of the ceiling. Tip: Slightly countersink  the 
pre-drilled holes so that the screws lie flush with the installation 
channel.

Step 2: Pre-drill the tabs of the instal-
lation channel as well as the drywall or 
plasterboard elements with a drill, and  
then screw together firmly.

Step 3: Insert two installation clips (Item No. 112336) per meter 
on the back of the LED flex stripe in the installation channel and 
then press the profile into the installation channel.   
Comment: Make sure that all installation clips engage (listen for 
the click).

3

montaż profi lu jednocześnie z konstrukcją 
nośną sufi tu
mounting the profi le with the support 
structure of the ceiling

12VDC / 24VDC

CLIP
112335

Installationclip

LED flex stripes profile 

112336

3

montaż profi lu jednocześnie z konstrukcją 
nośną sufi tu
mounting the profi le with the support 
structure of the ceiling

12VDC / 24VDC

CLIP
112335

3

montaż profi lu jednocześnie z konstrukcją 
nośną sufi tu
mounting the profi le with the support 
structure of the ceiling

12VDC / 24VDC

CLIP
112335

1. 2.

3.

4.

3a

http://www.isoled.shop/en/112335.html
http://www.isoled.shop/en/112336.html
http://www.isoled.shop/en/112335.html
http://www.isoled.shop/en/112335.html
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CUSTOMISED LIGHT SOLUTIONS

24 mm 24 mm

SURF24
PAGE 278

SURF24 FLAT
PAGE 274

24 mm 24 mm

DIVE24 FLAT
PAGE 276

DIVE24
PAGE 280

LED PROFILES

Surface-mounting/  
profiles recessed 

from 22 mm
FLEX STRIP WIDTH



CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/  profiles recessed from 22 mm Flex stripe width

274

65 %

75 %

75 % 

85 %

COVER 10

COVER 19

COVER 36

COVER 18

200 CM

PROFILE

INSTALLATION

SURF24 FLAT  
LED surface mounted profile

max. 
24 mm

Cooling mass: 225 g/m | The SURF24 FLAT is a surface-mounting profile for LED flex stripes with a total 
of max. 24 mm. Depending on the visual task, two different flex bands can be glued in, for example. It is 
very flat, i.e. the distance between the LED flex stripes and the cover is small enough to integrate the LED 
Touch-Dimmer (see accessories).

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

SILVER BLACK RAL 9005WHITE RAL 9010

PROFILE

END CAPS
COVER 10 | ALU

EC43 112851 
EC43W 113184
EC43B 113185

COVERS & END CAPS
COVER 10
65 % | opal/satined

2 m 112879
6 m 113647

COVER 19
75 % | frosted

2 m 113643

COVER 36
75 % | white matt

2 m 114385

COVER 18
85% | clear

2 m 113642

COVER 33
25 % | black/matt

2 m 114364
6 m 114365

2 m 112852

2 m 113182

2 m 113183

25 % 

COVER 33

MOUNTING BAR
2 m 113640     10 cm 113641

CONNECTOR
90° 114381     180° 114380

INSTALLATION CLIP 114382

http://www.isoled.shop/en/112852.html
http://www.isoled.shop/en/113182.html
http://www.isoled.shop/en/113183.html
http://www.isoled.shop/en/114381.html
http://www.isoled.shop/en/113640.html
http://www.isoled.shop/en/113641.html
http://www.isoled.shop/en/114380.html
http://www.isoled.shop/en/114382.html
http://www.isoled.shop/en/112851.html
http://www.isoled.shop/en/113184.html
http://www.isoled.shop/en/113185.html
http://www.isoled.shop/en/112879.html
http://www.isoled.shop/en/113647.html
http://www.isoled.shop/en/113643.html
http://www.isoled.shop/en/114385.html
http://www.isoled.shop/en/113642.html
http://www.isoled.shop/en/114364.html
http://www.isoled.shop/en/114365.html


CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/  profiles recessed from 22 mm Flex stripe width

275

END CAPS
COVER 12 | ALU

EC45 112854 
EC45W 113188
EC45B 113189

END CAPS
COVER 13 | ALU

EC46 112855 
EC46W 113190
EC46B 113191

END CAPS
COVER 11 | ALU

EC44 112853 
EC44W 113186
EC44B 113187

COVER 12
65 % | opal/satined

2 m 112881

COVER 13
65 % | opal/satined

2 m 112882

COVER 31
85% | clear

2 m 114359

COVER 11
65 % | opal/satined

2 m 112880

COVER 35
85% | clear

2 m 114360

CONNECTOR
90° 113433
180° 113432

LED LIGHT | LED PENDANT LIGHT
CABLE LOCK

2 m 112528
2 m 113180
2 m 113181

26,79 mm
25 mm

22,5 mm11,69
mm

7 mm

ACCESSORIES
Installation spring 112546
Joint gripper 112540

Cable suspension
112539
114384
114383

65 %

65 %

85 %

85 %

65 %

LED LIGHT WITH CABLE 
PORT

COVER 12

COVER 11

COVER 31

COVER 35

COVER 13

CABLE LOCK

http://www.isoled.shop/en/113181.html
http://www.isoled.shop/en/113180.html
http://www.isoled.shop/en/112528.html
http://www.isoled.shop/en/113433.html
http://www.isoled.shop/en/113432.html
http://www.isoled.shop/en/112546.html
http://www.isoled.shop/en/112540.html
http://www.isoled.shop/en/112539.html
http://www.isoled.shop/en/114383.html
http://www.isoled.shop/en/114384.html
http://www.isoled.shop/en/112191.html
http://www.isoled.shop/en/113190.html
http://www.isoled.shop/en/112855.html
http://www.isoled.shop/en/112882.html
http://www.isoled.shop/en/114359.html
http://www.isoled.shop/en/113189.html
http://www.isoled.shop/en/113188.html
http://www.isoled.shop/en/112881.html
http://www.isoled.shop/en/112854.html
http://www.isoled.shop/en/114360.html
http://www.isoled.shop/en/112880.html
http://www.isoled.shop/en/112853.html
http://www.isoled.shop/en/113186.html
http://www.isoled.shop/en/113187.html


CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/  profiles recessed from 22 mm Flex stripe width

276

DIVE24 FLAT  
LED profiles recessed

max. 
24 mm

Cooling mass: 236 g/m | The DIVE24 FLAT recessed profile can be fitted with eleven different PC covers. 
With its high cover (opal/satin with 65% translucence) it is ideal for the installation of  powerful LED flex 
stripes. Due to the large enough distance between LED and cover, no light spots  are visible, but a light line.

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

SILVER

PROFILE
2 m 112856

65 %

75 %

75 % 

85 %

COVER 10

COVER 19

COVER 36

COVER 18

200 CM

PROFILE

INSTALLATION

25 % 

COVER 33

END CAPS
COVER 10 | ALU

EC43 112851 

COVERS & END CAPS
COVER 10
65 % | opal/satined

2 m 112879
6 m 113647

COVER 19
75 % | frosted

2 m 113643

COVER 36
75 % | white matt

2 m 114385

COVER 18
85% | clear

2 m 113642

Cover 33
25 % | black/matt

2 m 114364
6 m 114365

MOUNTING BAR
2 m 113640     10 cm 113641

CONNECTOR
90° 114381     180° 114380

INSTALLATION CLIP 114382

http://www.isoled.shop/en/112856.html
http://www.isoled.shop/en/113640.html
http://www.isoled.shop/en/114381.html
http://www.isoled.shop/en/113641.html
http://www.isoled.shop/en/114380.html
http://www.isoled.shop/en/114382.html
http://www.isoled.shop/en/112879.html
http://www.isoled.shop/en/113647.html
http://www.isoled.shop/en/112851.html
http://www.isoled.shop/en/123643.html
http://www.isoled.shop/en/114385.html
http://www.isoled.shop/en/113642.html
http://www.isoled.shop/en/114364.html
http://www.isoled.shop/en/114365.html


CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/  profiles recessed from 22 mm Flex stripe width

277

65 %

65 %

85 %

85 %

65 %

LED LIGHT WITH  
CABLE PORT

COVER 12

COVER 11

COVER 31

COVER 35

COVER 13

CABLE LOCK

33,67 mm

25 mm

22,5 mm

26,80 mm

7mm11,7
mm

10,5
mm

CONNECTOR
90° 113433
180° 113432

ACCESSORIES
Installation spring 112546

LED LIGHT | LED PENDANT LIGHT
CABLE LOCK

2 m 112528

END CAPS
COVER 12 | ALU

EC45 112854 

END CAPS
COVER 13 | ALU

EC46 112855 

COVER 12
65 % | opal/satined

2 m 112881

COVER 13
65 % | opal/satined

2 m 112882

COVER 31
85% | clear

2 m 114359

END CAPS
COVER 11 | ALU

EC44 112853 
EC44W 113186
EC44B 113187

COVER 11
65 % | opal/satined

2 m 112880

COVER 35
85% | clear

2 m 114360

http://www.isoled.shop/en/112528.html
http://www.isoled.shop/en/112882.html
http://www.isoled.shop/en/114359.html
http://www.isoled.shop/en/112881.html
http://www.isoled.shop/en/112854.html
http://www.isoled.shop/en/113187.html
http://www.isoled.shop/en/113186.html
http://www.isoled.shop/en/112853.html
http://www.isoled.shop/en/112880.html
http://www.isoled.shop/en/114360.html
http://www.isoled.shop/en/112855.html
http://www.isoled.shop/en/113433.html
http://www.isoled.shop/en/113432.html
http://www.isoled.shop/en/112546.html


CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/  profiles recessed from 22 mm Flex stripe width
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65 %

75 %

75 %

85 %

COVER 10

COVER 19

COVER 36

COVER 18

200 CM

PROFILE

INSTALLATION

25 % 

COVER 33

SURF24 
LED surface mounted profile

max. 
24 mm

Cooling mass: 334 g/m | The SURF24 surface-mounting profile can be combined with the cable port 
TUNNEL Item no. 112528 and can be mounted on the ceiling as a LED pendant (with cable suspension or 
installation clips - joint grippers available for sloping ceilings). Eleven different covers are available.

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

SILVER BLACK RAL 9005WHITE RAL 9010

PROFILE
2 m 112858

2 m 113192

2 m 113193

MOUNTING BAR
2 m 113640     10 cm 113641

CONNECTOR
90° 114381     180° 114380

INSTALLATION CLIP 114382

END CAPS
COVER 10 | ALU

EC47 112857
EC47W 113194
EC47B 113195

COVERS & END CAPS
COVER 10
65 % | opal/satined

2 m 112879
6 m 113647

COVER 19
75 % | frosted

2 m 113643

COVER 36
75 % | white matt

2 m 114385

COVER 18
85% | clear

2 m 113642

Cover 33
25 % | black/matt

2 m 114364
6 m 114365

http://www.isoled.shop/en/112858.html
http://www.isoled.shop/en/113192.html
http://www.isoled.shop/en/113193.html
http://www.isoled.shop/en/113640.html
http://www.isoled.shop/en/113641.html
http://www.isoled.shop/en/114381.html
http://www.isoled.shop/en/114380.html
http://www.isoled.shop/en/114382.html
http://www.isoled.shop/en/112879.html
http://www.isoled.shop/en/112857.html
http://www.isoled.shop/en/113647.html
http://www.isoled.shop/en/113194.html
http://www.isoled.shop/en/112195.html
http://www.isoled.shop/en/113643.html
http://www.isoled.shop/en/114385.html
http://www.isoled.shop/en/113642.html
http://www.isoled.shop/en/1124364.html
http://www.isoled.shop/en/114365.html
http://www.isoled.shop/en/112528.html


CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/  profiles recessed from 22 mm Flex stripe width

279

65 %

65 %

85 %

85 %

65 %

LED LIGHT WITH  
CABLE PORT

COVER 12

COVER 11

COVER 31

COVER 35

COVER 13

CABLE LOCK

26,8 mm

20,7 mm
24,0 mm

26,00 mm

END CAPS
COVER 12 | ALU

EC49 112861
EC49W 113198
EC49B 113199

END CAPS
COVER 13 | ALU

EC50 112862
EC50W 113200
EC50B 113201

COVER 12
65 % | opal/satined

2 m 112881

COVER 13
65 % | opal/satined

2 m 112882

COVER 31
85% | clear

2 m 114359

CONNECTOR
90° 113433
180° 113432

LED LIGHT | LED PENDANT LIGHT
CABLE LOCK

2 m 112528
2 m 113180
2 m 113181

ACCESSORIES
Installation spring 112546
Joint gripper 112540

Cable suspension
112539
114384
114383

END CAPS
COVER 11 | ALU

EC48 112860
EC48W 113196
EC48B 113197

COVER 11
65 % | opal/satined

2 m 112880

COVER 35
85% | clear

2 m 114360

http://www.isoled.shop/en/114383.html
http://www.isoled.shop/en/113181.html
http://www.isoled.shop/en/113180.html
http://www.isoled.shop/en/112528.html
http://www.isoled.shop/en/113433.html
http://www.isoled.shop/en/112546.html
http://www.isoled.shop/en/114384.html
http://www.isoled.shop/en/112539.html
http://www.isoled.shop/en/112540.html
http://www.isoled.shop/en/113432.html
http://www.isoled.shop/en/113201.html
http://www.isoled.shop/en/112862.html
http://www.isoled.shop/en/113200.html
http://www.isoled.shop/en/112882.html
http://www.isoled.shop/en/114359.html
http://www.isoled.shop/en/112881.html
http://www.isoled.shop/en/112861.html
http://www.isoled.shop/en/113198.html
http://www.isoled.shop/en/113199.html
http://www.isoled.shop/en/113197.html
http://www.isoled.shop/en/113196.html
http://www.isoled.shop/en/112860.html
http://www.isoled.shop/en/112880.html
http://www.isoled.shop/en/114360.html


CUSTOMISED LIGHT SOLUTIONS
Surface-mounting/  profiles recessed from 22 mm Flex stripe width

280

65 %

75 %

75 %

85 %

COVER 10

COVER 19

COVER 36

COVER 18

INSTALLATION

25 % 

COVER 33

200 CM

PROFILE

DIVE24 
LED profiles recessed

max. 
24 mm

Cooling mass: 352 g/m | The DIVE24 recessed profile is fixed to the suspended ceilings/walls with  
installation springs. In combination with the cable port TUNNEL (Item no. 112528, it can be mounted as 
an independent hanging lamp via cable suspension (joint gripper available for sloping ceilings). The covers 
are clicked in on the inside.

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

SILVER

PROFILE
MOUNTING BAR
2 m 113640     10 cm 113641

CONNECTOR
90° 114381     180° 114380

INSTALLATION CLIP 114382

2 m 112863

2 m 114487

2 m 114784

END CAPS
COVER 10 | ALU

EC47 112857
EC47W 113194
EC47B 113195

COVERS & END CAPS
COVER 10
65 % | opal/satined

2 m 112879
6 m 113647

COVER 19
75 % | frosted

2 m 113643

COVER 36
75 % | white matt

2 m 114385

COVER 18
85% | clear

2 m 113642

Cover 33
25 % | black/matt

2 m 114364
6 m 114365

WHITE RAL 9010 BLACK RAL 9005

http://www.isoled.shop/en/112863.html
http://www.isoled.shop/en/114487.html
http://www.isoled.shop/en/114784.html
http://www.isoled.shop/en/113640.html
http://www.isoled.shop/en/113641.html
http://www.isoled.shop/en/114381.html
http://www.isoled.shop/en/114380.html
http://www.isoled.shop/en/114382.html
http://www.isoled.shop/en/112879.html
http://www.isoled.shop/en/113647.html
http://www.isoled.shop/en/112857.html
http://www.isoled.shop/en/113194.html
http://www.isoled.shop/en/113195.html
http://www.isoled.shop/en/113643.html
http://www.isoled.shop/en/114385.html
http://www.isoled.shop/en/113642.html
http://www.isoled.shop/en/114364.html
http://www.isoled.shop/en/114365.html
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65 %

65 %

85 %

85 %

65 %

LED LIGHT WITH  
CABLE PORT

COVER 12

COVER 11

COVER 31

COVER 35

COVER 13

CABLE LOCK

26,0mm
24,7mm

33,7 mm
26,8 mm

24 mm

20,7 mm

71,66 
mm

END CAPS
COVER 12 | ALU

EC49 112861

END CAPS
COVER 13 | ALU

EC50 112862

COVER 12
65 % | opal/satined

2 m 112881

COVER 13
65 % | opal/satined

2 m 112882

COVER 31
85% | clear

2 m 114359

CONNECTOR
90° 113433
180° 113432

ACCESSORIES
Installation spring 112546
Joint gripper 112540

LED LIGHT | LED PENDANT LIGHT
CABLE LOCK

2 m 112528
2 m 113180
2 m 113181

END CAPS
COVER 11 | ALU

EC48 112860
EC48W 113196
EC48B 113197

COVER 11
65 % | opal/satined

2 m 112880

COVER 35
85% | clear

2 m 114360

http://www.isoled.shop/en/112528.html
http://www.isoled.shop/en/113180.html
http://www.isoled.shop/en/113433.html
http://www.isoled.shop/en/112546.html
http://www.isoled.shop/en/112540.html
http://www.isoled.shop/en/112862.html
http://www.isoled.shop/en/112882.html
http://www.isoled.shop/en/114359.html
http://www.isoled.shop/en/112881.html
http://www.isoled.shop/en/112861.html
http://www.isoled.shop/en/114360.html
http://www.isoled.shop/en/112880.html
http://www.isoled.shop/en/112860.html
http://www.isoled.shop/en/113196.html
http://www.isoled.shop/en/113197.html
http://www.isoled.shop/en/113181.html
http://www.isoled.shop/en/113432.html
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13 mm

10 mm 11 mm10 mm 12 mm

12 mm 20 mm

CORNER13
PAGE 289

CORNER12 
PAGE 288

CORNER12 
BORDERLESS
PAGE 287

CORNER22
PAGE 290

CORNER11N 
PAGE 286

CORNER10 SLIM 
PAGE 285

CORNER10
PAGE 284

20 mm

CORNER20
PAGE 307

NEW

NEW

LED PROFILES

Corner profiles
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200 CM

85 %

75 %

 65 %

 CLEAR | 85%

COVER CLEAR

COVER MILKY SMOOTH

COVER WHITE

COVER LINEAR LENS

PROFILE

CORNER10  
LED mounting profile

max. 
10 mm

Cooling mass: 344 g/m | The LED MOUNTING PROFILE CORNER10 is a build-up profile and can be equip-
ped with LED flex stripes with a max. width of 10 mm. Covers in four different designs are available, which 
are clicked on inside and connect flush. Swivelling mounting bracket available - for subsequent alignment 
of the light cone!

SILVER

2 m 111364 INSTALLATION CLIP 111388
SWIVELING INSTALLATION CLIP 111586

PROFILE

COVERS & END CAPS
END CAPS
COVER clear | PVC

111384 |  Cable 111385

COVER CLEAR
85% | clear

2 m 111369

COVER WHITE
65 % | white

2 m 112349

COVER MILKY SMOOTH
75% | milky smooth

2 m 111368

COVER LINEAR LENS
85% | clear linear lens

2 m 111739

11,2 mm

19 mm 19 mm

26,64 mm

17,84 mm
13 mm

http://www.isoled.shop/en/111364.html
http://www.isoled.shop/en/111388.html
http://www.isoled.shop/en/111586.html
http://www.isoled.shop/en/111369.html
http://www.isoled.shop/en/111384.html
http://www.isoled.shop/en/111385.html
http://www.isoled.shop/en/111368.html
http://www.isoled.shop/en/112349.html
http://www.isoled.shop/en/111739.html
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installation clip 114948

max. 
10 mm

Cooling mass: 57 g/m | The CORNER10 is a LED corner profile for flex stripes with max. 10 mm width. 
The cover (opal/satined with 65% translucency) provides a homogeneous light bar (light points no longer 
perceptible - depends on the power values of the LEDs) and after installation the linear LED light line  
remains visible.

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

CORNER10 SLIM  
LED corner profile

SILVER

2 m 114779

PROFILE

END CAPS
PVC

EC87 114773 | Cable EC88 114774

COVERS & END CAPS
COVER 49
65 % | opal/satined

2 m 114748

200 CM 

 65 %

COVER 49

PROFILE

22,63 mm

10,89 mm8,06 
mm

90°
16,0 mm

17,5 
mm

http://www.isoled.shop/en/114779.html
http://www.isoled.shop/en/114748.html
http://www.isoled.shop/en/114773.html
http://www.isoled.shop/en/114774.html
http://www.isoled.shop/en/114948.html
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CORNER 11N
LED corner profile

max. 
11 mm

Cooling mass: 129 g/m | The CORNER11N is a classic LED corner profile for flexible strips with a maximum 
width of 11 mm (surface installation with installation clip). The aluminium profile is additionally available 
in white and black and can optionally be equipped with a flat cover in clear (85% translucency) or opal/
satined (65%). Mounting in furniture possible.

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

SILVER BLACK RAL 9005WHITE RAL 9010

200 CM

65 %

85 %

COVER 54

COVER 55

PROFILE

2 m 115269
2 m 115270
2 m 115271

INSTALLATION CLIP 112796

END CAPS 
PVC

EC96 115274 | Cable EC97 115277
EC96W 115275 | Cable EC97W 115278
EC96B 115276 | Cable EC97B 115279

PROFILE

COVERS & END CAPS

COVER 54
65 % | opal/satined

2 m 115272

COVER 55
85% | clear

2 m 115273

25,45 mm

90°

12,4 mm

11,25
mm

9,9
mm

http://www.isoled.shop/en/115269.html
http://www.isoled.shop/en/115270.html
http://www.isoled.shop/en/115271.html
http://www.isoled.shop/en/112796.html
http://www.isoled.shop/en/115274.html
http://www.isoled.shop/en/115275.html
http://www.isoled.shop/en/115276.html
http://www.isoled.shop/en/115279.html
http://www.isoled.shop/en/115278.html
http://www.isoled.shop/en/115277.html
http://www.isoled.shop/en/115272.html
http://www.isoled.shop/en/115273.html
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CORNER 12 BORDERLESS
LED corner profile

SILVER

max. 
12 mm

Cooling mass: 107 g/m | The CORNER12 corner profile is designed for LED flex strips with a maximum 
width of 12 mm and is used universally indoors. The cover is available in opal/satin (65 % translucency) or 
clear (85 % translucency). It completely covers the aluminium profile on the top side, so only the LED light 
strip is visible. 

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

SILVER

200 CM | 300 CM

65 %

75 %

COVER 45

COVER 46

PROFILE

2 m 114786

END CAPS
Aluminium

EC84 114770

PROFILE

COVERS & END CAPS

COVER 45
65 % | opal/satined

2 m 114744

COVER 46
75 % | white/matt

2 m 114745

13,86 
mm

34,75 mm
12,4 mm

http://www.isoled.shop/en/114744.html
http://www.isoled.shop/en/114770.html
http://www.isoled.shop/en/114786.html
http://www.isoled.shop/en/114745.html
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CORNER 12 
LED corner profile

max. 
12 mm

Cooling mass: 320 g/m | The CORNER12 is designed for more powerful LED flexstripes. The corrugation 
on the outside enlarges the surface of the profile and works like heat-dissipating cooling fins. In combinati-
on with the cable port TUNNEL (Item no. 112528) the profile can be installed as a hanging light with cable 
suspension. Joint grippers are used for sloping roofs.

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

SILVER

65 %

COVER 7

200 CM

LED PENDANT LIGHT 
LED LIGHT WITH CABLE 

PORT

CABLE LOCK

PROFILE

INSTALLATION

2 m 112846

PROFILE
CONNECTOR
90° 114381     180° 114380

MOUNTING BAR
2 m 113640     10 cm 113641

END CAPS
COVER 7 | PVC

EC31 112847 | Cable EC32 112845

COVERS & END CAPS
COVER 7
65 % | opal/satined

2 m 112871

CONNECTOR
90° 113433
180° 113432

END CAP EC33
ALU 112819

LED LIGHT | LED PENDANT LIGHT
CABLE LOCK

2 m 112528

33,64 mm
12,40 mm

18,55 
mm

ACCESSORIES
Installation spring 112546
Joint gripper 112540

Cable suspension
112539
114384
114383

http://www.isoled.shop/en/112846.html
http://www.isoled.shop/en/112535.html
http://www.isoled.shop/en/115265.html
http://www.isoled.shop/en/115264.html
http://www.isoled.shop/en/114381.html
http://www.isoled.shop/en/114380.html
http://www.isoled.shop/en/113641.html
http://www.isoled.shop/en/113640.html
http://www.isoled.shop/en/112845.html
http://www.isoled.shop/en/112847.html
http://www.isoled.shop/en/112871.html
http://www.isoled.shop/en/112528.html
http://www.isoled.shop/en/113433.html
http://www.isoled.shop/en/113432.html
http://www.isoled.shop/en/112819.html
http://www.isoled.shop/en/112546.html
http://www.isoled.shop/en/112540.html
http://www.isoled.shop/en/112539.html
http://www.isoled.shop/en/114384.html
http://www.isoled.shop/en/114383.html
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CORNER 13 
LED corner profile

max. 
13 mm

Cooling mass: 77 g/m | LED flex stripes (max. 13 mm) are glued to the narrower top of the aluminium  
cooling strip Item no. 112433. The cooling strip is then inserted into the guide of the cover. Designed  for 
strong LEDs - homogeneous lines of light (translucency 65%). 

IMPORTANT: seal with silicone in wet and outdoor areas!

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

WHITE

IMPORTANT INFORMATION:

The use in wet cells or outdoors is possible only in sealed form. Special 
protection against moisture and water is provided by silicone, which is 
applied to the joints for sealing purposes. 

When selecting the LED flex stripe, make sure that the protection class 
specified by the manufacturer (at least IP65) is  maintained.

CONNECTOR
90° 114381     180° 114380

MOUNTING BAR
2 m 113640     10 cm 113641

200 CM | 26O CM

COOLING STRIP | 65 %

LED PENDANT LIGHT 
LED LIGHT WITH  
CABLE PORT

COVER PROFILE

INSTALLATION

CABLE LOCK

PROFILE
CORNER PROFILE

2 m 113650
2,6 m 113651

COOLING STRIP

2 m 112433

MOUNTING BAR
2 m 113640     10 cm 113641

END CAPS CORNER13
COVER + COOLING STRIPS | silicone

EC67 113638 | Cable EC68 113639

PROFILE 

END CAPS

21,8 mm

21,8 mm

http://www.isoled.shop/en/113650.html
http://www.isoled.shop/en/113651.html
http://www.isoled.shop/en/112433.html
http://www.isoled.shop/en/113640.html
http://www.isoled.shop/en/113641.html
http://www.isoled.shop/en/113638.html
http://www.isoled.shop/en/113639.html


CORNER 22
LED corner profile

max. 
22 mm

Cooling mass: 420 g/m | Thanks to its four-part design, the Corner22 profile with 45° light guiding angle 
can be installed be installed simple and easy into into square corners. First, the mounting strip on the 
reverse side is screwed or stuck into the corner, then the flex stripes is stuck into the degreased front profile 
rail, and then the cover is fixed as well as the installation clips slid behind into the profile rail.  Now the front 
cooling profile can be anchored in the corner by simply clipping it into the preassembled installation frame. 
Optional end caps complete the overall look.

SILVER

CUSTOMISED LIGHT SOLUTIONS
Corner profiles
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65 %

85 %

COVER FLAT

COVER FLAT

200 CM

PROFILE
2 m 113915

PROFILE
INSTALLATIONCLIP 
112335

END CAPS
COVER flat | PVC

Right: 113916
Left: 113917

END CAPS
COVER flat | PVC

Right: 113916
Left: 113917

COVERS & END CAPS

COVER FLAT
65 % | opal/satined

2 m 112268

COVER FLAT 
85% | clear

2 m 112267

26,7
mm

52 
mm

22 
mm

45,6 mm

Ideal for kitc
hen substruc

tures

Installation with clip 112335

http://www.isoled.shop/en/113915.html
http://www.isoled.shop/en/112335.html
http://www.isoled.shop/en/113916.html
http://www.isoled.shop/en/113917.html
http://www.isoled.shop/en/112268.html
http://www.isoled.shop/en/112267.html
http://www.isoled.shop/en/113916.html
http://www.isoled.shop/en/113917.html
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6 mm

14 mm

11 mm

21 mm

14 mm

12 mm

14 mm

11 mm

20 mm

11 mm

12 mm

SHADOW GAP 8
PAGE 292

SHADOW  
GAP 40 & 80
PAGE 293

FINISH
PAGE 294

T-PROFILE 14
PAGE 295

INTERNAL  
CORNER
PAGE 298

PLANAR
PAGE 302

T-PROFILE 20
PAGE 296

EXTERNAL  
CORNER
PAGE 299

DOUBLE  CURVE
PAGE 303

CEILING 21
PAGE 300

SINGLE  CURVE
PAGE 304

LED PROFILES

Dry wall profiles
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SHADOW GAP 8 
LED dry wall profile

BLACK RAL 9005SILVER

max. 
6 mm

Cooling mass: 327 g/m | Innovative profile series and perfectly matched to sustainable lighting solutions in 
dry construction. Depending on the choice of LED flex stripes for lighting in living rooms, guest rooms and 
recreation rooms. Can be integrated into the frame construction for suspended ceilings.  Plasterboard can 
be inserted directly into the guide on the profile.

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

 65 %

COVER24

200 CM

PROFILE

2 m 113837

2 m 113911

PROFILE

COVER
COVER 24
65 % | opal/satined

2 m 113648
6 m 113649

28,32 mm

8,46 mm

6,20 mm

17,85 mm

28,00 mm

43,50 mm

13,50 mm

5,80 mm

http://www.isoled.shop/en/113837.html
http://www.isoled.shop/en/113911.html
http://www.isoled.shop/en/113648.html
http://www.isoled.shop/en/113649.html


SHADOW 
GAP 80

SHADOW 
GAP 40

CUSTOMISED LIGHT SOLUTIONS
Dry wall profiles
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SHADOW GAP 40/80 LED dry wall profile

SILVER WHITE RAL 9003

max. 
11 mm

Cooling mass - SHADOW GAP 40: 433 g/m | Cooling mass - SHADOW GAP 80: 600 g/m Innovative 
profile series and perfectly matched to sustainable lighting concepts in dry construction. Depending on the 
choice of LED flex stripes for the staging of living rooms, guest rooms and recreation rooms or as indirect 
room lighting for different visual tasks. Ideal for the realisation of professional cove lighting solutions.  
Fast and uncomplicated assembly - filling or plastering possible!

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

2 m 113825

2 m 114105

2 m 113826

2 m 114106

PROFILE - SHADOW GAP 40

PROFILE - SHADOW GAP 40

PROFILE - SHADOW GAP 80

PROFILE - SHADOW GAP 80

COVER
COVER 27
65 % | opal/satined

2 m 113832

200 CM

200 CM

65 %

SHADOW GAP 80

COVER 27

SHADOW GAP 40

23,1 mm
93,1 mm

30 mm 40 mm

11,5 mm12,5 mm

133,1 mm

30 mm 23,1 mm
80 mm

11,5 mm12,5 
mm

http://www.isoled.shop/en/112825.html
http://www.isoled.shop/en/114105.html
http://www.isoled.shop/en/113826.html
http://www.isoled.shop/en/114106.html
http://www.isoled.shop/en/113832.html
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SOFT

COVER 1S

200 CM 

65 %

85 %

25 %

COVER 1

COVER 2

COVER 32

PROFILE

FINISH 
LED dry wall profile

SILVER

max. 
14 mm

Cooling mass: 433 g/m | The drywall finish profile is installed behind the plasterboards. It can be seen as 
a corner protection profile equipped with an LED flex strip - indirect ceiling or wall lighting. Optionally, opal/
satin, black/matt or clear covers are available for homogeneous light lines. 

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

2 m 113827
PROFILE

After installing the profile, the protective cover is clicked  into 
the alu profile for protection. The protective cover withstands 
the pressure during filling/plastering oder painting. It prevents 
filler, adhesive, sealant, silicone or paint entering the interior. 
After this, the protective cover is removed, cleaned and can 
be reused many times. Finally, the cover (PC) can be inserted 
in the profile.

COVERS
COVER 1
65 % | opal/satined

2 m 112867
2,5 m 113095
6 m 113644

COVER 2
85% | clear

2 m 112866

PROTECTION COVER  1S
SOFT

5 m 114103

COVER 32
25 % | black/matt

2 m 114362
6 m 114363

END CAPS
PVC

EC210 114959 | Cable EC211 114960

END CAPS
PVC

EC210 114959 | Cable EC211 114960

END CAPS
PVC

EC210 114959 | Cable EC211 114960

13,5 mm

14,5 mm

47 mm
14,9 mm

30 mm

http://www.isoled.shop/en/113827.html
http://www.isoled.shop/en/112867.html
http://www.isoled.shop/en/113095.html
http://www.isoled.shop/en/113644.html
http://www.isoled.shop/en/114959.html
http://www.isoled.shop/en/114960.html
http://www.isoled.shop/en/112866.html
http://www.isoled.shop/en/114959.html
http://www.isoled.shop/en/114960.html
http://www.isoled.shop/en/114960.html
http://www.isoled.shop/en/114959.html
http://www.isoled.shop/en/114362.html
http://www.isoled.shop/en/114363.html
http://www.isoled.shop/en/114103.html


CUSTOMISED LIGHT SOLUTIONS
Dry wall profiles

295

SOFT

COVER 1S

200 CM

65 %

85 %

25 %

COVER 1

COVER 2

COVER 32

PROFILE

T-PROFILE 14 
LED dry wall profile

SILVER

max. 
14 mm

Cooling mass: 283 g/m | This high-quality drywall profile is fixed and plastered between 
the plasterboards - horizontal and vertical possible. The polycarbonate cover closes flush - 
the aluminium of the profile is no longer visible. 

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

2 m 113838
PROFILE

After installing the profile, the protective cover is clicked  into 
the alu profile for protection. The protective cover withstands 
the pressure during filling/plastering oder painting. It prevents 
filler, adhesive, sealant, silicone or paint entering the interior. 
After this, the protective cover is removed, cleaned and can 
be reused many times. Finally, the cover (PC) can be inserted 
in the profile.

COVERS
COVER 1
65 % | opal/satined

2 m 112867
2,5 m 113095
6 m 113644

COVER 2
85% | clear

2 m 112866

PROTECTION COVER  1S
SOFT

5 m 114103

COVER 32
25 % | black/matt

2 m 114362
6 m 114363

END CAPS
PVC

EC208 114957 | Cable EC209 114958

END CAPS
PVC

EC208 114957 | Cable EC209 114958

END CAPS
PVC

EC208 114957 | Cable EC209 114958

77 mm

30 mm
14,9 mm

13,5 mm

http://www.isoled.shop/en/112867.html
http://www.isoled.shop/en/113095.html
http://www.isoled.shop/en/113644.html
http://www.isoled.shop/en/112866.html
http://www.isoled.shop/en/114362.html
http://www.isoled.shop/en/114363.html
http://www.isoled.shop/en/114103.html
http://www.isoled.shop/en/114957.html
http://www.isoled.shop/en/114957.html
http://www.isoled.shop/en/114957.html
http://www.isoled.shop/en/114958.html
http://www.isoled.shop/en/114958.html
http://www.isoled.shop/en/113838.html
http://www.isoled.shop/en/114958.html
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65 %

75 %

65 %

85 %

COVER 30

COVER 47

COVER 11

COVER 35

200 CM

PROFILE

T-PROFILE 20 
LED dry wall profile

SILVER

max. 
20 mm

Cooling mass: 383 g/m | Due to the large selection of PC covers, this profile system can be used in many 
different ways. Standard in the range: flat, round and high covers in opal/satin or clear (translucency 
65%/85%). The low internal height of the profile (13.50 mm) increases the beam angle of the LED flex 
stripe. 

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

PROFILE
2 m 113828

END CAPS
COVER 11 | ALU

EC44 112853 
EC44W 113186
EC44B 113187

COVERS & END CAPS
COVER 30
65 % | opal/satined

2 m 114368

COVER 11
65 % | opal/satined

2 m 112880

COVER 35
85% | clear

2 m 114360

END CAPS
COVER 30 and 47 | ALU

EC43 112851 
EC43W 113184
EC43B 113185Cover 47

75 % | white matt

2 m 114746

http://www.isoled.shop/en/113828.html
http://www.isoled.shop/en/113828.html
http://www.isoled.shop/en/114368.html
http://www.isoled.shop/en/112851.html
http://www.isoled.shop/en/113184.html
http://www.isoled.shop/en/113185.html
http://www.isoled.shop/en/114746.html
http://www.isoled.shop/en/112880.html
http://www.isoled.shop/en/112853.html
http://www.isoled.shop/en/113186.html
http://www.isoled.shop/en/113187.html
http://www.isoled.shop/en/114360.html
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SOFT

COVER 10S

65 %

85 %

65 %

COVER 12

COVER 31

COVER 13

END CAPS
COVER 12 and 31 | ALU

EC45 112854 
EC45W 113188
EC45B 113189

END CAPS
COVER 13 | ALU

EC46 112855 
EC46W 113190
EC46B 113191

COVER 12
65 % | opal/satined

2 m 112881

COVER 13
65 % | opal/satined

2 m 112882

COVER 31
85% | clear

2 m 114359

87,3 mm

30 mm20 mm

13,5 
mm

14,4 
mm

PROTECTION COVER  10S
SOFT

5 m 114104

After installing the profile, the protective cover is clicked  into 
the alu profile for protection. The protective cover withstands 
the pressure during filling/plastering oder painting. It prevents 
filler, adhesive, sealant, silicone or paint entering the interior. 
After this, the protective cover is  removed, cleaned and can 
be reused many times. Finally, the cover (PC) can be inserted 
in the profile.

http://www.isoled.shop/en/114104.html
http://www.isoled.shop/en/112882.html
http://www.isoled.shop/en/112855.html
http://www.isoled.shop/en/113190.html
http://www.isoled.shop/en/114359.html
http://www.isoled.shop/en/113191.html
http://www.isoled.shop/en/113189.html
http://www.isoled.shop/en/112881.html
http://www.isoled.shop/en/112854.html
http://www.isoled.shop/en/113188.html
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INSIDE CORNER | INTERNAL CORNER
LED dry wall profile

SILVER

max. 
14 mm

Cooling mass: 471 g/m | The drywall profile inner corner is placed under the plasterboards and filled 
(wings on side 30 mm each). Flat covers are available in opal/satin (65% translucency), clear (85%) and 
black/matt (25%). Both covers are flush and cover the profile - the linear light line remains visible. 

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

200 CM 

65 %

85 %

25 %

SOFT

COVER 1

COVER 2

COVER 32

COVER 1S

PROFILE
2 m 113829

PROFILE

After installing the profile, the protective cover is clicked  into 
the alu profile for protection. The protective cover withstands 
the pressure during filling/plastering oder painting. It prevents 
filler, adhesive, sealant, silicone or paint entering the interior. 
After this, the protective cover is  removed, cleaned and can 
be reused many times. Finally, the cover (PC) can be inserted 
in the profile.

COVERS
COVER 1
65 % | opal/satined

2 m 112867
2,5 m 113095
6 m 113644

COVER 2
85% | clear

2 m 112866

PROTECTION COVER  1S
SOFT

5 m 114103

COVER 32
25 % | black/matt

2 m 114362
6 m 114363

END CAPS
PVC

EC214 114963 | Cable EC215 114964

END CAPS
PVC

EC214 114963 | Cable EC215 114964

END CAPS
PVC

EC214 114963 | Cable EC215 114964

14,9 mm

43,7 mm

30 mm

13,6 mm

http://www.isoled.shop/en/113829.html
http://www.isoled.shop/en/112867.html
http://www.isoled.shop/en/113095.html
http://www.isoled.shop/en/113644.html
http://www.isoled.shop/en/112866.html
http://www.isoled.shop/en/114362.html
http://www.isoled.shop/en/114963.html
http://www.isoled.shop/en/114363.html
http://www.isoled.shop/en/114103.html
http://www.isoled.shop/en/114964.html
http://www.isoled.shop/en/114963.html
http://www.isoled.shop/en/114964.html
http://www.isoled.shop/en/114963.html
http://www.isoled.shop/en/114964
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EXTERNAL CORNER
LED dry wall profile

SILVER

max. 
12 mm

Cooling mass: 344 g/m | The covers close flush and cover the aluminium of the profile. You only notice the 
light line. Due to the larger inner distance between LED flex stripes and cover, strong LEDs can be used 
without sacrificing homogeneity.

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

200 CM

65 %

85 %

25 %

SOFT

COVER 1

COVER 2

COVER 32

COVER 1S

PROFILE
2 m 113830

PROFILE

After installing the profile, the protective cover is clicked  into 
the alu profile for protection. The protective cover withstands 
the pressure during filling/plastering oder painting. It prevents 
filler, adhesive, sealant, silicone or paint entering the interior. 
After this, the protective cover is  removed, cleaned and can 
be reused many times. Finally, the cover (PC) can be inserted 
in the profile.

COVERS
COVER 1
65 % | opal/satined

2 m 112867
2,5 m 113095
6 m 113644

COVER 2
85% | clear

2 m 112866

PROTECTION COVER  1S
SOFT

5 m 114103

COVER 32
25 % | black/matt

2 m 114362
6 m 114363

END CAPS
PVC

EC216 114965 | Cable EC217 114966

END CAPS
PVC

EC216 114965 | Cable EC217 114966

END CAPS
PVC

EC216 114965 | Cable EC217 114966

37,9 mm

30 mm

12,5 mm

13,76 mm

12,5 mm

http://www.isoled.shop/en/113830.html
http://www.isoled.shop/en/112867.html
http://www.isoled.shop/en/112866.html
http://www.isoled.shop/en/114362.html
http://www.isoled.shop/en/114363.html
http://www.isoled.shop/en/114103.html
http://www.isoled.shop/en/114965.html
http://www.isoled.shop/en/114966.html
http://www.isoled.shop/en/114965.html
http://www.isoled.shop/en/114966.html
http://www.isoled.shop/en/113095.html
http://www.isoled.shop/en/113644.html
http://www.isoled.shop/en/114965.html
http://www.isoled.shop/en/114966.html
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CEILING 21
LED dry wall profile

SILVER

max. 
21 mm

Cooling mass: 544 g/m |  The LED recessed profile CEILING 21 has side tabs (plaster  surfaces) 
which can be plastered after installation. In the inside LED flex stripes with a  total of 21 mm 
width can be stuck in - ideal for implementing different light scenarios with a single light strip. 

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

65 %

65 %

85 %

COVER 30

COVER 11

COVER 35

200 CM

PROFILE PROFILE
2 m 114386

COVERS & END CAPS
COVER 30
65 % | opal/satined

2 m 114368

COVER 11
65 % | opal/satined

2 m 112880

COVER 35
85% | clear

2 m 114360

75 %

COVER 47 Cover 47
75 % | white matt

2 m 114746

CONNECTOR
90° 114381     180° 114380

http://www.isoled.shop/en/114368.html
http://www.isoled.shop/en/114368.html
http://www.isoled.shop/en/114746.html
http://www.isoled.shop/en/112880.html
http://www.isoled.shop/en/114360.html
http://www.isoled.shop/en/114381.html
http://www.isoled.shop/en/114380.html
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COVER 12
65 % | opal/satined

2 m 112881

COVER 13
65 % | opal/satined

2 m 112882

COVER 31
85% | clear

2 m 114359

65 %

85 %

65 %

SOFT

COVER 12

COVER 31

COVER 13

COVER 10S

PROTECTION COVER 10S
SOFT

5 m 114104

After installing the profile, the protective cover is clicked  into 
the alu profile for protection. The protective cover withstands 
the pressure during filling/plastering oder painting. It prevents 
filler, adhesive, sealant, silicone or paint entering the interior. 
After this, the protective cover is  removed, cleaned and can 
be reused many times. Finally, the cover (PC) can be inserted 
in the profile.

29,2 mm
89,2 mm

26,8 mm

21,6 mm

1,9
mm

22,1 
mm

25,0 
mm

http://www.isoled.shop/en/112881.html
http://www.isoled.shop/en/114359.html
http://www.isoled.shop/en/112882.html
http://www.isoled.shop/en/114104.html
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200 CM 

65 %

COVER 27

PROFILE

PLANAR
LED drywall lights

max. 
11 mm

Cooling mass: 1013 g/m | Sustainable design luminaire for indirect lighting concepts in dry construction 
consisting of two lighting components made of high-quality aluminium. The base plate is filled in with the 
plasterboard. The light construction element can be equipped with two flex stripes (max. 11 mm width). 
Easy to maintain plug system.

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

SILVER BLACK RAL 9005WHITE RAL 9003

COVER
COVER 27
65 % | opal/satined

2 m 113832

PROFILE
2 m 113893

2 m 114110

2 m 113913

CONNECTOR
90° 113433     180° 113432

50,5 mm
9,9 mm

22,9 mm

11,5 mm12,5 
mm

152,5 mm

30 mm 44,2 mm

13,5 mm

http://www.isoled.shop/en/113893.html
http://www.isoled.shop/en/114110.html
http://www.isoled.shop/en/113913.html
http://www.isoled.shop/en/113433.html
http://www.isoled.shop/en/113432.html
http://www.isoled.shop/en/113832.html
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200 CM 

65 %

COVER 27

PROFILE

DOUBLE CURVE
LED drywall lights

max. 
11 mm

Cooling mass: 1753 g/m | Sustainable design luminaire for indirect lighting concepts in dry 
construction consisting of two lighting components made of high-quality aluminium. The 
base plate is filled in with the plasterboard. The light construction element can  be equipped 
with two flex stripes (max. 11 mm width). Easy to maintain plug system.

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

SILVER BLACK RAL 9005WHITE RAL 9003

COVER COVER
COVER 27
65 % | opal/satined

2 m 113832

PROFILE PROFILE
2 m 113894

2 m 114111

2 m 113914

CONNECTOR
90° 113433     180° 113432

50,5 mm
9,9 mm

22,9 mm

11,5 mm12,5 
mm

196,5 mm

29 mm
138,3 mm

13,5 mm

http://www.isoled.shop/en/113894.html
http://www.isoled.shop/en/114111.html
http://www.isoled.shop/en/113914.html
http://www.isoled.shop/en/113433.html
http://www.isoled.shop/en/113432.html
http://www.isoled.shop/en/113832.html


SINGLE  CURVE
LED dry wall profile

max. 
11 mm

Cooling mass: 990 g/m | Sustainable design luminaire for indirect lighting concepts in dry constructi-
on made of high-quality aluminium. Ideal to use as a wall light. This light component is glued over with 
an LED flex stripes with max. 11 mm width. Assembly is quick and easy: The profile is filled in with the  
plasterboard.

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

SILVER BLACK RAL 9005WHITE RAL 9003

200 CM 

65 %

COVER 27

PROFILE

COVER
COVER 27
65 % | opal/satined

2 m 113832

PROFILE
2 m 113835

2 m 114102

2 m 113910

144 mm

23,9 mm

30 mm 29 mm

84,9 mm

11,45 mm

CUSTOMISED LIGHT SOLUTIONS
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http://www.isoled.shop/en/113835.html
http://www.isoled.shop/en/114102.html
http://www.isoled.shop/en/113910.html
http://www.isoled.shop/en/113832.html
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30 mm20 mm

CORNER20
PAGE 307

LAMP40
PAGE 310

LAMP35 EDGE
PAGE 309

LAMP30
PAGE 308

35 mm 40 mm

NEW NEW

LED PROFILES

Luminaire profiles
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200 CM

 65 %

 65 %

COVER 16

COVER 17

PROFILE

CORNER20N
LED corner profile

SILVER

max. 
20 mm

Cooling mass: 496 g/m | The CORNER20N - for direct mounting on the building structure or with cable 
suspension (articulated gripper available for sloping ceilings). Covers optionally available square or semi-
circular in opal/satin finish (65 % translucency).

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

45°

40,1 mm

40,1mm21mm

2 m 115280 CONNECTOR
90° 113433     180° 113432

END CAPS
COVER 16 | ALU

EC52 112823

END CAPS 
COVER 17 | ALU

EC55 113226

PROFILE

COVERS & END CAPS
COVER 16
65 % | opal/satined

2 m 112884

COVER 17
65 % | opal/satined

2 m 112885

NEW

LED LIGHT | LED PENDANT LIGHT
ACCESSORIES
Joint gripper 112540

Cable suspension
112539
114384
114383

http://www.isoled.shop/en/113433.html
http://www.isoled.shop/en/115280.html
http://www.isoled.shop/en/112884.html
http://www.isoled.shop/en/112823.html
http://www.isoled.shop/en/112885.html
http://www.isoled.shop/en/113226.html
http://www.isoled.shop/en/112540.html
http://www.isoled.shop/en/112539.html
http://www.isoled.shop/en/114384.html
http://www.isoled.shop/en/114383.html
http://www.isoled.shop/en/113432.html
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LAMP30
LED surface mounted profile

max. 
30 mm

Cooling mass: 1180 g/m | The profile system LAMP30 is designed as a stand-alone LED pendant light  
and has an integrated cable channel, in which the required LED technology (e.g. sequencer, transformer,  
etc.) as well as the wiring can be stowed professionally and safely. The opal/satin cover is clicked in on the 
inside and closes flush (65% translucency).

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

30,6 mm

24,2 mm

50 mm

16,5 mm

36 mm
40 mm

200 CM

65 %

LED PENDANT LIGHT 
LED LIGHT WITH CABLE 

PORT

INSTALLATION

CABLE LOCK

PROFILE

COVER 29
END CAPS
COVER 29 | ALU

EC69 114379
EC69W 113973
EC69B 113814

COVERS & END CAPS
COVER 29
65 % | opal/satined

2 m 113816

2 m 115261

2 m 115262

2 m 115263

MOUNTING BAR
2 m 113640     10 cm 113641

CONNECTOR
90° Horizontal 114576 90° Vertical 114577 180° 
114575

Cable suspension 112539

Joint gripper 112540

PROFILE

CONNECTOR
90° 113433
180° 113432

LED LIGHT | LED PENDANT LIGHT
CABLE LOCK

2 m 112528
2 m 113180
2 m 113181

ACCESSORIES
Installation spring 112546
Joint gripper 112540

Cable suspension
112539
114384
114383

SILVER | POWDER COATED BLACK RAL 9005WHITE RAL 9003

http://www.isoled.shop/en/115261.html
http://www.isoled.shop/en/115262.html
http://www.isoled.shop/en/115263.html
http://www.isoled.shop/en/113640.html
http://www.isoled.shop/en/113641.html
http://www.isoled.shop/en/114576.html
http://www.isoled.shop/en/114577.html
http://www.isoled.shop/en/114575.html
http://www.isoled.shop/en/112539.html
http://www.isoled.shop/en/112540.html
http://www.isoled.shop/en/113816.html
http://www.isoled.shop/en/114379.html
http://www.isoled.shop/en/113973.html
http://www.isoled.shop/en/113814.html
http://www.isoled.shop/en/112528.html
http://www.isoled.shop/en/113180.html
http://www.isoled.shop/en/113181.html
http://www.isoled.shop/en/113433.html
http://www.isoled.shop/en/113432.html
http://www.isoled.shop/en/112546.html
http://www.isoled.shop/en/112540.html
http://www.isoled.shop/en/112539.html
http://www.isoled.shop/en/114384.html
http://www.isoled.shop/en/114383.html
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200 CM

65 %

LED PENDANT LIGHT 
LED LIGHT WITH CABLE 
PORT

COVER 15

CABLE LOCK

PROFILE

LAMP35 EDGE N
LED surface mounted profile

SILVER

max. 
35 mm

Cooling mass: 696 g/m | The LAMP35 EDGE N surface-mounted profile can be combined with the TUNNEL 
cable port Item No. 112528 and can be mounted on ceilings with a cable suspension (articulated gripper 
available for sloping ceilings). The profile itself already has an integrated cable portin which the cabling can 
be safely and professionally stowed away - ideal for surface mounting.

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

30,55 mm

40,1 mm

40,1mm

25,75mm

2 m 115281 CONNECTOR
90° 113433     180° 113432

END CAPS
COVER 15 | ALU

EC52 112823

PROFILE

COVERS & END CAPS
COVER 15
65 % | opal/satined

2 m 112883

CONNECTOR
90° 113433
180° 113432

LED LIGHT | LED PENDANT LIGHT
CABLE LOCK

2 m 112528
ACCESSORIES
Installation spring 112546
Joint gripper 112540

Cable suspension
112539
114384
114383

NEW

http://www.isoled.shop/en/115281.html
http://www.isoled.shop/en/113433.html
http://www.isoled.shop/en/113432.html
http://www.isoled.shop/en/112883.html
http://www.isoled.shop/en/112823.html
http://www.isoled.shop/en/112528.html
http://www.isoled.shop/en/113433.html
http://www.isoled.shop/en/113432.html
http://www.isoled.shop/en/112546.html
http://www.isoled.shop/en/112540.html
http://www.isoled.shop/en/112539.html
http://www.isoled.shop/en/114384.html
http://www.isoled.shop/en/114383.html


LAMP40
LED luminaire profile

SILVER | POWDER COATED BLACK RAL 9005WHITE RAL 9003

43,4 mm

60 mm
55 mm

5,75 mm

49 mm
78,9 
mm

29,8 
mm

33,9 
mm

25,0 
mm

2 m 114390

2 m 114392

2 m 114391

PROFILE

END CAPS
 ALU

EC74 114393
EC74W 114395
EC74B 114394

COVERS & END CAPS
COVER 38 
65 % | opal/satined

2 m 114396

COVER 24
65 % | opal/satined

2 m 113648
6 m 113649

Cable suspension
112539
114384
114383

fall protection
114574

installation clip
114596

holding clamp
114573

CONNECTOR
90° Horizontal 114576 90° Vertical 
114577 180° 114575

200 CM

65 %

65 %

COVER 24

COVER 38

PROFILE

max. 40 mm

max. 5 mm

max. 
40 mm

Cooling mass: 2100 g/m | The profile system LAMP 40 is designed as a stand-alone LED pendant light  
and has an integrated cable channel, in which the required LED technology (e.g. sequencer, transformer,  
etc.) as well as the wiring can be stowed professionally and safely. The opal/satin cover is clicked in on  the 
inside and closes flush (65% translucency).

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

To secure the Luminaire Profile Lamp40, 
we recommend mounting the fall protecti-
on (114574). 2 pieces are enclosed with 
the profile. The two brackets are attached 
to the bottom of the housing and to the 
Luminaire insert with the enclosed 
screws. 

securing 

Fall protection 114574
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http://www.isoled.shop/en/114390.html
http://www.isoled.shop/en/114392.html
http://www.isoled.shop/en/114391.html
http://www.isoled.shop/en/114574.html
http://www.isoled.shop/en/114596.html
http://www.isoled.shop/en/114573.html
http://www.isoled.shop/en/112539.html
http://www.isoled.shop/en/114384.html
http://www.isoled.shop/en/114383.html
http://www.isoled.shop/en/114576.html
http://www.isoled.shop/en/114577.html
http://www.isoled.shop/en/114575.html
http://www.isoled.shop/en/114396.html
http://www.isoled.shop/en/114393.html
http://www.isoled.shop/en/114395.html
http://www.isoled.shop/en/114394.html
http://www.isoled.shop/en/113648.html
http://www.isoled.shop/en/113649.html
http://www.isoled.shop/en/114574.html
http://www.isoled.shop/en/114574.html


Cable suspension
112539
114384
114383

FIXING AND INSTALLATION CLIP
The fixing clamp (114573) is used to fix the housing to the 
luminaire insert (Fig.1/2). 4 pieces are supplied with  the pro-
file.

The installation clip can be used to install the profile (Fig.1/2) 
and to stow cables on the Luminaire insert  (Fig.2). 

Connect

Installation of the luminaire profile

Fixing clamp 114573

installation clip 114596

114596 114596

114596114573 114573

Fig. 1 Fig. 2

Connector 180 ° - 3 PCS
Steel  114575

Connector 90 ° horizontal - 1 PCS
Steel  114576

Connector 90° Vertical - 2 PCS
Steel  114577

Connector 90° Horizontal - 2 PCS
Steel  114576

Connector 90 ° vertical - 1 PCS
Steel  114577

Positioning of the 
connectors

Fig. 3

Connector 180°
Steel | 4 PCS 114575

Connector 90° 
Horizontal
Steel | 4 PCS 
114576

Connector 90° 
Vertical
Steel | 4 PCS 
114577

Three connectors with 180°, 90° horizontal and 90° vertical 
are available for the professional connection of the profile. 
The articles are offered in a set of 4 pieces. In the following 
overviews you will find instructions for the positioning of the 
connectors and the mounting of different angles.
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http://www.isoled.shop/en/114573.html
http://www.isoled.shop/en/114573.html
http://www.isoled.shop/en/114596.html
http://www.isoled.shop/en/114573.html
http://www.isoled.shop/en/114596.html
http://www.isoled.shop/en/114575.html
http://www.isoled.shop/en/114576
http://www.isoled.shop/en/114577
http://www.isoled.shop/en/114575
http://www.isoled.shop/en/114577
http://www.isoled.shop/en/114576
http://www.isoled.shop/en/114576
http://www.isoled.shop/en/114577
http://www.isoled.shop/en/114596.html
http://www.isoled.shop/en/114596.html
http://www.isoled.shop/en/114573
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CUSTOMISED LIGHT SOLUTIONS

IMPORTANT INFORMATION:
The use in wet cells or outdoors is possible only in sealed form. Special protection 
against moisture and water is provided by silicone, which is applied to the joints for 
sealing purposes. 

When selecting the LED flex stripe, make sure that the protection class specified by 
the manufacturer (at least IP65) is  maintained.

LED PROFILES

Tile profiles

12 mm 12 mm 12 mm 8 mm12 mm

10 mm

INTERNAL  
CORNER
PAGE 316

UP8
PAGE 318

EXTERNAL  
CORNER
PAGE 317

UP10
PAGE 319

FINISH
PAGE 314

T-PROFILE
PAGE 315
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FINISH
LED tile profile

SILVER

max. 
14 mm

Cooling mass: 140 g/m | This tile profile forms the flush and illuminated finish of the tiled surface. The 
20 mm wide wing is filled with tile adhesive on the wall. Optionally with opal/satin (65% translucence), 
transparent (85%) or black/matt (25%) cover. IMPORTANT: Seal with silicone in wet and outdoor areas!

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

200 CM 

65 %

85 %

25 %

SOFT

COVER 1

COVER 2

COVER 32

COVER 1S

PROFILE
2 m 113821
2,5 m 113822

PROFILE

COVERS
COVER 1
65 % | opal/satined

2 m 112867
2,5 m 113095
6 m 113644

COVER 2
85% | clear

2 m 112866

COVER 32
25 % | black/matt

2 m 114362
6 m 114363

PROTECTION COVER  1S
SOFT

5 m 114103

After installing the profile, the protective cover is clicked  into 
the alu profile for protection. The protective cover withstands 
the pressure during filling/plastering oder painting. It prevents 
filler, adhesive, sealant, silicone or paint entering the interior. 
After this, the protective cover is  removed, cleaned and can 
be reused many times. Finally, the cover (PC) can be inserted 
in the profile.

END CAPS
PVC

EC202 114951 | Cable EC203 114952

END CAPS
PVC

EC202 114951 | Cable EC203 114952

END CAPS
PVC

EC202 114951 | Cable EC203 114952

10 mm
10,9 mm

37 mm
14,9 mm20 mm

http://www.isoled.shop/en/114951
http://www.isoled.shop/en/114952
http://www.isoled.shop/en/114362
http://www.isoled.shop/en/114363
http://www.isoled.shop/en/114951
http://www.isoled.shop/en/114952
http://www.isoled.shop/en/114103
http://www.isoled.shop/en/113821
http://www.isoled.shop/en/113822
http://www.isoled.shop/en/112867
http://www.isoled.shop/en/113095
http://www.isoled.shop/en/113644
http://www.isoled.shop/en/114951
http://www.isoled.shop/en/11492
http://www.isoled.shop/en/112866
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T-PROFILE
LED tile profile

SILVER

max. 
14 mm

Cooling mass: 150 g/m | On both sides are 20 mm wide tabs, which are filled with tile adhesive.  The 
tiles are bonded over these tabs. The profile has a very low overall height (11 mm) and fits perfectly 
into any tile concept. IMPORTANT: seal with silicone in wet and outdoor areas!

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

2 m 113819
2,5 m 113820

PROFILE

COVERS
COVER 1
65 % | opal/satined

2 m 112867
2,5 m 113095
6 m 113644

COVER 2
85% | clear

2 m 112866

200 CM

65 %

85 %

25 %

SOFT

COVER 1

COVER 2

COVER 32

COVER 1S

PROFILE

PROTECTION COVER  1S
SOFT

5 m 114103

COVER 32
25 % | black/matt

2 m 114362
6 m 114363

After installing the profile, the protective cover is clicked  into 
the alu profile for protection. The protective cover withstands 
the pressure during filling/plastering oder painting. It prevents 
filler, adhesive, sealant, silicone or paint entering the interior. 
After this, the protective cover is  removed, cleaned and can 
be reused many times. Finally, the cover (PC) can be inserted 
in the profile.

END CAPS
PVC

EC200 114949 | Cable EC201 114950

END CAPS
PVC

EC200 114949 | Cable EC201 114950

END CAPS
PVC

EC200 114949 | Cable EC201 114950

57 mm

20 mm14,9 mm

11 
mm

10 
mm

http://www.isoled.shop/en/113819
http://www.isoled.shop/en/112867
http://www.isoled.shop/en/114949
http://www.isoled.shop/en/114950
http://www.isoled.shop/en/114949
http://www.isoled.shop/en/114950
http://www.isoled.shop/en/114949
http://www.isoled.shop/en/114950
http://www.isoled.shop/en/113095
http://www.isoled.shop/en/113644
http://www.isoled.shop/en/112866
http://www.isoled.shop/en/114362
http://www.isoled.shop/en/114363
http://www.isoled.shop/en/114103
http://www.isoled.shop/en/113820
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INTERNAL CORNER
LED tile profile

SILVER

max. 
14 mm

Cooling mass: 403 g/m | The tile profiles can be easily integrated into any tile concept. The 20 mm wide 
tabs of the profile are filled with tile adhesive. Then the tiles can be glued flush. Among other things, ideal 
as effect lighting. IMPORTANT: seal with silicone in wet and outdoor areas!

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

200 CM 

65 %

85 %

25 %

SOFT

COVER 1

COVER 2

COVER 32

COVER 1S

PROFILE
2 m 113817
2,5 m 113818

PROFILE

After installing the profile, the protective cover is clicked  into 
the alu profile for protection. The protective cover withstands 
the pressure during filling/plastering oder painting. It prevents 
filler, adhesive, sealant, silicone or paint entering the interior. 
After this, the protective cover is  removed, cleaned and can 
be reused many times. Finally, the cover (PC) can be inserted 
in the profile.

COVERS
COVER 1
65 % | opal/satined

2 m 112867
2,5 m 113095
6 m 113644

COVER 2
85% | clear

2 m 112866

COVER 32
25 % | black/matt

2 m 114362
6 m 114363

PROTECTION COVER  1S
SOFT

5 m 114103

END CAPS
PVC

EC206 114955 | Cable EC207 114956

END CAPS
PVC

EC206 114955 | Cable EC207 114956

END CAPS
PVC

EC206 114955 | Cable EC207 114956

14,6 
mm

16,96 
mm

32,18 mm

20 
mm

10 mm

http://www.isoled.shop/en/113817
http://www.isoled.shop/en/112867
http://www.isoled.shop/en/113095
http://www.isoled.shop/en/113644
http://www.isoled.shop/en/112866
http://www.isoled.shop/en/114362
http://www.isoled.shop/en/114363
http://www.isoled.shop/en/114103
http://www.isoled.shop/en/113818
http://www.isoled.shop/en/114955
http://www.isoled.shop/en/114955
http://www.isoled.shop/en/114955
http://www.isoled.shop/en/114956
http://www.isoled.shop/en/114956
http://www.isoled.shop/en/114956
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EXTERNAL CORNER
LED tile profile

SILVER

max. 
12 mm

Cooling mass: 224 g/m | Developed and designed for tile concepts - The covers (optionally opal/  
satin, clear or black/matt ) are flush with the tiles. After filling the wings with tile adhesive, the tiles 
can be glued on. Perfect for every tile concept in- & outdoor! IMPORTANT: Seal with silicone in wet 
and outdoor areas!

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

2 m 113823
2,5 m 113824

PROFILE
200 CM

65 %

85 %

25 %

SOFT

COVER 1

COVER 2

COVER 32

COVER 1S

PROFILE

After installing the profile, the protective cover is clicked  into 
the alu profile for protection. The protective cover withstands 
the pressure during filling/plastering oder painting. It prevents 
filler, adhesive, sealant, silicone or paint entering the interior. 
After this, the protective cover is  removed, cleaned and can 
be reused many times. Finally, the cover (PC) can be inserted 
in the profile.

COVERS
COVER 1
65 % | opal/satined

2 m 112867
2,5 m 113095
6 m 113644

COVER 2
85% | clear

2 m 112866

PROTECTION COVER  1S
SOFT

5 m 114103

COVER 32
25 % | black/matt

2 m 114362
6 m 114363

END CAPS
PVC

EC204 114953 | Cable EC205 114954

END CAPS
PVC

EC204 114953 | Cable EC205 114954

END CAPS
PVC

EC204 114953 | Cable EC205 114954

27,8 mm

20 mm

10 mm

12,4 mm

http://www.isoled.shop/en/113823
http://www.isoled.shop/en/114953
http://www.isoled.shop/en/114953
http://www.isoled.shop/en/114953
http://www.isoled.shop/en/114954
http://www.isoled.shop/en/114954
http://www.isoled.shop/en/114954
http://www.isoled.shop/en/113095
http://www.isoled.shop/en/113644
http://www.isoled.shop/en/112866
http://www.isoled.shop/en/114362
http://www.isoled.shop/en/114363
http://www.isoled.shop/en/114103
http://www.isoled.shop/en/113824
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UP8
LED tile profile

SILVER

max. 
8 mm

Cooling mass: 86 g/m |  This tile profile forms the flush and illuminated end of the tiled surface and  
promises a unique light effect. The 20 mm wide wing is filled with tile adhesive on the wall. Optionally with 
opal/satin (65% translucence) or black/matt (25% translucence) cover. IMPORTANT: Seal with silicone in 
wet and outdoor areas!

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

200 CM

65 %

25 % 

COVER 23

COVER 34

PROFILE

2 m 114820 
2,5 m 114821

 2 m 115267

PROFILE

COVERS & END CAPS
COVER 23
65 % | opal/satined

2 m 113653
6 m 113654

COVER 34
25 % | black/matt

2 m 114366
6 m 114367

29,2 mm

29,8 mm

20,1 mm

10,0
mm

8,2
mm

9,1
mm

29,2 mm

29,8 mm

20,1 mm

10,0
mm

8,2
mm

9,1
mm

http://www.isoled.shop/en/114820
http://www.isoled.shop/en/113653
http://www.isoled.shop/en/113654
http://www.isoled.shop/en/114366
http://www.isoled.shop/en/114367
http://www.isoled.shop/en/114821
http://www.isoled.shop/en/115267
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UP10
LED tile profile

SILVER

max. 
10 mm

Cooling mass: 129 g/m | This LED tile profile is an excellent solution for creating flowing edge transiti-
ons and also ensures harmonious lighting in your rooms. Standard in the product range: flat covers in 
opal/satin or black/matt (translucency 65%/25%). IMPORTANT: Seal with silicone in wet and outdoor 
areas!

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

200 CM

65 %

25 % 

COVER 23

COVER 34

PROFILE

2 m 114822 
2,5 m 114823

 2 m 115268

PROFILE

COVERS & END CAPS
COVER 23
65 % | opal/satined

2 m 113653
6 m 113654

COVER 34
25 % | black/matt

2 m 114366
6 m 114367

20 mm

33,0 mm

11,0
mm11,9

mm
10,1
mm

http://www.isoled.shop/en/114822
http://www.isoled.shop/en/113653
http://www.isoled.shop/en/113654
http://www.isoled.shop/en/114366
http://www.isoled.shop/en/114367
http://www.isoled.shop/en/114823
http://www.isoled.shop/en/115268
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16 mm 14-16 mm 12-14 mm16 mm

16 mm 16 mm12 mm 13 mm

HIDE ASYNC
PAGE 327

2SIDE
PAGE 322

HIDE  TRIANGLE
PAGE 326

HIDE ANGLE
PAGE 328

HIDE SINGLE
PAGE 324

BACKLIGHT3 
PAGE 323

HIDE BOTTOM
PAGE 329

HIDE DOUBLE 
PAGE 325

NEW

LED PROFILES

Profiles for indirect 
lighting
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2SIDE
LED luminaire profile

max. 
12 mm

Cooling mass: 623 g/m | Two LED flex stripes with 12 mm can be glued on the backlight emission in op-
posite directions. The large surface conducts the heat perfectly - ideal for high-power LEDs! Wall/ ceiling 
installation & with cable suspension as counterpart light (with the fixing strip Item no. 113641). 

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

SILVER | POWDER COATED BLACK RAL 9005WHITE RAL 9003

70 mm
17 mm

21,3 
mm

12,4 
mm

2 m 114780

2 m 113609

2 m 113608

MOUNTING BAR
2 m 113640     10 cm 113641

END CAPS ONLY WITH MOUNTING

END CAPS
Aluminium

EC66 114750
EC66W 113611
EC66B 113612

CONNECTOR
90° 113433
180° 113432

PROFILE

COVERS & END CAPS

LED LIGHT | LED PENDANT LIGHT

COVER 1
65 % | opal/satined

2 m 112867
2,5 m 113095
6 m 113644

CABLE LOCK
2 m 112528
2 m 113180
2 m 113181

COVER 2
85% | clear

2 m 112866

200 CM

65 %

85 %

25 %

LED PENDANT LIGHT 
LED LIGHT WITH CABLE 

PORT

COVER 1

COVER 2

COVER 32

CABLE LOCK

PROFILE

INSTALLATION

COVER 32
25 % | black/matt

2 m 114362
6 m 114363

ACCESSORIES
Installation spring 112546
Joint gripper 112540

Cable suspension
112539
114384
114383

http://www.isoled.shop/en/114780
http://www.isoled.shop/en/113641
http://www.isoled.shop/en/112867
http://www.isoled.shop/en/114750
http://www.isoled.shop/en/113433
http://www.isoled.shop/en/112546
http://www.isoled.shop/en/113644
http://www.isoled.shop/en/113612
http://www.isoled.shop/en/113095
http://www.isoled.shop/en/113611
http://www.isoled.shop/en/113432
http://www.isoled.shop/en/112540
http://www.isoled.shop/en/112866
http://www.isoled.shop/en/113609
http://www.isoled.shop/en/114362
http://www.isoled.shop/en/112528
http://www.isoled.shop/en/112539
http://www.isoled.shop/en/113608
ttp://www.isoled.shop/en/114363
http://www.isoled.shop/en/113180
http://www.isoled.shop/en/114384
http://www.isoled.shop/en/113181
http://www.isoled.shop/en/114383
http://www.isoled.shop/en/113640
http://www.isoled.shop/en/113641
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COVERS

COVER 56
65 % | opal/satined

2 m 115283

18,97 
mm

17,77
mm

70 
mm

13,8 
mm

BACKLIGHT3
LED profiles recessed

Cooling mass: 329 g/m | The BACKLIGHT3 is a recessed profile for suspended ceilings/walls and especially  
suitable as glare-free effect lighting with directed light emission in drywall construction. LED flex strips 
with a max. width of 13 mm can be glued in. A cover is not necessary.

SILVER

2 m 115282
PROFILE

200 CM

PROFILE

max. 
13 mm

NEW

65 %

COVER 56

Glare-free effect lighting

http://www.isoled.shop/en/115283
http://www.isoled.shop/en/115282


HIDE SINGLE
LED surface-mounting/luminaire profile

max. 
16 mm

Cooling mass: 336 g/m | The Hide Single surface-mounted/luminaire profile can be mounted on the ceiling 
as an LED pendant luminaire (with wire suspension or installation clips - joint grippers available for sloping 
ceilings). LED flex stripes with a maximum width of 16 mm can be attached. A cover in opal/ satin (65% 
translucence) and clear (85% translucence) is available.
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CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

200 CM

65 %

85 %

COVER 50

COVER 51

PROFILE INSTALLATION CLIP  114846

END CAPS
Aluminium

EC89 114826

EC89W 114828

EC89B 114827

PROFILE

COVERS & END CAPS
COVER 50
65 % | opal/satined

2 m 114824

18,5 mm

16,5 mm

17,2
mm

12,55
mm

23,0
mm

SILVER BLACK RAL 9005WHITE RAL 9003

2 m 114797

2 m 114799

2 m 114798

COVER 51
85% | clear

2 m 114825

http://www.isoled.shop/en/114797
http://www.isoled.shop/en/114799
http://www.isoled.shop/en/114798
http://www.isoled.shop/en/114825
http://www.isoled.shop/en/114846
http://www.isoled.shop/en/114824
http://www.isoled.shop/en/114826
http://www.isoled.shop/en/114827
http://www.isoled.shop/en/114828


HIDE DOUBLE
LED surface-mounting/luminaire profile

max. 
16 mm

Cooling mass: 563 g/m | The Hide Double is a surface-mounted luminaire profile which is particularly 
suitable as a ceiling luminaire. However, it can also be mounted on a straight surface with the help of the 
mounting bracket and therefore has space for LED flex stripes on both sides. The opal/satin cover is clicked 
into place on the inside at the side (65% translucence).
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CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

INSTALLATION CLIP ROPE SUSPENSION   114846

INSTALLATION CLIP  WALL CONSTRUCTION 114847

END CAPS
Aluminium

EC90 114829

EC90W 114831

EC90B 114830

PROFILE

COVERS & END CAPS
COVER 50
65 % | opal/satined

2 m 114824

200 CM

65 %

85 %

PROFILE

COVER 50

COVER 51

16,5 mm

18,5 mm

17,2
mm

9,5
mm

12
mm

46,0
mm

12
mm

SILVER BLACK RAL 9005WHITE RAL 9003

2 m 114800

2 m 114802

2 m 114801

COVER 51
85% | clear

2 m 114825

installation clip 
114846

installation clip Wall 
construction 114847

installation clip rope 
suspension 114846

http://www.isoled.shop/en/114800
http://www.isoled.shop/en/114802
http://www.isoled.shop/en/114801
http://www.isoled.shop/en/114825
http://www.isoled.shop/en/114846
http://www.isoled.shop/en/114846
http://www.isoled.shop/en/114847
http://www.isoled.shop/en/114847
http://www.isoled.shop/en/114824
http://www.isoled.shop/en/114829
http://www.isoled.shop/en/114830
http://www.isoled.shop/en/114831


HIDE TRIANGLE
LED surface mounted profile

max. 
16 mm

Cooling mass: 622 g/m | The Hide Triangle is a construction profile which guarantees perfect floor/ ceiling 
lighting. With its discreet triangle design it is ideal for decorative purposes. The aluminium profile is available 
in silver, white and black and fits perfectly into every room.

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

SILVER BLACK RAL 9005WHITE RAL 9003

CUSTOMISED LIGHT SOLUTIONS
Profiles for indirect lighting
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200 CM

65 %

85 %

COVER 50

COVER 51

PROFILE

16,3 mm

27,4 mm

58,4
mm64,4

mm

12,5
mm

INSTALLATION CLIP  114846

END CAPS
Aluminium

EC91 114832

EC91W 114834

EC91B 114833

PROFILE

COVERS & END CAPS
COVER 50
65 % | opal/satined

2 m 114824

2 m 114803

2 m 114805

2 m 114804

COVER 51
85% | clear

2 m 114825

http://www.isoled.shop/en/114803
http://www.isoled.shop/en/114805
http://www.isoled.shop/en/114804
http://www.isoled.shop/en/114825
http://www.isoled.shop/en/114846
http://www.isoled.shop/en/114824
http://www.isoled.shop/en/114832
http://www.isoled.shop/en/114833
http://www.isoled.shop/en/114834


HIDE ASYNC
LED surface mounted profile

Cooling mass: 615 g/m | The unusual shape of the Hide Async mounting profile allows to be mounted on 
the left and right with a maximum width of 16 mm. This allows straight lighting to the front and 50 degrees 
to the top. The profile has a length of 50.4 mm and is closed with a cover in opal/satin (65% translucence) or 
clear (85% translucence). 

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

SILVER BLACK RAL 9005WHITE RAL 9003

CUSTOMISED LIGHT SOLUTIONS
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200 CM

65 %

85 %

PROFILE

COVER 50

COVER 51

18,5 mm

14,0 mm

16,5 mm

12,5
mm

50,4
mm

10,9
mm

50°

max. 16 mm

max. 14 mm

INSTALLATION CLIP  114846

END CAPS
Aluminium

EC92 114835

EC92W 114837

EC92B 114836

PROFILE

COVERS & END CAPS
COVER 50
65 % | opal/satined

2 m 114824

2 m 114806

2 m 114808

2 m 114807

COVER 51
85% | clear

2 m 114825

http://www.isoled.shop/en/114806
http://www.isoled.shop/en/114808
http://www.isoled.shop/en/114807
http://www.isoled.shop/en/114825
http://www.isoled.shop/en/114846
http://www.isoled.shop/en/114824
http://www.isoled.shop/en/114835
http://www.isoled.shop/en/114836
http://www.isoled.shop/en/114837


HIDE ANGLE
LED corner profile

max. 
16 mm

Cooling mass: 763 g/m | With the Hide Angle, LED flex strips with max. 16 mm are glued in on both sides 
independently of each other. It is designed for angular surfaces and is supplied with a cover in opal/satin 
(65% translucency) or clear (85% translucency). 

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

SILVER BLACK RAL 9005WHITE RAL 9003

CUSTOMISED LIGHT SOLUTIONS
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200 CM

65 %

85 %

COVER 50

COVER 51

PROFILE

35,5 mm

16,5 mm

16,5
mm

18,5
mm

46,0
mm

46,0
mm

11,9
mm

11,9
mm

INSTALLATION CLIP  114846

END CAPS
Aluminium

EC93 114838

EC93W 114840

EC93B 114839

PROFILE

COVERS & END CAPS
COVER 50
65 % | opal/satined

2 m 114824

2 m 114809

2 m 114811

2 m 114810

COVER 51
85% | clear

2 m 114825

http://www.isoled.shop/en/114809
http://www.isoled.shop/en/114811
http://www.isoled.shop/en/114810
http://www.isoled.shop/en/114825
http://www.isoled.shop/en/114846
http://www.isoled.shop/en/114824
http://www.isoled.shop/en/114838
http://www.isoled.shop/en/114839
http://www.isoled.shop/en/114840


HIDE BOTTOM
LED skirting profile

Cooling mass: 971 g/m | The Hide Bottom is an exceptional skirting board profile that provides unique light-
ing effects through indirect illumination. It can be supplied in black or white with a cover in opal/satin (65%  
translucency) or clear (85% translucency). 

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

BLACK RAL 9005WHITE RAL 9003

CUSTOMISED LIGHT SOLUTIONS
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200 CM

65 %

PROFILE

COVER 27

11,7 mm

30
mm

16,8 mm

10,3 mm

18,8 mm

65,0
mm

14,1 mm

max. 12 mm

max. 14 mm

INSTALLATION CLIP  114846

END CAPS
Aluminium

EC94W 114842

EC94B 114841

PROFILE

COVERS & END CAPS

2 m 114812

2 m 114813

COVER 27
65 % | opal/satined

2 m 113832

http://www.isoled.shop/en/114812
http://www.isoled.shop/en/114813
http://www.isoled.shop/en/114846
http://www.isoled.shop/en/13832
http://www.isoled.shop/en/114842
http://www.isoled.shop/en/114841
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Excellent properties for   
sustainable added value!

 » Sealing: Protection class IP67

 » Salt/chlorine/fuel/solvents/UV-resistance

 » High temperature resistance

 » High stone chip and abrasion resistance

 » No yellowing

 » accessible and drivable

 » NO heat accumulation on the LED strip

Multilevel Full casting process
In order to be able to operate linear LED lighting concepts safely 
and trouble-free in wet cells, damp rooms, outdoor areas and 
especially under water, at least protection class IP67 must be 
guaranteed.

Absolutely waterproof
We achieve this absolute waterproofness with the fully cast  LED 
aluminium profiles with synthetic resin (PUR - polyurethane). In a 
unique process, liquid two-component PUR is fed with extreme 
precision in six layers directly into the profile (in the case of 
3-component PuR coloring - e.g. opal). The multi-step application 
of the heated resin prevents air bubbles, inclusions and cracks.

Protection for Chip and Electronics
The resin covers the LED Flex stripes, the connection cabling  
as well as the total inside space of the profile and is flush with  
the top and side edges. The linear LED light component is now 
sealed and absolutely waterproof. Further advantages are the  
protection of the LED chips and the electronics as well as the  
reduction of the mechanical voltage of the aluminium profile.

LED LIGHT STRIPS
OUTDOOR
Premium pur-fully cast
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200 CM 

ASSEMBLY RAIL

ASSEMBLY RAIL

ASSEMBLY RAIL

MR1

MR2

MR3

LUMINAIRE

LUMINAIRE
20,00 mm34,00 

mm

25,00 mm
30,00 mm

25,00 mm

MOUNTING RAIL

ACCESSORIES

MOUNTING RAIL MR1
L: 100 cm 
112616

MOUNTING RAIL MR2 
L: 100 cm 
112842

MOUNTING RAIL MR3 
L: 100 cm 
112841

30,00 mm

25,00 mm

30,00 mm

50,95 mm

30,00 mm

60,00 mm

50,95 mm

114707  30 cm   |   114709 250 cm
Connection cable Female

PVC | IP67

114711  250 cm   |   114712 500 cm
extension cable

PVC | IP67

114708  30 cm   |   114710 250 cm
Connection cable Male

PVC | IP67

114853  46,5 cm   |   114855 96,5 cm

dynamic white  IP67 | 24 V

114854  46,5 cm   |   114856 96,5 cm

RGB   IP67 | 24 V

114853 46,5 cm 114855 96,5 cm

WW 3.000 K 4,5 W 135 lm 9,0 W 270 lm

KW 6.500 K 4,5 W 150 lm 9,0 W 300 lm

WW+KW 4.500 K 9,0 W 275 lm 18,0 W 550 lm

CCT 4.500 K 5,0 W 140 lm 10,0 W 280 lm

114854 46,5 cm 114856 96,5 cm

RGB 4,5 W - 12,0 W -

http://www.isoled.shop/en/114853
http://www.isoled.shop/en/114854
http://www.isoled.shop/en/114855
http://www.isoled.shop/en/114856
http://www.isoled.shop/en/112616
http://www.isoled.shop/en/112842
http://www.isoled.shop/en/112841
http://www.isoled.shop/en/114707
http://www.isoled.shop/en/114708
http://www.isoled.shop/en/114711
http://www.isoled.shop/en/114709
http://www.isoled.shop/en/114710
http://www.isoled.shop/en/114712


19,2 mm
11,2 mm

8,5 
mm

4,52 
mm

26 mm
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GROUND-IN10
LED mounting profile

SILVER

max. 
10 mm

Cooling mass: 125 g/m | The GROUND-IN10 is a recessed profile made of high-quality aluminium and is 
integrated into indoor floor concepts. can be walked on and can be equipped with LED flex stripes with a 
max. width of 10 mm. Total height ONLY 8.5 mm. 

2 m 111365

END CAPS
COVER | PVC

111743

PROFILE

COVERS & END CAPS
COVER 
65 % | opal/satined

2 m 111370

200 CM 

65 %

COVER

PROFILE

Accessible for
 floor concept

Use in wet areas

http://www.isoled.shop/en/111365
http://www.isoled.shop/en/111370
http://www.isoled.shop/en/111743


26 mm

12,2 mm
22,2 mm

26 mm
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GROUND-OUT10
LED mounting profile

SILVER

max. 
10 mm

Cooling mass: 683 g/m | The recessed profile GROUND-OUT10 was designed for outdoor use and 
was developed for outdoor use and can be walked on and driven over. This LED profile has a height 
of 26 mm and is particularly suitable for integration into stone slab concepts, installation in natural 
paths (with gravel, earth, grass, etc.) as well as in parks and gardens. To increase the load capacity, 
a foam drainage (Item No. 111393) can be used.

2 m 111366 FOAM DRAINAGE 111393

END CAPS
PVC

111386 | Cable 111387

PROFILE

COVERS & END CAPS
COVER 
65 % | opal/satined

2 m 111371

200 CM

65 %

COVER

PROFILE

For stone slab concept Accessible

http://www.isoled.shop/en/111366
http://www.isoled.shop/en/111393
http://www.isoled.shop/en/111393
http://www.isoled.shop/en/111371
http://www.isoled.shop/en/111386
http://www.isoled.shop/en/111387


7,4 
mm

14,64 mm

2 mm
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COOLING STRIP 14
LED cooling profile

SILVER

max. 
14 mm

Cooling mass: 77 g/m | The cooling strip is heat-dissipating, extends the lifespan of the LED flex stripes 
with its property and can be fixed on smooth surfaces with a double-sided adhesive tape. On one side, LED 
flex stripes can be attached with a maximum width of 14 mm.

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

2 m 112433
PROFILE

200 CM 

PROFILE

http://www.isoled.shop/en/112433


18 mm
15 mm

2,4 mm 1,4 mm
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SURF15 FLEX
LED surface mounted profile

SILVER

max. 
15 mm

Cooling mass: 44 g/m | The flexible LED aluminium profile is narrow and very light (bending  radius 
> 40 cm). The PC cover (opal / 65% translucency) covers the edges of the profile -> you can see only 
the linear line of light | IMPORTANT: In order to avoid kinks, bulges or defects, glue the flex stripes 
only after you have bend the profile in the needed position. 

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

INSTALLATION CLIP Z19 1136272 m 113624

END CAPS
COVER 22 | Silicone

EC60 113625 | Cable EC61 113626

PROFILE

COVERS & END CAPS
COVER 22
65 % | opal/satined

2 m 113661
6 m 113662

200 CM

 65 %

COVER 22

PROFILE

narrow, light and bendable

BENDING RADIUS> 40 cm

http://www.isoled.shop/en/113624
http://www.isoled.shop/en/113627
http://www.isoled.shop/en/113661
http://www.isoled.shop/en/113662
http://www.isoled.shop/en/113625
http://www.isoled.shop/en/113626
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34,32 mm

54,09 mm
34,63 mm

12,4 mm

STAIRS13
LED stair profile

SILVER

max. 
13 mm

Cooling mass: 497 g/m | The STAIRS13 is a LED stair profile and offers a safe step with effective 
lighting. The large surface of the aluminium profile dissipates the heat of the LEDs excellently. There-
fore even strong LEDs can be used (max. width 13 mm). The illuminated side of the profile is inclined 
to the inside. This minimizes glare when climbing stairs. 

2 m 114796
PROFILE

END CAPS
right/left | aluminium

EC83 114769 

COVERS & END CAPS
COVER 40
65 % | opal/satined

2 m 114738
2,5 m 114739

COVER 41
85% | clear

2 m 114740

COVER 48
25 % | black/matt

2 m 114747

65 %

85 %

25 %

COVER 40

COVER 41

COVER 48

200 CM

PROFILE

Effective lighting for a staircase

http://www.isoled.shop/en/114796
http://www.isoled.shop/en/114738
http://www.isoled.shop/en/114740
http://www.isoled.shop/en/114747
http://www.isoled.shop/en/114739
http://www.isoled.shop/en/114769
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FURNIT6 S
LED surface mounted profile

max. 
6 mm

Cooling mass: 153 g/m |  The Furnit6 S is a surface-mounting profile which is intended/suitable for  
mounting on furniture. This aluminium profile is also available in white and black and can be equipped with 
a flat cover in opal/satinised (65%). 

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

END CAPS
Aluminium

EC95 114843 
EC95W 114845
EC95B 114844

COVERS & END CAPS
COVER 24
65 % | opal/satined

2 m 113648
6 m 113649

200 CM

65 %

COVER 24

PROFILE

21,0 
mm

9,89
mm

6
mm

42°

42°

SILVER BLACK RAL 9005WHITE RAL 9003

PROFILE
2 m 114814

2 m 114816

2 m 114815

http://www.isoled.shop/en/114814
http://www.isoled.shop/en/114816
http://www.isoled.shop/en/114815
http://www.isoled.shop/en/113648
http://www.isoled.shop/en/113649
http://www.isoled.shop/en/114843
http://www.isoled.shop/en/114845
http://www.isoled.shop/en/114844
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FURNIT6 D
LED profiles recessed

max. 
6 mm

Cooling mass: 155 g/m | The Furnit 6 is an extraordinary LED recessed profile for flexstripes with a 
maximum width of 6mm. Due to its small dimensions, this profile is perfectly suited for installation 
in furniture. The indirect lighting creates a decorative lighteffect, which gives the furniture a striking 
look. 

CUSTOMER-SPECIFIC MANUFACTURING 
& OEM PRODUCTION OF INDIVIDUALLY 
DESIGNED ALUMINIUM PROFILES
Up to 6 m | RAL colors

END CAPS
Aluminium

EC95 114843 
EC95W 114845
EC95B 114844

COVERS & END CAPS COVERS & END CAPS
COVER 24
65 % | opal/satined

2 m 113648
6 m 113649

200 CM

65 %

COVER 24

PROFILE

26,0 
mm

23,0 
mm

9,2
mm

9,2
mm

6
mm

42°

42°

SILVER BLACK RAL 9005WHITE RAL 9003

INSTALLATION CLIP 114848
PROFILE

2 m 114817

2 m 114819

2 m 114818

http://www.isoled.shop/en/114817
http://www.isoled.shop/en/114846
http://www.isoled.shop/en/114819
http://www.isoled.shop/en/114818
http://www.isoled.shop/en/113648
http://www.isoled.shop/en/113649
http://www.isoled.shop/en/114843
http://www.isoled.shop/en/114845
http://www.isoled.shop/en/114844
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113723
LED MINI touch dimmer for profiles up 
to 10 mm height, max. 24V/8A

113724
LED MINI touch dimmer dynamic white 
for profiles up to 10mm height, max. 
24V/8A

113725
LED MINI Dimmer with wipe sensor for 
profiles, max. 24V/8A

The Touch Dimmer is operated by pressing on the profile cover (made of polycarbonate) and is already  
is already responding to light to light pressure through touching. The profile cover is pressed against the 
built-in touch spring (touch pen incl. permanently illuminated white LED as marking for the pressure range). 
With short pressure, the LED light bar is switched on and off, and with long pressure infinitely variable 
dimming from 0 - 100% is possible.

In the case of the dynamic white MINI-Touch dimmer (Item no. 113724), the color temperature is  continuously 
adjusted by pressing with the second touch pen.

IMPORTANT: To ensure that the touch springs can be operated properly, the distance between the dimmer 
board and the profile cover must not exceed 10 mm.

This MINI-Dimmer has a wiper sensor that detects hand movements at distances of up to 30 mm and  
triggers appropriate actions (IR technology). The MINI-Dimmer is glued into the aluminium profile and  
cabled with the LED flex stripes. The internal height of the profile and cover must be at least 10 mm. By  
moving your hand over the sensor once (wiping), the LED flex stripes is switched on or off . If you hold  your 
hand over the sensor, the light can be dimmed infinitely variably.

IMPORTANT: 10 mm large cutout in the profile cover for the sensor head necessary!

Sensor head

MINI CONTROLLERS FOR PROFILES
Particularly small and compactly designed LED controllers for  
installation in aluminium profile systems

MINI-Touch controller

MINI-controller with wiper sensor

http://www.isoled.shop/en/113723
http://www.isoled.shop/en/113724
http://www.isoled.shop/en/113724
http://www.isoled.shop/en/113725
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113663
Seal and Bond Remover/degreaser for adhesive 
residues, 500 ml aerosol

113726
LED MINI-Switch PIR motion sensor for 
profiles, max. 24V/5A

The small and compact design allows installation in LED aluminium profile systems. This MINI-Switch has an 
integrated PIR sensor (PIR = Passive Infrared), which detects motions within 5 m and performs corresponding 
previously programmed actions. Different dimming levels (infinitely variable from 0 - 100%) as well as the 
lighting duration (also switching on and off ) of the LED flex stripes can be set. The integrated daylight  sensor 
can also be activated and switched on and subsequently controls saved light scenes automatically.

IMPORTANT: 10 mm large cutout in the profile cover for the sensor head necessary!

Sensor head

CLEANING | DEGREASING

Seal and Bond Remover is a particularly high-quality cleaning product for removing adhesive  
residues, for loosening and softening a variety of sealants and adhesives, and for degreasing a  
wide variety of surfaces. The product softens most of the adhesives and sealants to make them  
easier to remove. 

Cleans and degreases the subsurface before sealing and gluing work! 

High dissolving capability! Also for tar splashes, tree resin, wax residues 

Fast and residue-free ventilation! 

Does not affect paint, glass, aluminium, rubber and most plastics in any way! 

Ideal for removing adhesive, sealant and chewing gum residues! 

Very easy to handle!

Seal and Bond Remover

MINI-Switch PIR Motion Sensor

NET PRICE ARTICLE
No further discount possible

http://www.isoled.shop/en/113726
http://www.isoled.shop/en/113663
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113664
Powerbond mounting adhesive with high initial adhesion, white,  
290 ml cartridge

113672
Easy Grip gun for cartridges up to 310 ml 

113666
Unifix liquid liquid dowel, 50 ml double cartridge

113665
Powerbond mounting adhesive with high initial adhesion, black,  
290 ml cartridge

INSTALLATION ADHESIVE |  ADHESIVE TAPES |  
PROTECTIVE MATERIALS

Powerbond XS 330 is a high-quality assembly adhesive based on the latest generation of MS  
polymers. Due to its extremely high initial adhesion this product makes assembly work easier and 
faster.

For inside and exterior - on almost all (even slightly damp) surfaces!

Extremely high initial adhesion - does not shrink and tear!

Permanently elastic, high flexibility! Elongation at break: 330 %

Without solvents, harmful plasticisers and isocyanates!

Low viscosity, therefore very easy to work with!

Temperature resistant from -40°C to +100°C!

The hand-held cartridge gun has an extra strong transmission ratio and an open intake for up to 
310 ml.

Unifix 300 s is a fast curing and easily expanding 2k-Injection fixing, which is suitable for a  variety 
of assembly work in the construction and maintenance field (knocked-out bore holes,  for example, 
etc.). Due to its fast and excellent adhesion, this product makes assembly work  much easier.

Good adhesion on all building materials!

Perfect fixation thanks to stable foam effect!

Without solvents and harmful plasticisers !

Accurate dosage in hollow materials when using the sieve sleeve!

Can be drilled, sanded, painted over very well!

Excellent durability and stability!

Pressure-free anchoring - no damage to tiles or plaster!

Fast drying (about 5 minutes) and through-curing (about 10 minutes)!

powerbond mounting adhesive

Easy Grip Gun

Unifix 300 S

NET PRICE ARTICLE
No further discount possible

http://www.isoled.shop/en/113664
http://www.isoled.shop/en/113665
http://www.isoled.shop/en/113672
http://www.isoled.shop/en/113666


CUSTOMISED LIGHT SOLUTIONS
Profile accessories

347

113667
Clear Transfer double-sided adhesive tape, transparent, 15mm, 25 m/roll

113669
Moulding Tape double-sided PU foam adhesive tape, 6mm x 0.8mm, 10 m/roll

113670
Moulding Tape double-sided PU foam adhesive tape, 12mm x 0.8mm, 10m/roll

113671
Moulding Tape double-sided PU foam adhesive tape, 25mm x 0.8mm, 10m/roll

Clear Transfer Adhesive is a nearly transparent, double-sided adhesive tape for fast and clean  
bonding in a wide range of applications.

Despite minimal thickness very high adhesive strength!

High temperature resistance! -20°C to +150°C

uniform adhesive layer - Optimum adhesion!

Does not discolor - does not dry out!

Extra-thin adhesive bond! 0.13 mm thick

Can be removed without residue!

Moulding Tape is a particularly high-quality, correctable, double-sided adhesive tape based on  
polyurethane foam - ideal for many indoor and outdoor bonding applications.

 » Temperature resistant from -40°C to +95°C! Short term up to +150°C

 » Repeated repositioning possible! Within about 5 minutes

 » High tensile and adhesive strength! 6.1 kg/cm²

 » Resistant to water, weak acids and weathering!

 » Permanently elastic! Elongation at break: 220%

 » Absorbs virtually no moisture! Closed cell structure

Clear Transfer Adhesive

Moulding Tape

http://www.isoled.shop/en/113667
http://www.isoled.shop/en/113669
http://www.isoled.shop/en/113670
http://www.isoled.shop/en/113671
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113676
Silicone smoothing agent 500 ml spray bottle

113674
Adheseal waterproof adhesive/sealing compound, white, 290 ml cartridge

113673
Easy Seal weatherproof silicone sealing compound, transparent,   
310 ml cartridge

113675
Adheseal waterproof adhesive/sealing compound, black, 290 ml cartridge

SEALANT | FILLER |  IMPREGNATION

Seal Fluid is a special solution for smoothing moisture-curing sealants, such as Innotec Easy Seal 
XS (universal Polymer Sealant). Thanks to its mild composition, Seal Fluid is safe for use  on almost 
all surfaces.

 » Especially mild special formula!

 » Applicable on almost any substrate!

 » Solvent-free!

 » Ready to use!

 » Ideal for smoothing a wide variety of sealants! Easy Seal XS, Adheseal, Safe Seal IQ

Adheseal is a unique, high-quality, wet-on-wet overpaintable, permanently elastic, MS-Polymer 
basis elastic adhesive and sealant - Adheseal offers perfect adhesion even on delicate materials!

 » Temperature resistant: -40°C to +100°C!

 » Very high adhesion! 26 kg/cm²

 » Extremely high elongation at break! 400%

 » Very good UV resistance!

 » Solvent and isocyanate free!

 » Impressive, permanent elasticity!

Easy Seal XS is a unique, neutral curing, acid-free, solvent-free and oxime-free universal polymer 
sealant based on odourless Alcoxyl polysiloxanes for safe and permanently elastic sealing of 
various construction and connection joints on various substrates.

 » Absolutely harmless to health and odourless!

 » Acid-free, solvent-free and oxime-free!

 » High UV and temperature resistance! -40°C to +150°C

 » 100% color fastness - no discoloration and yellowing!

 » Excellent water resistance and mould resistance!

 » Permanently elastic! 215% Elongation at break

Silicone smoothing agent

Adheseal

Easy Seal XS

NET PRICE ARTICLE
No further discount possible

http://www.isoled.shop/en/113676
http://www.isoled.shop/en/113674
http://www.isoled.shop/en/113675
http://www.isoled.shop/en/113673
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113677
Electro Seal liquid seal blue, 3 x 15 ml tubes/package

114730
for critical surfaces, transparent, 250ml

Electro Seal is a unique blue liquid rubber seal based on polymer rubber for optimum insulation and 
protection of electrical components, such as wiring, connectors, sensors, etc. Electro Seal is easy 
and very precise to install, even in hard to reach places.

 » Easy and very precise to install!

 » After drying right through (touch dry after 10 minutes), flexible and vibration-resistant!

 » Very high dielectric strength! (40,000 V/mm)

 » Excellent sag resistance!

 » Excellent moisture resistance!

 » High temperature resistance! (-35°C to +120°C)

Seal Guard is a transparent primer that improves the adhesion of various moisture-curing adhesives 
and sealants. The product is particularly suitable for porous materials, but also for use on most 
other substrates. Seal Guard is enough for an application width of 2.5 cm for approx. 92 linear 
metres of bonding distance.

 » High-quality, adhesion-enhancing primer

 » Suitable for continuous use under water

 » Practical, resealable tin

 » Perfect insulator between sealant and possible overpaint

 » Solvents in lacquers do not attack sealing compound

Electro Seal

NEW Seal Guard Primer

113672
Easy Grip gun for cartridges up to 310 ml

The hand-held cartridge gun has an extra strong transmission ratio and an open intake for up to 
310 ml.

Easy Grip Gun

http://www.isoled.shop/en/113677
http://www.isoled.shop/en/114730
http://www.isoled.shop/en/113672


“Wide product portfolio, good price/ performance ratio, reliable 
order processing and delivery.”

Feedback from customer survey 2019

Customer zone of an insurance company

Car workshop Fashion boutique

350

We are your LED full service provider for 
custom solutions
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113373 | Startup current limiter 16A for capacitive loads, Top Hat Rail mounting

110mm
36,5mm
62mm

nominal power protection class
ambient temp.

184-285V AC IP20
-40° - 70°

111349 | Surge protection, fine protection for LED technology, T3

37mm
24mm
9mm

nominal power
active power

protection class
ambient temp.

220-255V AC
680 W

IP20
-15° - 60°

0

50

100

150

400300200100
t(ms)

I(A)

48

16

WITHOUT 
ESB
WITH ESB

Working example with B16 protective machines

For the ESB from ISOLED® Item no. 113373 , we recommend a 
B13A as the smallest protective device.  In the illustration shown 
here you can see the operation of the inrush current limiter in 
conjunction with a B16 machine.
A B16 automatic circuit breaker trips at 3 to 5 times of the 16 A  rated 
current. I.e. at the earliest at 48 A. The rms value responsible for the 
magnetic tripping current of a circuit breaker is 0.707 lower than the 
peak current.

The interconnected inrush current limiter limits the starting current to 
48 A (33.9 Aeffective) for 300 ms (Ton) and thus prevents the  B16 circuit 
breaker from tripping.  

113373 | Startup current limiter 16A for capacitive loads, Top Hat Rail mounting

110mm
36,5mm
62mm

nominal power protection class
ambient temp.

184-285V AC IP20
-40° - 70°

111349 | Surge protection, fine protection for LED technology, T3

37mm
24mm
9mm

nominal power
active power

protection class
ambient temp.

220-255V AC
680 W

IP20
-15° - 60°

114039 | LED interference suppression, discharge and compensation module, extinguishing element

44mm
16mm
30mm

nominal power protection class
ambient temp.
service life

250V AC IP20
-40° - 85°
25000 h L70|B10

L N

Attention: Only use the capacitor on AC voltage in parallel  
connection and never in series connection!

Place the module as close as possible to the load. During operati 
on a quiet humming occurs.

Surge protection

http://www.isoled.shop/en/113373
http://www.isoled.shop/en/111349
http://www.isoled.shop/en/113373
http://www.isoled.shop/en/114039
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2 pole | 113524

2 pole | 113532

2 pole | 113535

4 pole | 113548

4 pole | 113547 4 pole | 113545

4 pole | 113546 4 pole 113545

2 pole | 113527

2 pole | 113529

113549

CONNECTION CABLE FEMALE

EXTENSION MALE-FEMALE

TRANSFORMER

CONNECTION PANEL

CONNECTION CABLE MALE

6-WAY DISTRIBUTOR FEMALE

2-WAY DISTRIBUTOR FEMALE

RGB 6-WAY DISTRIBUTOR FEMALE

RGB EXTENSION MALE-FEMALE RGB CONNECTION CABLE MALE

RGB CONNECTION CABLE FEMALE RGB CONNECTION CABLE MALE

2 pole 113525

2 pole | 113534

2 pole | 113537

2 pole | 113528

2 pole | 113530

113550

OVERVIEW

http://www.isoled.shop/en/113549
http://www.isoled.shop/en/113550
http://www.isoled.shop/en/113527
http://www.isoled.shop/en/113532
http://www.isoled.shop/en/113546
http://www.isoled.shop/en/113545
http://www.isoled.shop/en/113548
http://www.isoled.shop/en/113547
http://www.isoled.shop/en/113545
http://www.isoled.shop/en/113535
http://www.isoled.shop/en/113537
http://www.isoled.shop/en/113529
http://www.isoled.shop/en/113524
http://www.isoled.shop/en/113528
http://www.isoled.shop/en/113534
http://www.isoled.shop/en/113530
http://www.isoled.shop/en/113525
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1m 9,8mm
10mm

1m 7,6mm
10mm

113527 | Mini-Plug
connector socket female, 1m,
2x0.75, IP54, white-green,

113524 | Mini-Plug
connection cable male, 1m,
2x0.75, IP54, white-green,

Mini-Plug connec on cable male, 1m,  
2x0.75, IP54, black, max. 48V

Mini-Plug connector socket female, 1m,  
2x0.75, IP54, black, max. 48V

113525113528

1m 9,8mm
10mm

3m 9,8mm
10mm

113529 | Mini-Plug
extension male-female, 1m,
2x0.75, IP54, white-green,

114174 | Mini-Plug
extension male-female, 3m,
2x0.75, IP54, white-green,

Mini-Plug extension male-female, 3m,  
2x0.75, IP54, black, max. 48V

Mini-Plug extension male-female, 1m,  
2x0.75, IP54, black, max. 48V

114175113530

1m
26mm
15mm

1m
74mm
15mm

113535 | Mini-Plug 2-way
distributor female, 1m,
2x0.75, IP54, white-green,

113532 | Mini-Plug 6-way
distributor female, 1m,
2x0.75, IP54, white-green,

Mini-Plug 6-way distributor female, 1m,  
2x0.75, IP54, black, max. 48V

Mini-Plug 2-way distributor female, 1m,  
2x0.75, IP54, black, max. 48V

113534113537

plug system

http://www.isoled.shop/en/113527
http://www.isoled.shop/en/113532
http://www.isoled.shop/en/113535
http://www.isoled.shop/en/113537
http://www.isoled.shop/en/113529
http://www.isoled.shop/en/113524
http://www.isoled.shop/en/113528
http://www.isoled.shop/en/113534
http://www.isoled.shop/en/113530
http://www.isoled.shop/en/114175
http://www.isoled.shop/en/113525
http://www.isoled.shop/en/114174


358

CUSTOMISED LIGHT SOLUTIONS

1m 7,6mm
10mm

1m 7,6mm
10mm

113546 | Mini-Plug RGB
connector socket female, 1m,
4-pin, IP42, white, max. 48V

113545 | Mini-Plug RGB
connection cable male, 1m,
4-pin, IP42, white, max. 48V

1m 7,6mm
10mm

3m 7,6mm
10mm

113547 | Mini-Plug RGB
extensionmale-female, 1m,
4-pin, IP54, white, max. 48V

114176 | Mini-Plug RGB
extension male-female, 3m,
4-pin, IP54, white, max. 48V

1m
66mm
15mm

26,4mm 20,6mm
15,6mm

113548 | Mini-Plug RGB
6-way distributor female, 1m,
4-pin, IP54, white, max. 48V

113549 | Mini-Plug
connection panel with strain
relief for 113527/113546,

26,4mm 20,6mm
15,6mm

113550 | Mini-Plug
connection panel with strain
relief for 113528, black

plug system

http://www.isoled.shop/en/113546
http://www.isoled.shop/en/113548
http://www.isoled.shop/en/113547
http://www.isoled.shop/en/113550
http://www.isoled.shop/en/113545
http://www.isoled.shop/en/113549
http://www.isoled.shop/en/114176
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INSTALLATION MATERIAL

Cables / Connectors /  
Sockets

NEW IN CATALOG

E27 socket black -  
black cable

Cable available  
in 160 cm or 300 cm
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CUSTOMISED LIGHT SOLUTIONS

29mm 60mm 25mm 60mm

114940 | Ceiling canopy
round 60mm, black incl.
2-pole fabric coated cable

114941 | Ceiling canopy
round 60mm, white, incl.
2-pole fabric cable 1,5m

40mm 40mm

115195 | E27 socket black
with black cable 160cm

115196 | E27 socket black
with black cable 300cm

120mm
53mm
37mm

120mm
53mm
37mm

114170 | Ceiling canopy
square white incl. 2-pole
fabric coated cable 1.5m with

114171 | Ceiling canopy
square black incl. 2-pole
fabric coated cable 1,5m with

25mm 70mm 25mm 70mm

114172 | Ceiling canopy
round 70mm, white incl.
2-pole fabric coated cable

114173 | Ceiling canopy
round, 70mm, black incl.
2-pole fabric cable 1.5m

Cables / Connectors /  Sockets

http://www.isoled.shop/en/114940
http://www.isoled.shop/en/114170
http://www.isoled.shop/en/115195
http://www.isoled.shop/en/114172
http://www.isoled.shop/en/114173
http://www.isoled.shop/en/114941
http://www.isoled.shop/en/114171
http://www.isoled.shop/en/115196
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10mm 17mm 27mm
27mm
15mm

111255 | MR16/GU5.3
socket ceramic 0-12V

111121 | GU10 socket
ceramic, 0-230V

45,8mm 41mm 27mm
27mm
15mm

112131 | E27 socket ceramic,
0-230V

111818 | GU10 socket
ceramic with bracket, 0-230V

1,5m 1,5m

111169 | Connection cable
1.5m with flat plug, white,
230V

111172 | Connection cable
1.5m with flat plug and
rocker switch, black, 230V

87mm
27mm

113002 | MiniAMP 60cm
wire to 4-way distributor
female socket, max. 3A

112973 | Cable connector
IP67, clamping gland + screw
terminals 2x3pole

Cables / Connectors /  Sockets

http://www.isoled.shop/en/111255
http://www.isoled.shop/en/111169
http://www.isoled.shop/en/112131
http://www.isoled.shop/en/113002
http://www.isoled.shop/en/112973
http://www.isoled.shop/en/111121
http://www.isoled.shop/en/111172
http://www.isoled.shop/en/111818
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129mm
60mm
36mm

130,3mm
80,7mm
35,7mm

112974 | Cable connector
IP67, clamping gland +
push-in terminal 2x4pole

112975 | Cable Y-connector
IP67, clamping gland +
push-in terminal 2x4pole

300mm 300mm

114707 | Connection cable
30cm with female IP67
female plug, 4-pin 0.5mm²

114708 | Connection cable
30cm with male plug IP67,
4-pole 0.5mm²

2,5m 2,5m

114709 | Connection cable
250cm with female IP67
female plug, 4-pin 0.5mm²

114710 | Connection cable
250cm with male plug IP67,
4-pin 0.5mm²

2,5m 5m

114711 | Extension cable
250cm female-male IP67,
4-pin 4x0.5mm²

114712 | Extension cable
500cm female-male IP67,
4-pin 0.5mm²

Cables / Connectors /  Sockets

http://www.isoled.shop/en/112974
http://www.isoled.shop/en/114709
http://www.isoled.shop/en/114707
http://www.isoled.shop/en/114711
http://www.isoled.shop/en/114712
http://www.isoled.shop/en/112975
http://www.isoled.shop/en/114710
http://www.isoled.shop/en/114708
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50m 25m

113523 | Cable 50m roll
3-pole 0.75mm² H03VV-F PVC
sheath transparent AWG18

114704 | Cable 25m roll
2-pin 0.75mm² H03VH-H
YZWL, black/red, AWG18

25m 50m

114706 | Cable 25m roll
2-pin 0.75mm² H03VH-H
YZWL, white/white, AWG 18

114705 | Cable 50m roll
2-pin 0.75mm² H03VH-H
YZWL, black/red, AWG18

25m 50m

114703 | Cable 25m roll
2-pole 0.75mm² H03VVH2-F
PVC jacket white, VDE

114163 | Cable 50m roll
2-pole 1.5mm² H03VH-H
YZWL, black/red, AWG16

10m 25m

113346 | Cable CCT 10m roll
3-pole 0.75mm² H03VH-H
AWG18

114713 | Cable CCT 25m roll
3-pole 0.75mm² H03VH-H
AWG18

Cables / Connectors /  Sockets

http://www.isoled.shop/en/113523
http://www.isoled.shop/en/114703
http://www.isoled.shop/en/114706
http://www.isoled.shop/en/113346
http://www.isoled.shop/en/114713
http://www.isoled.shop/en/114704
http://www.isoled.shop/en/114163
http://www.isoled.shop/en/114705
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10m 25m

112324 | Cable RGB 10m roll
4-pin 0.50mm² H03VH-H
AWG20

114714 | Cable RGB 25m roll
4-pin 0.50mm H03VH-H
AWG20

1m 10m

111140 | Cable RGB meter
ware 4-pole 0.50mm² SIHF
silicone sheath AWG20

112940 | Cable RGB+W 10m
roll 5-pin 0.50mm² H03VH-H
AWG20

10m

114715 | Cable RGB+W+WW
10m roll 6-pin 0.5mm²
H03VH-H AWG20

Cables / Connectors /  Sockets

http://www.isoled.shop/en/112324
http://www.isoled.shop/en/114715
http://www.isoled.shop/en/111140
http://www.isoled.shop/en/114714
http://www.isoled.shop/en/112940


CUSTOMISED LIGHT SOLUTIONS
 

365

INDEX
ART.NO. PAGE

111065 199

111066 202

111067 205

111070 208

111091 161

111094 161

111116 197

111121 361

111140 364

111169 361

111172 361

111182 203

111183 208

111185 212

111189 216

111190 216

111191 217

111192 218

111213 196

111255 361

111349 354

111359 240

111360 242

111361 241

111362 243

111364 284

111365 334

111366 335

111368 240

111368 241

111368 242

111368 243

111368 284

111369 240

111369 241

111369 242

111369 243

111369 284

111370 334

111371 335

111374 241

111375 241

111376 243

111377 243

111380 240

111381 240

111382 242

111383 242

111384 284

111385 284

ART.NO. PAGE

111386 335

111387 335

111388 284

111389 240

111389 241

111389 242

111389 243

111390 241

111391 240

111393 335

111398 139

111399 139

111401 139

111402 139

111405 240

111405 241

111586 284

111620 136

111621 137

111622 140

111623 136

111624 137

111625 140

111626 136

111627 137

111628 140

111629 136

111630 139

111631 139

111632 149

111633 139

111634 139

111678 116

111736 196

111739 240

111739 241

111739 242

111739 243

111739 284

111741 266

111741 267

111741 268

111741 269

111742 266

111742 267

111742 268

111742 269

111743 334

111780 44

111782 45

ART.NO. PAGE

111783 45

111797 45

111802 164

111818 361

111860 266

111861 266

111881 159

111900 70

111901 70

111904 123

111905 123

111906 120

111907 120

111908 124

111909 124

111910 121

111911 121

111912 123

111913 121

111914 122

111915 122

111916 122

111917 89

111918 89

111919 120

111947 131

111957 131

111960 138

111961 138

111962 138

111963 136

111964 137

111965 138

111966 140

111967 136

111968 137

111970 140

111971 139

111989 193

112016 197

112017 203

112018 198

112019 203

112020 198

112021 204

112022 200

112023 205

112024 193

112058 131

112059 130

ART.NO. PAGE

112060 130

112061 133

112062 133

112064 134

112065 134

112066 129

112067 129

112068 129

112131 361

112158 193

112244 133

112245 134

112246 89

112247 131

112248 129

112249 130

112264 269

112265 267

112266 266

112267 266

112267 267

112267 268

112267 269

112267 290

112268 266

112268 267

112268 268

112268 269

112268 290

112270 266

112270 267

112270 268

112270 269

112271 269

112272 267

112273 266

112310 79

112311 79

112322 164

112323 161

112324 364

112325 212

112327 212

112334 266

112334 267

112334 268

112334 269

112335 266

112335 267

112335 268

ART.NO. PAGE

112335 269

112335 290

112336 268

112349 240

112349 241

112349 242

112349 243

112349 284

112425 212

112426 217

112433 257

112433 262

112433 289

112433 336

112449 159

112450 159

112451 160

112474 137

112477 179

112477 180

112477 180

112480 213

112481 218

112482 179

112482 180

112482 180

112487 179

112487 180

112487 180

112488 179

112490 179

112491 179

112492 179

112493 179

112494 179

112495 179

112496 180

112497 180

112498 180

112499 180

112500 181

112501 180

112502 180

112503 180

112504 180

112505 181

112509 240

112510 241

112528 248

112528 250

ART.NO. PAGE

112528 251

112528 252

112528 254

112528 255

112528 255

112528 262

112528 264

112528 265

112528 275

112528 277

112528 279

112528 281

112528 288

112528 308

112528 309

112528 322

112529 164

112530 250

112531 250

112532 250

112533 252

112534 250

112535 248

112535 249

112535 250

112535 251

112535 252

112535 254

112535 255

112535 288

112539 248

112539 250

112539 251

112539 252

112539 254

112539 255

112539 262

112539 264

112539 275

112539 279

112539 288

112539 307

112539 308

112539 308

112539 309

112539 310

112539 322

112540 240

112540 241

112540 248

ART.NO. PAGE

112540 250

112540 251

112540 252

112540 254

112540 255

112540 262

112540 264

112540 275

112540 279

112540 281

112540 288

112540 307

112540 308

112540 308

112540 309

112540 322

112541 252

112542 252

112543 250

112544 250

112546 248

112546 250

112546 251

112546 252

112546 254

112546 255

112546 262

112546 264

112546 265

112546 275

112546 277

112546 279

112546 281

112546 288

112546 308

112546 309

112546 322

112549 266

112549 267

112549 268

112549 269

112550 266

112550 267

112550 268

112550 269

112551 266

112551 267

112551 268

112551 269

112552 266

https://art.no/
https://art.no/
https://art.no/
https://art.no/
https://art.no/
https://art.no/
https://art.no/


366

CUSTOMISED LIGHT SOLUTIONS

ART.NO. PAGE

112552 267

112552 268

112552 269

112553 266

112553 267

112553 268

112553 269

112562 139

112563 139

112564 139

112585 187

112587 187

112589 266

112589 267

112589 268

112589 269

112590 130

112616 333

112619 187

112622 179

112623 148

112646 154

112669 196

112699 178

112708 79

112708 99

112709 79

112709 99

112710 76

112711 178

112712 219

112713 219

112714 132

112734 132

112751 88

112752 113

112753 113

112784 249

112785 249

112786 249

112787 249

112788 246

112790 246

112794 249

112795 246

112796 286

112802 252

112803 248

112805 248

112806 248

112807 251

112809 251

112810 255

112812 255

112814 254

112815 252

112816 252

112818 250

ART.NO. PAGE

112819 288

112823 307

112823 309

112824 254

112826 254

112827 254

112832 248

112833 251

112834 255

112835 251

112836 255

112837 252

112841 333

112842 333

112845 288

112846 288

112847 288

112851 274

112851 276

112851 296

112852 274

112853 275

112853 277

112853 296

112854 275

112854 277

112854 297

112855 275

112855 277

112855 297

112856 276

112857 278

112857 280

112858 278

112860 279

112860 281

112861 279

112861 281

112862 279

112862 281

112863 280

112866 248

112866 251

112866 254

112866 255

112866 294

112866 295

112866 298

112866 299

112866 314

112866 315

112866 316

112866 317

112866 322

112867 248

112867 251

112867 254

112867 255

ART.NO. PAGE

112867 294

112867 295

112867 298

112867 299

112867 314

112867 315

112867 316

112867 317

112867 322

112868 249

112868 250

112868 252

112869 249

112869 250

112869 252

112870 249

112870 250

112870 252

112871 288

112874 246

112875 246

112879 274

112879 276

112879 278

112879 280

112880 275

112880 277

112880 279

112880 281

112880 296

112880 300

112881 275

112881 277

112881 279

112881 281

112881 297

112881 301

112882 275

112882 277

112882 279

112882 281

112882 297

112882 301

112883 309

112884 307

112885 307

112938 79

112938 99

112939 79

112939 99

112940 364

112973 361

112974 362

112975 362

112998 178

112999 178

113000 178

113001 179

ART.NO. PAGE

113002 361

113049 197

113050 202

113053 200

113054 206

113073 96

113074 96

113075 96

113076 94

113077 94

113078 94

113079 248

113080 251

113083 248

113084 248

113087 251

113088 251

113091 154

113093 248

113094 251

113095 248

113095 251

113095 254

113095 255

113095 294

113095 295

113095 298

113095 299

113095 314

113095 315

113095 316

113095 317

113095 322

113096 249

113096 250

113096 252

113097 246

113098 66

113099 66

113100 66

113104 46

113105 46

113106 137

113107 139

113108 140

113109 137

113110 139

113111 140

113115 139

113116 139

113117 139

113138 204

113139 199

113140 207

113141 209

113142 200

113143 96

113144 94

ART.NO. PAGE

113145 66

113146 92

113147 92

113148 92

113149 92

113150 101

113151 101

113152 101

113153 101

113154 102

113155 102

113156 102

113157 102

113158 103

113159 103

113160 103

113161 103

113166 46

113173 252

113174 252

113175 248

113176 251

113178 254

113179 254

113180 248

113180 251

113180 252

113180 254

113180 262

113180 275

113180 279

113180 281

113180 308

113180 322

113181 248

113181 251

113181 252

113181 254

113181 262

113181 275

113181 279

113181 281

113181 308

113181 322

113182 274

113183 274

113184 274

113184 296

113185 274

113185 296

113186 275

113186 277

113186 296

113187 275

113187 277

113187 296

113188 275

113188 297

ART.NO. PAGE

113189 275

113189 297

113190 275

113190 297

113191 275

113191 297

113192 278

113193 278

113194 278

113194 280

113195 278

113195 280

113196 279

113196 281

113197 279

113197 281

113198 279

113199 279

113200 279

113201 279

113202 155

113203 154

113204 96

113205 96

113206 96

113208 248

113209 248

113210 251

113211 251

113212 252

113213 252

113214 252

113215 252

113216 252

113217 252

113218 252

113219 252

113220 254

113221 254

113222 254

113223 254

113226 307

113227 94

113228 94

113229 94

113252 187

113285 203

113286 198

113306 166

113308 166

113309 161

113310 164

113340 204

113341 199

113346 363

113348 213

113349 219

113373 354

ART.NO. PAGE

113418 128

113419 128

113420 128

113421 196

113432 248

113432 250

113432 251

113432 252

113432 254

113432 255

113432 262

113432 264

113432 265

113432 275

113432 277

113432 279

113432 281

113432 288

113432 302

113432 303

113432 307

113432 308

113432 309

113432 309

113432 322

113433 248

113433 250

113433 251

113433 252

113433 254

113433 255

113433 262

113433 262

113433 264

113433 265

113433 275

113433 277

113433 279

113433 281

113433 288

113433 302

113433 303

113433 307

113433 308

113433 309

113433 309

113433 322

113434 250

113434 264

113434 265

113435 250

113435 264

113435 265

113457 114

113458 114

113459 114

113460 115

113461 115

https://art.no/
https://art.no/
https://art.no/
https://art.no/
https://art.no/
https://art.no/
https://art.no/


367

CUSTOMISED LIGHT SOLUTIONS

ART.NO. PAGE

113462 115

113518 208

113520 205

113521 179

113521 205

113523 363

113524 357

113525 357

113527 357

113528 357

113529 357

113530 357

113532 357

113534 357

113535 357

113537 357

113545 358

113546 358

113547 358

113548 358

113549 358

113551 149

113551 155

113553 75

113555 73

113556 73

113557 67

113557 78

113558 67

113558 78

113559 42

113560 42

113561 42

113562 42

113566 161

113566 170

113567 170

113567 171

113567 172

113567 173

113568 173

113569 170

113570 171

113589 181

113597 95

113598 95

113599 114

113600 43

113601 43

113602 43

113608 322

113609 322

113611 322

113612 322

113613 262

113614 262

113615 262

113616 262

ART.NO. PAGE

113617 262

113618 262

113619 262

113620 262

113621 262

113622 262

113623 262

113624 337

113625 337

113626 337

113627 337

113628 257

113629 257

113630 237

113631 237

113632 237

113633 237

113634 236

113636 236

113637 236

113638 289

113639 289

113640 248

113640 250

113640 251

113640 252

113640 254

113640 255

113640 262

113640 264

113640 265

113640 274

113640 276

113640 278

113640 280

113640 288

113640 289

113640 308

113640 322

113641 248

113641 250

113641 251

113641 252

113641 254

113641 255

113641 262

113641 264

113641 265

113641 274

113641 276

113641 278

113641 280

113641 288

113641 289

113641 308

113641 322

113642 274

113642 276

ART.NO. PAGE

113642 278

113642 280

113643 274

113643 276

113643 278

113643 280

113644 248

113644 251

113644 254

113644 255

113644 294

113644 295

113644 298

113644 299

113644 314

113644 315

113644 316

113644 317

113644 322

113645 249

113645 250

113645 252

113647 274

113647 276

113647 278

113647 280

113648 236

113648 292

113648 310

113648 340

113648 341

113649 236

113649 292

113649 310

113649 340

113649 341

113650 289

113651 289

113652 257

113653 237

113653 318

113653 319

113654 237

113654 318

113654 319

113655 262

113656 262

113657 262

113658 262

113661 337

113662 337

113663 345

113664 346

113665 346

113666 346

113667 347

113669 347

113670 347

ART.NO. PAGE

113671 347

113672 346

113672 349

113673 348

113674 348

113675 348

113676 348

113677 349

113708 220

113709 220

113710 216

113711 219

113723 166

113723 344

113724 166

113724 344

113725 166

113725 344

113726 166

113726 345

113762 112

113763 112

113764 112

113790 186

113799 186

113800 186

113805 264

113806 265

113807 264

113808 265

113811 264

113811 265

113814 308

113816 308

113817 316

113818 316

113819 315

113820 315

113821 314

113822 314

113823 317

113824 317

113825 293

113826 293

113827 294

113828 296

113829 298

113830 299

113832 293

113832 302

113832 303

113832 304

113832 329

113835 304

113837 292

113838 295

113852 46

113853 71

ART.NO. PAGE

113854 71

113855 71

113893 302

113894 303

113901 44

113910 304

113911 292

113913 302

113914 303

113915 290

113916 290

113916 290

113917 290

113917 290

113918 197

113919 202

113926 198

113927 202

113928 199

113929 204

113964 92

113965 92

113966 92

113973 308

114039 354

114049 98

114050 98

114051 98

114052 98

114056 164

114081 220

114082 217

114083 217

114102 304

114103 294

114103 295

114103 298

114103 299

114103 314

114103 315

114103 316

114103 317

114104 297

114104 301

114105 293

114106 293

114110 302

114111 303

114119 20

114163 363

114170 360

114171 360

114172 360

114173 360

114174 357

114175 357

114176 358

114189 192

ART.NO. PAGE

114218 207

114221 218

114222 222

114223 222

114224 206

114225 206

114226 206

114233 106

114234 106

114235 107

114236 107

114237 107

114238 107

114239 107

114240 107

114241 106

114242 106

114243 108

114244 108

114245 87

114246 87

114247 86

114248 86

114249 84

114250 84

114251 83

114252 83

114253 77

114256 52

114257 52

114258 50

114259 50

114260 53

114261 179

114341 106

114342 106

114343 107

114344 106

114345 107

114346 106

114347 108

114348 108

114351 200

114352 207

114353 222

114358 237

114359 275

114359 277

114359 279

114359 281

114359 297

114359 301

114360 275

114360 277

114360 279

114360 281

114360 296

114360 300

ART.NO. PAGE

114361 246

114362 248

114362 251

114362 254

114362 255

114362 294

114362 295

114362 298

114362 299

114362 314

114362 315

114362 316

114362 317

114362 322

114363 248

114363 251

114363 254

114363 255

114363 294

114363 295

114363 298

114363 299

114363 314

114363 315

114363 316

114363 317

114363 322

114364 274

114364 276

114364 278

114364 280

114365 274

114365 276

114365 278

114365 280

114366 237

114366 318

114366 319

114367 237

114367 318

114367 319

114368 296

114368 300

114369 138

114370 138

114371 138

114372 140

114373 140

114374 137

114375 137

114376 137

114379 308

114380 274

114380 276

114380 278

114380 280

114380 288

114380 300

https://art.no/
https://art.no/
https://art.no/
https://art.no/
https://art.no/
https://art.no/
https://art.no/


368

CUSTOMISED LIGHT SOLUTIONS

ART.NO. PAGE

114381 274

114381 276

114381 278

114381 280

114381 288

114381 300

114382 274

114382 276

114382 278

114382 280

114383 248

114383 250

114383 251

114383 252

114383 254

114383 255

114383 262

114383 264

114383 275

114383 279

114383 288

114383 307

114383 308

114383 309

114383 310

114383 322

114384 248

114384 250

114384 251

114384 252

114384 254

114384 255

114384 262

114384 264

114384 275

114384 279

114384 288

114384 307

114384 308

114384 309

114384 310

114384 322

114385 274

114385 276

114385 278

114385 280

114386 300

114390 310

114391 310

114392 310

114393 310

114394 310

114395 310

114396 310

114420 255

114425 159

114425 176

114426 176

ART.NO. PAGE

114427 176

114428 158

114428 176

114429 158

114429 176

114430 158

114430 176

114431 148

114432 170

114433 170

114434 161

114434 170

114435 161

114435 170

114436 170

114437 170

114438 170

114439 170

114440 170

114441 170

114442 170

114443 170

114444 171

114445 171

114446 171

114447 171

114448 171

114449 171

114450 171

114451 172

114452 174

114453 173

114454 161

114454 170

114454 171

114454 172

114454 173

114455 170

114455 171

114455 172

114455 173

114456 173

114458 173

114459 170

114459 171

114459 172

114459 173

114460 176

114461 176

114462 176

114463 149

114464 148

114464 176

114465 154

114465 447

114466 314

114467 297

114468 297

ART.NO. PAGE

114469 297

114470 298

114471 298

114472 298

114473 298

114474 298

114475 298

114476 298

114477 298

114478 299

114479 299

114480 299

114481 299

114482 299

114483 299

114484 299

114485 299

114486 598

114487 280

114487 570

114489 318

114490 318

114491 318

114492 318

114494 318

114495 318

114496 318

114497 319

114498 319

114499 319

114500 319

114501 304

114502 304

114503 304

114504 304

114505 304

114506 304

114507 304

114508 304

114509 304

114510 305

114511 305

114512 305

114513 305

114514 306

114515 306

114516 306

114517 306

114518 306

114519 306

114520 306

114521 306

114522 306

114523 306

114524 306

114525 306

114526 313

114527 312

ART.NO. PAGE

114528 312

114529 313

114530 170

114530 460

114531 171

114531 461

114532 172

114532 462

114537 317

114538 314

114539 315

114540 49

114541 50

114542 275

114543 275

114544 275

114545 172

114545 462

114546 149

114546 176

114546 448

114547 140

114547 438

114548 49

114549 50

114550 316

114551 316

114552 316

114553 648

114554 648

114555 237

114556 237

114557 237

114558 237

114559 237

114560 237

114561 237

114562 237

114563 237

114564 237

114565 237

114566 237

114567 237

114568 237

114569 238

114570 107

114570 405

114571 107

114572 316

114573 310

114573 311

114573 602

114574 310

114574 310

114574 602

114575 308

114575 310

114575 311

ART.NO. PAGE

114575 600

114576 308

114576 310

114576 311

114576 600

114577 308

114577 310

114577 311

114577 600

114578 170

114578 460

114579 170

114579 460

114580 171

114580 461

114581 173

114581 462

114582 175

114582 465

114583 169

114583 459

114588 174

114588 464

114589 447

114590 174

114590 464

114595 173

114595 463

114596 310

114596 311

114596 602

114597 315

114598 158

114599 158

114600 159

114601 107

114601 405

114605 86

114606 86

114607 87

114608 87

114609 86

114610 86

114611 87

114612 86

114613 86

114618 107

114618 405

114619 107

114619 405

114620 696

114621 696

114622 696

114623 696

114624 164

114625 164

114626 162

114627 164

ART.NO. PAGE

114628 162

114629 163

114632 307

114633 307

114634 307

114635 307

114636 308

114637 308

114638 308

114639 308

114640 308

114641 309

114642 309

114643 309

114646 34

114647 34

114648 34

114649 34

114650 318

114651 318

114652 108

114653 108

114654 106

114655 106

114656 106

114657 106

114658 85

114658 377

114659 85

114659 377

114660 85

114660 377

114661 39

114661 345

114662 38

114662 344

114663 39

114663 345

114664 175

114664 465

114665 174

114665 317

114666 174

114666 317

114667 186

114667 476

114668 31

114669 31

114670 310

114671 310

114672 310

114673 310

114674 311

114675 311

114676 311

114677 311

114678 248

114679 248

ART.NO. PAGE

114680 300

114681 300

114682 302

114683 302

114684 132

114684 430

114685 47

114685 353

114686 301

114687 301

114688 301

114689 301

114690 301

114691 301

114692 192

114692 482

114693 482

114694 192

114694 482

114695 51

114695 357

114696 51

114696 357

114697 357

114698 141

114698 439

114699 141

114699 439

114700 141

114700 439

114701 86

114702 87

114703 363

114703 436

114704 363

114704 436

114705 363

114705 436

114706 363

114706 436

114707 333

114707 362

114707 243

114708 333

114708 362

114708 243

114709 333

114709 362

114709 243

114710 333

114710 362

114710 243

114711 333

114711 362

114711 243

114712 333

114712 362

114712 243

https://art.no/
https://art.no/
https://art.no/
https://art.no/
https://art.no/
https://art.no/
https://art.no/


369

CUSTOMISED LIGHT SOLUTIONS

ART.NO. PAGE

114713 363

114713 437

114714 364

114714 439

114715 439

114716 93

114716 397

114717 93

114717 397

114718 93

114718 397

114719 97

114719 398

114720 97

114720 398

114721 97

114721 398

114722 97

114722 398

114723 97

114723 398

114724 100

114724 400

114725 100

114725 400

114726 100

114726 400

114727 97

114727 398

114728 184

114728 474

114729 184

114729 474

114730 349

114730 643

114731 317

114732 166

114733 166

114734 166

114735 166

114736 166

114738 253

114738 256

114738 260

114738 261

114738 338

114738 541

114739 253

114739 256

114739 260

114739 261

114739 338

114739 541

114740 253

114740 256

114740 260

ART.NO. PAGE

114740 261

114740 338

114740 541

114741 262

114741 550

114742 244

114742 532

114743 244

114743 532

114744 287

114744 579

114745 287

114745 579

114746 296

114746 300

114746 564

114747 253

114747 256

114747 260

114747 261

114747 338

114747 541

114748 285

114748 577

114749 598

114750 322

114750 614

114751 260

114751 548

114752 260

114752 548

114753 260

114753 548

114754 260

114754 548

114755 260

114755 548

114756 260

114756 548

114757 253

114757 541

114758 253

114758 541

114759 253

114759 541

114760 253

114760 541

114761 253

114761 541

114762 253

114762 541

114763 261

114763 549

114764 261

114764 549

114765 244

ART.NO. PAGE

114765 532

114766 244

114766 532

114767 244

114767 532

114768 244

114768 532

114769 338

114769 632

114770 287

114770 579

114771 256

114771 544

114772 256

114772 544

114773 285

114773 577

114774 285

114774 577

114776 253

114776 256

114776 260

114776 261

114776 541

114777 244

114777 532

114778 262

114778 550

114779 285

114779 577

114780 322

114780 614

114781 255

114781 543

114782 244

114782 532

114783 244

114783 532

114784 280

114784 570

114785 236

114785 524

114786 287

114786 579

114787 253

114787 541

114788 253

114788 541

114789 253

114789 541

114790 256

114790 544

114791 260

114791 548

114792 260

114792 548

ART.NO. PAGE

114793 260

114793 548

114794 260

114794 548

114795 261

114795 549

114796 338

114796 632

114797 324

114797 618

114798 324

114798 618

114799 324

114799 618

114800 325

114800 619

114801 325

114801 619

114802 325

114802 619

114803 326

114803 620

114804 326

114804 620

114805 326

114805 620

114806 327

114806 621

114807 327

114807 621

114808 327

114808 621

114809 328

114809 622

114810 328

114810 622

114811 328

114811 622

114812 329

114812 623

114813 329

114813 623

114814 340

114814 634

114815 340

114815 634

114816 340

114816 634

114817 341

114817 635

114818 341

114818 635

114819 341

114819 635

114820 318

114820 610

ART.NO. PAGE

114821 318

114821 610

114822 319

114822 611

114823 319

114823 611

114824 324

114824 325

114824 326

114824 327

114824 328

114824 618

114825 324

114825 325

114825 326

114825 327

114825 328

114825 618

114826 324

114826 618

114827 324

114827 618

114828 324

114828 618

114829 325

114829 619

114830 325

114830 619

114831 325

114831 619

114832 326

114832 620

114833 326

114833 620

114834 326

114834 620

114835 327

114835 621

114836 327

114836 621

114837 327

114837 621

114838 328

114838 622

114839 328

114839 622

114840 328

114840 622

114841 329

114841 623

114842 329

114842 623

114843 340

114843 341

114843 634

114844 340

ART.NO. PAGE

114844 341

114844 634

114845 340

114845 341

114845 634

114846 324

114846 325

114846 326

114846 327

114846 328

114846 329

114846 618

114847 325

114847 619

114848 341

114848 634

114849 255

114849 543

114850 255

114850 543

114851 255

114851 543

114852 255

114852 543

114853 333

114853 243

114854 333

114854 243

114855 333

114855 243

114856 333

114856 243

114857 181

114858 181

114859 167

114861 136

114862 136

114864 136

114865 136

114866 136

114867 136

114868 137

114869 137

114870 137

114871 137

114873 155

114874 192

114879 264

114879 265

114880 264

114880 265

114891 158

114891 176

114892 174

114895 75

114910 160

ART.NO. PAGE

114914 83

114915 84

114916 86

114917 84

114918 86

114919 87

114936 159

114940 360

114941 360

114942 216

114943 218

114944 220

114945 222

114946 201

114946 207

114947 208

114949 315

114950 315

114951 314

114952 314

114953 317

114954 317

114955 316

114956 316

114957 295

114957 295

114957 295

114958 295

114958 295

114958 295

114959 294

114959 294

114959 294

114960 294

114960 294

114960 294

114963 298

114963 298

114963 298

114964 298

114964 298

114964 298

114965 299

114965 299

114965 299

114966 299

114966 299

114966 299

114987 47

114988 70

114988 98

115057 152

115058 152

115059 153

115060 152

115061 153

https://art.no/
https://art.no/
https://art.no/
https://art.no/
https://art.no/
https://art.no/
https://art.no/


Legal notice / Photo credits All rights reserved by FIAI Handels GmbH.
Imprint This catalogue is produced and published by ISOLED® | FIAI Handels GmbH in Egerbach 48, A-6334 Schwoich, AUSTRIA.
Company register number FN304126w I UID number: ATU63995500
Please note that all our products and services are offered exclusively in accordance with our terms and conditions and warranty conditions. You can download these from our home-
page.
Datasheets and other technical information can be found on our homepage at www.isoled.at /.de /.ch /.hu/ .it /.fr/.
Please note: technical details in this catalogue correspond to the status as at the time of printing and have been compiled based on our best knowledge. Nevertheless, we reserve the 
right for there to be errors and misprints. The details are provided for more detailed description of items, however are not warranted properties, unless expressly described as such. 
/ The items contained in this catalogue may be discontinued at any time by ISOLED® without replacement. / Changes for the benefit of technical progress or adjustments to modified 
standards or regulations remain reserved. / Photos and drawings in this catalogue are examples and are not binding for supply. / FIAI GmbH accepts no liability for any non-availability 
of the catalogue products. / FIAI Handels GmbH also is not liable for any direct, indirect, coincidental or other damages (including but not limited to lost profits, lost earnings or similar 
financial damages), which result from the use of information in this catalogue. / Breaches of legal rights or the use of text and layout design (inc. photos) are not permitted without our 
permission and will be subject to legal action. / The presentation of our products is enabled through the cooperation with and permission of the owners of the environments which can 
be seen in the foreground of each image. We would like to express our grati tude for this.

370

CUSTOMISED LIGHT SOLUTIONS

ART.NO. PAGE

115062 152

115063 148

115063 184

115064 153

115065 153

115066 155

115067 74

115068 74

115069 74

115070 74

115187 94

115188 94

115189 94

115190 94

115191 96

115192 96

115193 96

115194 96

115195 360

115196 360

115255 82

115256 82

115257 82

115258 82

115259 77

115260 244

115261 308

115262 308

115263 308

115264 248

115264 249

115264 250

115264 251

115264 252

115264 254

115264 255

115264 288

115265 248

115265 249

ART.NO. PAGE

115265 250

115265 251

115265 252

115265 254

115265 255

115265 288

115266 244

115267 318

115268 319

115269 286

115270 286

115271 286

115272 286

115273 286

115274 286

115275 286

115276 286

115277 286

115278 286

115279 286

115280 307

115281 309

115282 323

115283 323

115284 57

115285 57

115286 57

115287 57

115288 57

115289 57

115290 57

115291 57

115292 57

115293 62

115294 62

115295 62

115296 62

115297 62

115298 62

ART.NO. PAGE

115299 62

115300 62

115301 62

115302 62

115303 62

115304 62

115305 62

115306 62

115307 62

115308 63

115309 63

115310 63

115311 63

115312 63

115313 63

115314 63

115315 63

115316 63

115317 63

115318 63

115319 63

115320 63

115321 63

115322 63

115323 58

115324 58

115325 58

115326 58

115327 58

115328 58

115329 58

115330 58

115331 58

115332 58

115333 59

115334 59

115335 59

115336 59

115337 59

ART.NO. PAGE

115338 59

115339 59

115340 59

115341 60

115342 60

115343 60

115344 60

115345 60

115346 60

115347 60

115348 60

115349 61

115350 61

115351 61

115352 61

115353 61

115354 61

115355 61

https://www.isoled.at/
https://art.no/
https://art.no/
https://art.no/
https://art.no/


+23 % Turnover
+19 % New items

PLUS
We are growing 

sustainably!

ISOLED® Sales fi eld service

Sales partner

SUSTAINABILITY, CONTINUITY
AND GROWTH
WE GO THE EXTRA MILE

ISOLED®

HUNGARIAISOLED®

SLOVENIA

ISOLED®

ITALIA

ISOLED®

SWITZERLAND

ISOLED®

FRANCE

ISOLED®

AUSTRIA

ISOLED®

LUXEMBOURG

ISOLED®

BELGIUM ISOLED®

GERMANY

ISOLED®

SWEDEN

OF OUR CUSTOMERS RECOMMEND US!

  # 1 SUCCESS FACTORS
PERSONAL SERVICE

COMPETENT  CUSTOMER SERVICE
TARGET GROUP & INDUSTRY SPECIFIC

PRODUCT RANGE AVAILABLE FROM STOCK

WITH our customers
FOR our customers

EXPANSION AND INTERNATIONALISATION

Important notice: Please note that any transformers and luminaires must never be directly covered (e.g. with thermal insulation material).

In the case of coloured products, we sometimes give the colour codes of the internationally used and standardised colour system (colour table) RAL. In  
such a case, the actual colour of the product is an approximation of the RAL colour code given. Slight colour deviations within small tolerance ranges  
cannot be excluded. 

Optional extension of warranty period All additional products and 
services  according to our general terms and conditions and warranty 
conditions.  Additional warranty period extensions available on request.

dimmable

maximum fl ex 
stripe width

walk-on Surface-mount  
Profi le

drive-on Linear LED  
pendant light

Recessed  
profi le

impact-
resistant up to 

6 Joules

swiveling Quick  
assembly

YEAR
GUARANTEE

YEAR
GUARANTEE3 YEAR

GUARANTEE4 YEAR
GUARANTEE

ÉV 
GARANCIA

5 

Various parameters such as e.g. EMC, fi re 
performance  etc. were tested by a TÜV insti-
tute.  The certifi cates are provided on request 
to the  market regulatory authorities.

Transformer with double or strengthened insulation. No  

protective conductor must be connected!

Lights with limited surface temperature for fi re-hazard 
environments.  Therefore approved for woodworking 
shops,  barns ...D

Transformer for use outside lights.

Temperature-protected transformer. Maximum tempera-
ture  in the event of a fault 110 °C

The assembly/installation as well as operation of this  
article in proximity to foodstuff s of any type is without  
concern. The quality of the food is neither affected nor 
impaired.

SAFE
FOOD

110

Here please note: Shipping costs on request!  Articles with this mar-
king require special freight costs due to their dimensions.

Security transformer

Isolating transformer short-circuit-proof | Short-cir-
cuit-proof/protective insulated | Not short-circuit-proof

Can be attached to “normally fl ammable”  
equipment items. Among others this inclu-
des  wooden surfaces.

F M

This products meets the currently applicable standards  
and regulations. We can provide you with the CE declarati 
on of conformity on request.

Device of protection class I with protective earthing
Do not reach temperatures that can lead to the ignition of 
materials of unknown fi re behaviour. Limited surface tem-
perature 90° in normal operation!

M M

The CE conformity was tested by an external institute. 

xx 
mm
width

LEGEND

For direct mounting on normally fl ammab-
le surfaces NOT suitable luminaire.

For installation in wood or false ceilings of 
normally fl ammable materials NOT suitab-
le luminaire.

Luminaire or control gear must NOT be  
covered with heat insulation materials. 
Applies to all articles.
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YOUR PARTNER
SINCE 2008

of our customers and partners 
recommend ISOLED® !

99 %
YOUR QUALITY REQUIREMENTS ARE OUR BENCHMARK!

ISOLED® AUSTRIA
FIAI Handels GmbH
Egerbach 48
A-6334 SCHWOICH
AUSTRIA

Tel: +43 5372 219 999

Email: offi ce@isoled.at
www.isoled.at

ISOLED® SWITZERLAND 
Allegra Swiss GmbH
Einsiedlerstrasse 15a
CH-8834 SCHINDELLEGI
SWITZERLAND

Tel: +41 44 787 04 75

Email: info@isoled.ch
www.isoled.ch

ISOLED® GERMANY
FIAI Trading GmbH
Hollerweg 3
D-85649 BRUNNTHAL
GERMANY

Tel: +49 810 48 999 200

Email: offi ce@isoled.at
www.isoled.de

2022 Flex strips & 
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WWW.ISOLED.SHOP   |   WWW.ISOLED.CH

Tel: +43 5372 219 999
mailto:office@isoled.at
https://www.isoled.at/
Tel: +41 44 787 04 75
mailto:info@isoled.ch
https://www.isoled.ch/
Tel: +49 810 48 999 200
mailto:office@isoled.at
https://www.isoled.de/
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